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	Reason for change:
	1. In clause 9.2.10, it is mentioned that before establishing an RRC connection, the UE verifies that stored system information remains valid when the RRC_IDLE eDRX cycle is longer than the system information modification period. This is to avoid the SI missing case when eDRX acquisition period is used. It applies to both IDLE and Inactive state. 
	38.331 description.
1>	if the UE operates an IDLE eDRX cycle longer than the modification period and the systemInfoModification-eDRX bit of Short Message is set:
2>	apply the SI acquisition procedure as defined in clause 5.2.2.3 from the start of the next eDRX acquisition period boundary.


In RRC resume procedure, the UE should also verify the validity of the stored system information before resuming an RRC connection.

2. In TS 38.300 clause 16.13.4, it is specified that “Network may configure stationary criterion for a RedCap UE in RRC_CONNECTED and the UE shall report its RRM measurement relaxation status using UE Assistance Information when the stationarity criterion is met or no longer met”. However, it is not aligned with the description in TS 38.331 clause 5.7.4.2, which is “A UE capable of providing an indication of fulfilment of the RRM measurement relaxation criterion in connected mode may initiate the procedure if it was configured to do so, upon change of its fulfilment status for RRM measurement relaxation criterion for connected mode”. 
The RedCap UE is allowed to not initiate UAI procedure upon the stationarity criterion is met. So the “shall” in the description in TS 38.300 should be changed.


	
	

	Summary of change:





	1. In clause 9.2.10, Clarify that the UE also verifies that stored system information remains valid before resuming an RRC connection, when the RRC_IDLE eDRX cycle is longer than the system information modification period.
2. [bookmark: _GoBack]Change as “UE reports its RRM measurement relaxation fulfilment status using UE Assistance Information when the stationarity criterion is met or no longer met.” in clause 16.13.4.

Impact analysis
Impacted 5G architecture options:
NR Standalone

Impacted functionality:
eDRX, RRM measurement relaxations

[bookmark: OLE_LINK7][bookmark: OLE_LINK8]Inter-operability: 
1. If the UE is implemented according to this CR while the network is not, there is no inter-operability issue.
1. If the network is implemented according to this CR while the UE is not, there is no inter-operability issue.

	
	

	Consequences if not approved:
	1. The UE may not have valid system information upon or after resuming an RRC connection.
2. The RedCap UE is mandatory to initiate UAI procedure upon the stationarity criterion is met or no longer met, which is not aligned with RRC specfication.
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[bookmark: _Toc46439363][bookmark: _Toc46444200][bookmark: _Toc46486961][bookmark: _Toc52836839][bookmark: _Toc52837847][bookmark: _Toc53006487]START OF CHANGE
[bookmark: _Toc130938849][bookmark: _Toc124539643]9.2.10	Extended DRX for RRC_IDLE and RRC_INACTIVE
When extended DRX (eDRX) is used, the following applies:
-	For RRC_INACTIVE, eDRX configuration for RAN paging is decided and configured by NG-RAN. In RRC_INACTIVE the UE monitors both RAN and CN paging;
-	For RRC_IDLE, eDRX for CN paging is configured by upper layers. In RRC_IDLE the UE monitors only CN paging;
-	Information on whether eDRX for CN paging and RAN paging is allowed on the cell is provided separately in system information;
-	The maximum value of the eDRX cycle is 10485.76 seconds (2.91 hours) for RRC_IDLE and 10.24 seconds for RRC_INACTIVE, while the minimum value of the eDRX cycle is 2.56 seconds for both RRC_IDLE and RRC_INACTIVE;
-	The hyper SFN (H-SFN) is broadcast by the cell and increments by one when the SFN wraps around;
-	Paging Hyperframe (PH) refers to the H-SFN in which the UE starts monitoring paging according to DRX during a Paging Time Window (PTW) used in RRC_IDLE. The PH and PTW are determined based on a formula (see TS 38.304 [10]) that is known by the AMF, UE and NG-RAN;
-	H-SFN, PH and PTW are used if the eDRX cycle is greater than 10.24 seconds;
-	When the RRC_IDLE eDRX cycle is longer than the system information modification period, the UE verifies that stored system information remains valid before resuming/establishing an RRC connection.
Next CHANGE
[bookmark: _Toc130939071]16.13.4	RRM measurement relaxations
RRM measurement relaxation is enabled and disabled by the network. In RRC_IDLE and RRC_INACTIVE a RedCap UE is allowed to relax neighbour cell RRM measurements when the stationary criterion is met or when both stationary criterion and not-at-cell-edge criterion are met. Network may configure stationary criterion for a RedCap UE in RRC_CONNECTED and the UE shall reports its RRM measurement relaxation fulfilment status using UE Assistance Information when the stationarity criterion is met or no longer met. 
END OF CHANGE

