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	Reason for change:
		From the state 2 descriptions of logged MDT in TS 37.320, we have the following,
“There is only one RAT-specific logged measurement configuration for Logged MDT in the UE. When the network provides a configuration, any previously configured logged measurement configuration will be entirely replaced by the new one. Moreover, logged measurements corresponding to the previous configuration will be cleared at the same time. It is left up to the network to retrieve any relevant data before providing a new configuration.”
However, it is not clear from stage 3 whether UE releases previously received logged measurement configuration and logged measurement information if a new configuration is received from the same RAT. In our understanding, the logged measurement configuration and logged measurement information should be released even upon receiving a new logged measurement configuration from the same RAT.
For example, the UE action upon reception of new loggedMeasurementConfiguration by the UE (section 5.5a.1.3) refers to section 5.5a.2 for discarding the logged measurement configuration as well as logged measurement information. 
[bookmark: _Toc60776912][bookmark: _Toc131064577]5.5a.1.3	Reception of the LoggedMeasurementConfiguration by the UE
Upon receiving the LoggedMeasurementConfiguration message the UE shall:
1>	discard the logged measurement configuration as well as the logged measurement information as specified in 5.5a.2;
However, section 5.5a.2 talks about action on the releasing “logged measurement configuration in another RAT”
5.5a.2.2	Initiation
The UE shall initiate the procedure upon receiving a logged measurement configuration in another RAT. The UE shall also initiate the procedure upon power off or upon deregistration.




	
	

	Summary of change:
	The proposed CR clarifies that logged measurement configuration as well as logged measurement information is released when a new loggedMeasurmentConfiguration is received by the UE, irrespective of RAT.
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	Consequences if not approved:
	UE behavior is not clear upon receiving from same RAT.
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[bookmark: _Toc60776915][bookmark: _Toc131064580]5.5a.2.1	General
The purpose of this procedure is to release the logged measurement configuration as well as the logged measurement information.
5.5a.2.2	Initiation
The UE shall initiate the procedure upon receiving a logged measurement configuration in same or another RAT. The UE shall also initiate the procedure upon power off or upon deregistration.
The UE shall:
1>	stop timer T330, if running;
1>	if stored, discard the logged measurement configuration as well as the logged measurement information, i.e. release the UE variables VarLogMeasConfig and VarLogMeasReport.
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