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5.5.2.3	Measurement identity addition/modification
The network applies the procedure as follows:
-	configure a measId only if the corresponding measurement object, the corresponding reporting configuration and the corresponding quantity configuration, are configured.
The UE shall:
1>	for each measId included in the received measIdToAddModList:
2>	if an entry with the matching measId exists in the measIdList within the VarMeasConfig:
3>	replace the entry with the value received for this measId;
2>	else:
3>	add a new entry for this measId to the measIdList within the VarMeasConfig;
2>	remove the measurement reporting entry for this measId from the VarMeasReportList, if included;
2>	stop the periodical reporting timer or timer T321 or timer T322, whichever one is running, and reset the associated information (e.g. timeToTrigger) for this measId;
2>	if the reportType is set to reportCGI in the reportConfig associated with this measId:
3>	if the measObject associated with this measId concerns E-UTRA:
4>	start timer T321 with the timer value set to 1 second for this measId;
3>	if the measObject associated with this measId concerns NR:
4>	if the measObject associated with this measId concerns FR1:
5>	start timer T321 with the timer value set to 2 seconds for this measId;
4>	if the measObject associated with this measId concerns FR2:
5>	start timer T321 with the timer value set to 16 seconds for this measId.
[bookmark: _Toc20425794]2>	if the reportType is set to reportSFTD in the reportConfigNR associated with this measId and the drx-SFTD-NeighMeas is included:
3>	if the measObject associated with this measId concerns FR1:
4>	start timer T322 with the timer value set to 3 seconds for this measId;
3>	if the measObject associated with this measId concerns FR2:
4>	start timer T322 with the timer value set to 24 seconds for this measId.
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6.3.2	Radio resource control information elements
<cut>
–	ReportInterval
The IE ReportInterval indicates the interval between periodical reports. The ReportInterval is applicable if the UE performs periodical reporting (i.e. when reportAmount exceeds 1), for reportType triggerTypeeventTriggered as well as for reportType triggerTypeperiodical. Value ms120 corresponds to 120 ms, value ms240 corresponds to 240 ms and so on, while value min1 corresponds to 1 min, min6 corresponds to 6 min and so on.
ReportInterval information element
-- ASN1START
-- TAG-REPORTINTERVAL-START

ReportInterval ::=                  ENUMERATED {ms120, ms240, ms480, ms640, ms1024, ms2048, ms5120, ms10240, ms20480, ms40960,
                                                    min1,min6, min12, min30 }

-- TAG-REPORTINTERVAL-STOP
-- ASN1STOP
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