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[bookmark: _Hlk109550030]1	Overall description
[bookmark: _Hlk109550148]With regards to QoE measurement collection and UE buffer management in RRC_IDLE/INACTIVE, RAN2 discussed signalling of assistance information from the gNB to the UE to allow the UE to decide which QoE reports to discard in case the UE’s buffer becomes full and reached the following agreement:
4:	RAN2 thinks that assistance information for the UE to decide which reports to discard in case the UE’s QoE buffer becomes full could be useful at least for UEs in IDLE/INACTIVE to allow network to prioritize some reports over others. Send LS to RAN3 to ask whether and what information can be provided to the UE for this. 

With respect to the above RAN2 would like to ask RAN3 the following questions:
Q1: RAN2 would like to ask if the gNB can obtain assistance information based on which the gNB can configure  the UE for the purpose of prioritizing some QoE reports over others?
Q2: If the answer to Q1 is “yes”, RAN2 would like to request RAN3 to provide details about this information.

Furthermore, RAN2 discussed the details of QoE reporting in NR-DC scenarios and reached the following agreement:
1: As working assumption, for encapsulated QoE report associated with the non-receiving RAN node, use option 1 (i.e. MeasurementReportAppLayer message)  to send to the receiving RAN node. This can be revisited if RAN3 decisions warrant something different for RVQoE.

With respect to this agreement, RAN2 would like to ask RAN3 the following question:
Q3: Does RAN3 see any issue with the above working assumption, e.g. e.g. whether RAN3 sees any problem if RAN visible QoE report associated with the non-receiving RAN node is reported to the receiving RAN node via MeasurementReportAppLayer message?
2	Actions
To RAN3:
ACTION: 	RAN2 respectfully asks RAN3 to take the above information into account and reply to Q1-Q3.
3	Dates of next TSG RAN WG 2 meetings
RAN2#123bis	09 – 13 October 2023		Xiamen, China
RAN2#124	13 – 17 November 2023		Chicago, United States

