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	Reason for change:
	· Incorrect prameter names (i.e. triggerTypeevent, triggerTypeperiodical) are used.
· ReportInterval IE is also applicable when reportType is cli-EventTriggered or cli-Periodical.

	
	

	Summary of change:
	· Incorrect prameter names are updated. 
· ReportInterval IE is updated to be applicable when reportType is cli-EventTriggered or cli-Periodical.

Impact analysis
Impacted functionality:
Measurement report

Inter-operability:
If only the network is implemented according to the CR, interoperability problems are not foreseen.
If only the UE is implemented according to the CR, interoperability problems are not foreseen.
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The IE ReportInterval indicates the interval between periodical reports. The ReportInterval is applicable if the UE performs periodical reporting (i.e. when reportAmount exceeds 1), when reportType is set to either eventTriggered, periodical, cli-EventTriggered or cli-Periodicalfor triggerTypeevent as well as for triggerTypeperiodical. Value ms120 corresponds to 120 ms, value ms240 corresponds to 240 ms and so on, while value min1 corresponds to 1 min, min6 corresponds to 6 min and so on.
ReportInterval information element
-- ASN1START
-- TAG-REPORTINTERVAL-START

ReportInterval ::=                  ENUMERATED {ms120, ms240, ms480, ms640, ms1024, ms2048, ms5120, ms10240, ms20480, ms40960,
                                                    min1,min6, min12, min30 }

-- TAG-REPORTINTERVAL-STOP
-- ASN1STOP

