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	Reason for change:
	Reason for change:
1. The stage 2 text is ambiguous on whether the IUC information of preferred resource may be used standalone in the resource selection. In the current text, it is written that the UE can base the resource selection on both the sensing and IUC, or the IUC information only. However, the condition on when this is true is based on whether the sensing results are available, either due to a UE not supporting sensing, or that no results has been provided.
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	Description of change
1. Removed ambiguity by explicitly stating that selection is based on either both sensing and IUC, or IUC only, where the selection is based on whether the sensing infromation is available.
Impact analysis
Impacted functionality: Sidelink IUC
Inter-operability: Implementation of this CR by a Release 17 UE will not cause compatibility issues
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[bookmark: _Toc139018257][bookmark: _Toc12569232][bookmark: _Toc37296249][bookmark: _Toc46490378][bookmark: _Toc52752073][bookmark: _Toc52796535][bookmark: _Toc139032332]16.9.8	Inter-UE Coordination (IUC)
The SL UE can support inter-UE coordination (IUC) in Mode 2, whereby a UE sends information about resources to a peer UE, which the peer UE then uses for resource (re)selection. The following schemes of inter-UE coordination are supported:
-	IUC scheme 1, where the IUC information sent from a UE to a peer UE is the preferred or non-preferred resources for the peer UE's transmission, and
-	IUC scheme 2, where the IUC information sent from a UE to a peer UE is the presence of expected/potential resource conflict on the resources indicated by the peer UE's SCI.
In scheme 1, the transmission of IUC information from a UE can be triggered by a condition at this UE, or by an explicit request from a peer UE. The UE determines the set of resources reserved by other UEs or slots where the UE, when it is the intended receiver of the peer UE, does not expect to perform SL reception from the peer UE due to half-duplex operation. The UE uses these resources as the set of non-preferred resources, or excludes these resources to determine a set of preferred resources and sends the preferred/non-preferred resources to the peer UE. Regarding the IUC information received from the UE, the peer UE's resources for resource (re)selection iscan be based on both either the peer UE's sensing results (if available) and the IUC information if the peer UE’s sensing results are available, or it can be based only on the IUC information if the peer UE’s sensing results are not available nor supported. For scheme 1, MAC CE and second-stage SCI or MAC CE only can be used to send IUC information. For IUC information transmission triggered by an explicit request, both the explicit request and the IUC information are transmitted in unicast manner. For IUC information transmission triggered by a condition other than the explicit request, the IUC information indicating preferred resource set is transmitted in unicast manner, and the IUC information indicating non-preferred resource set is transmitted in unicast, groupcast or broadcast manner.
In scheme 2, a UE determines the expected/potential resource conflict within the resources indicated by a peer UE's SCI as either resources reserved by other UEs and identified by the UE as fully/partially overlapping with the resources indicated by the peer UE's SCI, or as slots where the UE is the intended receiver of the peer UE and does not expect to perform SL reception on those slots due to half-duplex operation. The peer UE uses the conflicting resources to determine the resources to be reselected and exclude the conflicting resources from the reselected resources. For scheme 2, PSFCH is used to send IUC information.
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