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	Reason for change:
	According to the current procedural text, if the CGI of the PSCell is available, the UE logs the PSCell CGI two times both in cellID and in SpCellID.
[bookmark: _Toc60776997][bookmark: _Toc139045267]5.7.10.4	Actions upon successful completion of a random-access procedure or on completion of a request of on-demand system information
Upon successfully performing random-access procedure initialized with 4-step or 2-step RA type, or upon failed or successfully completed on-demand system information acquisition procedure in RRC_IDLE or RRC_INACTIVE state, the UE shall:
1>	if the RPLMN or the PLMN selected by upper layers (see TS24.501 [23]) from the PLMN(s) included in the plmn-IdentityList in SIB1 is not included in plmn-IdentityList stored in a non-empty VarRA-Report:
2>	clear the information included in VarRA-Report;
1>	if the number of RA-Report entries stored in the ra-ReportList in VarRA-Report is less than maxRAReport:
2>	if the number of PLMN entries in plmn-IdentityList stored in VarRA-Report is less than maxPLMN; or
2>	if the number of PLMN entries in plmn-IdentityList stored in VarRA-Report is equal to maxPLMN and the list of EPLMNs is subset of or equal to the plmn-IdentityList stored in VarRA-Report:
3>	append the following contents associated to the successfully completed random-access procedure or the failed or successfully completed on-demand system information acquisition procedure as a new entry in the VarRA-Report:
4>	if the list of EPLMNs has been stored by the UE:
5>	set the plmn-IdentityList to include the list of EPLMNs stored by the UE (i.e. includes the RPLMN) without exceeding the limit of maxPLMN;
4>	else:
5>	set the plmn-Identity, in plmn-IdentityList, to the PLMN selected by upper layers (see TS 24.501 [23]) from the PLMN(s) included in the plmn-IdentityInfoList in SIB1;
4>	set the cellId to the global cell identity and the tracking area code, if available, otherwise to the physical cell identity and carrier frequency of the cell in which the corresponding random-access preamble was transmitted;
4>	if the UE supports spCell ID indication:
5>	if the corresponding random-access procedure was performed on an SCell of MCG:
6>	set the spCellId to the global cell identity of the PCell;
5>	if the corresponding random-access procedure was performed on an SCell of SCG; or
5>	if the corresponding random-access procedure was performed on PSCell:
6>	set the spCellId to the global cell identity of the PSCell, if available, otherwise, set the spCellId to the global cell identity of the PCell;
4>	set the raPurpose to include the purpose of triggering the random-access procedure;
4>	set the ra-InformationCommon as specified in clause 5.7.10.5.

	
	

	Summary of change:
	Impact analysis
The procedural text is updated so that the UE does not need to log the spCellID if it already loged the CGI of the PSCell in the cellID.

Impacted functionality:
MRO- RLF

Inter-operability:
If the network implements the CR but the UE does not implement the CR, UE reports duplicated information (PSCell ID) in the RA report.
If the UE implements the CR but the network does not implement the CR, no interoperability issue is foreseen.


	
	

	Consequences if not approved:
	UE logs the SPCell CGI two times in the RA report.
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Start of CHANGE
5.7.10.4	Actions upon successful completion of a random-access procedure or on completion of a request of on-demand system information
Upon successfully performing random-access procedure initialized with 4-step or 2-step RA type, or upon failed or successfully completed on-demand system information acquisition procedure in RRC_IDLE or RRC_INACTIVE state, the UE shall:
1>	if the RPLMN or the PLMN selected by upper layers (see TS24.501 [23]) from the PLMN(s) included in the plmn-IdentityList in SIB1 is not included in plmn-IdentityList stored in a non-empty VarRA-Report:
2>	clear the information included in VarRA-Report;
1>	if the number of RA-Report entries stored in the ra-ReportList in VarRA-Report is less than maxRAReport:
2>	if the number of PLMN entries in plmn-IdentityList stored in VarRA-Report is less than maxPLMN; or
2>	if the number of PLMN entries in plmn-IdentityList stored in VarRA-Report is equal to maxPLMN and the list of EPLMNs is subset of or equal to the plmn-IdentityList stored in VarRA-Report:
3>	append the following contents associated to the successfully completed random-access procedure or the failed or successfully completed on-demand system information acquisition procedure as a new entry in the VarRA-Report:
4>	if the list of EPLMNs has been stored by the UE:
5>	set the plmn-IdentityList to include the list of EPLMNs stored by the UE (i.e. includes the RPLMN) without exceeding the limit of maxPLMN;
4>	else:
5>	set the plmn-Identity, in plmn-IdentityList, to the PLMN selected by upper layers (see TS 24.501 [23]) from the PLMN(s) included in the plmn-IdentityInfoList in SIB1;
4>	set the cellId to the global cell identity and the tracking area code, if available, otherwise to the physical cell identity and carrier frequency of the cell in which the corresponding random-access preamble was transmitted;
4>	if the UE supports spCell ID indication:
5>	if the corresponding random-access procedure was performed on an SCell of MCG:
6>	set the spCellId to the global cell identity of the PCell;
5>	if the corresponding random-access procedure was performed on an SCell of SCG:; or
6> set the spCellId to the global cell identity of the PSCell, if available, otherwise, set the spCellId to the global cell identity of the PCell;
5>	if the corresponding random-access procedure was performed on PSCell:
6>	if the cellId is not set to the global cell identity of the PSCell, set the spCellId to the global cell identity of the PSCell, if available, otherwise, set the spCellId to the global cell identity of the PCell;
4>	set the raPurpose to include the purpose of triggering the random-access procedure;
4>	set the ra-InformationCommon as specified in clause 5.7.10.5.
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