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	Reason for change:
	1. Due to UE updating destination ID list, destination index for certain destination ID in old SUI can be different from that for same destination ID in new SUI. Currently, UE applies dedicated SL configuration based on the destination index rather than destination ID, and the destination index associated with stored SL configuration can’t be changed by UE itself. Then if UE still applies dedicated SL measurement configuration based on destination index, configuration failure may be introduced (i.e. UE regards a delta configuration as a complete configuration).
2. According to RAN1’s LS(R1-1911698), the sidelink measurement is introduced for open-loop power control which use PSSCH-RSRP value.
3. In clause 6.3.5 Sidelink information elements, the sl-RNTI field in the IE SL-ScheduledConfig has an error in the field description which refers to C-RNTI. Instead, it shall refer to the SL-RNTI.


	
	

	Summary of change:
	1. Add a note to clarify that it is expected that the UE updates the destination index for the stored SL measurement configuration after the UE updates the destination list and reports to the gNB.
2. In clause 5.8.10.3.1 and 5.8.10.3.2, modify the sidelink measurement procedure to restrict it to only use PSSCH RSRP value.
3. Change the “C-RNTI” in the field description of sl-RNTI to “SL-RNTI”.
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Impacted 5G architecture options: 
  NR SA, NR-DC
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SL measurement configuration, SL resource allocation 
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For the change on clause 5.8.10:
If the UE is implemented according to this CR but the network is not, there is no inter-operability issue.
[bookmark: _GoBack]If the network is implemented according to this CR but the UE is not, there is no inter-operability issue.
If the UE is implemented according to this CR but the peer UE is not, UE may include wrong RSRP value into measurement report.
For other changes:
If the network is implemented according to this CR while the UE is not, there is no inter-operability issue.
If the UE is implemented according to this CR while the network is not, there is no inter-operability issue.
If one UE is implemented according to this CR while the other UE is not, there is no inter-operability issue.

	
	

	Consequences if not approved:
	1. UE can not apply dedicated SL measurement configuration correctly when updating destination ID list.
2. UE may include wrong RSRP value into sidelink measurement report.
3. Wrong ASN.1 IE field description will cause specification interpretation and implementation error.
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Start of Changes
[bookmark: _Toc60776799][bookmark: _Toc131032853][bookmark: _Toc139005817]5.3.5.14	Sidelink dedicated configuration
Upon initiating the procedure, the UE shall:
1>	if sl-FreqInfoToReleaseList is included in sl-ConfigDedicatedNR within RRCReconfiguration:
2>	for each entry included in the received sl-FreqInfoToReleaseList that is part of the current UE configuration:
3>	release the related configurations from the stored NR sidelink communication configurations;
1>	if sl-FreqInfoToAddModList is included in sl-ConfigDedicatedNR within RRCReconfiguration:
2>	if configured to receive NR sidelink communication:
3>	use the resource pool(s) indicated by sl-RxPool for NR sidelink communication reception, as specified in 5.8.7;
2>	if configured to transmit NR sidelink communication:
3>	use the resource pool(s) indicated by sl-TxPoolSelectedNormal, sl-TxPoolScheduling or sl-TxPoolExceptional for NR sidelink communication transmission, as specified in 5.8.8;
2>	perform CBR measurement on the transmission resource pool(s) indicated by sl-TxPoolSelectedNormal, sl-TxPoolScheduling or sl-TxPoolExceptional for NR sidelink communication transmission, as specified in 5.5.3;
2>	use the synchronization configuration parameters for NR sidelink communication on frequencies included in sl-FreqInfoToAddModList, as specified in 5.8.5;
1>	if sl-RadioBearerToReleaseList or sl-RLC-BearerToReleaseList is included in sl-ConfigDedicatedNR within RRCReconfiguration:
2>	perform sidelink DRB release as specified in 5.8.9.1a.1;
1>	if sl-RadioBearerToAddModList or sl-RLC-BearerToAddModList is included in sl-ConfigDedicatedNR within RRCReconfiguration:
2>	perform sidelink DRB addition/modification as specified in 5.8.9.1a.2;
1>	if sl-ScheduledConfig is included in sl-ConfigDedicatedNR within RRCReconfiguration:
2>	configure the MAC entity parameters, which are to be used for NR sidelink communication, in accordance with the received sl-ScheduledConfig;
1>	if sl-UE-SelectedConfig is included in sl-ConfigDedicatedNR within RRCReconfiguration:
2>	configure the parameters, which are to be used for NR sidelink communication, in accordance with the received sl-UE-SelectedConfig;
1>	if sl-MeasConfigInfoToReleaseList is included in sl-ConfigDedicatedNR within RRCReconfiguration:
2>	for each SL-DestinationIndex included in the received sl-MeasConfigInfoToReleaseList that is part of the current UE configuration:
3>	remove the entry with the matching SL-DestinationIndex from the stored NR sidelink measurement configuration information;
1>	if sl-MeasConfigInfoToAddModList is included in sl-ConfigDedicatedNR within RRCReconfiguration:
2>	for each sl-DestinationIndex included in the received sl-MeasConfigInfoToAddModList that is part of the current stored NR sidelink measurement configuration:
3>	reconfigure the entry according to the value received for this sl-DestinationIndex from the stored NR sidelink measurement configuration information;
2>	for each sl-DestinationIndex included in the received sl-MeasConfigInfoToAddModList that is not part of the current stored NR sidelink measurement configuration:
3>	add a new entry for this sl-DestinationIndex to the stored NR sidelink measurement configuration.
NOTE X:	The UE is expected to update the mapping between the Destination Layer-2 ID and the destination index for the stored NR sidelink measurement configuration after the UE updates the destination list and reports to the gNB.
Next Change
[bookmark: _Toc139005344]5.8.10.3	Performing NR sidelink measurements
[bookmark: _Toc139005345]5.8.10.3.1	General
A UE shall derive NR sidelink measurement results by measuring one or multiple DMRS associated per PC5-RRC connection as configured by the peer UE associated, as described in 5.8.10.3.2. For all NR sidelink measurement results the UE applies the layer 3 filtering as specified in clause 5.5.3.2, before using the measured results for evaluation of reporting criteria and measurement reporting. In this release, only NR sidelink RSRP can be configured as trigger quantity and reporting quantity.
The UE shall:
1>	for each sl-MeasId included in the sl-MeasIdList within VarMeasConfigSL:
2>	if the sl-MeasObject is associated to NR sidelink and the sl-RS-Type is set to dmrs:
3>	derive the layer 3 filtered NR sidelink measurement result based on PSSCH DMRS for the trigger quantity and each measurement quantity indicated in sl-ReportQuantity using parameters from the associated sl-MeasObject, as described in clause 5.8.10.3.2.
2>	perform the evaluation of reporting criteria as specified in clause 5.8.10.4.
[bookmark: _Toc139005346]5.8.10.3.2	Derivation of NR sidelink measurement results
The UE may be configured by the peer UE associated to derive NR sidelink RSRP measurement results per PC5-RRC connection associated to the NR sidelink measurement objects based on parameters configured in the sl-MeasObject and in the sl-ReportConfig.
The UE shall:
1>	for each NR sidelink measurement quantity to be derived based on NR sidelink DMRS:
2>	derive the corresponding measurement of NR sidelink frequency indicated quantity based on PSSCH DMRS as described in TS 38.215 [9] in the concerned sl-MeasObject;
2>	apply layer 3 filtering as described in clause 5.5.3.2;

Page 1


Next Change
[bookmark: _Toc60777549][bookmark: _Toc139005837]–	SL-ScheduledConfig
The IE SL-ScheduledConfig specifies sidelink communication configurations used for network scheduled NR sidelink communication.
SL-ScheduledConfig information element
-- ASN1START
-- TAG-SL-SCHEDULEDCONFIG-START

SL-ScheduledConfig-r16 ::=                   SEQUENCE {
    sl-RNTI-r16                                  RNTI-Value,
    mac-MainConfigSL-r16                         MAC-MainConfigSL-r16                                     OPTIONAL,    -- Need M
    sl-CS-RNTI-r16                               RNTI-Value                                               OPTIONAL,    -- Need M
    sl-PSFCH-ToPUCCH-r16                         SEQUENCE (SIZE (1..8)) OF INTEGER (0..15)                OPTIONAL,    -- Need M
    sl-ConfiguredGrantConfigList-r16             SL-ConfiguredGrantConfigList-r16                         OPTIONAL,    -- Need M
    ...,
    [[
    sl-DCI-ToSL-Trans-r16                        SEQUENCE (SIZE (1..8)) OF INTEGER (1..32)                OPTIONAL     -- Need M
    ]]
}

MAC-MainConfigSL-r16 ::=                     SEQUENCE {
    sl-BSR-Config-r16                            BSR-Config                                           OPTIONAL,    -- Need M
    ul-PrioritizationThres-r16                   INTEGER (1..16)                                      OPTIONAL,    -- Need M
    sl-PrioritizationThres-r16                   INTEGER (1..8)                                       OPTIONAL,    -- Need M
    ...
}

SL-ConfiguredGrantConfigList-r16 ::=       SEQUENCE {
    sl-ConfiguredGrantConfigToReleaseList-r16  SEQUENCE (SIZE (1..maxNrofCG-SL-r16)) OF SL-ConfigIndexCG-r16         OPTIONAL, -- Need N
    sl-ConfiguredGrantConfigToAddModList-r16   SEQUENCE (SIZE (1..maxNrofCG-SL-r16)) OF SL-ConfiguredGrantConfig-r16 OPTIONAL  -- Need N
}

-- TAG-SL-SCHEDULEDCONFIG-STOP
-- ASN1STOP

	SL-ScheduledConfig field descriptions

	sl-CS-RNTI
Indicate the RNTI used to scramble CRC of DCI format 3_0, see TS 38.321 [3].

	sl-DCI-ToSL-Trans
Indicate the time gap between DCI reception and the first sidelink transmission scheduled by the DCI (see TS 38.214 [19], clause 8.1.2.1). Value 1 included in this field corresponds to 1 slot, value 2 corresponds to 2 slots and so on, based on the numerology of sidelink BWP.

	sl-PSFCH-ToPUCCH
For dynamic grant and configured grant type 2, this field configures the values (in number of slot lengths) of the PSFCH to PUCCH gap. The field PSFCH-to-HARQ_feedback timing indicator in DCI format 3_0 selects one of the configured values of the PSFCH to PUCCH gap.

	sl-RNTI
Indicate the CSL-RNTI used for monitoring the network scheduling to transmit NR sidelink communication (i.e. the mode 1).



End of Changes
