Page 4
Draft prETS 300 ???: Month YYYY
3GPP TSG-RAN WG2 Meeting #123	R2-2309206
[bookmark: _Hlk124761912]Toulouse, France, Aug 21st – 25th, 2023
	CR-Form-v12.2

	CHANGE REQUEST

	

	
	38.304
	CR
	351
	rev
	1
	Current version:
	17.5.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	X
	Core Network
	



	

	Title:	
	NSAG validity when TAI list is omitted

	
	

	Source to WG:
	Ericsson

	Source to TSG:
	R2

	
	

	Work item code:
	NR_Slice-Core
	
	Date:
	2023-08-05

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-17

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)
Rel-19	(Release 19)

	
	

	Reason for change:
	In case TAI list is absent for an NSAG in NAS signalling (TS 24.501), the NSAG is valid in the whole PLMN. In RRC signalling (SIB and dedicated signalling), if the TAC is absent, the UE assumes the TAC of the current cell. Existing text in TS38.304 does not clearly describe the resulting UE behaviour

	
	

	Summary of change:
	Text on how UE examines information recieved in RRC signaling and NAS signalling is clarified by more clear reference to “NSAG information provided by NAS”.

Impact Analysis
Impacted 5G architecture options: NR SA 

Impacted functionality: Slice-based cell re-selection

Inter-operability:
CR only impact UE behaviour, hence no inter-operability issues.


	
	

	Consequences if not approved:
	Unclear text will remain in specification, and might result in erroneous UE implementation (UE is prevented from re-selecting neighbouring cell across TA border). 

	
	

	Clauses affected:
	5.2.4.11

	
	

	
	Y
	N
	
	

	Other specs
	
	N
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	N
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	N
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	


[bookmark: _Hlk142402120]
5.2.4.11	Reselection priorities for slice-based cell reselection
The UE derives reselection priorities for slice-based cell reselection by using:
-	NAS provided NSAG information, only for NSAG(s) associated with the network slice(s) provided by NAS for cell reselection (see TS 23.501 [10], TS 24.501 [14]),
-	sliceInfoList and/or sliceInfoListDedicated per frequency with nsag-CellReselectionPriority per NSAG, if provided in system information and/or dedicated signalling (see TS 38.331 [3]),
-	cellReselectionPriority per frequency provided in system information and/or dedicated signalling (see TS 38.331 [3]).
The UE considers an NR frequency to support all slices of an NSAG if
-	the nsag-ID and TA of the NSAG indicated for the NR frequency (see TS 38.331[3]) are included in the NSAG informationas provided by NAS are indicated for the NR frequency (see TS 38.331[3]). If FreqPriorityListDedicatedSlicing is configured, UE only considers the NSAG-frequency pairs indicated in FreqPriorityListDedicatedSlicing for slice-based cell reselection.
The UE considers a cell on an NR frequency to support all slices of an NSAG if
-	the nsag-ID and TA of the NSAG indicated for the NR frequency in dedicated signalling but not in SIB16 (see TS 38.331 [3])as are included in the NSAG information provided by NAS are indicated for the NR frequency in dedicated signalling but not in SIB16 (see TS 38.331 [3]); or
-	the nsag-ID and TA of the NSAG indicated for the NR frequency in SIB16 (see TS 38.331 [3]) are included in the NSAG informationas provided by NASare indicated for the NR frequency in SIB16 (see TS 38.331 [3]); and
-	the cell is either listed in the sliceAllowedCellListNR (if provided in the sliceInfoList) or the cell is not listed in the sliceExcludedCellListNR (if provided in the sliceInfoList); or
-	Neither sliceAllowedCellListNR nor sliceExcludedCellListNR is configured in the sliceInfoList.
The UE shall derive reselection priorities for slice-based cell reselection according to the following rules:
-	Frequencies that support at least one prioritized NSAG received from NAS have higher reselection priority than frequencies that support none of the NSAG(s) received from NAS.
-	Frequencies that support at least one NSAG provided by NAS are prioritised in the order of the NAS-provided priority for the NSAG with highest priority supported on the frequency.
-	Among the frequencies (one or multiple) that support the highest prioritised NSAG(s) with the same NAS-provided priorities, the frequencies are prioritized in the order of their highest nsag-CellReselectionPriority given for these NSAG(s). If no nsag-CellReselectionPriority is given for a NSAG at a frequency, the lowest priority value is used (i.e, lower than any of the network configured values for these frequencies).
-	Frequencies that support none of the NSAG(s) provided by NAS are prioritized in the order of their cellReselectionPriority.
[bookmark: _Hlk112425031]For a UE performing slice-based cell reselection, if the highest ranked cell or best cell in a frequency fulfils the inter- freqeuency cell reselection criteria (see clause 5.2.4.5) based on reselection priority for the frequency and NSAG derived according to this clause or fulfils intra-frequency and equal priority inter-frequency cell reselection criteria (see clause 5.2.4.6), but this cell does not support the NSAG according to this clause:
-	if this cell supports any other NSAG(s) according to this clause, the UE shall re-derive a reselection priority for the frequency by considering the NSAG(s) supported by this cell (rather than those of the corresponding NR frequency);
-	Otherwise, the UE shall re-derive a reselection priority for the frequency as if none of the NSAG(s) provided by NAS is supported.
This re-derived reselection priority is used for a maximum of 300 seconds, or until new network slice(s) and/or NSAG information are received from NAS. UE shall ensure the cell reselection criteria above are fulfilled based on the newly derived priorities.
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