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1. Overall Description:
RAN1 thanks RAN2 for the LS R1-2304325/ R2-2304330 on multicast reception in RRC_INACTIVE.
RAN1 discussed question 3.1 further and would like to provide the following answers.
· Question 3: Is it feasible to reuse the following Rel-17 CSS design for multicast MTCH and multicast MCCH?
· 3.1) Reusing the same CSS or the same CSS type for multicast MTCH in RRC_INACTIVE (same as multicast MTCH in RRC_CONNECTED).
Reply:
For Question 3.1, from RAN1’s view, it is feasible to reuse the same CSS or the same CSS type for multicast MTCH in RRC_INACTIVE as the multicast MTCH in RRC_CONNECTED. It is up to the network to configure the same or different search space ID for multicast MTCH in RRC_INACTIVE and multicast MTCH in RRC_CONNECTED. RAN1 considers both Type 3-PDCCH CSS and Type 0/0B-PDCCH CSS can be used for multicast MTCH in RRC_INACTIVE. But both will require additional RAN1 work to enhance these search spaces to meet RAN2 relevant agreements. RAN1 has not decided which CSS type(s) will be used for multicast MTCH. RAN1 will continue discussing the detailed specification impacts regarding the CSS type.

2. Actions:
To RAN2:
ACTION: RAN1 respectfully asks RAN2 to take the above information into account.

3. Date of Next RAN1 Meetings:
TSG RAN WG1 Meeting #114bis	9 October - 13 October, 2023	Xiamen, China
TSG RAN WG1 Meeting #115	13 November - 17 November, 2023	Chicago, USA

