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	Reason for change:
	According to the description of the capability uplink-TA-Reporting-r17 in TS 38.306 as below, this indication is to indicate whether UE supports TA reporting in all scenarios since TS 38.321 is referenced and all scenarios have been captured clearly in TS 38.321 clause 5.4.8. Specifically, this indication can be used to indicate whether UE supports TA reporting during initial access. However, the capability of TA reporting during initial access is defined in section 6 in TS 38.306 as below, which leads to redundant definitions of TA reporting during initial access. To this end, some clarification of the capability of TA reporting is needed.
	uplink-TA-Reporting-r17
Indicates whether the UE supports UE reporting of information related to TA pre-compensation as specified in TS 38.321 [8]. UE indicating support of this feature shall also indicate support of uplinkPreCompensation-r17 for this band. This field is only applicable for bands in Table 5.2.2-1 in TS 38.101-5 [34] and HAPS operation bands in clause 5.2 of TS 38.104 [35].
	Band
	No
	N/A
	N/A



	TA reporting during initial access
	It is mandatory to support TA reporting during initial access for UEs supporting uplink-TA-Reporting-r17 as specified in TS 38.321 [8].




	
	

	Summary of change:
	Clarify the indication uplink-TA-Reporting-r17 does not include the capability of TA reporting during initial access.
Impact analysis
Impacted 5G architecture options: 
NR standalone

Impacted functionality: 
TA reporting

Inter-operability: 
1. If the network is implemented according to the CR and the UE is not, the UE and the network may have different understandings about the capability uplink-TA-Reporting.
2. If the UE is implemented according to the CR and the network is not, the UE and the network may have different understandings about the capability uplink-TA-Reporting. 

	
	

	Consequences if not approved:
	The definition of TA reporting is not correct.
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< Irrelevant part is omitted >
	uplink-TA-Reporting-r17
Indicates whether the UE supports UE reporting of information related to TA pre-compensation as specified in TS 38.321 [8] except TA reporting during initial access. UE indicating support of this feature shall also indicate support of uplinkPreCompensation-r17 for this band. This field is only applicable for bands in Table 5.2.2-1 in TS 38.101-5 [34] and HAPS operation bands in clause 5.2 of TS 38.104 [35].
	Band
	No
	N/A
	N/A
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