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1	Introduction
This contribution is to address remaining issue for the L1 measurements for LTM, according to the following offline:

[bookmark: _Ref178064866]2	Proposals
[bookmark: _Toc147849566]For the model of CSI report configuration, RAN2 to implement Option 2 (as in current RRC running CR).
[bookmark: _Toc147849567]For the model of RS configuration, RAN2 to follow what indicated by RAN1 in the parameter list.
[bookmark: _Toc147849568]The LTM CSI resource configuration is generated by the CU. Send an LS to RAN3
[bookmark: _Toc147849569]The list of LTM CSI resource configuration is common for all the LTM candidate cells (as in current RRC running CR). 
[bookmark: _Toc147849570]RAN2 assumes that network can include the field spCellInclusion only if the SpCell is an LTM candidate cell. We send an LS to RAN1.
3	Conclusion
Based on the discussion in the previous sections we propose the following:
Proposal 1	For the model of CSI report configuration, RAN2 to implement Option 2 (as in current RRC running CR).
Proposal 2	For the model of RS configuration, RAN2 to follow what indicated by RAN1 in the parameter list.
Proposal 3	The LTM CSI resource configuration is generated by the CU. Send an LS to RAN3
Proposal 4	The list of LTM CSI resource configuration is common for all the LTM candidate cells (as in current RRC running CR).
Proposal 5	RAN2 assumes that network can include the field spCellInclusion only if the SpCell is an LTM candidate cell. We send an LS to RAN1.
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