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	Reason for change:
	If the ra-ResponseWindow or the ra-ContentionResolutionTimer or the msgB-ResponseWindow is running, the MAC eneity shall monitor the PDCCH as specified in clauses 5.1.4, 5.1.4a, and 5.1.5. The reference clause 5.1.4a is missing.

	
	

	Summary of change:
	Add the “5.1.4a” in clause 5.14 to clarify that the MAC entity shall monitor the PDCCH as specified in clause 5.1.4a if the msgB-ResponseWindow is running

Impact analysis
Impacted functionality:
Measurement gaps, 2-step RACH

[bookmark: OLE_LINK7][bookmark: OLE_LINK8]Inter-operability: 
If the UE is implemented according to this CR but the network is not, there is no inter-operability issue.
If the network is implemented according to this CR but the UE is not, there is no inter-operability issue.

	
	

	Consequences if not approved:
	[bookmark: _GoBack]The reference clause for PDCCH monitoring is missing for the PDCCH monitoring when the msgB-ResponseWindow is running.
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[bookmark: _Toc46439363][bookmark: _Toc46444200][bookmark: _Toc46486961][bookmark: _Toc52836839][bookmark: _Toc52837847][bookmark: _Toc53006487]START OF CHANGE
[bookmark: _Toc46490345][bookmark: _Toc52752040][bookmark: _Toc52796502][bookmark: _Toc139030454][bookmark: _Toc139032365]5.14	Handling of measurement gaps
During a measurement gap, the MAC entity shall, on the Serving Cell(s) in the corresponding frequency range of the measurement gap configured by measGapConfig as specified in TS 38.331 [5]:
1>	not perform the transmission of HARQ feedback, SR, and CSI;
1>	not report SRS;
1>	not transmit on UL-SCH except for Msg3 or the MSGA payload as specified in clause 5.4.2.2;
1>	if the ra-ResponseWindow or the ra-ContentionResolutionTimer or the msgB-ResponseWindow is running:
2>	monitor the PDCCH as specified in clauses 5.1.4, 5.1.4a and 5.1.5.
1>	else:
2>	not monitor the PDCCH;
2>	not receive on DL-SCH.
END OF CHANGE

