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1. [bookmark: OLE_LINK13][bookmark: OLE_LINK14]Introduction
[bookmark: _Hlk53665621]This document provides a list of open issues of the Rel-18 MUSIM WI, including: 
· Category 1: the important open issues which needs to be addressed over the next two meetings for ensuring successful completion of the Rel-18 MUSIM WI.
· Category 2: the open issues identified as FFSs. 
· Category 3: the open issues identified by few companies. 
2. List of open issues
2.1 Reactive/proactive approaches on capability restriction 
There are the following open issues.
· Proactive approach details:
· [Cat 1] [Post123][234] How to indicate the impacted frequencies (including forbidden frequencies, and affected frequencies with lower capabilities) by the UE? 
· [Cat 2] [Post123][234] Is the UE reporting based on a network configured frequency filtering? 
· [Cat 1] [Post123][234] Whether to introduce a prohibit timer for proactive capability restriction reporting?
· [Cat 3] The potential impact to conditional configurations from Rel-18 MUSIM capability restriction. 
· Reactive approach details:
· [Cat 1] FFS whether a timer is needed (e.g. to avoid UE from doing something while the network response has not yet arrived? UE behavior when timer expires and network response is not received? What does “network response” mean?  
· [Cat 3] FFS whether UE can indicate temporary capability restrictions by explicitly indicating a SCG/SCell release via SRB3 for MUSIM purpose. 
· How to enable/disable the UE reporting: 
· [Cat 1][Post123][234]Whether proactive approach and reactive approach can be enabled separately by the network?
· [bookmark: _GoBack][Cat 1] [Post123][234] Whether a single network enable configuration is applied for all temporary capabilities update? 
· [Cat 1] How to remove the capability restriction information? 
· [Cat 3] FFS on details of MN-SN coordination of MUSIM temporary capability restrictions.
2.2 The allowed capability restriction reporting
There are the following open issues for the allowed capability restriction reporting.
· [Cat 1] For measurement gap requirement change, FFS on whether the reporting can reuse the current needForGapInfoNR in RRC reconfiguration complete or extend the similar function in UAI.  
· [Cat 1] FFS how we signal maximum MIMO layers/bandwidth restriction per CC.
· [Cat 2] FFS whether there is a use case for the UE to indicate the temporary supported channel bandwidth for specific serving cells. 
· [Cat 2] FFS whether we support indicating temporary capability restrictions on SRS Tx switching capability. FFS whether this could be already indicated by the MIMO layer restrictions.
2.3 Early indication on capability restriction
There are the following open issues.
· Early indication for RRC_INACTIVE: 
· [Cat 1] FFS whether there is a need to use the LCIDs or whether we can reuse the legacy LCIDs. Whether we can use the LCIDs (given that multiple WIs may be trying to use them) will be discussed in the main session. 
· [Cat 1] What is the UE behavior if the network does not indicate early indication for MUSIM temporary capability restriction is allowed in SIB1? 
2.4 MUSIM gap priority handling
There are the following open issues. 
· [Cat 1] Based on RAN4 LS (R4-2314449), RAN2 needs to introduce signalling to allow UE to request to use “keep solution” collision handling mechanism for requested aperiodic and periodic MUSIM gaps and network to grant UE the use of “keep solution”. 
· [Cat 1] Is the prohibit timer agreed in Rel-17 MUSIM reused for MUSIM gap priority preference reporting?
2.5 UE capability 
· [Cat 1] UE capability for Rel-18 MUSIM capability restriction feature.

