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	Coexistence of IUC and SL DRX is not supported, however, this is not specified in the existing specification.
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The IE SL-DRX-Config is used to configure DRX related parameters for NR sidelink communication/discovery. The SL DRX timers should be calculated in the unit of physical slot.
SL-DRX-Config information element
-- ASN1START
-- TAG-SL-DRX-CONFIG-START

SL-DRX-Config-r17 ::=                      SEQUENCE {
    sl-DRX-ConfigGC-BC-r17                     SL-DRX-ConfigGC-BC-r17                                                 OPTIONAL,     -- Cond HO
    sl-DRX-ConfigUC-ToReleaseList-r17          SEQUENCE (SIZE (1..maxNrofSL-Dest-r16)) OF SL-DestinationIndex-r16     OPTIONAL,     -- Need N
    sl-DRX-ConfigUC-ToAddModList-r17           SEQUENCE (SIZE (1..maxNrofSL-Dest-r16)) OF SL-DRX-ConfigUC-Info-r17    OPTIONAL,     -- Need N
    ...
}

SL-DRX-ConfigUC-Info-r17 ::=               SEQUENCE {
    sl-DestinationIndex-r17                    SL-DestinationIndex-r16                                                OPTIONAL,     -- Need N
    sl-DRX-ConfigUC-r17                        SL-DRX-ConfigUC-r17                                                    OPTIONAL,     -- Need N
    ...
}

-- TAG-SL-DRX-CONFIG-STOP
-- ASN1STOP


	SL-DRX-Config field descriptions

	sl-DRX-ConfigGC-BC
This field indicates the sidelink DRX configurations for groupcast and broadcast communication, as specified in TS 38.321 [3]. The network does not configure this field if SL-InterUE-CoordinationConfig-r17 is configured.

	sl-DRX-ConfigUC-ToReleaseList
This field indicates the sidelink DRX configurations for corresponding unicast destinations to remove. The network does not configure this field if SL-InterUE-CoordinationConfig-r17 is configured.

	sl-DRX-ConfigUC-ToAddModList
This field indicates the sidelink DRX configurations for corresponding unicast destinations to add and/or modify. The network does not configure this field if SL-InterUE-CoordinationConfig-r17 is configured.



	Conditional Presence
	Explanation

	HO
	This field is optionally present, need M, in an RRCReconfiguration message including reconfigurationWithSync; otherwise it is absent, Need M.
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