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–	RRCReconfiguration
The RRCReconfiguration message is the command to modify an RRC connection. It may convey information for measurement configuration, mobility control, radio resource configuration (including RBs, MAC main configuration and physical channel configuration) and AS security configuration.
Signalling radio bearer: SRB1 or SRB3
RLC-SAP: AM
Logical channel: DCCH
Direction: Network to UE
RRCReconfiguration message
-- ASN1START
-- TAG-RRCRECONFIGURATION-START

RRCReconfiguration ::=                  SEQUENCE {
    rrc-TransactionIdentifier               RRC-TransactionIdentifier,
    criticalExtensions                      CHOICE {
        rrcReconfiguration                      RRCReconfiguration-IEs,
        criticalExtensionsFuture                SEQUENCE {}
    }
}

RRCReconfiguration-IEs ::=              SEQUENCE {
    radioBearerConfig                       RadioBearerConfig                                                      OPTIONAL, -- Need M
    secondaryCellGroup                      OCTET STRING (CONTAINING CellGroupConfig)                              OPTIONAL, -- Cond SCG
    measConfig                              MeasConfig                                                             OPTIONAL, -- Need M
    lateNonCriticalExtension                OCTET STRING                                                           OPTIONAL,
    nonCriticalExtension                    RRCReconfiguration-v1530-IEs                                           OPTIONAL
}

RRCReconfiguration-v1530-IEs ::=            SEQUENCE {
    masterCellGroup                         OCTET STRING (CONTAINING CellGroupConfig)                              OPTIONAL, -- Need M
    fullConfig                              ENUMERATED {true}                                                      OPTIONAL, -- Cond FullConfig
    dedicatedNAS-MessageList                SEQUENCE (SIZE(1..maxDRB)) OF DedicatedNAS-Message                     OPTIONAL, -- Cond nonHO
    masterKeyUpdate                         MasterKeyUpdate                                                        OPTIONAL, -- Cond MasterKeyChange
    dedicatedSIB1-Delivery                  OCTET STRING (CONTAINING SIB1)                                         OPTIONAL, -- Need N
    dedicatedSystemInformationDelivery      OCTET STRING (CONTAINING SystemInformation)                            OPTIONAL, -- Need N
    otherConfig                             OtherConfig                                                            OPTIONAL, -- Need M
    nonCriticalExtension                    RRCReconfiguration-v1540-IEs                                           OPTIONAL
}

RRCReconfiguration-v1540-IEs ::=        SEQUENCE {
    otherConfig-v1540                       OtherConfig-v1540                                                      OPTIONAL, -- Need M
    nonCriticalExtension                    RRCReconfiguration-v1560-IEs                                           OPTIONAL
}

RRCReconfiguration-v1560-IEs ::=         SEQUENCE {
    mrdc-SecondaryCellGroupConfig            SetupRelease { MRDC-SecondaryCellGroupConfig }                        OPTIONAL,   -- Need M
    radioBearerConfig2                       OCTET STRING (CONTAINING RadioBearerConfig)                           OPTIONAL,   -- Need M
    sk-Counter                               SK-Counter                                                            OPTIONAL,   -- Need N
    nonCriticalExtension                     RRCReconfiguration-v1610-IEs                                          OPTIONAL
}
RRCReconfiguration-v1610-IEs ::=        SEQUENCE {
    otherConfig-v1610                       OtherConfig-v1610                                                    OPTIONAL, -- Need M
    bap-Config-r16                          SetupRelease { BAP-Config-r16 }                                      OPTIONAL, -- Need M
    iab-IP-AddressConfigurationList-r16     IAB-IP-AddressConfigurationList-r16                                  OPTIONAL, -- Need M
    conditionalReconfiguration-r16          ConditionalReconfiguration-r16                                       OPTIONAL, -- Need M
    daps-SourceRelease-r16                  ENUMERATED{true}                                                     OPTIONAL, -- Need N
    t316-r16                                SetupRelease {T316-r16}                                              OPTIONAL, -- Need M
    needForGapsConfigNR-r16                 SetupRelease {NeedForGapsConfigNR-r16}                               OPTIONAL, -- Need M
    onDemandSIB-Request-r16                 SetupRelease { OnDemandSIB-Request-r16 }                             OPTIONAL, -- Need M
    dedicatedPosSysInfoDelivery-r16         OCTET STRING (CONTAINING PosSystemInformation-r16-IEs)               OPTIONAL, -- Need N
    sl-ConfigDedicatedNR-r16                SetupRelease {SL-ConfigDedicatedNR-r16}                              OPTIONAL, -- Need M
    sl-ConfigDedicatedEUTRA-Info-r16        SetupRelease {SL-ConfigDedicatedEUTRA-Info-r16}                      OPTIONAL, -- Need M
    targetCellSMTC-SCG-r16                  SSB-MTC                                                              OPTIONAL, -- Need S
    nonCriticalExtension                    RRCReconfiguration-v1700-IEs                                         OPTIONAL
}

RRCReconfiguration-v1700-IEs ::=        SEQUENCE {
    otherConfig-v1700                       OtherConfig-v1700                                              OPTIONAL, -- Need M
    sl-L2RelayUE-Config-r17                 SetupRelease { SL-L2RelayUE-Config-r17 }                       OPTIONAL, -- Need M
    sl-L2RemoteUE-Config-r17                SetupRelease { SL-L2RemoteUE-Config-r17 }                      OPTIONAL, -- Need M
    dedicatedPagingDelivery-r17             OCTET STRING (CONTAINING Paging)                               OPTIONAL, -- Cond PagingRelay
    needForGapNCSG-ConfigNR-r17             SetupRelease {NeedForGapNCSG-ConfigNR-r17}                     OPTIONAL, -- Need M
    needForGapNCSG-ConfigEUTRA-r17          SetupRelease {NeedForGapNCSG-ConfigEUTRA-r17}                  OPTIONAL, -- Need M
    musim-GapConfig-r17                     SetupRelease {MUSIM-GapConfig-r17}                             OPTIONAL, -- Need M
    ul-GapFR2-Config-r17                    SetupRelease { UL-GapFR2-Config-r17 }                          OPTIONAL, -- Need M
    scg-State-r17                           ENUMERATED { deactivated }                                     OPTIONAL, -- Need N
    appLayerMeasConfig-r17                  AppLayerMeasConfig-r17                                         OPTIONAL, -- Need M
    ue-TxTEG-RequestUL-TDOA-Config-r17      SetupRelease {UE-TxTEG-RequestUL-TDOA-Config-r17}              OPTIONAL,  -- Need M
    nonCriticalExtension                    SEQUENCE {}                                                    OPTIONAL
}

RRCReconfiguration-v1800-IEs ::=        SEQUENCE {
	otherConfig-v1800                       OtherConfig-v1800                                              OPTIONAL  -- Need M
}

MRDC-SecondaryCellGroupConfig ::=       SEQUENCE {
    mrdc-ReleaseAndAdd                      ENUMERATED {true}                                                     OPTIONAL,   -- Need N
    mrdc-SecondaryCellGroup                 CHOICE {
        nr-SCG                                  OCTET STRING  (CONTAINING RRCReconfiguration),
        eutra-SCG                               OCTET STRING
    }
}

BAP-Config-r16 ::=                      SEQUENCE {
    bap-Address-r16                         BIT STRING (SIZE (10))                                    OPTIONAL, -- Need M
    defaultUL-BAP-RoutingID-r16             BAP-RoutingID-r16                                         OPTIONAL, -- Need M
    defaultUL-BH-RLC-Channel-r16            BH-RLC-ChannelID-r16                                      OPTIONAL, -- Need M
    flowControlFeedbackType-r16             ENUMERATED {perBH-RLC-Channel, perRoutingID, both}        OPTIONAL, -- Need R
    ...
}

MasterKeyUpdate ::=                 SEQUENCE {
    keySetChangeIndicator           BOOLEAN,
    nextHopChainingCount            NextHopChainingCount,
    nas-Container                   OCTET STRING                                                     OPTIONAL,    -- Cond securityNASC
    ...
}

OnDemandSIB-Request-r16 ::=                  SEQUENCE {
    onDemandSIB-RequestProhibitTimer-r16         ENUMERATED {s0, s0dot5, s1, s2, s5, s10, s20, s30}
}

T316-r16 ::=         ENUMERATED {ms50, ms100, ms200, ms300, ms400, ms500, ms600, ms1000, ms1500, ms2000}

IAB-IP-AddressConfigurationList-r16 ::= SEQUENCE {
    iab-IP-AddressToAddModList-r16      SEQUENCE (SIZE(1..maxIAB-IP-Address-r16)) OF IAB-IP-AddressConfiguration-r16 OPTIONAL, -- Need N
    iab-IP-AddressToReleaseList-r16     SEQUENCE (SIZE(1..maxIAB-IP-Address-r16)) OF IAB-IP-AddressIndex-r16         OPTIONAL, -- Need N
    ...
}

IAB-IP-AddressConfiguration-r16 ::=     SEQUENCE {
    iab-IP-AddressIndex-r16                 IAB-IP-AddressIndex-r16,
    iab-IP-Address-r16                      IAB-IP-Address-r16                                                OPTIONAL,  -- Need M
    iab-IP-Usage-r16                        IAB-IP-Usage-r16                                                  OPTIONAL,  -- Need M
    iab-donor-DU-BAP-Address-r16            BIT STRING (SIZE(10))                                             OPTIONAL,  -- Need M
...
}

SL-ConfigDedicatedEUTRA-Info-r16 ::=            SEQUENCE {
    sl-ConfigDedicatedEUTRA-r16                    OCTET STRING                                              OPTIONAL,  -- Need M
    sl-TimeOffsetEUTRA-List-r16                    SEQUENCE (SIZE (8)) OF SL-TimeOffsetEUTRA-r16             OPTIONAL    -- Need M
}

SL-TimeOffsetEUTRA-r16 ::=        ENUMERATED {ms0, ms0dot25, ms0dot5, ms0dot625, ms0dot75, ms1, ms1dot25, ms1dot5, ms1dot75,
                                              ms2, ms2dot5, ms3, ms4, ms5, ms6, ms8, ms10, ms20}

UE-TxTEG-RequestUL-TDOA-Config-r17 ::=  CHOICE {
    oneShot-r17                             NULL,
    periodicReporting-r17                   ENUMERATED { ms160, ms320, ms1280, ms2560, ms61440, ms81920, ms368640, ms737280 }
}
-- TAG-RRCRECONFIGURATION-STOP
-- ASN1STOP

	RRCReconfiguration-IEs field descriptions

	appLayerMeasConfig
This field is used to configure application layer measurements. This field is absent when the UE is configured to operate with shared spectrum channel access or if sl-L2RemoteUE-Config-r17 is configured or not released.

	bap-Config
This field is used to configure the BAP entity for IAB nodes.

	bap-Address
Indicates the BAP address of an IAB-node. The BAP address of an IAB-node cannot be changed once configured for the cell group to the BAP entity.

	conditionalReconfiguration
Configuration of candidate target SpCell(s) and execution condition(s) for conditional handover, conditional PSCell addition or conditional PSCell change. The field is absent if any DAPS bearer is configured or if the masterCellGroup includes ReconfigurationWithSync or if the sl-L2RemoteUE-Config or sl-L2RelayUE-Config is configured. For conditional PSCell change, the field is absent if the secondaryCellGroup includes ReconfigurationWithSync. The RRCReconfiguration message contained in DLInformationTransferMRDC cannot contain the field conditionalReconfiguration for conditional PSCell change or for conditional PSCell addition.

	daps-SourceRelease
Indicates to UE that the source cell part of DAPS operation is to be stopped and the source cell part of DAPS configuration is to be released.

	dedicatedNAS-MessageList
This field is used to transfer UE specific NAS layer information between the network and the UE. The RRC layer is transparent for each PDU in the list. 

	dedicatedPagingDelivery
This field is used to transfer Paging message for the associated L2 U2N Remote UE to the L2 U2N Relay UE in RRC_CONNECTED.

	dedicatedPosSysInfoDelivery
This field is used to transfer SIBPos to the UE in RRC_CONNECTED.

	dedicatedSIB1-Delivery
This field is used to transfer SIB1 to the UE (including L2 U2N Remote UE). The field has the same values as the corresponding configuration in servingCellConfigCommon.

	dedicatedSystemInformationDelivery
This field is used to transfer SIB6, SIB7, SIB8, SIB19, SIB21 to the UE with an active BWP with no common search space configured or the L2 U2N Remote UE in RRC_CONNECTED. For UEs in RRC_CONNECTED (including L2 U2N Remote UE), this field is also used to transfer the SIBs requested on-demand.

	defaultUL-BAP-RoutingID
This field is used for IAB-node to configure the default uplink Routing ID, which is used by IAB-node during IAB-node bootstrapping, migration, IAB-MT RRC resume and IAB-MT RRC re-establishment for F1-C and non-F1 traffic. The defaultUL-BAP-RoutingID can be (re-)configured when IAB-node IP address for F1-C related traffic changes. This field is mandatory only for IAB-node bootstrapping.

	defaultUL-BH-RLC-Channel
This field is used for IAB-nodes to configure the default uplink BH RLC channel, which is used by IAB-node during IAB-node bootstrapping, migration, IAB-MT RRC resume and IAB-MT RRC re-establishment for F1-C and non-F1 traffic. The defaultUL-BH-RLC-Channel can be (re-)configured when IAB-node IP address for F1-C related traffic changes, and the new IP address is anchored at a different IAB-donor-DU. This field is mandatory for IAB-node bootstrapping. If the IAB-MT is operating in EN-DC, the default uplink BH RLC channel is referring to an RLC channel on the SCG; Otherwise, it is referring to an RLC channel either on the MCG or on the SCG depending on whether the MN or the SN configures this field.

	flowControlFeedbackType
This field is only used for IAB-node that support hop-by-hop flow control to configure the type of flow control feedback. Value perBH-RLC-Channel indicates that the IAB-node shall provide flow control feedback per BH RLC channel, value perRoutingID indicates that the IAB-node shall provide flow control feedback per routing ID, and value both indicates that the IAB-node shall provide flow control feedback both per BH RLC channel and per routing ID.

	fullConfig
Indicates that the full configuration option is applicable for the RRCReconfiguration message for intra-system intra-RAT HO. For inter-RAT HO from E-UTRA to NR, fullConfig indicates whether or not delta signalling of SDAP/PDCP from source RAT is applicable. This field is absent if any DAPS bearer is configured or when the RRCReconfiguration message is transmitted on SRB3, and in an RRCReconfiguration message for SCG contained in another RRCReconfiguration message (or RRCConnectionReconfiguration message, see TS 36.331 [10]) transmitted on SRB1.

	iab-IP-Address
This field is used to provide the IP address information for IAB-node.

	iab-IP-AddressIndex
This field is used to identify a configuration of an IP address.

	iab-IP-AddressToAddModList
List of IP addresses allocated for IAB-node to be added and modified.

	iab-IP-AddressToReleaseList
List of IP address allocated for IAB-node to be released.

	iab-IP-Usage
This field is used to indicate the usage of the assigned IP address. If this field is not configured, the assigned IP address is used for all traffic.

	iab-donor-DU-BAP-Address
This field is used to indicate the BAP address of the IAB-donor-DU where the IP address is anchored.

	keySetChangeIndicator
Indicates whether UE shall derive a new KgNB. If reconfigurationWithSync is included, value true indicates that a KgNB key is derived from a KAMF key taken into use through the latest successful NAS SMC procedure, or N2 handover procedure with KAMF change, as described in TS 33.501 [11] for KgNB re-keying. Value false indicates that the new KgNB key is obtained from the current KgNB key or from the NH as described in TS 33.501 [11].

	masterCellGroup
Configuration of master cell group.

	mrdc-ReleaseAndAdd
This field indicates that the current SCG configuration is released and a new SCG is added at the same time.

	mrdc-SecondaryCellGroup
Includes an RRC message for SCG configuration in NR-DC or NE-DC.
For NR-DC (nr-SCG), mrdc-SecondaryCellGroup contains the RRCReconfiguration message as generated (entirely) by SN gNB. In this version of the specification, the RRC message can only include fields secondaryCellGroup, otherConfig, conditionalReconfiguration, measConfig, bap-Config and IAB-IP-AddressConfigurationList.
For NE-DC (eutra-SCG), mrdc-SecondaryCellGroup includes the E-UTRA RRCConnectionReconfiguration message as specified in TS 36.331 [10]. In this version of the specification, the E-UTRA RRC message can only include the field scg-Configuration.

	musim-GapConfig
Indicates the MUSIM gap configuration and controls setup/release of MUSIM gaps. In this version of the specification, the network does not configure MUSIM gap together with concurrent measurement gap or preconfigured measurement gap for positioning.

	nas-Container
This field is used to transfer UE specific NAS layer information between the network and the UE. The RRC layer is transparent for this field, although it affects activation of AS  security after inter-system handover to NR. The content is defined in TS 24.501 [23].

	needForGapsConfigNR
Configuration for the UE to report measurement gap requirement information of NR target bands in the RRCReconfigurationComplete and RRCResumeComplete message.

	needForGapNCSG-ConfigEUTRA
Configuration for the UE to report measurement gap and NCSG requirement information of E‑UTRA target bands in the RRCReconfigurationComplete and RRCResumeComplete message.

	needForGapNCSG-ConfigNR
Configuration for the UE to report measurement gap and NCSG requirement information of NR target bands in the RRCReconfigurationComplete and RRCResumeComplete message.

	nextHopChainingCount
Parameter NCC: See TS 33.501 [11]

	onDemandSIB-Request
If the field is present, the UE is allowed to request SIB(s) on-demand while in RRC_CONNECTED according to clause 5.2.2.3.5.

	onDemandSIB-RequestProhibitTimer
Prohibit timer for requesting SIB(s) on-demand while in RRC_CONNECTED according to clause 5.2.2.3.5. Value in seconds. Value s0 means prohibit timer is set to 0 seconds, value s0dot5 means prohibit timer is set to 0.5 seconds, value s1 means prohibit timer is set to 1 second and so on.

	otherConfig
Contains configuration related to other configurations. When configured for the SCG, only fields drx-PreferenceConfig, maxBW-PreferenceConfig, maxBW-PreferenceConfigFR2-2, maxCC-PreferenceConfig, maxMIMO-LayerPreferenceConfig, maxMIMO-LayerPreferenceConfigFR2-2, minSchedulingOffsetPreferenceConfig, minSchedulingOffsetPreferenceConfigExt, rlm-RelaxationReportingConfig, bfd-RelaxationReportingConfig, btNameList, wlanNameList, sensorNameList and obtainCommonLocation can be included.

	radioBearerConfig
Configuration of Radio Bearers (DRBs, SRBs, multicast MRBs) including SDAP/PDCP. In (NG)EN-DC this field may only be present if the RRCReconfiguration is transmitted over SRB3. SRB4 should not be configured if sl-L2RemoteUE-Config-r17 is configured or not released.

	radioBearerConfig2
Configuration of Radio Bearers (DRBs, SRBs) including SDAP/PDCP. This field can only be used if the UE supports NR-DC or NE-DC.

	scg-State
Indicates that the SCG is in deactivated state.
This field is not used
-	in an RRCReconfiguration message received:
-	within mrdc-SecondaryCellGroup, or
-	in an E-UTRA RRCConnectionReconfiguration message, or
-	in an E-UTRA RRCConnectionResume message or
-	in an RRCReconfiguration message received via SRB3, except if the RRCReconfiguration message is included in DLInformationTransferMRDC.
The field is absent if CPA or CPC is configured for the UE, or if the RRCReconfiguration message is contained in CondRRCReconfig.

	sl-L2RelayUE-Config
Contains L2 U2N relay operation related configurations used by a UE acting as or to be acting as a L2 U2N Relay UE. The field is absent if conditionalReconfiguration is configured for CHO.

	sl-L2RemoteUE-Config
Contains L2 U2N relay operation related configurations used by a UE acting as or to be acting as a L2 U2N Remote UE. The field is absent if conditionalReconfiguration is configured for CHO, or if appLayerMeasConfig or SRB4 is configured/not released.

	secondaryCellGroup
Configuration of secondary cell group ((NG)EN-DC or NR-DC).

	sk-Counter
A counter used upon initial configuration of S-KgNB or S-KeNB, as well as upon refresh of S-KgNB or S-KeNB. This field is always included either upon initial configuration of an NR SCG or upon configuration of the first RB with keyToUse set to secondary, whichever happens first. This field is absent if there is neither any NR SCG nor any RB with keyToUse set to secondary.

	sl-ConfigDedicatedNR
This field is used to provide the dedicated configurations for NR sidelink communication/discovery.

	sl-ConfigDedicatedEUTRA-Info
This field includes the E-UTRA RRCConnectionReconfiguration as specified in TS 36.331 [10]. In this version of the specification, the E-UTRA RRCConnectionReconfiguration can only includes sidelink related fields for V2X sidelink communication, i.e. sl-V2X-ConfigDedicated, sl-V2X-SPS-Config, measConfig and/or otherConfig.

	sl-TimeOffsetEUTRA
This field indicates the possible time offset to (de)activation of V2X sidelink transmission after receiving DCI format 3_1 used for scheduling V2X sidelink communication. Value ms0dpt75 corresponds to 0.75ms, ms1 corresponds to 1ms and so on. The network includes this field only when sl-ConfigDedicatedEUTRA is configured.

	targetCellSMTC-SCG
The SSB periodicity/offset/duration configuration of target cell for NR PSCell addition and SN change. When UE receives this field, UE applies the configuration based on the timing reference of NR PCell for PSCell addition and PSCell change for the case of no reconfiguration with sync of MCG, and UE applies the configuration based on the timing reference of target NR PCell for the case of reconfiguration with sync of MCG. If both this field and the smtc in secondaryCellGroup -> SpCellConfig -> reconfigurationWithSync are absent, the UE uses the SMTC in the measObjectNR having the same SSB frequency and subcarrier spacing, as configured before the reception of the RRC message.

	t316
Indicates the value for timer T316 as described in clause 7.1. Value ms50 corresponds to 50 ms, value ms100 corresponds to 100 ms and so on. This field can be configured only if the UE is configured with split SRB1 or SRB3.

	ue-TxTEG-RequestUL-TDOA-Config
Configures the periodicity of UE reporting for the association between Tx TEG and SRS Positioning resources. When configured with oneShot UE reports the association only one time. When configured with periodicReporting UE reports the association periodically and the periodicReporting indicates the periodicity. Value ms160 corresponds to 160ms, value ms320 corresponds to 320ms and so on.

	ul-GapFR2-Config
Indicates the FR2 UL gap configuration to UE. In EN-DC and NGEN-DC, the SN decides and configures the FR2 UL gap pattern. In NE-DC, the MN decides and configures the FR2 UL gap pattern. In NR-DC without FR2-FR2 band combination, the network entity which is configured with FR2 serving cell(s) decides and configures the FR2 UL gap pattern.



	Conditional Presence
	Explanation

	nonHO
	The field is absent in case of reconfiguration with sync within NR or to NR; otherwise it is optionally present, need N.

	securityNASC
	This field is mandatory present in case of inter system handover. Otherwise the field is optionally present, need N.

	MasterKeyChange
	This field is mandatory present in case masterCellGroup includes ReconfigurationWithSync and RadioBearerConfig includes SecurityConfig with SecurityAlgorithmConfig, indicating a change of the AS security algorithms associated to the master key. If ReconfigurationWithSync is included for other cases, this field is optionally present, need N. Otherwise the field is absent.

	FullConfig
	The field is mandatory present in case of inter-system handover from E-UTRA/EPC to NR. It is optionally present, Need N, during reconfiguration with sync and also in first reconfiguration after reestablishment; or for intra-system handover from E-UTRA/5GC to NR. It is absent otherwise.

	SCG
	The field is mandatory present in:
-	an RRCReconfiguration message contained in an RRCResume message (or in an RRCConnectionResume message, see TS 36.331 [10]),
-	an RRCReconfiguration message contained in an RRCConnectionReconfiguration message, see TS 36.331 [10], which is contained in DLInformationTransferMRDC transmitted on SRB3 (as a response to ULInformationTransferMRDC including an MCGFailureInformation).
The field is optional present, Need M, in:
-	an RRCReconfiguration message transmitted on SRB3,
-	an RRCReconfiguration message contained in another RRCReconfiguration message (or in an RRCConnectionReconfiguration message, see TS 36.331 [10]) transmitted on SRB1
-	an RRCReconfiguration message contained in another RRCReconfiguration message which is contained in DLInformationTransferMRDC transmitted on SRB3 (as a response to ULInformationTransferMRDC including an MCGFailureInformation)
Otherwise, the field is absent

	PagingRelay
	For L2 U2N Relay UE, the field is optionally present, Need N. Otherwise, it is absent.
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–	BandCombinationList
The IE BandCombinationList contains a list of NR CA, NR non-CA and/or MR-DC band combinations (also including DL only or UL only band).
BandCombinationList information element
-- ASN1START
-- TAG-BANDCOMBINATIONLIST-START

BandCombinationList ::=             SEQUENCE (SIZE (1..maxBandComb)) OF BandCombination

BandCombinationList-v1540 ::=       SEQUENCE (SIZE (1..maxBandComb)) OF BandCombination-v1540

BandCombinationList-v1550 ::=       SEQUENCE (SIZE (1..maxBandComb)) OF BandCombination-v1550

BandCombinationList-v1560 ::=       SEQUENCE (SIZE (1..maxBandComb)) OF BandCombination-v1560

BandCombinationList-v1570 ::=       SEQUENCE (SIZE (1..maxBandComb)) OF BandCombination-v1570

BandCombinationList-v1580 ::=       SEQUENCE (SIZE (1..maxBandComb)) OF BandCombination-v1580

BandCombinationList-v1590 ::=       SEQUENCE (SIZE (1..maxBandComb)) OF BandCombination-v1590

BandCombinationList-v15g0 ::=       SEQUENCE (SIZE (1..maxBandComb)) OF BandCombination-v15g0

BandCombinationList-v1610 ::=       SEQUENCE (SIZE (1..maxBandComb)) OF BandCombination-v1610

BandCombinationList-v1630 ::=       SEQUENCE (SIZE (1..maxBandComb)) OF BandCombination-v1630

BandCombinationList-v1640 ::=       SEQUENCE (SIZE (1..maxBandComb)) OF BandCombination-v1640

BandCombinationList-v1650 ::=       SEQUENCE (SIZE (1..maxBandComb)) OF BandCombination-v1650

BandCombinationList-v1680 ::=       SEQUENCE (SIZE (1..maxBandComb)) OF BandCombination-v1680

BandCombinationList-v1690 ::=       SEQUENCE (SIZE (1..maxBandComb)) OF BandCombination-v1690

BandCombinationList-v16a0 ::=       SEQUENCE (SIZE (1..maxBandComb)) OF BandCombination-v16a0

BandCombinationList-v1700 ::=       SEQUENCE (SIZE (1..maxBandComb)) OF BandCombination-v1700

BandCombinationList-v1720 ::=       SEQUENCE (SIZE (1..maxBandComb)) OF BandCombination-v1720

BandCombinationList-v1730 ::=       SEQUENCE (SIZE (1..maxBandComb)) OF BandCombination-v1730

BandCombinationList-v1740 ::=       SEQUENCE (SIZE (1..maxBandComb)) OF BandCombination-v1740

BandCombinationList-v1800 ::=       SEQUENCE (SIZE (1..maxBandComb)) OF BandCombination-v1800


BandCombinationList-UplinkTxSwitch-r16 ::= SEQUENCE (SIZE (1..maxBandComb)) OF BandCombination-UplinkTxSwitch-r16

BandCombinationList-UplinkTxSwitch-v1630 ::= SEQUENCE (SIZE (1..maxBandComb)) OF BandCombination-UplinkTxSwitch-v1630

BandCombinationList-UplinkTxSwitch-v1640 ::= SEQUENCE (SIZE (1..maxBandComb)) OF BandCombination-UplinkTxSwitch-v1640

BandCombinationList-UplinkTxSwitch-v1650 ::= SEQUENCE (SIZE (1..maxBandComb)) OF BandCombination-UplinkTxSwitch-v1650

BandCombinationList-UplinkTxSwitch-v1670 ::= SEQUENCE (SIZE (1..maxBandComb)) OF BandCombination-UplinkTxSwitch-v1670

BandCombinationList-UplinkTxSwitch-v1690 ::= SEQUENCE (SIZE (1..maxBandComb)) OF BandCombination-UplinkTxSwitch-v1690

BandCombinationList-UplinkTxSwitch-v16a0 ::= SEQUENCE (SIZE (1..maxBandComb)) OF BandCombination-UplinkTxSwitch-v16a0

BandCombinationList-UplinkTxSwitch-v1700 ::= SEQUENCE (SIZE (1..maxBandComb)) OF BandCombination-UplinkTxSwitch-v1700

BandCombinationList-UplinkTxSwitch-v1720 ::= SEQUENCE (SIZE (1..maxBandComb)) OF BandCombination-UplinkTxSwitch-v1720

BandCombinationList-UplinkTxSwitch-v1730 ::= SEQUENCE (SIZE (1..maxBandComb)) OF BandCombination-UplinkTxSwitch-v1730

BandCombinationList-UplinkTxSwitch-v1740 ::= SEQUENCE (SIZE (1..maxBandComb)) OF BandCombination-UplinkTxSwitch-v1740

BandCombination ::=                 SEQUENCE {
    bandList                            SEQUENCE (SIZE (1..maxSimultaneousBands)) OF BandParameters,
    featureSetCombination               FeatureSetCombinationId,
    ca-ParametersEUTRA                  CA-ParametersEUTRA                          OPTIONAL,
    ca-ParametersNR                     CA-ParametersNR                             OPTIONAL,
    mrdc-Parameters                     MRDC-Parameters                             OPTIONAL,
    supportedBandwidthCombinationSet    BIT STRING (SIZE (1..32))                   OPTIONAL,
    powerClass-v1530                    ENUMERATED {pc2}                            OPTIONAL
}

BandCombination-v1540::=            SEQUENCE {
    bandList-v1540                      SEQUENCE (SIZE (1..maxSimultaneousBands)) OF BandParameters-v1540,
    ca-ParametersNR-v1540               CA-ParametersNR-v1540                       OPTIONAL
}

BandCombination-v1550 ::=           SEQUENCE {
    ca-ParametersNR-v1550               CA-ParametersNR-v1550
}
BandCombination-v1560::=            SEQUENCE {
    ne-DC-BC                                ENUMERATED {supported}                 OPTIONAL,
    ca-ParametersNRDC                       CA-ParametersNRDC                      OPTIONAL,
    ca-ParametersEUTRA-v1560                CA-ParametersEUTRA-v1560               OPTIONAL,
    ca-ParametersNR-v1560                   CA-ParametersNR-v1560                  OPTIONAL
}

BandCombination-v1570 ::=           SEQUENCE {
    ca-ParametersEUTRA-v1570            CA-ParametersEUTRA-v1570
}

BandCombination-v1580 ::=           SEQUENCE {
    mrdc-Parameters-v1580               MRDC-Parameters-v1580
}

BandCombination-v1590::=            SEQUENCE {
    supportedBandwidthCombinationSetIntraENDC  BIT STRING (SIZE (1..32))           OPTIONAL,
    mrdc-Parameters-v1590                      MRDC-Parameters-v1590
}

BandCombination-v15g0::=            SEQUENCE {
    ca-ParametersNR-v15g0               CA-ParametersNR-v15g0                      OPTIONAL,
    ca-ParametersNRDC-v15g0             CA-ParametersNRDC-v15g0                    OPTIONAL,
    mrdc-Parameters-v15g0               MRDC-Parameters-v15g0                      OPTIONAL
}

BandCombination-v1610 ::=          SEQUENCE {
    bandList-v1610                      SEQUENCE (SIZE (1..maxSimultaneousBands)) OF BandParameters-v1610  OPTIONAL,
    ca-ParametersNR-v1610               CA-ParametersNR-v1610                  OPTIONAL,
    ca-ParametersNRDC-v1610             CA-ParametersNRDC-v1610                OPTIONAL,
    powerClass-v1610                    ENUMERATED {pc1dot5}                   OPTIONAL,
    powerClassNRPart-r16                ENUMERATED {pc1, pc2, pc3, pc5}        OPTIONAL,
    featureSetCombinationDAPS-r16       FeatureSetCombinationId                OPTIONAL,
    mrdc-Parameters-v1620               MRDC-Parameters-v1620                  OPTIONAL
}

BandCombination-v1630 ::=                   SEQUENCE {
    ca-ParametersNR-v1630                       CA-ParametersNR-v1630                                             OPTIONAL,
    ca-ParametersNRDC-v1630                     CA-ParametersNRDC-v1630                                           OPTIONAL,
    mrdc-Parameters-v1630                       MRDC-Parameters-v1630                                             OPTIONAL,
    supportedTxBandCombListPerBC-Sidelink-r16   BIT STRING (SIZE (1..maxBandComb))                                OPTIONAL,
    supportedRxBandCombListPerBC-Sidelink-r16   BIT STRING (SIZE (1..maxBandComb))                                OPTIONAL,
    scalingFactorTxSidelink-r16                 SEQUENCE (SIZE (1..maxBandComb)) OF ScalingFactorSidelink-r16     OPTIONAL,
    scalingFactorRxSidelink-r16                 SEQUENCE (SIZE (1..maxBandComb)) OF ScalingFactorSidelink-r16     OPTIONAL
}

BandCombination-v1640 ::=                   SEQUENCE {
    ca-ParametersNR-v1640                       CA-ParametersNR-v1640                                             OPTIONAL,
    ca-ParametersNRDC-v1640                     CA-ParametersNRDC-v1640                                           OPTIONAL
}

BandCombination-v1650 ::=          SEQUENCE {
    ca-ParametersNRDC-v1650             CA-ParametersNRDC-v1650                 OPTIONAL
}

BandCombination-v1680 ::=          SEQUENCE {
    intrabandConcurrentOperationPowerClass-r16 SEQUENCE (SIZE (1..maxBandComb)) OF IntraBandPowerClass-r16     OPTIONAL
}

BandCombination-v1690 ::=          SEQUENCE {
    ca-ParametersNR-v1690              CA-ParametersNR-v1690                 OPTIONAL
}

BandCombination-v16a0 ::=          SEQUENCE {
    ca-ParametersNR-v16a0              CA-ParametersNR-v16a0                    OPTIONAL,
    ca-ParametersNRDC-v16a0            CA-ParametersNRDC-v16a0                  OPTIONAL
}
BandCombination-v1700 ::=          SEQUENCE {
    ca-ParametersNR-v1700              CA-ParametersNR-v1700                    OPTIONAL,
    ca-ParametersNRDC-v1700            CA-ParametersNRDC-v1700                  OPTIONAL,
    mrdc-Parameters-v1700              MRDC-Parameters-v1700                    OPTIONAL,
    bandList-v1710                      SEQUENCE (SIZE (1..maxSimultaneousBands)) OF BandParameters-v1710  OPTIONAL,
    supportedBandCombListPerBC-SL-RelayDiscovery-r17      BIT STRING (SIZE (1..maxBandComb))               OPTIONAL,
    supportedBandCombListPerBC-SL-NonRelayDiscovery-r17   BIT STRING (SIZE (1..maxBandComb))               OPTIONAL
}

BandCombination-v1720 ::=          SEQUENCE {
    ca-ParametersNR-v1720              CA-ParametersNR-v1720                    OPTIONAL,
    ca-ParametersNRDC-v1720            CA-ParametersNRDC-v1720                  OPTIONAL
}

BandCombination-v1730 ::=          SEQUENCE {
    ca-ParametersNR-v1730              CA-ParametersNR-v1730                    OPTIONAL,
    ca-ParametersNRDC-v1730            CA-ParametersNRDC-v1730                  OPTIONAL,
    bandList-v1730                     SEQUENCE (SIZE (1..maxSimultaneousBands)) OF BandParameters-v1730  OPTIONAL
}

BandCombination-v1740 ::=          SEQUENCE {
    ca-ParametersNR-v1740              CA-ParametersNR-v1740                    OPTIONAL
}

BandCombination-v1800 ::=          SEQUENCE {
    ca-ParametersNR-v1800              CA-ParametersNR-v1800                    OPTIONAL
}

BandCombination-UplinkTxSwitch-r16 ::= SEQUENCE {
    bandCombination-r16                 BandCombination,
    bandCombination-v1540               BandCombination-v1540                      OPTIONAL,
    bandCombination-v1560               BandCombination-v1560                      OPTIONAL,
    bandCombination-v1570               BandCombination-v1570                      OPTIONAL,
    bandCombination-v1580               BandCombination-v1580                      OPTIONAL,
    bandCombination-v1590               BandCombination-v1590                      OPTIONAL,
    bandCombination-v1610               BandCombination-v1610                      OPTIONAL,
    supportedBandPairListNR-r16         SEQUENCE (SIZE (1..maxULTxSwitchingBandPairs)) OF ULTxSwitchingBandPair-r16,
    uplinkTxSwitching-OptionSupport-r16 ENUMERATED {switchedUL, dualUL, both}      OPTIONAL,
    uplinkTxSwitching-PowerBoosting-r16 ENUMERATED {supported}                     OPTIONAL,
    ...,
    [[
    -- R4 16-5 UL-MIMO coherence capability for dynamic Tx switching between 3CC 1Tx-2Tx switching
    uplinkTxSwitching-PUSCH-TransCoherence-r16     ENUMERATED {nonCoherent, fullCoherent}   OPTIONAL
    ]]
}

BandCombination-UplinkTxSwitch-v1630 ::=    SEQUENCE {
    bandCombination-v1630                       BandCombination-v1630              OPTIONAL
}

BandCombination-UplinkTxSwitch-v1640 ::=    SEQUENCE {
    bandCombination-v1640                       BandCombination-v1640              OPTIONAL
}

BandCombination-UplinkTxSwitch-v1650 ::= SEQUENCE {
    bandCombination-v1650               BandCombination-v1650                      OPTIONAL
}

BandCombination-UplinkTxSwitch-v1670 ::= SEQUENCE {
    bandCombination-v15g0                    BandCombination-v15g0                 OPTIONAL
}

BandCombination-UplinkTxSwitch-v1690 ::=  SEQUENCE {
    bandCombination-v1690                     BandCombination-v1690                OPTIONAL
}

BandCombination-UplinkTxSwitch-v16a0 ::= SEQUENCE {
    bandCombination-v16a0                    BandCombination-v16a0                 OPTIONAL
}

BandCombination-UplinkTxSwitch-v1700 ::= SEQUENCE {
    bandCombination-v1700                    BandCombination-v1700                      OPTIONAL,
    -- R4 16-1/16-2/16-3 Dynamic Tx switching between 2CC/3CC 2Tx-2Tx/1Tx-2Tx switching
    supportedBandPairListNR-v1700            SEQUENCE (SIZE (1..maxULTxSwitchingBandPairs)) OF ULTxSwitchingBandPair-v1700  OPTIONAL,
    -- R4 16-6: UL-MIMO coherence capability for dynamic Tx switching between 2Tx-2Tx switching
    uplinkTxSwitchingBandParametersList-v1700 SEQUENCE (SIZE (1.. maxSimultaneousBands)) OF UplinkTxSwitchingBandParameters-v1700  OPTIONAL
}

BandCombination-UplinkTxSwitch-v1720 ::= SEQUENCE {
    bandCombination-v1720                    BandCombination-v1720                 OPTIONAL,
    uplinkTxSwitching-OptionSupport2T2T-r17  ENUMERATED {switchedUL, dualUL, both} OPTIONAL
}

BandCombination-UplinkTxSwitch-v1730 ::= SEQUENCE {
    bandCombination-v1730                    BandCombination-v1730                 OPTIONAL
}

BandCombination-UplinkTxSwitch-v1740 ::= SEQUENCE {
    bandCombination-v1740                    BandCombination-v1740                 OPTIONAL
}

ULTxSwitchingBandPair-r16 ::=       SEQUENCE {
    bandIndexUL1-r16                    INTEGER(1..maxSimultaneousBands),
    bandIndexUL2-r16                    INTEGER(1..maxSimultaneousBands),
    uplinkTxSwitchingPeriod-r16         ENUMERATED {n35us, n140us, n210us},
    uplinkTxSwitching-DL-Interruption-r16 BIT STRING (SIZE(1..maxSimultaneousBands)) OPTIONAL
}

ULTxSwitchingBandPair-v1700 ::=     SEQUENCE {
    uplinkTxSwitchingPeriod2T2T-r17     ENUMERATED {n35us, n140us, n210us}     OPTIONAL
}

UplinkTxSwitchingBandParameters-v1700 ::=       SEQUENCE {
    bandIndex-r17                                   INTEGER(1..maxSimultaneousBands),
    uplinkTxSwitching2T2T-PUSCH-TransCoherence-r17  ENUMERATED {nonCoherent, fullCoherent}            OPTIONAL
}

BandParameters ::=                      CHOICE {
    eutra                               SEQUENCE {
        bandEUTRA                           FreqBandIndicatorEUTRA,
        ca-BandwidthClassDL-EUTRA           CA-BandwidthClassEUTRA                 OPTIONAL,
        ca-BandwidthClassUL-EUTRA           CA-BandwidthClassEUTRA                 OPTIONAL
    },
    nr                                  SEQUENCE {
        bandNR                              FreqBandIndicatorNR,
        ca-BandwidthClassDL-NR              CA-BandwidthClassNR                    OPTIONAL,
        ca-BandwidthClassUL-NR              CA-BandwidthClassNR                    OPTIONAL
    }
}

BandParameters-v1540 ::=            SEQUENCE {
    srs-CarrierSwitch                   CHOICE {
        nr                                  SEQUENCE {
            srs-SwitchingTimesListNR            SEQUENCE (SIZE (1..maxSimultaneousBands)) OF SRS-SwitchingTimeNR
        },
        eutra                               SEQUENCE {
            srs-SwitchingTimesListEUTRA         SEQUENCE (SIZE (1..maxSimultaneousBands)) OF SRS-SwitchingTimeEUTRA
        }
    }                                                                              OPTIONAL,
    srs-TxSwitch                    SEQUENCE {
        supportedSRS-TxPortSwitch       ENUMERATED {t1r2, t1r4, t2r4, t1r4-t2r4, t1r1, t2r2, t4r4, notSupported},
        txSwitchImpactToRx              INTEGER (1..32)                            OPTIONAL,
        txSwitchWithAnotherBand         INTEGER (1..32)                            OPTIONAL
    }                                                                              OPTIONAL
}

BandParameters-v1610 ::=         SEQUENCE {
    srs-TxSwitch-v1610               SEQUENCE {
        supportedSRS-TxPortSwitch-v1610  ENUMERATED {t1r1-t1r2, t1r1-t1r2-t1r4, t1r1-t1r2-t2r2-t2r4, t1r1-t1r2-t2r2-t1r4-t2r4,
                                                         t1r1-t2r2, t1r1-t2r2-t4r4}
    }                                                                              OPTIONAL
}

BandParameters-v1710 ::=         SEQUENCE {
    -- R1 23-8-3	SRS Antenna switching for >4Rx
    srs-AntennaSwitchingBeyond4RX-r17                     SEQUENCE {
        -- 1. Support of SRS antenna switching xTyR with y>4
        supportedSRS-TxPortSwitchBeyond4Rx-r17                BIT STRING (SIZE (11)),
        -- 2. Report the entry number of the first-listed band with UL in the band combination that affects this DL
        entryNumberAffectBeyond4Rx-r17                        INTEGER (1..32)      OPTIONAL,
        -- 3. Report the entry number of the first-listed band with UL in the band combination that switches together with this UL
        entryNumberSwitchBeyond4Rx-r17                        INTEGER (1..32)      OPTIONAL
    }                                                                              OPTIONAL
}

BandParameters-v1730 ::= SEQUENCE {
    -- R1 39-3-2	Affected bands for inter-band CA during SRS carrier switching
    srs-SwitchingAffectedBandsListNR-r17    SEQUENCE (SIZE (1..maxSimultaneousBands)) OF SRS-SwitchingAffectedBandsNR-r17
}

ScalingFactorSidelink-r16 ::=       ENUMERATED {f0p4, f0p75, f0p8, f1}

IntraBandPowerClass-r16 ::=         ENUMERATED {pc2, pc3, spare6, spare5, spare4, spare3, spare2, spare1}

SRS-SwitchingAffectedBandsNR-r17 ::= BIT STRING (SIZE (1..maxSimultaneousBands))

-- TAG-BANDCOMBINATIONLIST-STOP
-- ASN1STOP

	BandCombination field descriptions

	BandCombinationList-v1540, BandCombinationList-v1550, BandCombinationList-v1560, BandCombinationList-v1570, BandCombinationList-v1580, BandCombinationList-v1590, BandCombinationList-v15g0, BandCombinationList-v1610, BandCombinationList-v1630, BandCombinationList-v1640, BandCombinationList-v1650, BandCombinationList-v1680, BandCombinationList-v1690, BandCombinationList-v16a0, BandCombinationList-v1700, BandCombinationList-v1720, BandCombinationList-v1730
The UE shall include the same number of entries, and listed in the same order, as in BandCombinationList (without suffix). If the field is included in supportedBandCombinationListNEDC-Only-v1610, the UE shall include the same number of entries, and listed in the same order, as in BandCombinationList of supportedBandCombinationListNEDC-Only (without suffix) field.
If the field is included in supportedBandCombinationListNEDC-Only-v15a0, the UE shall include the same number of entries, and listed in the same order, as in BandCombinationList (without suffix) of supportedBandCombinationListNEDC-Only (without suffix) field.

	BandCombinationList-UplinkTxSwitch-r16, BandCombinationList-UplinkTxSwitch-v1630, BandCombinationList-UplinkTxSwitch-v1640, BandCombinationList-UplinkTxSwitch-v1650, BandCombinationList-UplinkTxSwitch-v1690, BandCombinationList-UplinkTxSwitch-v16a0, BandCombinationList-UplinkTxSwitch-v1700, BandCombinationList-UplinkTxSwitch-v1720, BandCombinationList-UplinkTxSwitch-v1730
The UE shall include the same number of entries, and listed in the same order, as in BandCombinationList-UplinkTxSwitch-r16.
For the field of supportedBandCombinationList-UplinkTxSwitch-v1700, if the UE does not support 2Tx-2Tx switching for a given band combination, the field of supportedBandPairListNR-v1700 in the corresponding entry is absent.

	ca-ParametersNRDC
If the field is included for a band combination in the NR capability container, the field indicates support of NR-DC. Otherwise, the field is absent.

	featureSetCombinationDAPS
If this field is present for a band combination, it reports the feature set combination supported for the band combination when any DAPS bearer is configured.

	ne-DC-BC
If the field is included for a band combination in the MR-DC capability container, the field indicates support of NE-DC. Otherwise, the field is absent.

	supportedBandPairListNR-r16, supportedBandPairListNR-v1700
Indicates a list of band pair supporting UL Tx switching as defined in TS 38.101-1 [15] for a given band combination.
A UE supporting 2Tx-2Tx switching should include both of supportedBandPairListNR-r16 and supportedBandPairListNR-v1700. And the UE shall include the same number of entries listed in the same order as in supportedBandPairListNR-r16.
If the UE does not support 2Tx-2Tx switching for a given band pair, the field of uplinkTxSwitchingPeriod2T2T in the corresponding entry is absent.

	srs-SwitchingTimesListNR
Indicates, for a particular pair of NR bands, the RF retuning time when switching between a NR carrier corresponding to this band entry and another (PUSCH-less) NR carrier corresponding to the band entry in the order indicated below:
-	For the first NR band, the UE shall include the same number of entries for NR bands as in bandList, i.e. first entry corresponds to first NR band in bandList and so on,
-	For the second NR band, the UE shall include one entry less, i.e. first entry corresponds to the second NR band in bandList and so on
-	And so on

	srs-SwitchingTimesListEUTRA
Indicates, for a particular pair of E-UTRA bands, the RF retuning time when switching between an E-UTRA carrier corresponding to this band entry and another (PUSCH-less) E-UTRA carrier corresponding to the band entry in the order indicated below:
-	For the first E-UTRA band, the UE shall include the same number of entries for E-UTRA bands as in bandList, i.e. first entry corresponds to first E-UTRA band in bandList and so on,
-	For the second E-UTRA band, the UE shall include one entry less, i.e. first entry corresponds to the second E-UTRA band in bandList and so on
 -	And so on

	srs-TxSwitch
Indicates supported SRS antenna switch capability for the associated band. If the UE indicates support of SRS-SwitchingTimeNR, the UE is allowed to set this field for a band with associated FeatureSetUplinkId set to 0 for SRS carrier switching.

	uplinkTxSwitchingBandParametersList-v1700
Indicates a list of per band per band combination capabilities for UL Tx switching.
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The IE CA-ParametersNR contains carrier aggregation and inter-frequency DAPS handover related capabilities that are defined per band combination.
CA-ParametersNR information element
-- ASN1START
-- TAG-CA-PARAMETERSNR-START

CA-ParametersNR ::=                 SEQUENCE {
    dummy                                         ENUMERATED {supported}      OPTIONAL,
    parallelTxSRS-PUCCH-PUSCH                     ENUMERATED {supported}      OPTIONAL,
    parallelTxPRACH-SRS-PUCCH-PUSCH               ENUMERATED {supported}      OPTIONAL,
    simultaneousRxTxInterBandCA                   ENUMERATED {supported}      OPTIONAL,
    simultaneousRxTxSUL                           ENUMERATED {supported}      OPTIONAL,
    diffNumerologyAcrossPUCCH-Group               ENUMERATED {supported}      OPTIONAL,
    diffNumerologyWithinPUCCH-GroupSmallerSCS     ENUMERATED {supported}      OPTIONAL,
    supportedNumberTAG                            ENUMERATED {n2, n3, n4}     OPTIONAL,
    ...
}

CA-ParametersNR-v1540 ::=           SEQUENCE {
    simultaneousSRS-AssocCSI-RS-AllCC                       INTEGER (5..32)         OPTIONAL,
    csi-RS-IM-ReceptionForFeedbackPerBandComb               SEQUENCE {
        maxNumberSimultaneousNZP-CSI-RS-ActBWP-AllCC            INTEGER (1..64)     OPTIONAL,
        totalNumberPortsSimultaneousNZP-CSI-RS-ActBWP-AllCC     INTEGER (2..256)    OPTIONAL
    }                                                                               OPTIONAL,
    simultaneousCSI-ReportsAllCC                            INTEGER (5..32)         OPTIONAL,
    dualPA-Architecture                                     ENUMERATED {supported}  OPTIONAL
}

CA-ParametersNR-v1550 ::=           SEQUENCE {
    dummy                               ENUMERATED {supported}                      OPTIONAL
}

CA-ParametersNR-v1560 ::=           SEQUENCE {
    diffNumerologyWithinPUCCH-GroupLargerSCS      ENUMERATED {supported}            OPTIONAL
}

CA-ParametersNR-v15g0 ::=           SEQUENCE {
    simultaneousRxTxInterBandCAPerBandPair        SimultaneousRxTxPerBandPair       OPTIONAL,
    simultaneousRxTxSULPerBandPair                SimultaneousRxTxPerBandPair       OPTIONAL
}

CA-ParametersNR-v1610 ::=           SEQUENCE {
     -- R1 9-3: Parallel MsgA and SRS/PUCCH/PUSCH transmissions across CCs in inter-band CA
    parallelTxMsgA-SRS-PUCCH-PUSCH-r16                ENUMERATED {supported}        OPTIONAL,
     -- R1 9-4: MsgA operation in a band combination including SUL
    msgA-SUL-r16                                      ENUMERATED {supported}        OPTIONAL,
    -- R1 10-9c: Joint search space group switching across multiple cells
    jointSearchSpaceSwitchAcrossCells-r16             ENUMERATED {supported}        OPTIONAL,
    -- R1 14-5: Half-duplex UE behaviour in TDD CA for same SCS
    half-DuplexTDD-CA-SameSCS-r16                     ENUMERATED {supported}        OPTIONAL,
    -- R1 18-4: SCell dormancy within active time
    scellDormancyWithinActiveTime-r16                 ENUMERATED {supported}        OPTIONAL,
    -- R1 18-4a: SCell dormancy outside active time
    scellDormancyOutsideActiveTime-r16                ENUMERATED {supported}        OPTIONAL,
    -- R1 18-6: Cross-carrier A-CSI RS triggering with different SCS
    crossCarrierA-CSI-trigDiffSCS-r16                 ENUMERATED {higherA-CSI-SCS,lowerA-CSI-SCS,both}   OPTIONAL,
    -- R1 18-6a: Default QCL assumption for cross-carrier A-CSI-RS triggering
    defaultQCL-CrossCarrierA-CSI-Trig-r16             ENUMERATED {diffOnly, both}   OPTIONAL,
    -- R1 18-7: CA with non-aligned frame boundaries for inter-band CA
    interCA-NonAlignedFrame-r16                       ENUMERATED {supported}        OPTIONAL,
    simul-SRS-Trans-BC-r16                            ENUMERATED {n2}               OPTIONAL,
    interFreqDAPS-r16                                 SEQUENCE {
        interFreqAsyncDAPS-r16                            ENUMERATED {supported}    OPTIONAL,
        interFreqDiffSCS-DAPS-r16                         ENUMERATED {supported}    OPTIONAL,
        interFreqMultiUL-TransmissionDAPS-r16             ENUMERATED {supported}    OPTIONAL,
        interFreqSemiStaticPowerSharingDAPS-Mode1-r16     ENUMERATED {supported}    OPTIONAL,
        interFreqSemiStaticPowerSharingDAPS-Mode2-r16     ENUMERATED {supported}    OPTIONAL,
        interFreqDynamicPowerSharingDAPS-r16              ENUMERATED {short, long}  OPTIONAL,
        interFreqUL-TransCancellationDAPS-r16             ENUMERATED {supported}    OPTIONAL
    }                                                                               OPTIONAL,
    codebookParametersPerBC-r16                       CodebookParameters-v1610      OPTIONAL,
    -- R1 16-2a-10 Value of R for BD/CCE
    blindDetectFactor-r16                             INTEGER (1..2)                OPTIONAL,
    -- R1 11-2a: Capability on the number of CCs for monitoring a maximum number of BDs and non-overlapped CCEs per span when configured
    -- with DL CA with Rel-16 PDCCH monitoring capability on all the serving cells
    pdcch-MonitoringCA-r16                            SEQUENCE {
        maxNumberOfMonitoringCC-r16                       INTEGER (2..16),
        supportedSpanArrangement-r16                      ENUMERATED {alignedOnly, alignedAndNonAligned}
    }                                                                               OPTIONAL,
    -- R1 11-2c: Number of carriers for CCE/BD scaling with DL CA with mix of Rel. 16 and Rel. 15 PDCCH monitoring capabilities on
    -- different carriers
    pdcch-BlindDetectionCA-Mixed-r16                  SEQUENCE {
        pdcch-BlindDetectionCA1-r16                       INTEGER (1..15),
        pdcch-BlindDetectionCA2-r16                       INTEGER (1..15),
        supportedSpanArrangement-r16                      ENUMERATED {alignedOnly, alignedAndNonAligned}
    }                                                                               OPTIONAL,
    -- R1 11-2d: Capability on the number of CCs for monitoring a maximum number of BDs and non-overlapped CCEs per span for MCG and for
    -- SCG when configured for NR-DC operation with Rel-16 PDCCH monitoring capability on all the serving cells
    pdcch-BlindDetectionMCG-UE-r16                    INTEGER (1..14)               OPTIONAL,
    pdcch-BlindDetectionSCG-UE-r16                    INTEGER (1..14)               OPTIONAL,
    -- R1 11-2e: Number of carriers for CCE/BD scaling for MCG and for SCG when configured for NR-DC operation with mix of Rel. 16 and
    -- Rel. 15 PDCCH monitoring capabilities on different carriers
    pdcch-BlindDetectionMCG-UE-Mixed-r16              SEQUENCE {
        pdcch-BlindDetectionMCG-UE1-r16                   INTEGER (0..15),
        pdcch-BlindDetectionMCG-UE2-r16                   INTEGER (0..15)
    }                                                                               OPTIONAL,
    pdcch-BlindDetectionSCG-UE-Mixed-r16              SEQUENCE {
        pdcch-BlindDetectionSCG-UE1-r16                   INTEGER (0..15),
        pdcch-BlindDetectionSCG-UE2-r16                   INTEGER (0..15)
    }                                                                               OPTIONAL,
     -- R1 18-5 cross-carrier scheduling with different SCS in DL CA
    crossCarrierSchedulingDL-DiffSCS-r16              ENUMERATED {low-to-high, high-to-low, both} OPTIONAL,
    -- R1 18-5a Default QCL assumption for cross-carrier scheduling
    crossCarrierSchedulingDefaultQCL-r16              ENUMERATED {diff-only, both}  OPTIONAL,
    -- R1 18-5b cross-carrier scheduling with different SCS in UL CA
    crossCarrierSchedulingUL-DiffSCS-r16              ENUMERATED {low-to-high, high-to-low, both} OPTIONAL,
    -- R1 13.19a Simultaneous positioning SRS and MIMO SRS transmission for a given BC
    simul-SRS-MIMO-Trans-BC-r16                       ENUMERATED {n2}               OPTIONAL,
    -- R1 16-3a, 16-3a-1, 16-3b, 16-3b-1: New Individual Codebook
    codebookParametersAdditionPerBC-r16               CodebookParametersAdditionPerBC-r16         OPTIONAL,
    -- R1 16-8: Mixed codebook
    codebookComboParametersAdditionPerBC-r16          CodebookComboParametersAdditionPerBC-r16    OPTIONAL
}

CA-ParametersNR-v1630 ::= SEQUENCE {
    -- R1 22-5b: Simultaneous transmission of SRS for antenna switching and SRS for CB/NCB /BM for inter-band UL CA
    -- R1 22-5d: Simultaneous transmission of SRS for antenna switching for inter-band UL CA	
    simulTX-SRS-AntSwitchingInterBandUL-CA-r16        SimulSRS-ForAntennaSwitching-r16            OPTIONAL,
    -- R4 8-5: supported beam management type for inter-band CA	
    beamManagementType-r16                            ENUMERATED {ibm, dummy}                       OPTIONAL,
    -- R4 7-3a: UL frequency separation class with aggregate BW and Gap BW
    intraBandFreqSeparationUL-AggBW-GapBW-r16         ENUMERATED {classI, classII, classIII}      OPTIONAL,
    -- RAN 89: Case B in case of Inter-band CA with non-aligned frame boundaries
    interCA-NonAlignedFrame-B-r16                     ENUMERATED {supported}                      OPTIONAL
}

CA-ParametersNR-v1640 ::= SEQUENCE {
    -- R4 7-5: Support of reporting UL Tx DC locations for uplink intra-band CA.
    uplinkTxDC-TwoCarrierReport-r16                               ENUMERATED {supported}          OPTIONAL,
    -- RAN 22-6: Support of up to 3 different numerologies in the same NR PUCCH group for NR part of EN-DC, NGEN-DC, NE-DC and NR-CA
    -- where UE is not configured with two NR PUCCH groups
    maxUpTo3Diff-NumerologiesConfigSinglePUCCH-grp-r16            PUCCH-Grp-CarrierTypes-r16      OPTIONAL,
    -- RAN 22-6a: Support of up to 4 different numerologies in the same NR PUCCH group for NR part of EN-DC, NGEN-DC, NE-DC and NR-CA
    -- where UE is not configured with two NR PUCCH groups
    maxUpTo4Diff-NumerologiesConfigSinglePUCCH-grp-r16            PUCCH-Grp-CarrierTypes-r16      OPTIONAL,
    -- RAN 22-7: Support two PUCCH groups for NR-CA with 3 or more bands with at least two carrier types
    twoPUCCH-Grp-ConfigurationsList-r16 SEQUENCE (SIZE (1..maxTwoPUCCH-Grp-ConfigList-r16)) OF TwoPUCCH-Grp-Configurations-r16 OPTIONAL,
    -- R1 22-7a: Different numerology across NR PUCCH groups
    diffNumerologyAcrossPUCCH-Group-CarrierTypes-r16              ENUMERATED {supported}          OPTIONAL,
    -- R1 22-7b: Different numerologies across NR carriers within the same NR PUCCH group, with PUCCH on a carrier of smaller SCS
    diffNumerologyWithinPUCCH-GroupSmallerSCS-CarrierTypes-r16    ENUMERATED {supported}          OPTIONAL,
    -- R1 22-7c: Different numerologies across NR carriers within the same NR PUCCH group, with PUCCH on a carrier of larger SCS
    diffNumerologyWithinPUCCH-GroupLargerSCS-CarrierTypes-r16     ENUMERATED {supported}          OPTIONAL,
    -- R1 11-2f: add the replicated FGs of 11-2a/c with restriction for non-aligned span case
    -- with DL CA with Rel-16 PDCCH monitoring capability on all the serving cells
    pdcch-MonitoringCA-NonAlignedSpan-r16                         INTEGER (2..16)                 OPTIONAL,
    -- R1 11-2g: add the replicated FGs of 11-2a/c with restriction for non-aligned span case
    pdcch-BlindDetectionCA-Mixed-NonAlignedSpan-r16               SEQUENCE {
        pdcch-BlindDetectionCA1-r16                                   INTEGER (1..15),
        pdcch-BlindDetectionCA2-r16                                   INTEGER (1..15)
    }                                                                                             OPTIONAL
}

CA-ParametersNR-v1690 ::= SEQUENCE {
    csi-ReportingCrossPUCCH-Grp-r16          SEQUENCE {
        computationTimeForA-CSI-r16              ENUMERATED {sameAsNoCross, relaxed},
        additionalSymbols-r16                    SEQUENCE {
            scs-15kHz-additionalSymbols-r16          ENUMERATED {s14, s28}            OPTIONAL,
            scs-30kHz-additionalSymbols-r16          ENUMERATED {s14, s28}            OPTIONAL,
            scs-60kHz-additionalSymbols-r16          ENUMERATED {s14, s28, s56}       OPTIONAL,
            scs-120kHz-additionalSymbols-r16         ENUMERATED {s14, s28, s56}       OPTIONAL
        }                                                                             OPTIONAL,
        sp-CSI-ReportingOnPUCCH-r16              ENUMERATED {supported}               OPTIONAL,
        sp-CSI-ReportingOnPUSCH-r16              ENUMERATED {supported}               OPTIONAL,
        carrierTypePairList-r16                  SEQUENCE (SIZE (1..maxCarrierTypePairList-r16)) OF CarrierTypePair-r16
    }                                                                                 OPTIONAL
}

CA-ParametersNR-v16a0 ::= SEQUENCE {
    pdcch-BlindDetectionMixedList-r16    SEQUENCE(SIZE(1..maxNrofPdcch-BlindDetectionMixed-1-r16)) OF PDCCH-BlindDetectionMixedList-r16
}

CA-ParametersNR-v1700 ::= SEQUENCE {
    -- R1 23-9-1: Basic Features of Further Enhanced Port-Selection Type II Codebook (FeType-II) per band combination information
    codebookParametersfetype2PerBC-r17               CodebookParametersfetype2PerBC-r17           OPTIONAL,
    -- R4 18-4: Support of enhanced Demodulation requirements for CA in HST SFN FR1
    demodulationEnhancementCA-r17                    ENUMERATED {supported}                       OPTIONAL,
    -- R4 20-1: Maximum uplink duty cycle for NR inter-band CA power class 2
    maxUplinkDutyCycle-interBandCA-PC2-r17           ENUMERATED {n50, n60, n70, n80, n90, n100}   OPTIONAL,
    -- R4 20-2: Maximum uplink duty cycle for NR SUL combination power class 2
    maxUplinkDutyCycle-SULcombination-PC2-r17        ENUMERATED {n50, n60, n70, n80, n90, n100}   OPTIONAL,
    beamManagementType-CBM-r17                       ENUMERATED {supported}                       OPTIONAL,
    -- R1 25-18: Parallel PUCCH and PUSCH transmission across CCs in inter-band CA
    parallelTxPUCCH-PUSCH-r17                        ENUMERATED {supported}      OPTIONAL,
    -- R1 23-9-5	Active CSI-RS resources and ports for mixed codebook types in any slot per band combination
    codebookComboParameterMixedTypePerBC-r17         CodebookComboParameterMixedTypePerBC-r17     OPTIONAL,
   -- R1 23-7-1	Basic Features of CSI Enhancement for Multi-TRP
    mTRP-CSI-EnhancementPerBC-r17                    SEQUENCE {
        maxNumNZP-CSI-RS-r17                             INTEGER (2..8),
        cSI-Report-mode-r17                              ENUMERATED {mode1, mode2, both},
        supportedComboAcrossCCs-r17                      SEQUENCE (SIZE (1..16)) OF CSI-MultiTRP-SupportedCombinations-r17,
        codebookMode-NCJT-r17	ENUMERATED{mode1,mode1And2}
    }                                                                                             OPTIONAL,
     -- R1 23-7-1b	Active CSI-RS resources and ports in the presence of multi-TRP CSI
    codebookComboParameterMultiTRP-PerBC-r17         CodebookComboParameterMultiTRP-PerBC-r17     OPTIONAL,
    -- R1 24-8b: 32 DL HARQ processes for FR 2-2 - maximum number of component carriers
    maxCC-32-DL-HARQ-ProcessFR2-2-r17                ENUMERATED {n1, n2, n3, n4, n6, n8, n16, n32} OPTIONAL,
    -- R1 24-9b: 32 UL HARQ processes for FR 2-2 - maximum number of component carriers
    maxCC-32-UL-HARQ-ProcessFR2-2-r17                ENUMERATED {n1, n2, n3, n4, n5, n8, n16, n32}  OPTIONAL,
    -- R1 34-2: Cross-carrier scheduling from SCell to PCell/PSCell (Type B)
    crossCarrierSchedulingSCell-SpCellTypeB-r17      CrossCarrierSchedulingSCell-SpCell-r17       OPTIONAL,
-- R1 34-1: Cross-carrier scheduling from SCell to PCell/PSCell with search space restrictions (Type A)
    crossCarrierSchedulingSCell-SpCellTypeA-r17      CrossCarrierSchedulingSCell-SpCell-r17       OPTIONAL,
    -- R1 34-1a: DCI formats on PCell/PSCell USS set(s) support
    dci-FormatsPCellPSCellUSS-Sets-r17               ENUMERATED {supported}                       OPTIONAL,
    -- R1 34-3: Disabling scaling factor alpha when sSCell is deactivated
    disablingScalingFactorDeactSCell-r17             ENUMERATED {supported}                       OPTIONAL,
    -- R1 34-4: Disabling scaling factor alpha when sSCell is deactivated
    disablingScalingFactorDormantSCell-r17           ENUMERATED {supported}                       OPTIONAL,
    -- R1 34-5: Non-aligned frame boundaries between PCell/PSCell and sSCell
    non-AlignedFrameBoundaries-r17 SEQUENCE {
        scs15kHz-15kHz-r17                           BIT STRING (SIZE (1..496))                   OPTIONAL,
        scs15kHz-30kHz-r17                           BIT STRING (SIZE (1..496))                   OPTIONAL,
        scs15kHz-60kHz-r17                           BIT STRING (SIZE (1..496))                   OPTIONAL,
        scs30kHz-30kHz-r17                           BIT STRING (SIZE (1..496))                   OPTIONAL,
        scs30kHz-60kHz-r17                           BIT STRING (SIZE (1..496))                   OPTIONAL,
        scs60kHz-60kHz-r17                           BIT STRING (SIZE (1..496))                   OPTIONAL
    }                                                                                             OPTIONAL
}

CA-ParametersNR-v1720 ::= SEQUENCE {
    -- R1 39-1: Parallel SRS and PUCCH/PUSCH transmission across CCs in intra-band non-contiguous CA
    parallelTxSRS-PUCCH-PUSCH-intraBand-r17          ENUMERATED {supported}                       OPTIONAL,
    -- R1 39-2: Parallel PRACH and SRS/PUCCH/PUSCH transmissions across CCs in intra-band non-contiguous CA
    parallelTxPRACH-SRS-PUCCH-PUSCH-intraBand-r17    ENUMERATED {supported}                       OPTIONAL,
    -- R1 25-9: Semi-static PUCCH cell switching for a single PUCCH group only
    semiStaticPUCCH-CellSwitchSingleGroup-r17        SEQUENCE {
        pucch-Group-r17                                ENUMERATED {primaryGroupOnly, secondaryGroupOnly, eitherPrimaryOrSecondaryGroup},
        pucch-Group-Config-r17                           PUCCH-Group-Config-r17
    }                                                                                             OPTIONAL,
    -- R1 25-9a: Semi-static PUCCH cell switching for two PUCCH groups
    semiStaticPUCCH-CellSwitchTwoGroups-r17    SEQUENCE (SIZE (1..maxTwoPUCCH-Grp-ConfigList-r17)) OF TwoPUCCH-Grp-Configurations-r17 OPTIONAL,
    -- R1 25-10: PUCCH cell switching based on dynamic indication for same length of overlapping PUCCH slots/sub-slots for a single
    -- PUCCH group only
    dynamicPUCCH-CellSwitchSameLengthSingleGroup-r17 SEQUENCE {
        pucch-Group-r17                                  ENUMERATED {primaryGroupOnly, secondaryGroupOnly, eitherPrimaryOrSecondaryGroup},
        pucch-Group-Config-r17                       PUCCH-Group-Config-r17
    }                                                                                             OPTIONAL,
    -- R1 25-10a: PUCCH cell switching based on dynamic indication for different length of overlapping PUCCH slots/sub-slots
    -- for a single PUCCH group only
    dynamicPUCCH-CellSwitchDiffLengthSingleGroup-r17 SEQUENCE {
        pucch-Group-r17                                  ENUMERATED {primaryGroupOnly, secondaryGroupOnly, eitherPrimaryOrSecondaryGroup},
        pucch-Group-Config-r17                           PUCCH-Group-Config-r17
    }                                                                                             OPTIONAL,
    -- R1 25-10b: PUCCH cell switching based on dynamic indication for same length of overlapping PUCCH slots/sub-slots for two PUCCH
    -- groups
    dynamicPUCCH-CellSwitchSameLengthTwoGroups-r17   SEQUENCE (SIZE (1..maxTwoPUCCH-Grp-ConfigList-r17)) OF TwoPUCCH-Grp-Configurations-r17
                                                                                                  OPTIONAL,
    -- R1 25-10c: PUCCH cell switching based on dynamic indication for different length of overlapping PUCCH slots/sub-slots for two
    -- PUCCH groups
    dynamicPUCCH-CellSwitchDiffLengthTwoGroups-r17   SEQUENCE (SIZE (1..maxTwoPUCCH-Grp-ConfigList-r17)) OF TwoPUCCH-Grp-Configurations-r17
                                                                                                  OPTIONAL,
    -- R1 33-2a: ACK/NACK based HARQ-ACK feedback and RRC-based enabling/disabling ACK/NACK-based
    -- feedback for dynamic scheduling for multicast
    ack-NACK-FeedbackForMulticast-r17                ENUMERATED {supported}                       OPTIONAL,
    -- R1 33-2d: PTP retransmission for multicast dynamic scheduling
    ptp-Retx-Multicast-r17                           ENUMERATED {supported}                       OPTIONAL,
    -- R1 33-4: NACK-only based HARQ-ACK feedback for RRC-based enabling/disabling multicast with ACK/NACK transforming
    nack-OnlyFeedbackForMulticast-r17                ENUMERATED {supported}                       OPTIONAL,
    -- R1 33-4a: NACK-only based HARQ-ACK feedback for multicast corresponding to a specific sequence or a PUCCH transmission
    nack-OnlyFeedbackSpecificResourceForMulticast-r17 ENUMERATED {supported}                      OPTIONAL,
    -- R1 33-5-1a: ACK/NACK based HARQ-ACK feedback and RRC-based enabling/disabling ACK/NACK-based feedback
    -- for SPS group-common PDSCH for multicast
    ack-NACK-FeedbackForSPS-Multicast-r17            ENUMERATED {supported}                       OPTIONAL,
    -- R1 33-5-1d: PTP retransmission for SPS group-common PDSCH for multicast
    ptp-Retx-SPS-Multicast-r17                       ENUMERATED {supported}                       OPTIONAL,
    -- R4 26-1: Higher Power Limit CA DC
    higherPowerLimit-r17                             ENUMERATED {supported}                       OPTIONAL,
    -- R1 39-4: Parallel MsgA and SRS/PUCCH/PUSCH transmissions across CCs in intra-band non-contiguous CA
    parallelTxMsgA-SRS-PUCCH-PUSCH-intraBand-r17     ENUMERATED {supported}                       OPTIONAL,
    -- R1 24-11a: Capability on the number of CCs for monitoring a maximum number of BDs and non-overlapped CCEs per span when
    -- configured with DL CA with Rel-17 PDCCH monitoring capability on all the serving cells
    pdcch-MonitoringCA-r17                           INTEGER (4..16)                              OPTIONAL,
    -- R1 24-11f: Capability on the number of CCs for monitoring a maximum number of BDs and non-overlapped CCEs for MCG and for SCG
    -- when configured for NR-DC operation with Rel-17 PDCCH monitoring capability on all the serving cells
    pdcch-BlindDetectionMCG-SCG-List-r17             SEQUENCE(SIZE(1..maxNrofPdcch-BlindDetection-r17)) OF PDCCH-BlindDetectionMCG-SCG-r17
                                                                                                  OPTIONAL,
    -- R1 24-11c: Number of carriers for CCE/BD scaling with DL CA with mix of Rel. 17 and Rel. 15 PDCCH monitoring capabilities on
    -- different Carriers
    -- R1 24-11g: Number of carriers for CCE/BD scaling for MCG and for SCG when configured for NR-DC operation with mix of Rel. 17 and
    -- Rel. 15 PDCCH monitoring capabilities on different carriers
    pdcch-BlindDetectionMixedList1-r17               SEQUENCE(SIZE(1..maxNrofPdcch-BlindDetection-r17)) OF PDCCH-BlindDetectionMixed-r17
                                                                                                  OPTIONAL,
    -- R1 24-11d: Number of carriers for CCE/BD scaling with DL CA with mix of Rel. 17 and Rel. 16 PDCCH monitoring capabilities on
    -- different Carriers
    -- R1 24-11h: Number of carriers for CCE/BD scaling for MCG and for SCG when configured for NR-DC operation with mix of Rel. 17 and
    -- Rel. 16 PDCCH monitoring capabilities on different carriers
    pdcch-BlindDetectionMixedList2-r17               SEQUENCE(SIZE(1..maxNrofPdcch-BlindDetection-r17)) OF PDCCH-BlindDetectionMixed-r17
                                                                                                  OPTIONAL,
    -- R1 24-11e: Number of carriers for CCE/BD scaling with DL CA with mix of Rel. 17, Rel. 16 and Rel. 15 PDCCH monitoring
    -- capabilities on different carriers
    -- R1 24-11i: Number of carriers for CCE/BD scaling for MCG and for SCG when configured for NR-DC operation with mix of Rel. 17,
    -- Rel. 16 and Rel. 15 PDCCH monitoring capabilities on different carriers
    pdcch-BlindDetectionMixedList3-r17               SEQUENCE(SIZE(1..maxNrofPdcch-BlindDetection-r17)) OF PDCCH-BlindDetectionMixed1-r17
                                                                                                  OPTIONAL
}

CA-ParametersNR-v1730 ::= SEQUENCE {
    -- R1 30-4a: DM-RS bundling for PUSCH repetition type A (per BC)
    dmrs-BundlingPUSCH-RepTypeAPerBC-r17                   ENUMERATED {supported}                         OPTIONAL,
    -- R1 30-4b: DM-RS bundling for PUSCH repetition type B(per BC)
    dmrs-BundlingPUSCH-RepTypeBPerBC-r17                   ENUMERATED {supported}                         OPTIONAL,
    -- R1 30-4c: DM-RS bundling for TB processing over multi-slot PUSCH(per BC)
    dmrs-BundlingPUSCH-multiSlotPerBC-r17                  ENUMERATED {supported}                         OPTIONAL,
    -- R1 30-4d: DMRS bundling for PUCCH repetitions(per BC)
    dmrs-BundlingPUCCH-RepPerBC-r17                        ENUMERATED {supported}                         OPTIONAL,
    -- R1 30-4g: Restart DM-RS bundling (per BC)
    dmrs-BundlingRestartPerBC-r17                          ENUMERATED {supported}                         OPTIONAL,
    -- R1 30-4h: DM-RS bundling for non-back-to-back transmission (per BC)
    dmrs-BundlingNonBackToBackTX-PerBC-r17                 ENUMERATED {supported}                         OPTIONAL,
    -- R1 39-3-1: Stay on the target CC for SRS carrier switching
    stayOnTargetCC-SRS-CarrierSwitch-r17                   ENUMERATED {supported}                         OPTIONAL,
    -- R1 33-3-3a: FDM-ed Type-1 and Type-2 HARQ-ACK codebooks for multiplexing HARQ-ACK for unicast and HARQ-ACK for multicast
    fdm-CodebookForMux-UnicastMulticastHARQ-ACK-r17        ENUMERATED {supported}                         OPTIONAL,
    -- R1 33-3-3b: Mode 2 TDM-ed Type-1 and Type-2 HARQ-ACK codebook for multiplexing HARQ-ACK for unicast and HARQ-ACK for multicast
    mode2-TDM-CodebookForMux-UnicastMulticastHARQ-ACK-r17  ENUMERATED {supported}                         OPTIONAL,
    -- R1 33-3-4: Mode 1 for type1 codebook generation
    mode1-ForType1-CodebookGeneration-r17                  ENUMERATED {supported}                         OPTIONAL,
    -- R1 33-5-1j: NACK-only based HARQ-ACK feedback for multicast corresponding to a specific sequence or a PUCCH transmission
    -- for SPS group-commmon PDSCH for multicast
    nack-OnlyFeedbackSpecificResourceForSPS-Multicast-r17  ENUMERATED {supported}                         OPTIONAL,
    -- R1 33-8-2: Up to 2 PUCCH resources configuration for multicast feedback for dynamically scheduled multicast
    multiPUCCH-ConfigForMulticast-r17                      ENUMERATED {supported}                         OPTIONAL,
    -- R1 33-8-3: PUCCH resource configuration for multicast feedback for SPS GC-PDSCH
    pucch-ConfigForSPS-Multicast-r17                       ENUMERATED {supported}                         OPTIONAL,
    -- The following parameter is associated with R1 33-2a, R1 33-3-3a, and R1 33-3-3b, and is not a RAN1 FG.
    maxNumberG-RNTI-HARQ-ACK-Codebook-r17                  INTEGER (1..4)                                 OPTIONAL,
    -- R1 33-3-5: Feedback multiplexing for unicast PDSCH and group-common PDSCH for multicast with same priority and different codebook
    -- type
    mux-HARQ-ACK-UnicastMulticast-r17                      ENUMERATED {supported}                         OPTIONAL
}

CA-ParametersNR-v1740 ::= SEQUENCE {
    -- R1 33-5-1f: NACK-only based HARQ-ACK feedback for multicast RRC-based enabling/disabling NACK-only based feedback
    -- for SPS group-common PDSCH for multicast
    nack-OnlyFeedbackForSPS-Multicast-r17                  ENUMERATED {supported}                         OPTIONAL,
    -- R1 33-8-1: PUCCH resource configuration for multicast feedback for dynamically scheduled multicast
    singlePUCCH-ConfigForMulticast-r17                     ENUMERATED {supported}                         OPTIONAL
}

CA-ParametersNR-v1800 ::= SEQUENCE {
	-- non-collocated deployment for TDD-TDD intra-band NR-CA
    intraBandNR-CA-non-collocated-r18       				ENUMERATED {supported}                   OPTIONAL
}

CrossCarrierSchedulingSCell-SpCell-r17 ::= SEQUENCE {
    supportedSCS-Combinations-r17              SEQUENCE {
        scs15kHz-15kHz-r17                         ENUMERATED {supported}                         OPTIONAL,
        scs15kHz-30kHz-r17                         ENUMERATED {supported}                         OPTIONAL,
        scs15kHz-60kHz-r17                         ENUMERATED {supported}                         OPTIONAL,
        scs30kHz-30kHz-r17                         BIT STRING (SIZE (1..496))                     OPTIONAL,
        scs30kHz-60kHz-r17                         BIT STRING (SIZE (1..496))                     OPTIONAL,
        scs60kHz-60kHz-r17                         BIT STRING (SIZE (1..496))                     OPTIONAL
    },
    pdcch-MonitoringOccasion-r17               ENUMERATED {val1, val2}
}

PDCCH-BlindDetectionMixedList-r16::=       SEQUENCE {
    pdcch-BlindDetectionCA-MixedExt-r16        CHOICE {
        pdcch-BlindDetectionCA-Mixed-v16a0                PDCCH-BlindDetectionCA-MixedExt-r16,
        pdcch-BlindDetectionCA-Mixed-NonAlignedSpan-v16a0 PDCCH-BlindDetectionCA-MixedExt-r16
    }                                                                                             OPTIONAL,
    pdcch-BlindDetectionCG-UE-MixedExt-r16     SEQUENCE{
    pdcch-BlindDetectionMCG-UE-Mixed-v16a0                PDCCH-BlindDetectionCG-UE-MixedExt-r16,
        pdcch-BlindDetectionSCG-UE-Mixed-v16a0            PDCCH-BlindDetectionCG-UE-MixedExt-r16
    }                                                                                             OPTIONAL
}

PDCCH-BlindDetectionCA-MixedExt-r16 ::=    SEQUENCE {
    pdcch-BlindDetectionCA1-r16                INTEGER (1..15),
    pdcch-BlindDetectionCA2-r16                INTEGER (1..15)
}

PDCCH-BlindDetectionCG-UE-MixedExt-r16 ::= SEQUENCE {
    pdcch-BlindDetectionCG-UE1-r16             INTEGER (0..15),
    pdcch-BlindDetectionCG-UE2-r16             INTEGER (0..15)
}

PDCCH-BlindDetectionMCG-SCG-r17 ::=        SEQUENCE {
    pdcch-BlindDetectionMCG-UE-r17             INTEGER (1..15),
    pdcch-BlindDetectionSCG-UE-r17             INTEGER (1..15)
}

PDCCH-BlindDetectionMixed-r17::=           SEQUENCE {
    pdcch-BlindDetectionCA-Mixed-r17           PDCCH-BlindDetectionCA-Mixed-r17                   OPTIONAL,
    pdcch-BlindDetectionCG-UE-Mixed-r17        SEQUENCE{
        pdcch-BlindDetectionMCG-UE-Mixed-v17       PDCCH-BlindDetectionCG-UE-Mixed-r17,
        pdcch-BlindDetectionSCG-UE-Mixed-v17       PDCCH-BlindDetectionCG-UE-Mixed-r17
    }                                                                                             OPTIONAL
}

PDCCH-BlindDetectionCG-UE-Mixed-r17 ::=    SEQUENCE {
    pdcch-BlindDetectionCG-UE1-r17             INTEGER (0..15),
    pdcch-BlindDetectionCG-UE2-r17             INTEGER (0..15)
}

PDCCH-BlindDetectionCA-Mixed-r17 ::=       SEQUENCE {
    pdcch-BlindDetectionCA1-r17                INTEGER (1..15)                                    OPTIONAL,
    pdcch-BlindDetectionCA2-r17                INTEGER (1..15)                                    OPTIONAL
}
PDCCH-BlindDetectionMixed1-r17::=          SEQUENCE {
    pdcch-BlindDetectionCA-Mixed1-r17          PDCCH-BlindDetectionCA-Mixed1-r17                  OPTIONAL,
    pdcch-BlindDetectionCG-UE-Mixed1-r17       SEQUENCE{
        pdcch-BlindDetectionMCG-UE-Mixed1-v17      PDCCH-BlindDetectionCG-UE-Mixed1-r17,
        pdcch-BlindDetectionSCG-UE-Mixed1-v17      PDCCH-BlindDetectionCG-UE-Mixed1-r17
    }                                                                                             OPTIONAL
}

PDCCH-BlindDetectionCG-UE-Mixed1-r17 ::=   SEQUENCE {
    pdcch-BlindDetectionCG-UE1-r17             INTEGER (0..15),
    pdcch-BlindDetectionCG-UE2-r17             INTEGER (0..15),
    pdcch-BlindDetectionCG-UE3-r17             INTEGER (0..15)
}

PDCCH-BlindDetectionCA-Mixed1-r17 ::=      SEQUENCE {
    pdcch-BlindDetectionCA1-r17                INTEGER (1..15)                                    OPTIONAL,
    pdcch-BlindDetectionCA2-r17                INTEGER (1..15)                                    OPTIONAL,
    pdcch-BlindDetectionCA3-r17                INTEGER (1..15)                                    OPTIONAL
}

SimulSRS-ForAntennaSwitching-r16 ::= SEQUENCE {
    supportSRS-xTyR-xLessThanY-r16       ENUMERATED {supported}                     OPTIONAL,
    supportSRS-xTyR-xEqualToY-r16        ENUMERATED {supported}                     OPTIONAL,
    supportSRS-AntennaSwitching-r16      ENUMERATED {supported}                     OPTIONAL
}

TwoPUCCH-Grp-Configurations-r16 ::=  SEQUENCE {
    pucch-PrimaryGroupMapping-r16        TwoPUCCH-Grp-ConfigParams-r16,
    pucch-SecondaryGroupMapping-r16      TwoPUCCH-Grp-ConfigParams-r16
}

TwoPUCCH-Grp-Configurations-r17 ::=  SEQUENCE {
    primaryPUCCH-GroupConfig-r17         PUCCH-Group-Config-r17,
    secondaryPUCCH-GroupConfig-r17       PUCCH-Group-Config-r17
}

TwoPUCCH-Grp-ConfigParams-r16 ::=    SEQUENCE {
    pucch-GroupMapping-r16               PUCCH-Grp-CarrierTypes-r16,
    pucch-TX-r16                         PUCCH-Grp-CarrierTypes-r16
}


CarrierTypePair-r16 ::=             SEQUENCE {
    carrierForCSI-Measurement-r16       PUCCH-Grp-CarrierTypes-r16,
    carrierForCSI-Reporting-r16         PUCCH-Grp-CarrierTypes-r16
}

PUCCH-Grp-CarrierTypes-r16 ::=       SEQUENCE {
    fr1-NonSharedTDD-r16                 ENUMERATED {supported}                     OPTIONAL,
    fr1-SharedTDD-r16                    ENUMERATED {supported}                     OPTIONAL,
    fr1-NonSharedFDD-r16                 ENUMERATED {supported}                     OPTIONAL,
    fr2-r16                              ENUMERATED {supported}                     OPTIONAL
}

PUCCH-Group-Config-r17 ::=           SEQUENCE {
    fr1-FR1-NonSharedTDD-r17             ENUMERATED {supported}                     OPTIONAL,
    fr2-FR2-NonSharedTDD-r17             ENUMERATED {supported}                     OPTIONAL,
    fr1-FR2-NonSharedTDD-r17             ENUMERATED {supported}                     OPTIONAL
}

-- TAG-CA-PARAMETERSNR-STOP
-- ASN1STOP

	CA-ParametersNR field description

	codebookParametersPerBC
For a given supported band combination, this field indicates the alternative list of SupportedCSI-RS-Resource supported for each codebook type, amongst the supported CSI-RS resources included in codebookParametersPerBand in MIMO-ParametersPerBand.



–	MRDC-Parameters
The IE MRDC-Parameters contains the band combination parameters specific to MR-DC for a given MR-DC band combination.
MRDC-Parameters information element
-- ASN1START
-- TAG-MRDC-PARAMETERS-START

MRDC-Parameters ::= SEQUENCE {
    singleUL-Transmission               ENUMERATED {supported}              OPTIONAL,
    dynamicPowerSharingENDC             ENUMERATED {supported}              OPTIONAL,
    tdm-Pattern                         ENUMERATED {supported}              OPTIONAL,
    ul-SharingEUTRA-NR                  ENUMERATED {tdm, fdm, both}         OPTIONAL,
    ul-SwitchingTimeEUTRA-NR            ENUMERATED {type1, type2}           OPTIONAL,
    simultaneousRxTxInterBandENDC       ENUMERATED {supported}              OPTIONAL,
    asyncIntraBandENDC                  ENUMERATED {supported}              OPTIONAL,
    ...,
    [[
    dualPA-Architecture                 ENUMERATED {supported}              OPTIONAL,
    intraBandENDC-Support               ENUMERATED {non-contiguous, both}   OPTIONAL,
    ul-TimingAlignmentEUTRA-NR          ENUMERATED {required}               OPTIONAL
    ]]
}

MRDC-Parameters-v1580 ::= SEQUENCE {
	dynamicPowerSharingNEDC             ENUMERATED {supported}              OPTIONAL
}

MRDC-Parameters-v1590 ::=	SEQUENCE {
	interBandContiguousMRDC             ENUMERATED {supported}              OPTIONAL
}

MRDC-Parameters-v15g0 ::=   SEQUENCE {
    simultaneousRxTxInterBandENDCPerBandPair   SimultaneousRxTxPerBandPair  OPTIONAL
}

MRDC-Parameters-v1620 ::=    SEQUENCE {
    maxUplinkDutyCycle-interBandENDC-TDD-PC2-r16    SEQUENCE{
        eutra-TDD-Config0-r16    ENUMERATED {n20, n40, n50, n60, n70, n80, n90, n100}    OPTIONAL,
        eutra-TDD-Config1-r16    ENUMERATED {n20, n40, n50, n60, n70, n80, n90, n100}    OPTIONAL,
        eutra-TDD-Config2-r16    ENUMERATED {n20, n40, n50, n60, n70, n80, n90, n100}    OPTIONAL,
        eutra-TDD-Config3-r16    ENUMERATED {n20, n40, n50, n60, n70, n80, n90, n100}    OPTIONAL,
        eutra-TDD-Config4-r16    ENUMERATED {n20, n40, n50, n60, n70, n80, n90, n100}    OPTIONAL,
        eutra-TDD-Config5-r16    ENUMERATED {n20, n40, n50, n60, n70, n80, n90, n100}    OPTIONAL,
        eutra-TDD-Config6-r16    ENUMERATED {n20, n40, n50, n60, n70, n80, n90, n100}    OPTIONAL
    }                                                                                    OPTIONAL,
    -- R1 18-2 Single UL TX operation for TDD PCell in EN-DC
    tdm-restrictionTDD-endc-r16          ENUMERATED {supported}                          OPTIONAL,
    -- R1 18-2a Single UL TX operation for FDD PCell in EN-DC
    tdm-restrictionFDD-endc-r16          ENUMERATED {supported}                          OPTIONAL,
    --  R1 18-2b Support of HARQ-offset for SUO case1 in EN-DC with LTE TDD PCell for type 1 UE
    singleUL-HARQ-offsetTDD-PCell-r16    ENUMERATED {supported}                          OPTIONAL,
    --  R1 18-3 Dual Tx transmission for EN-DC with FDD PCell(TDM pattern for dual Tx UE)
    tdm-restrictionDualTX-FDD-endc-r16   ENUMERATED {supported}                          OPTIONAL
}

MRDC-Parameters-v1630 ::= SEQUENCE {
    -- R4 2-20 Maximum uplink duty cycle for FDD+TDD EN-DC power class 2
    maxUplinkDutyCycle-interBandENDC-FDD-TDD-PC2-r16  SEQUENCE {
        maxUplinkDutyCycle-FDD-TDD-EN-DC1-r16             ENUMERATED {n30, n40, n50, n60, n70, n80, n90, n100}    OPTIONAL,
        maxUplinkDutyCycle-FDD-TDD-EN-DC2-r16             ENUMERATED {n30, n40, n50, n60, n70, n80, n90, n100}    OPTIONAL
    }                                                                                                             OPTIONAL,

    -- R4 2-19 FDD-FDD or TDD-TDD inter-band MR-DC with overlapping or partially overlapping DL spectrum
    interBandMRDC-WithOverlapDL-Bands-r16       ENUMERATED {supported}                   OPTIONAL
}

MRDC-Parameters-v1700 ::=	SEQUENCE {
    condPSCellAdditionENDC-r17                  ENUMERATED {supported}                   OPTIONAL,
    scg-ActivationDeactivationENDC-r17          ENUMERATED {supported}                   OPTIONAL,
    scg-ActivationDeactivationResumeENDC-r17    ENUMERATED {supported}                   OPTIONAL
}

-- TAG-MRDC-PARAMETERS-STOP
-- ASN1STOP

[bookmark: _Toc60777491][bookmark: _Toc139045885][bookmark: _Hlk54199415]–	UE-NR-Capability
The IE UE-NR-Capability is used to convey the NR UE Radio Access Capability Parameters, see TS 38.306 [26].
UE-NR-Capability information element
-- ASN1START
-- TAG-UE-NR-CAPABILITY-START

UE-NR-Capability ::=            SEQUENCE {
    accessStratumRelease            AccessStratumRelease,
    pdcp-Parameters                 PDCP-Parameters,
    rlc-Parameters                  RLC-Parameters                                                        OPTIONAL,
    mac-Parameters                  MAC-Parameters                                                        OPTIONAL,
    phy-Parameters                  Phy-Parameters,
    rf-Parameters                   RF-Parameters,
    measAndMobParameters            MeasAndMobParameters                                                  OPTIONAL,
    fdd-Add-UE-NR-Capabilities      UE-NR-CapabilityAddXDD-Mode                                           OPTIONAL,
    tdd-Add-UE-NR-Capabilities      UE-NR-CapabilityAddXDD-Mode                                           OPTIONAL,
    fr1-Add-UE-NR-Capabilities      UE-NR-CapabilityAddFRX-Mode                                           OPTIONAL,
    fr2-Add-UE-NR-Capabilities      UE-NR-CapabilityAddFRX-Mode                                           OPTIONAL,
    featureSets                     FeatureSets                                                           OPTIONAL,
    featureSetCombinations          SEQUENCE (SIZE (1..maxFeatureSetCombinations)) OF FeatureSetCombination         OPTIONAL,
    lateNonCriticalExtension        OCTET STRING (CONTAINING UE-NR-Capability-v15c0)                      OPTIONAL,
    nonCriticalExtension            UE-NR-Capability-v1530                                                OPTIONAL
}

-- Regular non-critical Rel-15 extensions:
UE-NR-Capability-v1530 ::=               SEQUENCE {
    fdd-Add-UE-NR-Capabilities-v1530         UE-NR-CapabilityAddXDD-Mode-v1530                            OPTIONAL,
    tdd-Add-UE-NR-Capabilities-v1530         UE-NR-CapabilityAddXDD-Mode-v1530                            OPTIONAL,
    dummy                                    ENUMERATED {supported}                                       OPTIONAL,
    interRAT-Parameters                      InterRAT-Parameters                                          OPTIONAL,
    inactiveState                            ENUMERATED {supported}                                       OPTIONAL,
    delayBudgetReporting                     ENUMERATED {supported}                                       OPTIONAL,
    nonCriticalExtension                     UE-NR-Capability-v1540                                       OPTIONAL
}

UE-NR-Capability-v1540 ::=              SEQUENCE {
    sdap-Parameters                         SDAP-Parameters                                               OPTIONAL,
    overheatingInd                          ENUMERATED {supported}                                        OPTIONAL,
    ims-Parameters                          IMS-Parameters                                                OPTIONAL,
    fr1-Add-UE-NR-Capabilities-v1540        UE-NR-CapabilityAddFRX-Mode-v1540                             OPTIONAL,
    fr2-Add-UE-NR-Capabilities-v1540        UE-NR-CapabilityAddFRX-Mode-v1540                             OPTIONAL,
    fr1-fr2-Add-UE-NR-Capabilities          UE-NR-CapabilityAddFRX-Mode                                   OPTIONAL,
    nonCriticalExtension                    UE-NR-Capability-v1550                                        OPTIONAL
}

UE-NR-Capability-v1550 ::=               SEQUENCE {
    reducedCP-Latency                        ENUMERATED {supported}                                       OPTIONAL,
    nonCriticalExtension                     UE-NR-Capability-v1560                                       OPTIONAL
}

UE-NR-Capability-v1560 ::=               SEQUENCE {
    nrdc-Parameters                         NRDC-Parameters                                               OPTIONAL,
    receivedFilters                         OCTET STRING (CONTAINING UECapabilityEnquiry-v1560-IEs)       OPTIONAL,
    nonCriticalExtension                    UE-NR-Capability-v1570                                        OPTIONAL
}

UE-NR-Capability-v1570 ::=               SEQUENCE {
    nrdc-Parameters-v1570                   NRDC-Parameters-v1570                                         OPTIONAL,
    nonCriticalExtension                    UE-NR-Capability-v1610                                        OPTIONAL
}

-- Late non-critical Rel-15 extensions:
UE-NR-Capability-v15c0 ::=               SEQUENCE {
    nrdc-Parameters-v15c0                    NRDC-Parameters-v15c0                                        OPTIONAL,
    partialFR2-FallbackRX-Req                ENUMERATED {true}                                            OPTIONAL,
    nonCriticalExtension                     UE-NR-Capability-v15g0                                       OPTIONAL
}

UE-NR-Capability-v15g0 ::=               SEQUENCE {
    rf-Parameters-v15g0                      RF-Parameters-v15g0                                          OPTIONAL,
    nonCriticalExtension                     UE-NR-Capability-v15j0                                       OPTIONAL
}

UE-NR-Capability-v15j0 ::=               SEQUENCE {
    -- Following field is only for REL-15 late non-critical extensions
    lateNonCriticalExtension                 OCTET STRING                                                 OPTIONAL,
    nonCriticalExtension                     UE-NR-Capability-v16a0                                       OPTIONAL
}

[bookmark: _Hlk54199402]-- Regular non-critical Rel-16 extensions:
UE-NR-Capability-v1610 ::=               SEQUENCE {
    inDeviceCoexInd-r16                     ENUMERATED {supported}                                        OPTIONAL,
    dl-DedicatedMessageSegmentation-r16     ENUMERATED {supported}                                        OPTIONAL,
    nrdc-Parameters-v1610                   NRDC-Parameters-v1610                                         OPTIONAL,
    powSav-Parameters-r16                   PowSav-Parameters-r16                                         OPTIONAL,
    fr1-Add-UE-NR-Capabilities-v1610        UE-NR-CapabilityAddFRX-Mode-v1610                             OPTIONAL,
    fr2-Add-UE-NR-Capabilities-v1610        UE-NR-CapabilityAddFRX-Mode-v1610                             OPTIONAL,
    bh-RLF-Indication-r16                   ENUMERATED {supported}                                        OPTIONAL,
    directSN-AdditionFirstRRC-IAB-r16       ENUMERATED {supported}                                        OPTIONAL,
    bap-Parameters-r16                      BAP-Parameters-r16                                            OPTIONAL,
    referenceTimeProvision-r16              ENUMERATED {supported}                                        OPTIONAL,
    sidelinkParameters-r16                  SidelinkParameters-r16                                        OPTIONAL,
    highSpeedParameters-r16                 HighSpeedParameters-r16                                       OPTIONAL,
    mac-Parameters-v1610                    MAC-Parameters-v1610                                          OPTIONAL,
    mcgRLF-RecoveryViaSCG-r16               ENUMERATED {supported}                                        OPTIONAL,
    resumeWithStoredMCG-SCells-r16          ENUMERATED {supported}                                        OPTIONAL,
    resumeWithStoredSCG-r16                 ENUMERATED {supported}                                        OPTIONAL,
    resumeWithSCG-Config-r16                ENUMERATED {supported}                                        OPTIONAL,
    ue-BasedPerfMeas-Parameters-r16         UE-BasedPerfMeas-Parameters-r16                               OPTIONAL,
    son-Parameters-r16                      SON-Parameters-r16                                            OPTIONAL,
    onDemandSIB-Connected-r16               ENUMERATED {supported}                                        OPTIONAL,
    nonCriticalExtension                    UE-NR-Capability-v1640                                        OPTIONAL
}

UE-NR-Capability-v1640 ::=               SEQUENCE {
    redirectAtResumeByNAS-r16               ENUMERATED {supported}                                        OPTIONAL,
    phy-ParametersSharedSpectrumChAccess-r16  Phy-ParametersSharedSpectrumChAccess-r16                    OPTIONAL,
    nonCriticalExtension                    UE-NR-Capability-v1650                                        OPTIONAL
}

UE-NR-Capability-v1650 ::=               SEQUENCE {
    mpsPriorityIndication-r16                ENUMERATED {supported}                                       OPTIONAL,
    highSpeedParameters-v1650                HighSpeedParameters-v1650                                    OPTIONAL,
    nonCriticalExtension                     UE-NR-Capability-v1690                                       OPTIONAL
}

UE-NR-Capability-v1690 ::=               SEQUENCE {
    ul-RRC-Segmentation-r16                  ENUMERATED {supported}                                       OPTIONAL,
    nonCriticalExtension                     UE-NR-Capability-v1700                                       OPTIONAL
}

-- Late non-critical extensions from Rel-16 onwards:
UE-NR-Capability-v16a0 ::=               SEQUENCE {
    phy-Parameters-v16a0                     Phy-Parameters-v16a0                                         OPTIONAL,
    rf-Parameters-v16a0                      RF-Parameters-v16a0                                          OPTIONAL,
    nonCriticalExtension                     UE-NR-Capability-v16c0                                       OPTIONAL
}

UE-NR-Capability-v16c0 ::=               SEQUENCE {
    rf-Parameters-v16c0                      RF-Parameters-v16c0                                          OPTIONAL,
    nonCriticalExtension                     UE-NR-Capability-v16d0                                       OPTIONAL
}

UE-NR-Capability-v16d0 ::=               SEQUENCE {
    featureSets-v16d0                        FeatureSets-v16d0                                            OPTIONAL,
    nonCriticalExtension                     SEQUENCE {}                                                  OPTIONAL
}

-- Regular non-critical Rel-17 extensions:
UE-NR-Capability-v1700 ::=               SEQUENCE {
    inactiveStatePO-Determination-r17        ENUMERATED {supported}                                       OPTIONAL,
    highSpeedParameters-v1700                HighSpeedParameters-v1700                                    OPTIONAL,
    powSav-Parameters-v1700                  PowSav-Parameters-v1700                                      OPTIONAL,
    mac-Parameters-v1700                     MAC-Parameters-v1700                                         OPTIONAL,
    ims-Parameters-v1700                     IMS-Parameters-v1700                                         OPTIONAL,
    measAndMobParameters-v1700               MeasAndMobParameters-v1700,
    appLayerMeasParameters-r17               AppLayerMeasParameters-r17                                   OPTIONAL,
    redCapParameters-r17                     RedCapParameters-r17                                         OPTIONAL,
    ra-SDT-r17                               ENUMERATED {supported}                                       OPTIONAL,
    srb-SDT-r17                              ENUMERATED {supported}                                       OPTIONAL,
    gNB-SideRTT-BasedPDC-r17                 ENUMERATED {supported}                                       OPTIONAL,
    bh-RLF-DetectionRecovery-Indication-r17  ENUMERATED {supported}                                       OPTIONAL,
    nrdc-Parameters-v1700                    NRDC-Parameters-v1700                                        OPTIONAL,
    bap-Parameters-v1700                     BAP-Parameters-v1700                                         OPTIONAL,
    musim-GapPreference-r17                  ENUMERATED {supported}                                       OPTIONAL,
    musimLeaveConnected-r17                  ENUMERATED {supported}                                       OPTIONAL,
    mbs-Parameters-r17                       MBS-Parameters-r17,
    nonTerrestrialNetwork-r17                ENUMERATED {supported}                                       OPTIONAL,
    ntn-ScenarioSupport-r17                  ENUMERATED {gso, ngso}                                       OPTIONAL,
    sliceInfoforCellReselection-r17          ENUMERATED {supported}                                       OPTIONAL,
    ue-RadioPagingInfo-r17                   UE-RadioPagingInfo-r17                                       OPTIONAL,
    -- R4 17-2 UL gap pattern for Tx power management
    ul-GapFR2-Pattern-r17                    BIT STRING (SIZE (4))                                        OPTIONAL,
    ntn-Parameters-r17                       NTN-Parameters-r17                                           OPTIONAL,
    nonCriticalExtension                     UE-NR-Capability-v1740                                       OPTIONAL
}

-- Regular non-critical Rel-18 extensions:
UE-NR-Capability-v1800 ::=               SEQUENCE {
	typeIndication-r18                   	ENUMERATED {supported}                                       OPTIONAL,
    nonCriticalExtension                     UE-NR-Capability-v1740                                       OPTIONAL

}
UE-NR-Capability-v1740 ::=               SEQUENCE {
[bookmark: _Hlk130562710]    redCapParameters-v1740                   RedCapParameters-v1740,
    nonCriticalExtension                     UE-NR-Capability-v1750                                       OPTIONAL
}

UE-NR-Capability-v1750 ::=               SEQUENCE {
    crossCarrierSchedulingConfigurationRelease-r17  ENUMERATED {supported}                                OPTIONAL,
    nonCriticalExtension                            SEQUENCE {}                                           OPTIONAL
}

UE-NR-CapabilityAddXDD-Mode ::=          SEQUENCE {
    phy-ParametersXDD-Diff                   Phy-ParametersXDD-Diff                                       OPTIONAL,
    mac-ParametersXDD-Diff                   MAC-ParametersXDD-Diff                                       OPTIONAL,
    measAndMobParametersXDD-Diff             MeasAndMobParametersXDD-Diff                                 OPTIONAL
}

UE-NR-CapabilityAddXDD-Mode-v1530 ::=    SEQUENCE {
    eutra-ParametersXDD-Diff                 EUTRA-ParametersXDD-Diff
}

UE-NR-CapabilityAddFRX-Mode ::=          SEQUENCE {
    phy-ParametersFRX-Diff                   Phy-ParametersFRX-Diff                                       OPTIONAL,
    measAndMobParametersFRX-Diff             MeasAndMobParametersFRX-Diff                                 OPTIONAL
}

UE-NR-CapabilityAddFRX-Mode-v1540 ::=    SEQUENCE {
    ims-ParametersFRX-Diff                   IMS-ParametersFRX-Diff                                       OPTIONAL
}

UE-NR-CapabilityAddFRX-Mode-v1610 ::=    SEQUENCE {
    powSav-ParametersFRX-Diff-r16            PowSav-ParametersFRX-Diff-r16                                OPTIONAL,
    mac-ParametersFRX-Diff-r16               MAC-ParametersFRX-Diff-r16                                   OPTIONAL
}

BAP-Parameters-r16 ::=                   SEQUENCE {
    flowControlBH-RLC-ChannelBased-r16       ENUMERATED {supported}                                       OPTIONAL,
    flowControlRouting-ID-Based-r16          ENUMERATED {supported}                                       OPTIONAL
}

BAP-Parameters-v1700 ::=                 SEQUENCE {
    bapHeaderRewriting-Rerouting-r17         ENUMERATED {supported}                                       OPTIONAL,
    bapHeaderRewriting-Routing-r17           ENUMERATED {supported}                                       OPTIONAL
}

MBS-Parameters-r17 ::=                   SEQUENCE {
    maxMRB-Add-r17                           INTEGER (1..16)                                              OPTIONAL
}

-- TAG-UE-NR-CAPABILITY-STOP
-- ASN1STOP

	UE-NR-Capability field descriptions

	featureSetCombinations
A list of FeatureSetCombination:s for supportedBandCombinationList in UE-NR-Capability. The FeatureSetDownlink:s and FeatureSetUplink:s referred to from these FeatureSetCombination:s are defined in the featureSets list in UE-NR-Capability.



	UE-NR-Capability-v1540 field descriptions

	fr1-fr2-Add-UE-NR-Capabilities
This instance of UE-NR-CapabilityAddFRX-Mode does not include any other fields than csi-RS-IM-ReceptionForFeedback/ csi-RS-ProcFrameworkForSRS/ csi-ReportFramework.





6.3.4	Other information elements
–	OtherConfig
The IE OtherConfig contains configuration related to miscellaneous other configurations.
OtherConfig information element
-- ASN1START
-- TAG-OTHERCONFIG-START

OtherConfig ::=                 SEQUENCE {
    delayBudgetReportingConfig  CHOICE{
        release                 NULL,
        setup                   SEQUENCE{
            delayBudgetReportingProhibitTimer   ENUMERATED {s0, s0dot4, s0dot8, s1dot6, s3, s6, s12, s30}
        }
    }                                                                                                     OPTIONAL        -- Need M
}

OtherConfig-v1540 ::=           SEQUENCE {
    overheatingAssistanceConfig     SetupRelease {OverheatingAssistanceConfig}                            OPTIONAL, -- Need M
    ...
}

OtherConfig-v1610 ::=                   SEQUENCE {
    idc-AssistanceConfig-r16                SetupRelease {IDC-AssistanceConfig-r16}                       OPTIONAL, -- Need M
    drx-PreferenceConfig-r16                SetupRelease {DRX-PreferenceConfig-r16}                       OPTIONAL, -- Need M
    maxBW-PreferenceConfig-r16              SetupRelease {MaxBW-PreferenceConfig-r16}                     OPTIONAL, -- Need M
    maxCC-PreferenceConfig-r16              SetupRelease {MaxCC-PreferenceConfig-r16}                     OPTIONAL, -- Need M
    maxMIMO-LayerPreferenceConfig-r16       SetupRelease {MaxMIMO-LayerPreferenceConfig-r16}              OPTIONAL, -- Need M
    minSchedulingOffsetPreferenceConfig-r16 SetupRelease {MinSchedulingOffsetPreferenceConfig-r16}        OPTIONAL, -- Need M
    releasePreferenceConfig-r16             SetupRelease {ReleasePreferenceConfig-r16}                    OPTIONAL, -- Need M
    referenceTimePreferenceReporting-r16    ENUMERATED {true}                                             OPTIONAL, -- Need R
    btNameList-r16                          SetupRelease {BT-NameList-r16}                                OPTIONAL, -- Need M
    wlanNameList-r16                        SetupRelease {WLAN-NameList-r16}                              OPTIONAL, -- Need M
    sensorNameList-r16                      SetupRelease {Sensor-NameList-r16}                            OPTIONAL, -- Need M
    obtainCommonLocation-r16                ENUMERATED {true}                                             OPTIONAL, -- Need R
    sl-AssistanceConfigNR-r16               ENUMERATED{true}                                              OPTIONAL  -- Need R
}

OtherConfig-v1700 ::=                   SEQUENCE {
    ul-GapFR2-PreferenceConfig-r17          ENUMERATED {true}                                             OPTIONAL, -- Need R
    musim-GapAssistanceConfig-r17           SetupRelease {MUSIM-GapAssistanceConfig-r17}                  OPTIONAL, -- Need M
    musim-LeaveAssistanceConfig-r17         SetupRelease {MUSIM-LeaveAssistanceConfig-r17}                OPTIONAL, -- Need M
    successHO-Config-r17                    SetupRelease {SuccessHO-Config-r17}                           OPTIONAL, -- Need M
    maxBW-PreferenceConfigFR2-2-r17         ENUMERATED {true}                                             OPTIONAL, -- Cond maxBW
    maxMIMO-LayerPreferenceConfigFR2-2-r17  ENUMERATED {true}                                             OPTIONAL, -- Cond maxMIMO
    minSchedulingOffsetPreferenceConfigExt-r17  ENUMERATED {true}                                         OPTIONAL, -- Cond minOffset
    rlm-RelaxationReportingConfig-r17       SetupRelease {RLM-RelaxationReportingConfig-r17}              OPTIONAL, -- Need M
    bfd-RelaxationReportingConfig-r17       SetupRelease {BFD-RelaxationReportingConfig-r17}              OPTIONAL, -- Need M
    scg-DeactivationPreferenceConfig-r17    SetupRelease {SCG-DeactivationPreferenceConfig-r17}           OPTIONAL, -- Cond SCG
    rrm-MeasRelaxationReportingConfig-r17   SetupRelease {RRM-MeasRelaxationReportingConfig-r17}          OPTIONAL, -- Need M
    propDelayDiffReportConfig-r17           SetupRelease {PropDelayDiffReportConfig-r17}                  OPTIONAL  -- Need M
}

OtherConfig-v1800 ::=                   SEQUENCE {
	requirement-TDD-TDD-non-collocated-r18  ENUMERATED {true}                                       		   OPTIONAL  -- Cond numMIMO
}

CandidateServingFreqListNR-r16 ::= SEQUENCE (SIZE (1..maxFreqIDC-r16)) OF ARFCN-ValueNR

MUSIM-GapAssistanceConfig-r17 ::= SEQUENCE {
    musim-GapProhibitTimer-r17        ENUMERATED {s0, s0dot1, s0dot2, s0dot3, s0dot4, s0dot5, s1, s2, s3, s4, s5, s6, s7, s8, s9, s10}
}

MUSIM-LeaveAssistanceConfig-r17 ::=     SEQUENCE {
    musim-LeaveWithoutResponseTimer-r17     ENUMERATED {ms10, ms20, ms40, ms60, ms80, ms100, spare2, spare1}
}

SuccessHO-Config-r17 ::=                SEQUENCE {
    thresholdPercentageT304-r17             ENUMERATED {p40, p60, p80, spare5, spare4, spare3, spare2, spare1}      OPTIONAL, --Need R
    thresholdPercentageT310-r17             ENUMERATED {p40, p60, p80, spare5, spare4, spare3, spare2, spare1}      OPTIONAL, --Need R
    thresholdPercentageT312-r17             ENUMERATED {p20, p40, p60, p80, spare4, spare3, spare2, spare1}         OPTIONAL, --Need R
    sourceDAPS-FailureReporting-r17         ENUMERATED {true}                                                       OPTIONAL, --Need R
    ...
}

OverheatingAssistanceConfig ::= SEQUENCE {
    overheatingIndicationProhibitTimer    ENUMERATED {s0, s0dot5, s1, s2, s5, s10, s20, s30,
                                          s60, s90, s120, s300, s600, spare3, spare2, spare1}
}

IDC-AssistanceConfig-r16 ::=    SEQUENCE {
    candidateServingFreqListNR-r16  CandidateServingFreqListNR-r16                     OPTIONAL, -- Need R
    ...
}

DRX-PreferenceConfig-r16 ::=          SEQUENCE {
    drx-PreferenceProhibitTimer-r16       ENUMERATED {
                                              s0, s0dot5, s1, s2, s3, s4, s5, s6, s7,
                                              s8, s9, s10, s20, s30, spare2, spare1}
}

MaxBW-PreferenceConfig-r16 ::=        SEQUENCE {
    maxBW-PreferenceProhibitTimer-r16     ENUMERATED {
                                              s0, s0dot5, s1, s2, s3, s4, s5, s6, s7,
                                              s8, s9, s10, s20, s30, spare2, spare1}
}

MaxCC-PreferenceConfig-r16 ::=        SEQUENCE {
    maxCC-PreferenceProhibitTimer-r16     ENUMERATED {
                                              s0, s0dot5, s1, s2, s3, s4, s5, s6, s7,
                                              s8, s9, s10, s20, s30, spare2, spare1}
}

MaxMIMO-LayerPreferenceConfig-r16 ::= SEQUENCE {
    maxMIMO-LayerPreferenceProhibitTimer-r16 ENUMERATED {
                                                 s0, s0dot5, s1, s2, s3, s4, s5, s6, s7,
                                                 s8, s9, s10, s20, s30, spare2, spare1}
}

MinSchedulingOffsetPreferenceConfig-r16 ::=   SEQUENCE {
    minSchedulingOffsetPreferenceProhibitTimer-r16 ENUMERATED {
                                                       s0, s0dot5, s1, s2, s3, s4, s5, s6, s7,
                                                       s8, s9, s10, s20, s30, spare2, spare1}
}

ReleasePreferenceConfig-r16 ::=       SEQUENCE {
    releasePreferenceProhibitTimer-r16    ENUMERATED {
                                              s0, s0dot5, s1, s2, s3, s4, s5, s6, s7,
                                              s8, s9, s10, s20, s30, infinity, spare1},
    connectedReporting                    ENUMERATED {true}                                               OPTIONAL  -- Need R
}

RLM-RelaxationReportingConfig-r17 ::= SEQUENCE {
    rlm-RelaxtionReportingProhibitTimer   ENUMERATED {s0, s0dot5, s1, s2, s5, s10, s20, s30,
                                          s60, s90, s120, s300, s600, infinity, spare2, spare1}
}

BFD-RelaxationReportingConfig-r17 ::= SEQUENCE {
    bfd-RelaxtionReportingProhibitTimer   ENUMERATED {s0, s0dot5, s1, s2, s5, s10, s20, s30,
                                          s60, s90, s120, s300, s600, infinity, spare2, spare1}
}

SCG-DeactivationPreferenceConfig-r17 ::=       SEQUENCE {
    scg-DeactivationPreferenceProhibitTimer-r17    ENUMERATED {
                                                   s0, s1, s2, s4, s8, s10, s15, s30,
                                                   s60, s120, s180, s240, s300, s600, s900, s1800}
}

RRM-MeasRelaxationReportingConfig-r17 ::= SEQUENCE {
    s-SearchDeltaP-Stationary-r17             ENUMERATED {dB2, dB3, dB6, dB9, dB12, dB15, spare2, spare1},
    t-SearchDeltaP-Stationary-r17             ENUMERATED {s5, s10, s20, s30, s60, s120, s180, s240, s300, spare7, spare6, spare5,
                                                          spare4, spare3, spare2, spare1}
}

PropDelayDiffReportConfig-r17 ::= SEQUENCE {
    threshPropDelayDiff-r17           ENUMERATED {ms0dot5, ms1, ms2, ms3, ms4, ms5, ms6 ,ms7, ms8, ms9, ms10, spare5,
                                                          spare4, spare3, spare2, spare1}                OPTIONAL,   -- Need M
    neighCellInfoList-r17             SEQUENCE (SIZE (1..maxCellNTN-r17)) OF NeighbourCellInfo-r17         OPTIONAL    -- Need M
}

NeighbourCellInfo-r17  ::= SEQUENCE {
epochTime-r17                  EpochTime-r17,
ephemerisInfo-r17              EphemerisInfo-r17
}

-- TAG-OTHERCONFIG-STOP
-- ASN1STOP

	OtherConfig field descriptions

	bfd-RelaxationReportingConfig
Configuration for the UE to report the relaxation state of BFD measurements.

	candidateServingFreqListNR
Indicates for each candidate NR serving cells, the center frequency around which UE is requested to report IDC issues.

	connectedReporting
Indicates that the UE can report a preference to remain in RRC_CONNECTED state following a report to leave RRC_CONNECTED state. If absent, the UE cannot report a preference to stay in RRC_CONNECTED state.

	delayBudgetReportingProhibitTimer
Prohibit timer for delay budget reporting. Value in seconds. Value s0 means prohibit timer is set to 0 seconds, value s0dot4 means prohibit timer is set to 0.4 seconds, and so on.

	drx-PreferenceConfig
Configuration for the UE to report assistance information to inform the gNB about the UE's DRX preferences for power saving.

	drx-PreferenceProhibitTimer
Prohibit timer for DRX preferences assistance information reporting. Value in seconds. Value s0 means prohibit timer is set to 0 seconds, value s0dot5 means prohibit timer is set to 0.5 seconds, value s1 means prohibit timer is set to 1 second and so on.

	idc-AssistanceConfig
Configuration for the UE to report assistance information to inform the gNB about UE detected IDC problem.

	maxBW-PreferenceConfig
Configuration for the UE to report assistance information to inform the gNB about the UE's preferred bandwidth for power saving.

	maxBW-PreferenceProhibitTimer
Prohibit timer for preferred bandwidth assistance information reporting. Value in seconds. Value s0 means prohibit timer is set to 0 seconds, value s0dot5 means prohibit timer is set to 0.5 seconds, value s1 means prohibit timer is set to 1 second and so on.

	maxCC-PreferenceConfig
Configuration for the UE to report assistance information to inform the gNB about the UE's preferred number of carriers for power saving.

	maxBW-PreferenceConfigFR2-2
Configuration for the UE to report assistance information to inform the gNB about the UE's preferred bandwidth for power saving for FR2-2.

	maxCC-PreferenceProhibitTimer
Prohibit timer for preferred number of carriers assistance information reporting. Value in seconds. Value s0 means prohibit timer is set to 0 seconds, value s0dot5 means prohibit timer is set to 0.5 seconds, value s1 means prohibit timer is set to 1 second and so on.

	maxMIMO-LayerPreferenceConfig
Configuration for the UE to report assistance information to inform the gNB about the UE's preferred number of MIMO layers for power saving.

	maxMIMO-LayerPreferenceConfigFR2-2
Configuration for the UE to report assistance information to inform the gNB about the UE's preferred number of MIMO layers for power saving for FR2-2.

	maxMIMO-LayerPreferenceProhibitTimer
Prohibit timer for preferred number of number of MIMO layers assistance information reporting. Value in seconds. Value s0 means prohibit timer is set to 0 seconds, value s0dot5 means prohibit timer is set to 0.5 seconds, value s1 means prohibit timer is set to 1 second and so on.

	minSchedulingOffsetPreferenceConfig
Configuration for the UE to report assistance information to inform the gNB about the UE's preferred minimumSchedulingOffset value for cross-slot scheduling for power saving.

	minSchedulingOffsetPreferenceConfigExt
Configuration for the UE to report assistance information to inform the gNB about the UE's preferred minimumSchedulingOffset value for cross-slot scheduling for power saving for SCS 480 kHz and/or 960 kHz.

	minSchedulingOffsetPreferenceProhibitTimer
Prohibit timer for preferred minimumSchedulingOffset assistance information reporting. Value in seconds. Value s0 means prohibit timer is set to 0 seconds, value s0dot5 means prohibit timer is set to 0.5 seconds, value s1 means prohibit timer is set to 1 second and so on.

	musim-GapAssistanceConfig
Configuration for the UE to report assistance information for gap preference.

	musim-GapProhibitTimer
Prohibit timer for MUSIM assistance information reporting for gap preference.

	musim-LeaveAssistanceConfig
Configuration for the UE to report assistance information for leaving RRC_CONNECTED for MUSIM purpose.

	musim-LeaveWithoutResponseTimer
Indicates the timer for the UE to enter RRC_IDLE for MUSIM purpose as defined in clause 5.3.8.6.

	obtainCommonLocation
Requests the UE to attempt to have detailed location information available using GNSS. NR configures the field if includeCommonLocationInfo is configured for one or more measurements.

	overheatingAssistanceConfig
Configuration for the UE to report assistance information to inform the gNB about UE detected internal overheating.

	overheatingIndicationProhibitTimer
Prohibit timer for overheating assistance information reporting. Value in seconds. Value s0 means prohibit timer is set to 0 seconds, value s0dot5 means prohibit timer is set to 0.5 seconds, value s1 means prohibit timer is set to 1 second and so on.

	propDelayDiffReportConfig
Configuration for the UE to report service link propagation delay difference between serving cell and neighbour cell(s).

	referenceTimePreferenceReporting
If present, the field indicates the UE is configured to provide reference time assistance information.

	releasePreferenceConfig
Configuration for the UE to report assistance information to inform the gNB about the UE's preference to leave RRC_CONNECTED state.

	requirementTDD-TDD-non-collocated
Indicate if MTTD/MRTD requirements according to clause 7.5.2.1/7.6.2.1 and MTTD/MRTD requirements according to Table 7.5.4.1/Table 7.6.4-2 in 38.133 [14] are applied for TDD-TDD inter-band (NG)EN-DC operation with overlapping or partially overlapping DL bands, and TDD-TDD intra-band NR-CA including 7.10A in 38.101-1 [15], respectively. If this field is absent, the MTTD/MRTD according to clause 7.5.3/7.6.3 in 38.133 [14] and MRTD according to Table 7.6.4-1 in 38.133 [14] requirements are applied for TDD-TDD inter-band (NG)EN-DC operation with overlapping or partially overlapping DL bands, and TDD-TDD intra-band NR-CA except for 7.10A in 38.101-1 [15], respectively.

	rlm-RelaxationReportingConfig
Configuration for the UE to report the relaxation state of RLM measurements.

	releasePreferenceProhibitTimer
Prohibit timer for release preference assistance information reporting. Value in seconds. Value s0 means prohibit timer is set to 0 seconds, value s0dot5 means prohibit timer is set to 0.5 seconds, value s1 means prohibit timer is set to 1 second and so on. Value infinity means that once a UE has reported a release preference, the UE cannot report a release preference again during the RRC connection.

	s-SearchDeltaP-Stationary
Parameter "SSearchDeltaP-StationaryConnected" in 5.7.4.4. Value dB2 corresponds to 2 dB, dB3 corresponds to 3 dB and so on.

	scg-DeactivationPreferenceConfig
Configuration of the UE to indicate its preference for SCG deactivation.

	scg -StatePreferenceProhibitTimer
Prohibit timer for UE indication of its preference for SCG deactivation. Value in seconds. Value s0 means prohibit timer is set to 0 seconds, value s1 means prohibit timer is set to 1 second and so on.

	sensorNameList
Configuration for the UE to report measurements from specific sensors.

	sl-AssistanceConfigNR
Indicate whether UE is configured to provide configured grant assistance information for NR sidelink communication.

	sourceDAPS-FailureReporting
This field indicates whether the UE shall generate the SHR upon successfully completing the DAPS handover to the target cell and if a radio link failure was experienced in the source PCell while executing the DAPS handover. This field is set in the otherConfig configured by the source cell of the DAPS handover.

	successHO-Config
Configuration for the UE to report the successful handover information to the network.

	t-SearchDeltaP-Stationary
Parameter "TSearchDeltaP-StationaryConnected" in 5.7.4.4. Value in seconds. Value s5 means 5 seconds, value s10 means 10 seconds and so on.

	thresholdPercentageT304
This field indicates the threshold for the ratio in percentage between the elapsed T304 timer and the configured value of the T304 timer. Value p40 corresponds to 40%, value p60 corresponds to 60% and so on. This field is set in the otherConfig configured by the target cell of the handover.

	thresholdPercentageT310
This field indicates the threshold for the ratio in percentage between the elapsed T310 timer and the configured value of the T310 timer. Value p40 corresponds to 40%, value p60 corresponds to 60% and so on. This field is set in the otherConfig configured by the source cell of the handover.

	thresholdPercentageT312
This field indicates the threshold for the ratio in percentage between the elapsed T312 timer and the configured value(s) of the T312 timer. Value p20 corresponds to 20%, value p40 corresponds to 40% and so on. This field is set in the otherConfig configured by the source cell of the handover.

	threshPropDelayDiff
Threshold for one-way service link propagation delay difference report as specified in 5.7.4.2.

	ul-GapFR2-PreferenceConfig
Indicates whether UE is configured to request for FR2 UL gap activation/deactivation and preferred FR2 UL gap pattern.



	NeighbourCellInfo field descriptions

	epochTime
Indicates the epoch time used along with the ephemerisInfo to derive the propagation delay difference for the associated neighbour cell. The UE considers epoch time, indicated by the SFN and sub-frame number in this field, to be the frame nearest to the frame in which the message indicating the epoch time is received. This field is used based on the timing of the serving cell, i.e. the SFN and sub-frame number indicated in this field refers to the SFN and sub-frame of the serving cell.



	Conditional Presence
	Explanation

	maxBW
	This field is optionally present, need R, if maxBW-PreferenceConfig-r16 is setup; otherwise it is absent, need R.

	maxMIMO
	This field is optionally present, need R, if maxMIMO-LayerPreferenceConfig-r16 is setup; otherwise it is absent, need R.

	minOffset
	This field is optionally present, need R, if minSchedulingOffsetPreferenceConfig-r16 is setup; otherwise it is absent, need R.

	numMIMO
	This field is optionally present, need R, if maxMIMO-Layers configured is no more than 2; otherwise it is absent, need R.

	SCG
	This field is optionally present, need M, in an RRCReconfiguration message not within mrdc-SecondaryCellGroup and received, either via SRB3 within DLInformationTransferMRDC or via SRB1. Otherwise, it is absent.




=================================================   END OF CHANGES   =========================================================
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