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1	Introduction
This contribution is to provide remaining open issues list to be addressed in order to complete the RRC CR for subsequent CPAC.
[bookmark: _Ref178064866]2	Open issue list 
[bookmark: _GoBack]5.3.5	RRC reconfiguration
[bookmark: _Toc60776760][bookmark: _Toc139045003]5.3.5.3	Reception of an RRCReconfiguration by the UE
Editor’s Note: FFS on how to start conditional reconfiguration evaluation for subsequent CPAC for the following cases: after SCG is release；upon pscell change/addition completion；upon pcell change completion.

[bookmark: _Toc139045004][bookmark: _Toc60776761][bookmark: _Toc139045027]5.3.5.4	Secondary cell group release
[bookmark: _Hlk146032392]Editor’s Note: FFS on whether to release intra-SN subsequent CPAC configuration upon SCG release autonomously by UE.

5.3.5.7	AS Security key update
[bookmark: _Hlk146030796]Editor’s Note: FFS on how to determine the inter-SN mobility for security key update for subsequent CPAC
Editor’s Note: FFS on how UE select sk-Counter for key update for subsequent CPAC.
Editor’s Note: FFS on whether and how to inform the selected sk-Counter to MN/SN.
Editor’s Note: FFS on the handling of used sk-Counter.
Editor’s Note:FFS on whether to release the configured sk-Counters if subsequent CPAC configuration is released.

[bookmark: _Toc139045041][bookmark: _Toc60776793][bookmark: _Toc131064437]5.3.5.13	Conditional Reconfiguration
[bookmark: _Toc60776794][bookmark: _Toc139045042]5.3.5.13.1	General
[bookmark: _Hlk146032520]Editor’s Note:Wait for LTM on the complete configuration generation/application related part.
[bookmark: _Toc60776798][bookmark: _Toc139045047]5.3.5.13.5	Conditional reconfiguration execution
[bookmark: _Hlk146032730]Editor’s Note: FFS on whether to rely on the full configuration procedure as specified in 5.3.5.11 or new complete configuration procedure when the UE applies a complete configuration.
[bookmark: _Toc60777089][bookmark: _Hlk54206646][bookmark: _Toc131064804]Editor’s Note: FFS whether to restrict full configuration flag for subsequent CPAC candidate configuration if complete configuration procedure is used.

5.3.5.13.x2	sk-CounterList addition/modification/removal
Editor’s Note: FFS on the how to update/release the sk-counters.
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[bookmark: _Toc131064883][bookmark: _Toc60777158][bookmark: _Hlk54206873][bookmark: _Toc131064927][bookmark: _Toc60777199]6.3.2	Radio resource control information elements
[bookmark: _Toc139045532]–	CondReconfigToAddModList
[bookmark: _Hlk146032259]Editor’s Note: FFS on how to configure the subsequent execution conditions configuration.

[bookmark: _Toc139045533]–	ConditionalReconfiguration
Editor’s Note:The details of sk-counter configuration can be updated after the progress of post email 046
Editor’s Note: FFS on whether MCG configuration is included in reference configuration.
Editor’s Note: FFS on the RRC model of reference configuration.
[bookmark: _Toc60777558][bookmark: _Toc139045982][bookmark: _Toc139046009][bookmark: _Toc60777581][bookmark: _Toc131065405]Editor’s Note: FFS on how to indicate inter-SN and intra-SN scenario to UE.

6.4	RRC multiplicity and type constraint values
[bookmark: _Toc139045983][bookmark: _Toc60777559]–	Multiplicity and type constraint definitions
[bookmark: _Hlk146031176]Editor’s Note: FFS on the maximum number of maxSecurityCellSet-r18 and maxSK-Counter-r18.
[bookmark: _Toc60777583][bookmark: _Toc131065407]
[bookmark: _Toc131065464][bookmark: _Toc60777633]11.2.2	Message definitions
[bookmark: _Toc139046069]–	CG-CandidateList
[bookmark: _Hlk146032132]Editor’s Note: FFS on the IE/message to transfer the candidate info/execution conditions for subsequent execution condition preparation between MN and SN.

[bookmark: _Toc139046073][bookmark: _Toc60777637]–	CG-ConfigInfo 
Editor’s Note: FFS on which node initially generates the reference configuration.
[bookmark: _Hlk146031536]Editor’s Note: FFS on the IE/message to transfer the reference configuration.

3	Conclusion
Based on the discussion in the previous sections we propose the following:
RAN2 to resolve the listed Editor's node in Section 2 to complete the RRC CR for subsequent CPAC.
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