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1 [bookmark: OLE_LINK39][bookmark: OLE_LINK38][bookmark: OLE_LINK37]Introduction
In last RAN2 meeting (RAN2 #123), we have some agreements related to delay reporting in capacity enhancement, but still with FFS points as below:
· Working assumption: Define a new separate MAC CE for DSR (remaining delay and associated data volume) reporting, e.g. DSR reporting is not coupled with BSR reporting.
· Support threshold based DSR reporting, e.g. DSR reporting is triggered when remaining delay of a PDU/PDU set is below a NW configured threshold. The threshold is configured per LCG. FFS whether configuring multiple thresholds for a LCG is supported.
This paper will continue discuss FFS points from last meeting and show our view about delay reporting in XR capacity enhancement from BSR perspective.
[bookmark: OLE_LINK41][bookmark: OLE_LINK24][bookmark: OLE_LINK17][bookmark: OLE_LINK16]2	Discussion
2.1	Delay reporting
The remaining issue is whether multiple thresholds for a LCG is supported or not. The buffered data might have different remaining time and comes from different QoS flows. However, we think that once the remaining time is less than the configured threshold. That should be the last warning to the base station. Base station should grant UL resource the UE. Multiple configured thresholds doesn’t provide extra information.
Proposal 1: Confirm the working assumption from last meeting, define a new separate MAC CE for DSR.
Proposal 2: Single threshold is enough for a LCG.
3	Conclusion
We have the following observations and proposals:
Proposal 1: Confirm the working assumption from last meeting, define a new separate MAC CE for DSR.
Proposal 2: Single threshold is enough for a LCG.
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