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1. In 6.12, descriptions for 2-TA multi-TRP operation are added based on following agreement in RAN1#113.
	Agreement
For associating TAGs to target UL channels/signals for multi-DCI based multi-TRP operation, the baseline feature is revised as follows:
· UE expects that the [activated]UL/joint TCI states [of UL signals/channels]associated to one CORESET Pool Index correspond to one TAG  
· Association of TAG ID with UL/joint TCI state is via RRC configuration 
· Above does not impact the association of the indicated TCI states and coresetPoolIndex values as agreed in previous meetings in 9.1.1.1.


2. In 9.2.6, descriptions for indication of TAG ID during RA procedure are added based on following agreements.
	RAN1#114
Agreement
For intra-cell multi-DCI based Multi-TRP operation with two TA enhancement and PDCCH order CFRA, indicate a representation of the TAG ID with 1 bit (either the first TAG ID or the second TAG ID for the serving cell) as part of TA command in RAR
Note: For intra-cell multi-DCI based Multi-TRP operation, only a single NTA,offset is configured. 

	RAN2#123
The following is taken as baseline (for intra-cell case): for CBRA, we reuse the mechanism agreed for CFRA case, i.e. use the RA RAR to indicate the TAG.

	RAN2#123
For inter-cell PDCCH order CFRA to the additionalPCI, 
· PDCCH order indicates which additionalPCI’s PRACH configuration to be used (according to RAN1 agreement), 


3. In 9.2.9, descriptions for 2-TA operation are added based on following agreements.
	RAN1#113
Agreement
For associating TAGs to target UL channels/signals for multi-DCI based multi-TRP operation, the baseline feature is revised as follows:
· UE expects that the [activated]UL/joint TCI states [of UL signals/channels]associated to one CORESET Pool Index correspond to one TAG  
· Association of TAG ID with UL/joint TCI state is via RRC configuration 
· Above does not impact the association of the indicated TCI states and coresetPoolIndex values as agreed in previous meetings in 9.1.1.1.

	RAN2#123
Working assumption:
We will use the 2-PTAG model, i.e., both TAGs of SpCell are PTAGs; 
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Agreement
For multi-DCI multi-TRP operation with two TAs in a CC, two DL reference timings are supported where each DL reference timing is associated with one TAG
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· as an optional UE capability, Rx timing difference between the two DL reference timings can be assumed to be larger than CP length
· FFS: the maximum Rx timing difference (could be up to RAN4)
· Other than UE capability details and relevant configuration, no additional RAN1 specification enhancement specific for this case is expected
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[bookmark: _Toc58919167][bookmark: _Toc131153813]* * * Start of Change * * *
[bookmark: _Toc139018034][bookmark: _Hlk55989480]6.12	Multiple Transmit/Receive Point Operation
[bookmark: _Hlk55989232]In Multiple Transmit/Receive Point (multi-TRP) operation, a serving cell can schedule the UE from two TRPs, providing better coverage, reliability and/or data rates for PDSCH, PDCCH, PUSCH, and PUCCH.
There are two different operation modes to schedule multi-TRP PDSCH transmissions: single-DCI and multi-DCI. For both modes, control of uplink and downlink operation can be done by physical layer and MAC layer, within the configuration provided by the RRC layer. In single-DCI mode, the UE is scheduled by the same DCI for both TRPs and in multi-DCI mode, the UE is scheduled by independent DCIs from each TRP.
There are two different operation modes for multi-TRP PDCCH: PDCCH repetition as in Clause 5.2.3 and SFN based PDCCH transmission. In both modes, the UE can receive two PDCCH transmissions, one from each TRP, carrying the same DCI. In PDCCH repetition mode, the UE can receive the two PDCCH transmissions carrying the same DCI from two linked search spaces each associated with a different CORESET. In SFN based PDCCH transmission mode, the UE can receive the two PDCCH transmissions carrying the same DCI from a single search space/CORESET using different TCI states.
For multi-TRP PUSCH repetition, according to indications in a single DCI or in a semi-static configured grant provided over RRC, the UE performs PUSCH transmission of the same contents toward two TRPs with corresponding beam directions associated with different spatial relations. For multi-TRP PUCCH repetition, the UE performs PUCCH transmission of the same contents toward two TRPs with corresponding beam directions associated with different spatial relations.
For inter-cell multi-TRP operation, for multi-DCI PDSCH transmission, one or more TCI states can be associated with SSB with a PCI different from the serving cell PCI. The activated TCI states can be associated with at most one PCI different from the serving cell PCI at a time.
For inter-cell and intra-cell multi-DCI multi-TRP operation, up to two TAG IDs can be configured per serving cell. Each TCI state is associated with a TAG ID and the UE applies the timing advance of the TAG ID associated with the UL/joint TCI state utilized for UL transmission.

* * * Next Change * * *

[bookmark: _Toc139018084]9.2.6	Random Access Procedure
The random access procedure is triggered by a number of events:
-	Initial access from RRC_IDLE;
-	RRC Connection Re-establishment procedure;
-	DL or UL data arrival, during RRC_CONNECTED or during RRC_INACTIVE while SDT procedure (see clause 18.0) is ongoing, when UL synchronisation status is "non-synchronised";
-	UL data arrival, during RRC_CONNECTED or during RRC_INACTIVE while SDT procedure is ongoing, when there are no PUCCH resources for SR available;
-	SR failure;
-	Request by RRC upon synchronous reconfiguration (e.g. handover);
-	RRC Connection Resume procedure from RRC_INACTIVE;
-	To establish time alignment for a secondary TAG;
-	Request for Other SI (see clause 7.3);
-	Beam failure recovery;
-	Consistent UL LBT failure on SpCell;
-	SDT in RRC_INACTIVE (see clause 18);
-	Positioning purpose during RRC_CONNECTED requiring random access procedure, e.g., when timing advance is needed for UE positioning.
Two types of random access procedure are supported: 4-step RA type with MSG1 and 2-step RA type with MSGA. Both types of RA procedure support contention-based random access (CBRA) and contention-free random access (CFRA) as shown on Figure 9.2.6-1 below.
The UE selects the type of random access at initiation of the random access procedure based on network configuration:
-	when CFRA resources are not configured, an RSRP threshold is used by the UE to select between 2-step RA type and 4-step RA type;
-	when CFRA resources for 4-step RA type are configured, UE performs random access with 4-step RA type;
-	when CFRA resources for 2-step RA type are configured, UE performs random access with 2-step RA type.
The network does not configure CFRA resources for 4-step and 2-step RA types at the same time for a Bandwidth Part (BWP). CFRA with 2-step RA type is only supported for handover.
The MSG1 of the 4-step RA type consists of a preamble on PRACH. After MSG1 transmission, the UE monitors for a response from the network within a configured window. For CFRA, dedicated preamble for MSG1 transmission is assigned by the network and upon receiving random access response from the network, the UE ends the random access procedure as shown in Figure 9.2.6-1(c). For CBRA, upon reception of the random access response, the UE sends MSG3 using the UL grant scheduled in the response and monitors contention resolution as shown in Figure 9.2.6-1(a). If contention resolution is not successful after MSG3 (re)transmission(s), the UE goes back to MSG1 transmission.
The MSGA of the 2-step RA type includes a preamble on PRACH and a payload on PUSCH. After MSGA transmission, the UE monitors for a response from the network within a configured window. For CFRA, dedicated preamble and PUSCH resource are configured for MSGA transmission and upon receiving the network response, the UE ends the random access procedure as shown in Figure 9.2.6-1(d). For CBRA, if contention resolution is successful upon receiving the network response, the UE ends the random access procedure as shown in Figure 9.2.6-1(b); while if fallback indication is received in MSGB, the UE performs MSG3 transmission using the UL grant scheduled in the fallback indication and monitors contention resolution as shown in Figure 9.2.6-2. If contention resolution is not successful after MSG3 (re)transmission(s), the UE goes back to MSGA transmission.
If the random access procedure with 2-step RA type is not completed after a number of MSGA transmissions, the UE can be configured to switch to CBRA with 4-step RA type.


						
(a)	CBRA with 4-step RA type						(b) CBRA with 2-step RA type


						
(c) CFRA with 4-step RA type						(d) CFRA with 2-step RA type
Figure 9.2.6-1: Random Access Procedures


Figure 9.2.6-2: Fallback for CBRA with 2-step RA type
For random access in a cell configured with SUL, the network can explicitly signal which carrier to use (UL or SUL). Otherwise, the UE selects the SUL carrier if and only if the measured quality of the DL is lower than a broadcast threshold. UE performs carrier selection before selecting between 2-step and 4-step RA type. The RSRP threshold for selecting between 2-step and 4-step RA type can be configured separately for UL and SUL. Once started, all uplink transmissions of the random access procedure remain on the selected carrier.
The network can associate a set of RACH resources with feature(s) applicable to a Random Access procedure: Network Slicing (see clause 16.3), RedCap (see clause 16.13), SDT (see clause 18), and NR coverage enhancement (see clause 19). A set of RACH resources associated with a feature is only valid for random access procedures applicable to at least that feature; and a set of RACH resources associated with several features is only valid for random access procedures having at least all of these features. The UE selects the set(s) of applicable RACH resources, after uplink carrier (i.e. NUL or SUL) and BWP selection and before selecting the RA type.
When CA is configured, random access procedure with 2-step RA type is only performed on PCell while contention resolution can be cross-scheduled by the PCell.
When CA is configured, for random access procedure with 4-step RA type, the first three steps of CBRA always occur on the PCell while contention resolution (step 4) can be cross-scheduled by the PCell. The three steps of a CFRA started on the PCell remain on the PCell. CFRA on SCell can only be initiated by the gNB to establish timing advance for a secondary TAG: the procedure is initiated by the gNB with a PDCCH order (step 0) that is sent on an activated SCell of the secondary TAG, preamble transmission (step 1) takes place on the SCell, and Random Access Response (step 2) takes place on PCell.
When two TAG IDs are configured for inter-cell or intra-cell multi-DCI multi-TRP operation, it is indicated by the network for which TAG ID a timing advance is established through the random access procedure. For CBRA and PDCCH ordered CFRA in intra-cell multi-DCI case, a TAG ID is indicated for the TA command in random access response.  For PDCCH ordered CFRA in inter-cell multi-DCI case, it is indicated in a PDCCH order whether the UE uses the PRACH configuration for an additional PCI to transmit PRACH.

* * * Next Change * * *

[bookmark: _Toc20387992][bookmark: _Toc29376072][bookmark: _Toc37231966][bookmark: _Toc46502023][bookmark: _Toc51971371][bookmark: _Toc52551354][bookmark: _Toc139018087]9.2.9	Timing Advance
In RRC_CONNECTED, the gNB is responsible for maintaining the timing advance to keep the L1 synchronised. Serving cells having UL to which the same timing advance applies and using the same timing reference cell are grouped in a TAG. Each TAG contains at least one serving cell with configured uplink, and the mapping of each serving cell to a TAG is configured by RRC.
For the primary TAG the UE uses the PCell as timing reference, except with shared spectrum channel access where an SCell can also be used in certain cases (see clause 7.1, TS 38.133 [13]). In a secondary TAG, the UE may use any of the activated SCells of this TAG as a timing reference cell, but should not change it unless necessary.
Timing advance updates are signalled by the gNB to the UE via MAC CE commands. Such commands restart a TAG-specific timer which indicates whether the L1 can be synchronised or not: when the timer is running, the L1 is considered synchronised, otherwise, the L1 is considered non-synchronised (in which case uplink transmission can only take place through MSG1/MSGA).
In intra-cell and inter-cell multi-DCI multi-TRP operation, two different reference timings for a serving cell can be supported where each reference timing is associated with one TAG. The network can configure up to two TAG IDs per serving cell. When two TAG IDs are configured for SpCell, both TAGs are regarded as primary TAG. Each TAG is associated to at least one TCI state, and the mapping to each TCI state is configured by RRC. For a UL transmission using a TCI state, the TA of the TAG associated to the TCI state is applied. 


* * * End of Change * * *
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