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[bookmark: _Toc60777089][bookmark: _Toc139005371][bookmark: _Hlk54206646][bookmark: OLE_LINK102]6.2.2	Message definitions
-----------text omitted-------------
[bookmark: _Toc139045411]–	DedicatedSIBRequest
The DedicatedSIBRequest message is used to request SIB(s) required by the UE in RRC_CONNECTED as specified in clause 5.2.2.3.5.
Signalling radio bearer: SRB1
RLC-SAP: AM
Logical channel: DCCH
Direction: UE to Network
DedicatedSIBRequest message
-- ASN1START
-- TAG-DEDICATEDSIBREQUEST-START

DedicatedSIBRequest-r16 ::=      SEQUENCE {
    criticalExtensions               CHOICE {
        dedicatedSIBRequest-r16          DedicatedSIBRequest-r16-IEs,
        criticalExtensionsFuture         SEQUENCE {}
    }
}

DedicatedSIBRequest-r16-IEs ::=  SEQUENCE {
    onDemandSIB-RequestList-r16       SEQUENCE {

        requestedSIB-List-r16            SEQUENCE (SIZE (1..maxOnDemandSIB-r16)) OF SIB-ReqInfo-r16                OPTIONAL,
        requestedPosSIB-List-r16         SEQUENCE (SIZE (1..maxOnDemandPosSIB-r16)) OF PosSIB-ReqInfo-r16          OPTIONAL
    } OPTIONAL,
    lateNonCriticalExtension         OCTET STRING             OPTIONAL,
    nonCriticalExtension             SEQUENCE {}              OPTIONAL
}

SIB-ReqInfo-r16 ::=                   ENUMERATED { sib12, sib13, sib14, sib20-v1700, sib21-v1700, spare3, spare2, spare1 }

PosSIB-ReqInfo-r16 ::=       SEQUENCE {
    gnss-id-r16                  GNSS-ID-r16                  OPTIONAL,
    sbas-id-r16                  SBAS-ID-r16                  OPTIONAL,
    posSibType-r16               ENUMERATED { posSibType1-1, posSibType1-2, posSibType1-3, posSibType1-4, posSibType1-5, posSibType1-6,
                                              posSibType1-7, posSibType1-8, posSibType2-1, posSibType2-2, posSibType2-3, posSibType2-4,
                                              posSibType2-5, posSibType2-6, posSibType2-7, posSibType2-8, posSibType2-9, posSibType2-10,
                                              posSibType2-11, posSibType2-12, posSibType2-13, posSibType2-14, posSibType2-15,
                                              posSibType2-16, posSibType2-17, posSibType2-18, posSibType2-19, posSibType2-20,
                                              posSibType2-21, posSibType2-22, posSibType2-23, posSibType3-1, posSibType4-1,
                                              posSibType5-1, posSibType6-1, posSibType6-2, posSibType6-3,..., posSibType1-9-v1710,
                                              posSibType1-10-v1710, posSibType2-24-v1710, posSibType2-25-v1710,
                                              posSibType6-4-v1710, posSibType6-5-v1710, posSibType6-6-v1710 }
}

-- TAG-DEDICATEDSIBREQUEST-STOP
-- ASN1STOP

	DedicatedSIBRequest field descriptions

	requestedSIB-List
Contains a list of SIB(s) the UE requests while in RRC_CONNECTED.

	requestedPosSIB-List
Contains a list of posSIB(s) the UE requests while in RRC_CONNECTED.



	PosSIB-ReqInfo field descriptions

	gnss-id
The presence of this field indicates that the request positioning SIB type is for a specific GNSS. Indicates a specific GNSS (see also TS 37.355 [49])

	sbas-id
[bookmark: _GoBack]The presence of this field indicates that the request positioning SIB type is for a specific SBAS. Indicates a specific SBAS (see also TS 37.355 [49]). If the UE includes this field it shall set gnss-id to sbas.
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