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1 Introduction
In this contribution we discuss the how to handle LBT failures during the early timing advance management for L1/L2 triggered mobility (LTM).
2 Discussion
RAN2#123 Agreement

· FFS if UE transmits the preamble without the power ramping upon reception of PDCCH order with retransmission indication if preamble transmission encounter the LBT failure. 

According to the current MAC CR, for PDCCH ordered random access procedure for early TA, MAC entity instructs the physical layer to transmit the Random Access Preamble and random access procedure is considered completed. In case of unlicensed carrier, PRACH transmission may fail due to LBT failure. In this case PRACH preamble should be retransmitted without power ramping. For PRACH preamble retransmission upon LBT failure there are two options:

· Option 1: UE autonomously retransmit PRACH preamble without power ramping upon LBT failure as in legacy. The issue with this approach is that network is not aware about the LBT failure and may anyways send PDCCH order with retransmission indication. Also, it is possible that LBT failure may also occur during autonomous retransmission.

· Option 2: UE retransmits without power ramping upon reception of PDCCH order with retransmission indication. This seems simple.

Proposal: UE retransmits without power ramping upon reception of PDCCH order with retransmission indication for an LTM candidate cell, if last Random Access Preamble transmission towards that LTM candidate cell was not transmitted due to LBT failure.
3 Conclusion

Based on the above, RAN2 is requested to discuss and agree on the following proposal:
Proposal: UE retransmits without power ramping upon reception of PDCCH order with retransmission indication for an LTM candidate cell, if last Random Access Preamble transmission towards that LTM candidate cell was not transmitted due to LBT failure.
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