


3GPP TSG-RAN WG2 Meeting #124	R2-2312138
Chicago, USA, 13 – 17 November 2023


Agenda item:	7.5.1
Source:	Nokia, Huawei, Intel, LG, Qualcomm, Vivo (Rapporteurs)
Title:	XR Open Issues
WID/SID:	NR_XR_enh-Core - Release 18
Document for:	Information
1	Discussion
This document lists all major open issues related to the XR Work Item [RP-230786].

For Stage 2, there are no open issues.

For MAC, we have:
-	Format (including type of LCID) and logical channel priority of the new BSR MAC CE, and whether it should include a truncated version too;
-	Format (including type of LCID) and logical channel priority of the DSR MAC CE;
-	Format (including type of LCID), initial state, and payload of the PSI-Based PDU Discard Activation/Deactivation MAC CE;
-	Range of the new BSR table;
-	Whether to define an explicit formula to ensure no rounding error in the modulus operation in the new DRX formula;
-	Whether/how to capture unused and/or invalid CG occasion in UL grant reception;
-	Whether to have a separate clause for the new BSR MAC CE or capture it in the legacy clause on BSR MAC CE;
-	UE procedures after a DSR is triggered, e.g. whether to trigger SR, cancelation, etc;
-	Whether to cancel pending DSR during MAC reset;
-	Whether to support non-integer periodicity for multi-PUSCH CG;
-	How to specify rules for the determination of unused CG occasions;

For RLC, we have the following open issues, all related to DSR:
-	How to determine delay critical data in RLC, e.g. based on indication from PDCP;
-	For the SDU(s) stored in RLC with discardTimer expired, but has not been discarded, whether these data should be calculated in the data volume in RLC for DSR;
-	Whether RLC data PDU(s) pending for RLC AM retransmission shall be included in the data volume calculation in RLC for DSR.

For PDCP, we have:
-	Dependencies between PDU Set discard and PSI based SDU discard;
-	Concurrent running of discardTimer and discardTimerForLowImportance;
-	Handling of discardTimer when a PDCP SDU is discarded by ACK in PDCP status report if PDU Set discard is configured;
-	What should be considered in delay-critical PDCP data volume.

For RRC, focusing on CP-related issues not related to open UP issues mentioned earlier, we have the following open issues:
-	Whether to add a note allowing the UE to delay the reporting of UAI for UL assistance information;
-	DRX cycle length values;
-	Jitter signaling;
-	Periodicity signaling;
-	Exact values of remaining time threshold, PSI discard timer and UAI prohibit timer;
-	Whether T346x timer (UL information prohibit timer) should per QoS flow.

Finally, for UE capabilities, the remaining issues are to discuss whether the R2#123bis agreements need to be updated to take into account the outcomes of the email discussions and whether there is any dependency or grouping that needs to be captured.



