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1	Introduction
This contribution is to provide a list of remaining open issues to be addressed in order to complete the RRC CR for LTM.
[bookmark: _Ref178064866]2	Open issue list (divided by TS sections)
5.3.5.2	Initiation (RRC reconfiguration)
Editor’s Note: FFS on whether ltm-CandidateConfig applies also for the case of MBS or IAB.
[bookmark: _Toc60776760][bookmark: _Toc146780717]5.3.5.3	Reception of an RRCReconfiguration by the UE
Editor note: FFS whether to remove the selected sk-Counter upon security update.
Editor’s Note: FFS on how to start conditional reconfiguration evaluation for subsequent CPAC for the following cases: after SCG is release; upon PSCell change/addition completion; upon PCell change completion.
[bookmark: _Toc60776794][bookmark: _Toc146780756]5.3.5.13.1	General
Editor’s Note: Wait for LTM on the complete configuration generation/application related part.
[bookmark: _Toc60776795][bookmark: _Toc146780757]5.3.5.13.2	Conditional reconfiguration removal
Editor’s Note: FFS on how to remove the entries within the VarServingSecurityCellSetID when NW explicitly removes all the SCPAC configurations.
[bookmark: _Toc146780761]5.3.5.13.5	Conditional reconfiguration execution
Editor’s Note: FFS on whether to rely on the full configuration procedure as specified in 5.3.5.11 or new complete configuration procedure when the UE applies a complete configuration.
Editor’s Note: FFS whether to restrict full configuration flag for subsequent CPAC candidate configuration if complete configuration procedure is used.
Editor’s Note: FFS whether to have separate handling on execution for subsequent CPAC configured using MN format and SN format.
5.3.5.13.x2	sk-Counter configuration addition/modification/removal
Editor’s Note: FFS on the how to update/release the sk-counters.
5.3.5.x.1	General
Editor’s Note: FFS whether LTM can be configured in the RRCResume message.
5.3.5.x.6	LTM cell switch execution
Editor’s Note: FFS when the UE needs to perform the UE-based TA measurements (e.g., upon execution or configuration)
5.3.7.3	Actions following cell selection while T311 is running
Editor’s Note: FFS about the co-existance of LTM and CHO.
6.3.2	Radio resource control information elements
Editor’s Note: FFS whether we need to indicate a BWP for the early TCI activation.
Editor’s Note: FFS whether the values of timer T304 should be extended for LTM.
Editor’s note: R2 assumes that the maximum number of conditional reconfigurations maxNrofCondCells (i.e., including the coexistence CHO with candidate SCGs, CHO only, CHO with target SCG, CPA/CPC if present) is 8 in Rel-18. FFS whether any optional additional UE cap for higher number is needed.
Editor’s Note: FFS on how to configure the subsequent execution conditions configuration. 
Editor’s Note: FFS on how updates to subsequent target configurations are done.
Editor’s Note: FFS whether ltm-EarlyUL-SyncConfig-r18 is a single configuration or a list of EarlyUL-SyncConfig-r18.
Editor’s Note: FFS if power-related parameters should be part of the CG-LTM-Configuration IE.
Editor’s Note: FFS on the maximum number of maxSecurityCellSet-r18 and maxSK-Counter-r18.
Editor’s note: The execution condition parameters provided from T-MN to S-MN at least includes a4-threshold, hysteresis (optional), timeToTrigger (optional), rsType (optional). FFS more parameters are needed. FFS it is captured in the inter-node RRC message or in the Xn message.
Editor’s Note: FFS on the IE/message to transfer the reference configuration.
3	Conclusion
Based on the discussion in the previous sections we propose the following:
RAN2 to resolve the following Editor's node in order to complete the RRC CR for the introduction of further NR mobility enhancements.
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