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	Reason for change:
	1) [bookmark: _GoBack]In current spec, whether the distance used in Event D1 is the Euclidean distance or the spherical length is not specified. Considering the small difference between the Euclidean distance and the radian length, and the much lighter computation burden of Euclid distance calculation, the Euclid distance should be specified in spec to be used for Event D1 evaluation.

2) In IoT NTN, the reference point for UTC time is specified as uplink time synchronization reference point (RP). Similar modification should be introduced in NR NTN.

3) In the field description of epochTime, it indicates that if the field epochTime is absent, the epoch time is the end of SI window where SIB19 is scheduled. However, this should be restricted to the case where serving cell epochTime is absent, because if neighbour cell epochTime is absent the UE will use the epoch time of the serving cell.

4) If serving cell epochTime is absent, the epoch time should be the end of SI window where SIB19 is scheduled. However, the granularity of SI window length is in slots, while the epochTime is normally expressed by the granularity of subframes.


	
	

	Summary of change:
	1) Clarify the distance to reference location in event D1 refers to the Euclidean distance.
2) The reference point for UTC time is specified as uplink time synchronization reference point (RP).
3) Clarify that only when serving epochTime is absent, UE considers the epoch time to be the end of SI window where SIB19 is scheduled.
4) Describe the default epoch time in the granularity of subframes, rather than slots, to be consistent with the granularity when epoch time is explicitly indicated.
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	1) The understanding of distance may not be aligned between the NW and the UE.
2) UEs may not compensate for propagation delay for the UTC time, leading to wrong conception of the time.UE may consider the epoch time to be the end of SI window where SIB19 is scheduled if neighbour cell epochTime is absent.
3) Inconsistency in granularities when epoch time is explicitly indicated and implicitly indicated.
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<Start of Change>
[bookmark: _Toc146780877]5.5.4.15	Event D1 (Distance between UE and referenceLocation1 is above threshold1 and distance between UE and referenceLocation2 is below threshold2)
The UE shall:
1>	consider the entering condition for this event to be satisfied when both condition D1-1 and condition D1-2, as specified below, are fulfilled;
1>	consider the leaving condition for this event to be satisfied when condition D1-3 or condition D1-4, i.e. at least one of the two, as specified below, are fulfilled;
Inequality D1-1 (Entering condition 1)

Inequality D1-2 (Entering condition 2)

Inequality D1-3 (Leaving condition 1)

Inequality D1-4 (Leaving condition 2)

The variables in the formula are defined as follows:
Ml1 is the Euclidean distance between UE and a reference location for this event (i.e. referenceLocation1 as defined within reportConfigNR for this event), not taking into account any offsets.
Ml2 is the Euclidean distance between UE and a reference location for this event (i.e. referenceLocation2 as defined within reportConfigNR for this event), not taking into account any offsets.
Hys is the hysteresis parameter for this event (i.e. hysteresisLocation as defined within reportConfigNR for this event).
Thresh1 is the threshold for this event defined as a distance, configured with parameter distanceThreshFromReference1, from a reference location configured with parameter referenceLocation1 within reportConfigNR for this event.
Thresh2 is the threshold for this event defined as a distance, configured with parameter distanceThreshFromReference2, from a reference location configured with parameter referenceLocation2 within reportConfigNR for this event.
Ml1 is expressed in meters.
Ml2 is expressed in the same unit as Ml1.
Hys is expressed in the same unit as Ml1.
Thresh1 is expressed in the same unit as Ml1.
Thresh2 is expressed in the same unit as Ml1.
NOTE:	The definition of Event D1 also applies to CondEvent D1.
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<Next Change>
[bookmark: _Toc60777148][bookmark: _Toc146781186]–	SIB9
SIB9 contains information related to GPS time and Coordinated Universal Time (UTC). The UE may use the parameters provided in this system information block to obtain the UTC, the GPS and the local time.
NOTE:	The UE may use the time information for numerous purposes, possibly involving upper layers e.g. to assist GPS initialisation, to synchronise the UE clock.
SIB9 information element
-- ASN1START
-- TAG-SIB9-START

SIB9 ::=                            SEQUENCE {
    timeInfo                            SEQUENCE {
        timeInfoUTC                         INTEGER (0..549755813887),
        dayLightSavingTime                  BIT STRING (SIZE (2))                   OPTIONAL,   -- Need R
        leapSeconds                         INTEGER (-127..128)                     OPTIONAL,   -- Need R
        localTimeOffset                     INTEGER (-63..64)                       OPTIONAL    -- Need R
    }                                                                               OPTIONAL,   -- Need R
    lateNonCriticalExtension            OCTET STRING                                OPTIONAL,
    ...,
     [[
    referenceTimeInfo-r16           ReferenceTimeInfo-r16                           OPTIONAL    -- Need R
    ]]
}

-- TAG-SIB9-STOP
-- ASN1STOP

	SIB9 field descriptions

	dayLightSavingTime
Indicates if and how daylight-saving time (DST) is applied to obtain the local time. The semantics are the same as the semantics of the Daylight Saving Time IE in TS 24.501 [23] and TS 24.008 [38]. The first/leftmost bit of the bit string contains the b2 of octet 3 and the second bit of the bit string contains b1 of octet 3 in the value part of the Daylight Saving Time IE in TS 24.008 [38].

	leapSeconds
Number of leap seconds offset between GPS Time and UTC. UTC and GPS time are related i.e. GPS time -leapSeconds = UTC time.

	localTimeOffset
Offset between UTC and local time in units of 15 minutes. Actual value = field value * 15 minutes. Local time of the day is calculated as UTC time + localTimeOffset.

	timeInfoUTC
Coordinated Universal Time corresponding to the SFN boundary at or immediately after the ending boundary of the SI-window in which SIB9 is transmitted. In an NTN cell, the indicated time is referenced at the uplink time synchronization reference point (RP), i.e., UE should take into account the propagation delay between UE and RP when determining the UTC time at the UE. The field counts the number of UTC seconds in 10 ms units since 00:00:00 on Gregorian calendar date 1 January, 1900 (midnight between Sunday, December 31, 1899 and Monday, January 1, 1900). See NOTE 1. This field is excluded when determining changes in system information, i.e. changes of timeInfoUTC should neither result in system information change notifications nor in a modification of valueTag in SIB1.



NOTE 1:	The UE may use this field together with the leapSeconds field to obtain GPS time as follows: GPS Time (in seconds) = timeInfoUTC (in seconds) -  2,524,953,600 (seconds) + leapSeconds, where 2,524,953,600 is the number of seconds between 00:00:00 on Gregorian calendar date 1 January, 1900 and 00:00:00 on Gregorian calendar date 6 January, 1980 (start of GPS time).

<Next Change>
[bookmark: _Toc146781360]–	NTN-Config
The IE NTN-Config provides parameters needed for the UE to access NR via NTN access.
NTN-Config information element
-- ASN1START
-- TAG-NTN-CONFIG-START

NTN-Config-r17 ::=             SEQUENCE {
[bookmark: OLE_LINK168][bookmark: OLE_LINK167][bookmark: OLE_LINK154][bookmark: OLE_LINK153]    epochTime-r17                  EpochTime-r17                                                            OPTIONAL,  -- Need R
    ntn-UlSyncValidityDuration-r17 ENUMERATED{ s5, s10, s15, s20, s25, s30, s35,
                                              s40, s45, s50, s55, s60, s120, s180, s240, s900}              OPTIONAL,  -- Cond SIB19
    cellSpecificKoffset-r17        INTEGER(1..1023)                                                         OPTIONAL,  -- Need R
    kmac-r17                       INTEGER(1..512)                                                          OPTIONAL,  -- Need R
    ta-Info-r17                    TA-Info-r17                                                              OPTIONAL,  -- Need R
    ntn-PolarizationDL-r17         ENUMERATED {rhcp,lhcp,linear}                                            OPTIONAL,  -- Need R
    ntn-PolarizationUL-r17         ENUMERATED {rhcp,lhcp,linear}                                            OPTIONAL,  -- Need R
    ephemerisInfo-r17              EphemerisInfo-r17                                                        OPTIONAL,  -- Need R
    ta-Report-r17                  ENUMERATED {enabled}                                                     OPTIONAL,  -- Need R
    ...
}

EpochTime-r17 ::=              SEQUENCE {
    sfn-r17                        INTEGER(0..1023),
    subFrameNR-r17                 INTEGER(0..9)
}

TA-Info-r17 ::=                 SEQUENCE  {
    ta-Common-r17                  INTEGER(0..66485757),
    ta-CommonDrift-r17             INTEGER(-257303..257303)                                                 OPTIONAL,  -- Need R
    ta-CommonDriftVariant-r17      INTEGER(0..28949)                                                        OPTIONAL   -- Need R
}

-- TAG-NTN-CONFIG-STOP
-- ASN1STOP

	NTN-Config field descriptions

	EphemerisInfo
This field provides satellite ephemeris either in format of position and velocity state vector or in format of orbital parameters. This field is excluded when determining changes in system information, i.e. changes to ephemerisInfo should neither result in system information change notifications nor in a modification of valueTag in SIB1.

	epochTime
Indicate the epoch time for the NTN assistance information. When explicitly provided through SIB, or through dedicated signaling, the EpochTime is the starting time of a DL sub-frame, indicated by a SFN and a sub-frame number signaled together with the assistance information. For serving cell, the field sfn indicates the current SFN or the next upcoming SFN after the frame where the message indicating the epochTime is received. For neighbour cell, the sfn indicates the SFN nearest to the frame where the message indicating the epochTime is received. The reference point for epoch time of the serving or neighbour NTN payload ephemeris and Common TA parameters is the uplink time synchronization reference point. If this field is absent for the serving cell, the epoch time is the start of the subframe which is located at the end of SI window where this SIB19 is scheduled. This field is mandatory present when ntn-Config is provided in dedicated configuration. If this field is absent in ntn-Config provided via NTN-NeighCellConfig the UE uses epoch time of the serving cell, otherwise the field is based on the timing of the serving cell, i.e. the SFN and sub-frame number indicated in this field refers to the SFN and sub-frame of the serving cell. In case of handover or conditional handover, this field is based on the timing of the target cell, i.e. the SFN and sub-frame number indicated in this field refers to the SFN and sub-frame of the target cell. For the target cell the UE considers epoch time, indicated by the SFN and sub-frame number in this field, to be the frame nearest to the frame in which the message indicating the epoch time is received. This field is excluded when determining changes in system information, i.e. changes to epochTime should neither result in system information change notifications nor in a modification of valueTag in SIB1.

	cellSpecificKoffset
Scheduling offset used for the timing relationships that are modified for NTN (see TS 38.213 [13]). The unit of the field K_offset is number of slots for a given subcarrier spacing of 15 kHz. If the field is absent UE assumes value 0.

	kmac
Scheduling offset provided by network if downlink and uplink frame timing are not aligned at gNB. If the field is absent UE assumes value 0. In FR1, the unit of kmac is number of slots for a given subcarrier spacing of 15 kHz.

	ntn-PolarizationDL
If present, this parameter indicates polarization information for downlink transmission on service link: including Right hand, Left hand circular polarizations (RHCP, LHCP) and Linear polarization.

	ntn-PolarizationUL
If present, this parameter indicates Polarization information for uplink service link.
If not present and ntn-PolarizationDL is present, UE assumes the same polarization for UL and DL.

	ntn-UlSyncValidityDuration
A validity duration configured by the network for assistance information (i.e. Serving and/or neighbour satellite ephemeris and Common TA parameters) which indicates the maximum time duration (from epochTime) during which the UE can apply assistance information without having acquired new assistance information.
The unit of ntn-UlSyncValidityDuration is second. Value s5 corresponds to 5 s, value s10 indicate 10 s and so on. This parameter applies to both connected and idle mode UEs. If this field is absent in ntn-Config provided via NTN-NeighCellConfig, the UE uses validity duration from the serving cell assistance information. This field is excluded when determining changes in system information, i.e. changes of ntn-UlSyncValidityDuration should neither result in system information change notifications nor in a modification of valueTag in SIB1. ntn-UlSyncValidityDuration is only updated when at least one of epochTime, ta-Info, ephemerisInfo is updated.

	ta-Common
Network-controlled common timing advanced value and it may include any timing offset considered necessary by the network. ta-Common with value of 0 is supported. The granularity of ta-Common is 4.072 × 10^(-3) μs. Values are given in unit of corresponding granularity. This field is excluded when determining changes in system information, i.e. changes of ta-Common should neither result in system information change notifications nor in a modification of valueTag in SIB1.

	ta-CommonDrift
Indicate drift rate of the common TA. The granularity of ta-CommonDrift is 0.2 × 10^(-3) μs⁄s. Values are given in unit of corresponding granularity. This field is excluded when determining changes in system information, i.e. changes of ta-CommonDrift should neither result in system information change notifications nor in a modification of valueTag in SIB1.

	ta-CommonDriftVariant
Indicate drift rate variation of the common TA. The granularity of ta-CommonDriftVariant is 0.2×10^(-4) μs⁄s^2. Values are given in unit of corresponding granularity. This field is excluded when determining changes in system information, i.e. changes of ta-CommonDriftVariant should neither result in system information change notifications nor in a modification of valueTag in SIB1.

	ta-Report
When this field is included in SIB19, it indicates reporting of timing advanced is enabled during Random Access due to RRC connection establishment or RRC connection resume, and during RRC connection reestablishment. When this field is included in ServingCellConfigCommon within dedicated signalling, it indicates TA reporting is enabled during Random Access due to reconfiguration with sync (see TS 38.321 [3], clause 5.4.8).



	Conditional Presence
	Explanation

	SIB19
	The field is mandatory present for the serving cell in SIB19. The field is optionally present, Need R, otherwise.



<End of Change>

