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1	Overall description
RAN2 thanks RAN5 for the LS on frequencyInfo for NR SL RSRP measurements. RAN2 understands that, without field description, the exact meaning of frequencyInfoSL-r16 in IE SL-MeasObject-r16 can be unclear, and this ambiguity can lead to unpredictable UE behaviour during testing. 
By further checking with RAN1, the field frequencyInfoSL-r16 should be the indication of the carrier on which SL-RSRP measurement is performed. 
RAN2 agrees to add, in TS 38.331, the field description for frequencyInfoSL in IE SL-MeasObjectList as " It indicates the lowest usable subcarrier on the carrier where SL RSRP is measured, determined according to sl-AbsoluteFrequencyPointA in IE SL-FreqConfig/SL-FreqConfigCommon and offsetToCarrier in IE SCS-SpecificCarrier configured for sl-SCS-SpecificCarrierList in IE SL-FreqConfig/SL-FreqConfigCommon. See TS 38.211 [16], clause 8.2.5."
2	Actions
[bookmark: _GoBack]To RAN5 
RAN2 respectfully asks RAN5 to take the above information into account in related work. 

3	Dates of next TSG-RAN WG2 meetings
TSG RAN WG2 Meeting #125			February 26 – March 1, 2024	           Athens, GR
TSG RAN WG2 Meeting #125bis			April 15 – 19, 2024	                        China (TBC)

