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1. Overall Description:

RAN2 thanks RAN1 for the reply LS in R1-2310637 on Rel-18 RAN1 UE features list for NR. However, after review of the updated NR UE features list in R1-2310635, RAN2 has identified the following issue:

The term “legacy” is used in the description of some FGs, e.g.,
	Feature
	Index
	Feature group
	Issue

	40. NR_MIMO_evo_DL_UL
	40-5-1b
	SRS comb offset hopping combined with legacy group/sequence hopping
	The term “legacy” appears in the description of “FG”, “Components” and “Consequence if the feature is not supported by the UE”.

	40. NR_MIMO_evo_DL_UL
	40-5-2b
	SRS cyclic shift hopping combined with legacy group/sequence hopping
	The term “legacy” appears in the description of “FG”, “Components” and “Consequence if the feature is not supported by the UE”.

	52. NR_DSS_enh
	52-1
	Reception of NR PDCCH candidates overlapping with LTE CRS REs
	The term “legacy” appears in the description of “NOTE”.

Note: it is RAN1 understanding that the feature is supported by UE performing channel estimation with a regular legacy DMRS pattern in frequency dimension, i.e., no change to UE assumption on PDCCH DMRS RE positions/pattern in a symbol that are used for the purpose of channel estimation.

	52. NR_DSS_enh
	52-1a
	Reception of NR PDCCH candidates overlapping with LTE CRS REs with multiple non-overlapping CRS rate matching patterns
	The term “legacy” appears in the description of “NOTE”.

Note: it is RAN1 understanding that the feature is supported by UE performing channel estimation with a regular legacy DMRS pattern in frequency dimension, i.e., no change to UE assumption on PDCCH DMRS RE positions/pattern in a symbol that are used for the purpose of channel estimation.


RAN2 is working on the capability signalling design in Rel-18 based on RAN1 input and intends not to use the term “legacy” in the corresponding capability descriptions in order to avoid potential ambiguity in the specifications. Therefore, RAN2 would like to ask RAN1 not to use the term “legacy” in the RAN1 NR UE features list as well and instead, to clearly indicate in the description of a concerned FG to which legacy feature / functionality / component the concerned Rel-18 FG refers to.
2. Actions:

To RAN1 group.

ACTION: 
RAN2 respectfully asks RAN1 to take the above information into account in the next update of the NR UE features list.
3. Date of Next TSG RAN WG2 Meetings:

TSG RAN WG2 Meeting #125 
26th February – 1st March 2024

Athens, Greece


TSG RAN WG2 Meeting #125bis
15th – 19th April 2024


China (tbc)


