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	Reason for change:
	1. Re-transmission resource of generated MAC PDU in HARQ buffer can also be indicated by conflict. However, current specification can only select the resource for new data in LCH.


	
	

	Summary of change:
	1. Add description for selecting resource for generated MAC PDU in HARQ buffer.


Impact analysis
Impacted 5G architecture options:
NR SA 

Impacted functionality
NR Sidelink

Inter-operability: 
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If one UE implements the CR but not the other UE, there is no inter-operability issue.


	
	

	Consequences if not approved:
	1. UE can not select resource for generated MAC PDU in HARQ buffer if conflict is detected.
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Start of the change

[bookmark: _Toc146701212]5.22.1.2b	Re-selection for using a received resource conflict indication
If the MAC entity has been configured with Sidelink resource allocation mode 2 to transmit using pool(s) of resources in a carrier as indicated in TS 38.331 [5] based on full sensing, or partial sensing or random selection or any combination(s), the MAC entity shall for each Sidelink process:
1>	if sl-interUECoordinationScheme2 enabling reception/transmission of a resource conflict indication is configured by RRC; and
1>	if the next resource of the selected sidelink grant which has been indicated by a prior SCI is overlapped with conflict resource(s) indicated by the physical layer as specified in clause 16.3.1 of TS 38.213 [6]:
2>	remove the resource from the selected sidelink grant associated to the Sidelink process;
2>	randomly select the time and frequency resource from the resources indicated by the physical layer as specified in clause 8.1.4 of TS 38.214 [7] excluding the conflict resource(s) for the removed resource, according to the amount of selected frequency resources, the selected number of HARQ retransmissions and the remaining PDB of either SL data available in the logical channel(s) by ensuring the minimum time gap between any two selected resources of the selected sidelink grant in case that PSFCH is configured for this pool of resources, and that a resource can be indicated by the time resource assignment of an SCI for a retransmission according to clause 8.3.1.1 of TS 38.212 [9];
NOTE 1:	After the resource is removed due to conflict indication, UE may select the resource for MAC PDU available in HARQ buffer. If retransmission resource cannot be selected by ensuring that the resource can be indicated by the time resource assignment of a prior SCI, how to select the time and frequency resource for more transmission opportunities from the available resources is left for UE implementation by ensuring the minimum time gap between any two selected ‎resources in case that PSFCH is configured for this pool of ‎resources.
2>	replace the removed resource by the selected resource for the selected sidelink grant.
NOTE 2:	It is left for UE implementation to reselect any pre-selected but not reserved resource(s) other than the resource overlapping with the conflict resource(s) indicated by the physical layer during reselection triggered by the conflict resource(s) indicated by the physical layer.
NOTE 3:	It is up to UE implementation whether and how to set the resource reservation interval in the re-selected resource to replace the resource overlapping with the conflict resource(s) indicated by the physical layer.

End of the change


