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	When determine whether the packet should be delivered to SL-RLC1, we think the scenario should be:
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Scneario2: the SRAP Data PDU is for SRB1, SRB1 is within the SRAP config, but corresponding egress RLC channel is missing.
Current procedure is not clearer enough for above two scenarios.
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---------------------------------------------Start of Change-------------------------------------------------------------------------
[bookmark: _Toc146751708]5.3.1.2	Egress RLC channel determination
For a SRAP Data PDU to be transmitted, the SRAP entity shall:
-	if the SRAP Data PDU is for SRB0:
-	Determine the egress PC5 Relay RLC channel in the link with U2N Relay UE corresponding to logicalChannelIdentity for SL-RLC0 as specified in TS 38.331 [3].
-	else if the SRAP Data PDU is for SRB1 and if there is not an entry in sl-SRAP-ConfigRemote, whose sl-RemoteUE-RB-Identity matches the SRB identity of the SRAP Data PDU, or if there is an entry whose sl-RemoteUE-RB-Identity matches the SRB identity of the SRAP Data PDU in sl-SRAP-ConfigRemote without the corresponding sl-EgressRLC-ChannelPC5: 
[bookmark: _GoBack]-	Determine the egress PC5 Relay RLC channel in the link with U2N Relay UE corresponding to logicalChannelIdentity for SL-RLC1 as specified in TS 38.331 [3].
-	else if there is an entry in sl-MappingToAddModList, whose sl-RemoteUE-RB-Identity matches the SRB identity or DRB identity of the SRAP Data PDU:
-	Determine the egress PC5 Relay RLC channel of the link with U2N Relay UE corresponding to sl-EgressRLC-ChannelPC5 configured for the concerned sl-RemoteUE-RB-Identity as specified in TS 38.331 [3].
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