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1	Introduction
In this contribution, we discuss the RIL C132 which is on RRC connection resumption when the reception quality of the multicast data is below a configured threshold. 
2	UE based TA measurement handling
For a UE receiving multicast in RRC_INACTIVE,UE resumes the RRC connection when the measured RSRP or RSRQ based on the existing measurement requirements (whichever is configured by the NW) of the serving cell becomes lower than the threshold configured by network, according to the agreement as follows,
	For a UE receiving multicast in RRC_INACTIVE, the UE resumes the RRC connection when the measured RSRP or RSRQ based on the existing measurement requirements (whichever is configured by the NW) of the serving cell becomes lower than the threshold configured by network. FFS whether/how we need to address ping-pong issue



And it is captured in the RRC spec as below,
	5.3.13.1d	RRC connection resume for multicast reception
In RRC_INACTIVE state, if configured with MBS multicast reception in RRC_INACTIVE, the UE shall:
1>	if the RRC connection resume procedure is triggered for multicast reception at reception of SIB1, as specified in 5.2.2.4.2; or
1>	if the PTM configuration is not available in the cell after cell selection or reselection for a multicast session that the UE has joined for which the UE is not indicated to stop monitoring the G-RNTI; or
1>	if mbs-NeighbourCellList acquired in the previous cell indicates that a multicast session that the UE has joined for which the UE is not indicated to stop monitoring the G-RNTI is not provided for RRC_INACTIVE in the current serving cell; or
1>	if the measured RSRP or RSRQ for serving cell as specified in TS 38.304 [20] is below the threshold indicated by thresholdIndex for a multicast session that the UE has joined:
2>	initiate RRC connection resume procedure in 5.3.13.2 with resumeCause set to mt-Access.



If UE in RRC_INACTIVE is not receiving multicast data (e.g., it does monitor G-RNTI according to the indication from network), it is not necessary for UE to enter RRC_CONNECTED as there is no multicast data to receive when UE is in RRC_CONNECTED. And it will unnecessarily aggravate the congestion at NW side.

Therefore, UE should not initiate RRC connection resume if UE is not monitoring G-RNTI (e.g. due to session is deactivated), when the measured RSRP or RSRQ is below the indicated threshold,
Proposal 1: UE only initiate RRC connection resume if UE is not indicated to stop monitoring the G-RNTI for the session joined when the measured RSRP or RSRQ is below the indicated threshold.TP in Annex 1 is adopted.
3	Conclusion
Proposal 1: UE only initiate RRC connection resume if UE is not indicated to stop monitoring the G-RNTI for the session joined when the measured RSRP or RSRQ is below the indicated threshold.TP in Annex 1 is adopted.
3	Annex 1
[bookmark: _Toc156129814]5.3.13.1d	RRC connection resume for multicast reception
In RRC_INACTIVE state, if configured with MBS multicast reception in RRC_INACTIVE, the UE shall:
1>	if the RRC connection resume procedure is triggered for multicast reception at reception of SIB1, as specified in 5.2.2.4.2; or
1>	if the PTM configuration is not available in the cell after cell selection or reselection for a multicast session that the UE has joined for which the UE is not indicated to stop monitoring the G-RNTI; or
1>	if mbs-NeighbourCellList acquired in the previous cell indicates that a multicast session that the UE has joined for which the UE is not indicated to stop monitoring the G-RNTI is not provided for RRC_INACTIVE in the current serving cell; or
1>	if the measured RSRP or RSRQ for serving cell as specified in TS 38.304 [20] is below the threshold indicated by thresholdIndex for a multicast session that the UE has joined for which the UE is not indicated to stop monitoring the G-RNTI:
2>	initiate RRC connection resume procedure in 5.3.13.2 with resumeCause set to mt-Access.
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