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1 Introduction
This contribution discusses the [S745] and [S746] related to multicast MCCH configuration in SIB24 for multicast reception in RRC_INACTIVE.
2 Discussion
2.1 [S745] and [S746]
It is proposed in [S745] that the field ‘multicastMCCH-Config-r18’ in SIB24 should be optional as multicast MCCH is not mandatory for a cell. Even when multicast MCCH is not present (i.e. MCCHless cell), SIB24 can be present to provide CFR configuration for multicast MTCH. The usage of multicastMCCH-Config-r18 in SIB24 can be controlled by network based on multicast service deployment strategy. UE can interpret the cell being MCCHless by determining the absence of multicastMCCH-Config-r18 in SIB24 provided on the cell.
It is suggested in [S746], to clearly specify that common frequency resource may be used for multicast MCCH ‘and/or’ multicast MTCH reception. The reasoning is simple that there is a valid scenario where MTCH can still be provided on a MCCHless cell. Further, it is made clearer that ‘If the cfr-ConfigMCCH-MTCH field is absent, the CFR for multicast has the same location and size as CORESET#0 and PDSCH configuration of multicast MCCH, if present, is the same as PDSCH configuration provided in initialDownlinkBWP in SIB1’.
Text Proposal: TP1
	SIB24 information element
-- ASN1START
-- TAG-SIB24-START

SIB24-r18 ::= SEQUENCE {
    multicastMCCH-Config-r18       MCCH-Config-r17,        OPTIONAL,  -- Need S  
    cfr-ConfigMCCH-MTCH-r18        CFR-ConfigMCCH-MTCH-r17 OPTIONAL,  -- Need S
    lateNonCriticalExtension       OCTET STRING            OPTIONAL,
    ...
}

-- TAG-SIB24-STOP
-- ASN1STOP

	SIB24 field descriptions

	cfr-ConfigMCCH-MTCH
Common frequency resource used for multicast MCCH and/or multicast MTCH reception. If the field is absent, the CFR for multicast has the same location and size as CORESET#0 and PDSCH configuration of multicast MCCH, if present, is the same as PDSCH configuration provided in initialDownlinkBWP in SIB1. 

	multicastMCCH-Config
Indicates MCCH configuration for MBS multicast reception in RRC_INACTIVE. The field is absent if multicast MCCH is not provided in the cell. 






[bookmark: _GoBack]2.2 Comment and clarification for [B101] and [C136]
In RIL [B101] and [C136], it is proposed that UE applies multicast MCCH information acquisition procedure for cell selection and reselection cases. Provided that RAN2 agrees for optionality of multicast MCCH configuration in SIB24, the proposed condition can be further clarified to consider whether SIB24 includes multicastMCCH-Config.
Text Proposal: TP2
	[bookmark: _Toc156130182]5.10.2.2	Initiation
If configured to receive MBS multicast services in RRC_INACTIVE, a UE applies the multicast MCCH information acquisition procedure for PTM configuration update and upon selection or reselection to a new cell providing SIB24 that includes multicastMCCH-Config. A UE that is receiving MBS multicast data in RRC_INACTIVE shall apply the multicast MCCH information acquisition procedure upon receiving a notification that the multicast MCCH information has changed.
<Omitted Text>



Accordingly, the following are proposed:
Proposal 1A: RAN2 to agree to [S745]: Keep multicastMCCHConfig in SIB24 as ‘optional’.
Proposal 1B: RAN2 to agree to [S746]: Use ‘and/or’ for MCCH and MTCH CFR configuration in description of cfr-ConfigMCCH-MTCH. 
Proposal 1C: Adopt the provided text proposal TP1.
Proposal 2: RAN2 further clarifies [B101] and [C136]: UE applies the multicast MCCH information acquisition procedure upon selection or reselection to a new cell providing SIB24 that includes multicastMCCH-Config. Adopt the provided text proposal TP2.
3 Conclusion
Request RAN2 to discuss and agree to the following proposals:
Proposal 1A: RAN2 to agree to [S745]: Keep multicastMCCHConfig in SIB24 as ‘optional’.
Proposal 1B: RAN2 to agree to [S746]: Use ‘and/or’ for MCCH and MTCH CFR configuration in description of cfr-ConfigMCCH-MTCH. 
Proposal 1C: Adopt the provided text proposal TP1.
Proposal 2: RAN2 further clarifies [B101] and [C136]: UE applies the multicast MCCH information acquisition procedure upon selection or reselection to a new cell providing SIB24 that includes multicastMCCH-Config. Adopt the provided text proposal TP2.

