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This paper will discuss the following issue discussed in O424.
	
[RIL]: O424 [Delegate]: OPPO (Bingxue) [WI]: SLrelay [Class]: 1 [Status]: ToDo [TDoc]: R2-24xxxx [Proposed Conclusion]: v09
[Description]:T421 timer stop condition for non-split SRB1 case.
[Proposed Change]: 
T421 timer for indirect path addition and change, can be stopped upon PC5-RRC connection establishment, i.e., upon reception of DCA message if split SRB1 with duplication is not configured..

Upon successfully sending RRCReconfigurationComplete message (i.e., PC5 RLC acknowledgement is received from target L2 U2N Relay UE) if split SRB1 with duplication is configured; Or upon PC5-RRC connection establishment, i.e., upon reception of DCA message if split SRB1 with duplication is not configured.
[Comments]:



[bookmark: _Toc131757145]Discussion 
For the stop condition of T421 timer, 2 options are provided in RAN2 #123bis meeting
If RRCReconfigurationComplete is transmitted in indirect path, reuse R17 Legacy T420 stop condition (i.e., PC5 RLC ACK of RRCReconfigurationComplete in indirect path) for new T420-like timer. Else, down-select next meeting from the following options for the stop condition:
Option 1: PC5 connection is established (i.e., PC5-S unicast link establishment procedure is complete).
Option 2: upon reception of RRCReconfigurationCompleteSidelink.
For these 2 Options, Option-1 is preferred since Option-2 introduces further delay to complete the RRCReconfigurationSidelink procedure; Besides, if RRCReconfigurationSidelink fails, there is already configfailure/T400 to handle the failure case, so further discussion/clarification may be needed on the co-existence of the 2 failure cases/2 timers which have the same stop condition, e.g., if T400 expires, whether the T421 should be stopped or not, and if vice versa. The TP for Option-1 can be as follows:
	T421
	Upon reception of the RRCReconfiguration message including sl-IndirectPathAddChange
	Upon successfully sending RRCReconfigurationComplete message (i.e., PC5 RLC acknowledgement is received from target L2 U2N Relay UE) if split SRB1 with duplication is configured; Or upon PC5-RRC connection establishment, i.e., upon reception of DCA message if split SRB1 with duplication is not configured.
	Perform the Failure Information Reporting as specified in 5.7.3c.


[bookmark: _Toc149833735][bookmark: _Toc159257319]T421 can be stopped upon PC5-RRC connection establishment, i.e., upon reception of DCA message if SRB1 is not configured on indirect path as the above TP. 
[bookmark: _Toc131757160]Conclusion
We have the following proposals:
Proposal 1	T421 can be stopped upon PC5-RRC connection establishment, i.e., upon reception of DCA message if SRB1 is not configured on indirect path as the above TP.
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