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1. Overall Description:
RAN2 thank SA5 for the LS in S5-237941. For the following question to RAN2:

1. SA5 thinks that the issue mentioned in 2nd bullet above, needs to be checked first.
Hence, the clarification required is - How individual packet delays are being obtained by using measurement defined in TS 38.314, clause 4.2.1.5.2?

RAN2 answer is that, in the measurement defined in TS 38.314, clause 4.2.1.5.2, to obtain delay values of packets for parameter Dexd(T,drbid), the individual packet delay has been defined in TS 38.314:
The DL delay of a RLC SDU is calculated as defined in clause 5.1.1.1.1 in TS 28.552 [2] as follows "point in time when the last part of an RLC SDU packet was sent to the UE which was consequently confirmed by reception of HARQ ACK from UE for UM mode or point in time when the last part of an RLC SDU packet was sent to the UE which was consequently confirmed by reception of RLC ACK for AM mode, minus time when corresponding RLC SDU part arriving at MAC layer".

RAN2 observe no extra RAN2 impacts to TS 38.314.

2. Actions:
To SA5: RAN2 respectfully ask SA5 to take the above response into account.

3. Date of Next TSG-RAN WG2 Meetings:
RAN2#125-bis	15 Apr – 19 Apr 	China
RAN2#126	20 May – 24 May 	Fokuoka, Japan
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