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Introduction
[H767] was submitted and is to be discussed in this paper.

Discussion
[bookmark: _Toc156129725]The corresponding text is as below:
5.3.5.10	MR-DC release
The UE shall:
1>	as a result of MR-DC release triggered by E-UTRA or NR:
2>	release SRB3, if established, as specified in 5.3.5.6.2;
2>	release SRB5, if established, as specified in 5.3.5.6.2;
2>	release measConfig associated with SCG;
2>	if the UE is configured with NR SCG:
3>	release the SCG configuration as specified in clause 5.3.5.4;
3>	release otherConfig associated with the SCG, if configured;
3>	release successPSCell-Config configured by the PCell in the otherConfig, if configured;
3>	stop timers T346a, T346b, T346c, T346d, T346e, T346j and T346k associated with the SCG, if running;
3>	release bap-Config associated with the SCG, if configured;
3>	release the BAP entity as specified in TS 38.340 [47], if there is no configured bap-Config;
3>	release iab-IP-AddressConfigurationList associated with the SCG, if configured;
2>	else if the UE is configured with E-UTRA SCG:
3>	release the SCG configuration as specified in TS 36.331 [10], clause 5.3.10.19 to release the E-UTRA SCG;

The RIL H767 is listed as below:
	[RIL]: H767 [Delegate]: Huawei (Chen Jun) [WI]: SON [Class]: 1 [Status]: ToDo [TDoc]: [Proposed Conclusion]: v032
[Description]: For successPSCell reporting, the related configurations include both successPSCell-Config and sn-InitiatedPSCellChange, however, it is missing UE behaviour on releasing sn-InitiatedPSCellChange.
[Proposed Change]: Suggest to add a new sentence:
[bookmark: _Hlk159062132]3>	release sn-InitiatedPSCellChange in the otherConfig, if configured;
[Comments]:
Lets discuss whether we should stick to the sn-InitiatedPSCellChange flag or we need to change it to mn-InitiatedPScellChangeFlag instead. There are some other RILs on this topic that we need to discuss them together e.g., Need code for the flag. We asked Samsung to bring a TDoc for this SPR  topic, but you can bring TDoc if you think needed.



As stated in the field description, the IE is to indicate whether PSCell change is SN initiated or not. If MR-DC is released, we see no reason for the UE to still maintain the IE. So we suggest to just remove the IE upon MR-DC release.
sn-InitiatedPSCellChange
This field indicates whether the PSCell change procedure included in the RRCReconfiguration message is SN initiated or not.

Proposal 1: Upon MR-DC release, the UE release the IE sn-InitiatedPSCellChange if configured.

Conclusion
In this paper, we discuss the RIL H767, and it is proposed:
Proposal 1: Upon MR-DC release, the UE release the IE sn-InitiatedPSCellChange if configured

Draft changes for H767
5.3.5.10	MR-DC release
The UE shall:
1>	as a result of MR-DC release triggered by E-UTRA or NR:
2>	release SRB3, if established, as specified in 5.3.5.6.2;
2>	release SRB5, if established, as specified in 5.3.5.6.2;
2>	release measConfig associated with SCG;
2>	if the UE is configured with NR SCG:
3>	release the SCG configuration as specified in clause 5.3.5.4;
3>	release otherConfig associated with the SCG, if configured;
3>	release successPSCell-Config configured by the PCell in the otherConfig, if configured;
3>	stop timers T346a, T346b, T346c, T346d, T346e, T346j and T346k associated with the SCG, if running;
3>	release bap-Config associated with the SCG, if configured;
3>	release the BAP entity as specified in TS 38.340 [47], if there is no configured bap-Config;
3>	release iab-IP-AddressConfigurationList associated with the SCG, if configured;
3> release sn-InitiatedPSCellChange in the otherConfig, if configured;
2>	else if the UE is configured with E-UTRA SCG:
3>	release the SCG configuration as specified in TS 36.331 [10], clause 5.3.10.19 to release the E-UTRA SCG;
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