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	Reason for change:
	1. The network verified UE location feature description is not capturing the reason and intended usage of the feature. As this feature is minimally described in other specs, 38.300 should at least explain the trigger and usage of such verification.

	
	

	Summary of change:
	Explain the corresponding changes:
1. Added introduction to the feature including the verification radius, description on which entity is allowed to trigger the procedure, as well as it being up to network implementation how to handle UEs not supporting the feature.
Impact analysis
Impacted functionality: Rel-18 NR NTN enhancements
Inter-operability: Implementation of this CR by a Release 18 UE will not cause compatibility issues
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First Modified Subclause
[bookmark: _Toc155991758]16.14.10	Verification of UE location
The core network may trigger a network verification procedure in a UE in RRC_CONNECTED as to verify the reported GNSS location is consistent with network-based assessment to within 5-10 km. It is up to the network to determine which services the UE is allowed to access before the UE verification procedure has been completed. It is up to network implementation how to handle Release 18 UEs which does not support the location verification.
For UE location verification based on multi-RTT with single satellite in NTN, at least the following UE and gNB measurements specified in TS 38.215 [59] are reported: gNB receive-transmit time difference at the uplink time synchronization reference point, UE receive-transmit time difference, UE receive-transmit time difference subframe offset and DL timing drift.
The assistance information provided to the CN may include ephemeris information including accurate satellite position and velocity at the time of multi-RTT measurement, and common TA parameters (ta-Common, ta-CommonDrift, ta-CommonDriftVariant), and Epoch time.
End of Changes


