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[bookmark: _Toc114216137][bookmark: _Toc60776686][bookmark: _Toc156129607]3.1	Definitions
For the purposes of the present document, the terms and definitions given in TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [1].
< Unchanged parts are omitted >
Split DRB: In MR-DC or MP, a DRB that supports transmission via MCG and SCG in MR-DC/ or direct path and indirect path in MP, as well as duplication of PDCP PDUs as defined in TS 37.340 [41].
Split SRB: In MR-DC or MP, an SRB that supports transmission via MCG and SCG in MR-DC/ or direct path and indirect path in MP as well as duplication of RRC PDUs as defined in TS 37.340 [41].
< Unchanged parts are omitted >
[bookmark: _Toc156129755]5.3.5.17	MP configuration
[bookmark: _Toc156129756]5.3.5.17.1	Introduction
In case of MP, a MP remote UE is configured with one direct path (i.e. MCG) and one indirect path. The MP remote UE connects to network on the direct path using NR Uu, and connects to network on the indirect path via a MP relay UE.
< Unchanged parts are omitted >
[bookmark: _Toc156129760]5.3.5.17.2.3	T421 expiry (Indirect path addition/change failure)
The UE shall:
1> if T421 expires; or
1> if the (target) L2 U2N Relay UE (i.e., the UE indicated by sl-IndirectPathRelayUE-Identity in the received sl-IndirectPathAddChange) changes its serving PCell to a different cell from the target cell (i.e. the cell indicated by sl-IndirectPathCellIdentity in the received sl-IndirectPathAddChange) before path addition or change:
2>	if MCG direct path transmission is not suspended:
3>	initiate the indirect path failure information procedure as specified in clause 5.7.3c to report indirect path addition/change failure;
2>	else:
3>	initiate the connection re-establishment procedure as specified in clause 5.3.7;
< Unchanged parts are omitted >
[bookmark: _Toc60776961][bookmark: _Toc156129965]5.7.3b.2	Initiation
In case of MR-DC, a UE configured with split SRB1 or SRB3 initiates the procedure to report MCG failures when neither MCG nor SCG transmission is suspended, the SCG is not deactivated, t316 is configured, and when the following condition is met; or
In case of MP, a MP remote UE configured with split SRB1 initiates the procedure to report direct path failures when neither MCG (i.e. direct path) nor indirect path transmission is suspended, t316 is configured, and when the following condition is met:
1>	upon detecting radio link failure of the direct path of the MCG, in accordance with 5.3.10.3, while T316 is not running.
< Unchanged parts are omitted >

[bookmark: _Toc156129969]5.7.3c	Indirect path failure information
[bookmark: _Toc156129970]5.7.3c.1	General


Figure 5.7.3c.1-1: Indirect path failure information
The purpose of this procedure is to inform NR RAN about an indirect path failure the MP remote UE has experienced.
[bookmark: _Toc156129971]5.7.3c.2	Initiation
In case of MP, a MP remote UE initiates the procedure to report indirect path failures when neither MCG direct path nor indirect path transmission is suspended and when one of the following conditions is met:
< Unchanged parts are omitted >
[bookmark: _Toc156130104]5.8.9.10.4	Actions related to reception of NotificationMessageSidelink message
Upon receiving the NotificationMessageSidelink, the Remote UE shall:
1>	if the UE is acting as U2N Remote UE:
2>	if the indicationType is included:
3>	if the UE is L2 U2N Remote UE in RRC_CONNECTED:
4>	if MP is configured and MCG direct path transmission (i.e. direct path) is not suspended;
5>	initiate the indirect path failure information procedure as specified in 5. 7. 3c to report indirect path failure;
< End >
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