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START OF CHANGE
[bookmark: _Toc20486720][bookmark: _Toc29342012][bookmark: _Toc29343151][bookmark: _Toc36566399][bookmark: _Toc36809806][bookmark: _Toc36846170][bookmark: _Toc36938823][bookmark: _Toc37081802][bookmark: _Toc46480425][bookmark: _Toc46481659][bookmark: _Toc46482893][bookmark: _Toc156171448][bookmark: _Toc146701195]5.2.2.4	System information acquisition by the UE
The UE shall:
1>	apply the specified BCCH configuration defined in 9.1.1.1 or BR-BCCH configuration defined in 9.1.1.8;
1>	if the procedure is triggered by a system information change notification:
2>	if the UE uses an idle DRX cycle longer than the modification period:
3>	start acquiring the required system information, as defined in 5.2.2.3, from the next eDRX acquisition period boundary;
2>	else
3>	start acquiring the required system information, as defined in 5.2.2.3, from the beginning of the modification period following the one in which the change notification was received;
NOTE 1:	The UE continues using the previously received system information until the new system information has been acquired.
1>	if the UE is in RRC_IDLE and enters a cell for which the UE does not have stored a valid version of the system information required in RRC_IDLE, as defined in 5.2.2.3:
2>	acquire, using the system information acquisition procedure as defined in 5.2.3, the system information required in RRC_IDLE, as defined in 5.2.2.3;
1>	following successful handover completion to a PCell for which the UE does not have stored a valid version of the system information required in RRC_CONNECTED, as defined in 5.2.2.3:
2>	acquire, using the system information acquisition procedure as defined in 5.2.3, the system information required in RRC_CONNECTED, as defined in 5.2.2.3;
2>	upon acquiring the concerned system information:
3>	discard the corresponding radio resource configuration information included in the radioResourceConfigCommon previously received in a dedicated message, if any;
1>	following a request from CDMA2000 upper layers:
2>	acquire SystemInformationBlockType8, as defined in 5.2.3;
1>	neither initiate the RRC connection establishment/resume procedure nor initiate transmission of the RRCConnectionReestablishmentRequest message until the UE has a valid version of the MasterInformationBlock (MasterInformationBlock-NB/ MasterInformationBlock-TDD-NB in NB-IoT) and SystemInformationBlockType1 (SystemInformationBlockType1-NB in NB-IoT) messages as well as SystemInformationBlockType2 (SystemInformationBlockType2-NB in NB-IoT), and for NB-IoT, SystemInformationBlockType22-NB;
1>	not initiate the RRC connection establishment/resume procedure subject to EAB until the UE has a valid version of SystemInformationBlockType14, if broadcast;
1>	if the UE is ETWS capable:
2>	upon entering a cell during RRC_IDLE, following successful handover or upon connection re-establishment:
3>	discard any previously buffered warningMessageSegment;
3>	clear, if any, the current values of messageIdentifier and serialNumber for SystemInformationBlockType11;
2>	when the UE acquires SystemInformationBlockType1 following ETWS indication, upon entering a cell during RRC_IDLE, following successful handover or upon connection re-establishment:
3>	if schedulingInfoList indicates that SystemInformationBlockType10 is present:
4>	if the UE is in CE:
5>	start acquiring SystemInformationBlockType10;
4>	else
5>	start acquiring SystemInformationBlockType10 immediately;
3>	if schedulingInfoList indicates that SystemInformationBlockType11 is present:
4>	start acquiring SystemInformationBlockType11 immediately;
NOTE 2:	UEs shall start acquiring SystemInformationBlockType10 and SystemInformationBlockType11 as described above even when systemInfoValueTag in SystemInformationBlockType1 has not changed.
1>	if the UE is CMAS capable:
2>	upon entering a cell during RRC_IDLE, following successful handover or upon connection re-establishment:
3>	discard any previously buffered warningMessageSegment;
3>	clear, if any, stored values of messageIdentifier and serialNumber for SystemInformationBlockType12 associated with the discarded warningMessageSegment;
2>	when the UE acquires SystemInformationBlockType1 following CMAS indication, upon entering a cell during RRC_IDLE, following successful handover and upon connection re-establishment:
3>	if schedulingInfoList indicates that SystemInformationBlockType12 is present:
4>	acquire SystemInformationBlockType12;
NOTE 3:	UEs shall start acquiring SystemInformationBlockType12 as described above even when systemInfoValueTag in SystemInformationBlockType1 has not changed.
1>	if the UE is interested to receive MBMS services:
2>	if the UE is capable of MBMS reception as specified in 5.8:
3>	if schedulingInfoList indicates that SystemInformationBlockType13 is present and the UE does not have stored a valid version of this system information block:
4>	acquire SystemInformationBlockType13;
3>	else if SystemInformationBlockType13 is present in SystemInformationBlockType1-MBMS and the UE does not have stored a valid version of this system information block:
4>	acquire SystemInformationBlockType13 from SystemInformationBlockType1-MBMS;
2>	if the UE is capable of SC-PTM reception as specified in 5.8a:
3>	if schedulingInfoList indicates that SystemInformationBlockType20 (SystemInformationBlockType20-NB in NB-IoT) is present and the UE does not have stored a valid version of this system information block:
4>	acquire SystemInformationBlockType20 (SystemInformationBlockType20-NB in NB-IoT);
2>	if the UE is capable of MBMS Service Continuity:
3>	if schedulingInfoList indicates that SystemInformationBlockType15 (SystemInformationBlockType15-NB in NB-IoT) is present and the UE does not have stored a valid version of this system information block:
4>	acquire SystemInformationBlockType15 (SystemInformationBlockType15-NB in NB-IoT);
1>	if the UE is EAB capable:
2>	when the UE does not have stored a valid version of SystemInformationBlockType14 upon entering RRC_IDLE, or when the UE acquires SystemInformationBlockType1 following EAB parameters change notification, or upon entering a cell during RRC_IDLE, or before establishing an RRC connection if using eDRX with DRX cycle longer than the modification period:
3>	if schedulingInfoList indicates that SystemInformationBlockType14 is present:
4>	start acquiring SystemInformationBlockType14 immediately;
3>	else:
4>	discard SystemInformationBlockType14, if previously received;
NOTE 4:	EAB capable UEs start acquiring SystemInformationBlockType14 as described above even when systemInfoValueTag in SystemInformationBlockType1 has not changed.
NOTE 5:	EAB capable UEs maintain an up to date SystemInformationBlockType14 in RRC_IDLE.
1>	if the UE is capable of sidelink communication and is configured by upper layers to receive or transmit sidelink communication:
2>	if the cell used for sidelink communication meets the S-criteria as defined in TS 36.304 [4]; and
2>	if schedulingInfoList indicates that SystemInformationBlockType18 is present and the UE does not have stored a valid version of this system information block:
3>	acquire SystemInformationBlockType18;
1>	if the UE is capable of sidelink discovery and is configured by upper layers to receive or transmit sidelink discovery announcements on the primary frequency:
2>	if schedulingInfoList of the serving cell/ PCell indicates that SystemInformationBlockType19 is present and the UE does not have stored a valid version of this system information block:
3>	acquire SystemInformationBlockType19;
1>	if the UE is capable of sidelink discovery and, for each of the one or more frequencies included in discInterFreqList, if included in SystemInformationBlockType19 and for which the UE is configured by upper layers to receive sidelink discovery announcements on:
2>	if SystemInformationBlockType19 of the serving cell/ PCell does not provide the corresponding reception resources; and
2>	if schedulingInfoList of the cell on the concerned frequency indicates that SystemInformationBlockType19 is present and the UE does not have stored a valid version of this system information block:
3>	acquire SystemInformationBlockType19;
1>	if the UE is capable of sidelink discovery and, for each of the one or more frequencies included in discInterFreqList, if included in SystemInformationBlockType19 and for which the UE is configured by upper layers to transmit sidelink discovery announcements on:
2>	if SystemInformationBlockType19 of the serving cell/ PCell includes discTxResourcesInterFreq which is set to acquireSI-FromCarrier; and
2>	if schedulingInfoList of the cell on the concerned frequency indicates that SystemInformationBlockType19 is present and the UE does not have stored a valid version of this system information block:
3>	acquire SystemInformationBlockType19;
1>	if the UE is a NB-IoT UE connected to EPC and if ab-Enabled included in MasterInformationBlock-NB/ MasterInformationBlock-TDD-NB is set to TRUE:
2>	not initiate the RRC connection establishment/resume procedure for all access causes except mobile terminating calls until the UE has acquired the SystemInformationBlockType14-NB;
1>	if the UE is capable of V2X sidelink communication and is configured by upper layers to receive or transmit V2X sidelink communication on a frequency:
2>	if schedulingInfoList on the serving cell/PCell indicates that SystemInformationBlockType21 is present and the UE does not have stored valid version of this system information block:
3>	acquire SystemInformationBlockType21 from serving cell/PCell;
2>	if schedulingInfoList on the serving cell/PCell indicates that SystemInformationBlockType26 is present and the UE does not have stored valid version of this system information block;
3>	acquire SystemInformationBlockType26 from serving cell/PCell;
1>	if the UE is capable of V2X sidelink communication and is configured by upper layers to receive V2X sidelink communication on a frequency, which is not primary frequency:
2>	if neither SystemInformationBlockType21 nor SystemInformationBlockType26 of the serving cell/ PCell provide reception resource pool for V2X sidelink communication for the concerned frequency; and
2>	if the cell used for V2X sidelink communication on the concerned frequency meets the S-criteria as defined in TS 36.304 [4]:
3>	if schedulingInfoList on the concerned frequency indicates that SystemInformationBlockType21 is present and the UE does not have stored a valid version of this system information block:
4>	acquire SystemInformationBlockType21 from the concerned frequency;
3>	if schedulingInfoList on the concerned frequency indicates that SystemInformationBlockType26 is present and the UE does not have stored a valid version of this system information block:
4>	acquire SystemInformationBlockType26 from the concerned frequency;
1>	if the UE is capable of V2X sidelink communication and is configured by upper layers to transmit V2X sidelink communication on a frequency, which is not primary frequency and is not included in v2x-InterFreqInfoList in SystemInformationBlockType21 nor SystemInformationBlockType26 of the serving cell/PCell:
2>	if the cell used for V2X sidelink communication on the concerned frequency meets the S-criteria as defined in TS 36.304 [4]:
3>	if schedulingInfoList on the concerned frequency indicates that SystemInformationBlockType21 is present and the UE does not have stored a valid version of this system information block:
4>	acquire SystemInformationBlockType21 from the concerned frequency;
3>	if schedulingInfoList on the concerned frequency indicates that SystemInformationBlockType26 is present and the UE does not have stored a valid version of this system information block:
4>	acquire SystemInformationBlockType26 from the concerned frequency;
1>	if the NB-IoT UE supports NPRACH resources using preamble format 2:
2>	if schedulingInfoList indicates that SystemInformationBlockType23-NB is present and the UE does not have stored a valid version of this system information block:
3>	acquire SystemInformationBlockType23-NB;
1>	following a request from positioning upper layers:
2>	acquire SystemInformationBlockPos, as defined in 5.2.3;
1>	if the UE is capable of NR sidelink communication and is configured by upper layers to receive or transmit NR sidelink communication on a frequency:
2>	if schedulingInfoList on the serving cell/PCell indicates that SystemInformationBlockType28 is present and the UE does not have stored valid version of this system information block:
3>	acquire SystemInformationBlockType28 from serving cell/PCell;
1>	if the UE connected to 5GC is a BL UE or a UE in CE:
2>	when the UE does not have stored a valid version of SystemInformationBlockType25 upon entering RRC_IDLE, or when the UE acquires SystemInformationBlockType1-BR following UAC parameters change notification, or upon entering a cell during RRC_IDLE, or before establishing, resuming or re-establishing an RRC connection if using an eDRX cycle longer than the modification period:
3>	if schedulingInfoList indicates that SystemInformationBlockType25 is present:
4>	start acquiring SystemInformationBlockType25 immediately before establishing, resuming or re-establishing an RRC connection;
3>	else:
4>	discard SystemInformationBlockType25, if previously received;
NOTE 5a:	When connected to 5GC, BL UEs or a UEs in CE start acquiring SystemInformationBlockType25 as described above even when systemInfoValueTag in SystemInformationBlockType1-BR has not changed.
NOTE 5b:	When connected to 5GC, BL UEs or a UEs in CE maintain an up to date SystemInformationBlockType25 in RRC_IDLE.
1>	if the UE is a NB-IoT UE connected to 5GC and if ab-Enabled5GC included in MasterInformationBlock-NB/ MasterInformationBlock-TDD-NB is set to TRUE:
2>	not initiate the RRC connection establishment/ resume/ re-establishment procedure for all access causes until the UE has acquired the SystemInformationBlockType14-NB;
1>	if the UE is NTN capable:
2>	if schedulingInfoList indicates that SystemInformationBlockType31 (SystemInformationBlockType31-NB in NB-IoT) is present:
3>	immediately before establishing, resuming or re-establishing an RRC connection; or
3>	immediately before EDT or transmission using PUR; or
3>	if in RRC_CONNECTED and T317 is not running:
4>	acquire SystemInformationBlockType31 (SystemInformationBlockType31-NB in NB-IoT);
2>	if the UE supports discontinuous coverage; and
2>	if schedulingInfoList indicates that SystemInformationBlockType32 (SystemInformationBlockType32-NB in NB-IoT) is present and the UE does not have a valid version of this system information block:
3>	acquire SystemInformationBlockType32 (SystemInformationBlockType32-NB in NB-IoT);
The UE may apply the received SIBs or posSIBs immediately, i.e. the UE does not need to delay using a SIB or posSIB until all SI messages have been received. The UE may delay applying the received SIBs until completing lower layer procedures associated with a received or a UE originated RRC message, e.g. an ongoing random access procedure.
NOTE 6:	While attempting to acquire a particular SIB/posSIB, if the UE detects from schedulingInfoList/ posSchedulingInfoList that it is no longer present, the UE should stop trying to acquire the particular SIB/ posSIB.
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