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1. MAC issues
1. Whether/how to specify handling of TAT when the MTTD between PTAGs within a MAC entity is exceeded.
Comment: This is a leftover of last meeting discussion. In last meeting, we have specified for the case of STAG we follow the legacy rule. For MTTD between PTAGs within a MAC entity, it is a new scenario that has no reference to legacy. So whether/how to specify needs discussion to avoid ambiguity for the new case.
2. Whether/how to specify overlapping UL grants handling for STxMP
Comment: Please see R2-2306129, R2-2309953, R2-2311130 and R2-2313526 as references.
3. PHR MAC CE for sDCI mTRP STxMP (according to RAN1 agreement in RAN1#114-#115)
4. When UE transits from SDT in RRC inactive (SDT TAT is running) to RRC connected, of which PTAG the TAT should be started if 2 PTAGs are configured.
Comment: this may have impacts on both RRC and MAC
5. Further review and updates are possible based on contributions.

2. RRC issues
Rapporteur has provided the latest RIL-List (on 19th Feb.) v212 below.
https://www.3gpp.org/ftp/Email_Discussions/RAN2/%5BMisc%5D/ASN1%20review/Rel-18%202024-03/38331/Offline%20Discussions/MIMOevo/RIL-List%20v212_MIMO.xlsx
Further review and updates are possible based on contributions.
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