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	Reason for change:
	The below RAN2 agreement is missing in either 38.321 or 38.300, which should be captured:
The UE performs resource pool (re)selection
    -  When SL C-LBT failure was detected for all RB-sets within a selected resource pool or;
     -  Up to UE implementation although the above condition is not met


	
	

	Summary of change:
	1. In section 16.9.9.3, capture the relevant agreement


	
	

	Consequences if not approved:
	The SL-U feature of Rel-18 SL enhancement WID cannot be supported well, the spec is not readable.

Impact analysis:
Impacted functionality: SL-U
Inter-operability:
· If the network is implemented according to the CR and the UE is not, the UE may not perform C-LBT detection correctly
· If the UE implemented according to the CR and the network is not, there is no problem
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START OF CHANGE
16	Verticals Support
[bookmark: _Toc37232065][bookmark: _Toc46502151][bookmark: _Toc51971499][bookmark: _Toc52551482][bookmark: _Toc155991646][bookmark: _Toc5707233][bookmark: _Hlk6564133][bookmark: _Hlk6564150][bookmark: _Toc29376160]16.9	Sidelink
[bookmark: _Toc155991671][bookmark: _Toc115390160]16.9.9	Sidelink in Unlicensed Spectrum (SL-U)
[bookmark: _Toc155991674]16.9.9.3	Sidelink Specific Consistent LBT Failure
SL-specific consistent LBT failure detection and recovery procedure is supported for SL-U. When the UE detects SL-specific consistent LBT failure, it performs the actions as specified in TS 38.321 [6]. SL-specific consistent LBT failure detection is per RB-set.
A SL UE in RRC_CONNECTED can indicate SL-specific consistent LBT failure to the gNB using a SL MAC CE that indicates the RB set(s) where SL-specific consistent LBT failure was detected. A SL UE using mode 2 resource allocation triggers resource reselection and/or resource pool reselection upon SL-specific consistent LBT failure. In such case, resources in failed RB set(s) are excluded from resource (re)selection until consistent LBT failure on the RB set(s) is cancelled based on conditions in TS 38.321 [6]. The UE triggers SL RLF for all PC5-RRC connections when the UE has triggered SL-specific consistent LBT failure in all RB sets. The UE performs resource pool (re)selection when SL-specific consistent LBT failure was detected for all RB-sets within a selected resource pool, or it is up to UE implementation if SL-specific consistent LBT failure was not detected for all RB-sets within a selected resource pool.
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