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	Reason for change:
	In the RAN2#124 meeting [1], RAN2 made the following agreement:
· RAN2 will define a flag to indicate NB-IOT UEs to report location information (at the time of the failure) in the RLF report
This CR introduces a UE capability for a NB-IoT UE to indicate whether it support reporting of location information in RLF report upon network request. 

	
	

	Summary of change:
	The changes are summarized as follows:
· Change in section 4.3.12 to introduce a new SON UE capability for a NB-IoT UE to indicate whether it support reporting of location information in RLF report upon network request.

Impact analysis

Impacted functionality:
RLF report

Inter-operability analysis:
If the change is implemented by the UE, and not by the network, there is no inter-operability issue.

If the change is implemented by the NW, and not by the UE, then UE may be reporting location in RLF report without network indication. 

	
	

	Consequences if not approved:
	UE may be reporting location in RLF report without network indication. 
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START OF CHANGE
[bookmark: _Toc46493952][bookmark: _Toc52534846][bookmark: _Toc155950743]4.3.12	SON parameters
[bookmark: _Toc29241394][bookmark: _Toc37152863][bookmark: _Toc37236799][bookmark: _Toc46493953][bookmark: _Toc52534847][bookmark: _Toc155950744]4.3.12.1	rach-Report
This parameter defines whether the UE supports delivery of rachReport upon request from the network.
[bookmark: _Toc37236800][bookmark: _Toc46493954][bookmark: _Toc52534848][bookmark: _Toc155950745]4.3.12.2	anr-Report-r16
This field indicates whether the UE supports ANR measurement configuration and reporting in RRC_IDLE as specified in TS 36.304 [14] and TS 36.331 [5]. This feature is only applicable if the UE supports any ue-Category-NB.
[bookmark: _Toc46493955][bookmark: _Toc52534849][bookmark: _Toc155950746]4.3.12.3	rach-Report-r16
This field indicates whether the UE supports delivery of rachReport upon request from the network as specified in TS 36.331 [5] when connected to EPC. This feature is only applicable if the UE supports any ue-Category-NB.
[bookmark: _Toc155950747]4.3.12.4	rach-ReportForNR-r18
This field indicates whether the UE supports NR RACH report in LTE, upon request from the network.
4.3.12.x	locationInfo-r16
This field indicates whether the UE supports reporting of location information in RLF-Report upon request from the network as specified in TS 36.331 [5]. This feature is only applicable if the UE supports any ue-Category-NB.
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