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1 Introduction
This contribution discusses the RIL [S857] related to starting/restarting ‘wait timer’ for UAI during HO and CHO.
2 Discussion
2.1 RIL [S857] 
In the legacy, in order to provide robust transmission of the UAI during reconfigurationWithSync procedure, UAI is initiated again for the cases when previously UAI was initiated in the last 1 second or UAI was initiated when RRCReconfiguration message is applied due to a conditional reconfiguration execution. It is, therefore, reasonable that the wait timer T348 for MUSIM corresponding to the UAI (i.e. carrying temporary capability restriction) should be started or restarted. Notably, this behaviour is also consistent with the handling of the legacy timers for Rel-17 MUSIM (i.e. prohibit timer and leave without response timer) during HO and CHO.
Text Proposal: TP1
	[bookmark: _Toc60776760][bookmark: _Toc146780717]5.3.5.3	Reception of an RRCReconfiguration by the UE
The UE shall perform the following actions upon reception of the RRCReconfiguration, or upon execution of the conditional reconfiguration (CHO, CPA or CPC):
< Omitted Text>
1>	if reconfigurationWithSync was included in spCellConfig of an MCG or SCG and when MAC of an NR cell group successfully completes a Random Access procedure triggered above; or,
1>	if sl-PathSwitchConfig was included in reconfigurationWithSync included in spCellConfig of an MCG, and when successfully sending RRCReconfigurationComplete message (i.e., PC5 RLC acknowledgement is received from target L2 U2N Relay UE):
< Omitted Text>
2> if reconfigurationWithSync was included in masterCellGroup or secondaryCellGroup:
3> if the UE initiated transmission of a UEAssistanceInformation message for the corresponding cell group during the last 1 second, and the UE is still configured to provide the concerned UE assistance information for the corresponding cell group; or
3> if the RRCReconfiguration message is applied due to a conditional reconfiguration execution, and the UE is configured to provide UE assistance information for the corresponding cell group, and the UE has initiated transmission of a UEAssistanceInformation message for the corresponding cell group since it was configured to do so in accordance with 5.7.4.2:
4> initiate transmission of a UEAssistanceInformation message for the corresponding cell group in accordance with clause 5.7.4.3 to provide the concerned UE assistance information;
4> start or restart the prohibit timer (if exists) or the leave without response timer or the wait timer for the MUSIM associated with the concerned UE assistance information with the timer value set to the value in corresponding configuration;
< Omitted Text>



Proposal 1A: UE starts or restarts the ‘wait timer’ T348 corresponding to the UAI (i.e. carrying temporary capability restriction), when UAI is initiated during reconfigurationWithSync procedure, for the cases when previously UAI was initiated in the last 1 second or UAI was initiated when RRCReconfiguration message is applied due to a conditional reconfiguration execution. 
Proposal 1B: Adopt Text Proposal TP1 as provided.
3 Conclusion
Request RAN2 to discuss and agree to the following proposal:
Proposal 1A: UE starts or restarts the ‘wait timer’ T348 corresponding to the UAI (i.e. carrying temporary capability restriction), when UAI is initiated during reconfigurationWithSync procedure, for the cases when previously UAI was initiated in the last 1 second or UAI was initiated when RRCReconfiguration message is applied due to a conditional reconfiguration execution. 
Proposal 1B: Adopt Text Proposal TP1 as provided.


