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	Reason for change:
	Based on RAN4 LS (R4-2317342), RAN4 made the following agreements to support Rel-18 FR2 HST RRM enhancements.

· For Rel-18 inter-frequency measurement enhancement for FR2 HST
· RAN4 made the agreement as below:  
	· Reuse Rel-17 IE highSpeedMeasFlagFR2-r17 in SIB to inform UE whether to apply the enhanced RRM requirements for inter-frequency measurement for FR2 HST in idle/inactive mode.
· Reuse Rel-17 signalling highSpeedMeasFlagFR2 to inform UE whether to apply the enhanced RRM requirements for inter-frequency measurement for FR2 HST in Connected mode.



· For CA enhancement
· For Rel-18 intra-frequency measurement on SCC for FR2 HST
	· Reuse Rel-17 signalling highSpeedMeasFlagFR2 to inform UE whether to apply the enhanced RRM requirements for intra-frequency measurement on SCC for FR2 HST in Connected mode.



In Rel-17, FR2 HST RRM requirement is applied to only intra-frequency in PSCell.


	
	

	Summary of change:
	The following changes are introduced for highSpeedMeasFlagFR2. 
· Enable inter-frequency RRM requirements for idle and inactive mode UE. 
· Enable inter-frequency RRM requirements and intra-frequency measurement on SCC in connected mode. 
 Some minor clarifications are included for Rel-17.
· Change from intra-NR to intra-frequency 
· Add “to the serving frequency of SpCell”
· Add UE capability (ue-PowerClass-v1700 set to 'pc6) for Rel17 FR2 HST RRM requirement
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[bookmark: _Toc60777158][bookmark: _Toc146781202][bookmark: _Hlk54206873]6.3.2	Radio resource control information elements
….Omitted…

[bookmark: _Toc156130402]–	HighSpeedConfig
The IE HighSpeedConfig is used to configure parameters for high speed scenarios.
HighSpeedConfig information element
-- ASN1START
-- TAG-HIGHSPEEDCONFIG-START

HighSpeedConfig-r16 ::=  SEQUENCE {
    highSpeedMeasFlag-r16    ENUMERATED {true}        OPTIONAL,   -- Cond SpCellOnly
    highSpeedDemodFlag-r16   ENUMERATED {true}        OPTIONAL,   -- Need R
    ...
}

HighSpeedConfig-v1700 ::=  SEQUENCE {
    highSpeedMeasCA-Scell-r17    ENUMERATED {true}        OPTIONAL,   -- Cond SCellOnly
    highSpeedMeasInterFreq-r17   ENUMERATED {true}        OPTIONAL,   -- Cond SpCellOnly2
    highSpeedDemodCA-Scell-r17   ENUMERATED {true}        OPTIONAL,   -- Need R
    ...
}

HighSpeedConfigFR2-r17 ::=  SEQUENCE {
    highSpeedMeasFlagFR2-r17                    ENUMERATED {set1, set2}                       OPTIONAL,   -- Need R
    highSpeedDeploymentTypeFR2-r17              ENUMERATED {unidirectional, bidirectional}    OPTIONAL,   -- Need R
    highSpeedLargeOneStepUL-TimingFR2-r17       ENUMERATED {true}                             OPTIONAL,   -- Need R
    ...
}

-- TAG-HIGHSPEEDCONFIG-STOP
-- ASN1STOP

	HighSpeedConfig field descriptions

	HighSpeedDemodCA-Scell
If the field is present and UE supports demodulationEnhancementCA-r17, the UE shall apply the enhanced demodulation processing for HST-SFN joint transmission scheme with velocity up to 500km/h as specified in TS 38.101-4 [59]. This parameter only applies to SCell.

	highSpeedDemodFlag
If the field is present and UE supports demodulationEnhancement-r16, the UE shall apply the enhanced demodulation processing for HST-SFN joint transmission scheme with velocity up to 500km/h as specified in TS 38.101-4 [59]. This parameter only applies to SpCell.

	highSpeedDeploymentTypeFR2
If the field is present, and field value is unidirectional, the UE shall assume uni-directional deployment or if field value is birectional the UE shall assume bidirectional deployment for FR2 up to 350km/h as specified in TS 38.133 [14].

	highSpeedLargeOneStepUL-TimingFR2
If the field is present, large one step UE autonomous uplink transmit timing adjustment for FR2 up to 350km/h as specified in TS 38.133 [14] is enabled.

	highSpeedMeasCA-Scell
If the field is present and UE supports measurementEnhancementCA-r17, the UE shall apply the enhanced RRM requirements to the serving frequency of SCell for carrier aggregation to support high speed up to 500 km/h as specified in TS 38.133 [14].

	highSpeedMeasFlag
If the field is present and UE supports measurementEnhancement-r16, the UE shall apply the enhanced intra-NR and inter-RAT EUTRAN RRM requirements to support high speed up to 500 km/h as specified in TS 38.133 [14].
If the field is present and UE supports intraNR-MeasurementEnhancement-r16, the UE shall apply enhanced intra-NR RRM requirement to support high speed up to 500 km/h as specified in TS 38.133 [14].
If the field is present and UE supports interRAT-MeasurementEnhancement-r16, the UE shall apply enhanced inter-RAT EUTRAN RRM requirement to support high speed up to 500 km/h as specified in TS 38.133 [14].
This parameter only applies to the serving frequency of SpCell.

	highSpeedMeasFlagFR2
If the field is present and UE supports ue-PowerClass-v1700 set to pc6, the UE shall apply enhanced intra-frequencyNR RRM requirement to the serving frequency of SpCell set one to support high speed up to 350 km/h for FR2 as specified in TS 38.133 [14], if the field value is set1 or RRM requirement set two if the field value is set2. RRM requirement set one is applied if the field value is set1 and RRM requirement set two is applied if the field value is set2 as specified in TS 38.133 [14].
If the field is present and the UE supports enhanced inter-frequency RRM requirements for FR2 HST in RRC_IDLE and RRC_INACTIVE, the UE shall apply enhanced inter-frequency RRM requirement to support high speed up to 350 km/h for FR2 as specified in TS 38.133 [14] in RRC_IDLE and RRC_INACTIVE.
If the field is present and the UE supports [measurementEnhancementCAInterFreqFR2-r18], the UE shall apply enhanced inter-frequency RRM requirement and enhanced intra-frequency RRM requirements to the serving frequency of SCell to support high speed up to 350 km/h for FR2 as specified in TS 38.133 [14] in RRC_CONNECTED.


	highSpeedMeasInterFreq
If the field is present and UE supports measurementEnhancementInterFreq-r17, the UE shall apply the enhanced RRM requirements for inter-frequency measurement in RRC_CONNECTED to support high speed up to 500 km/h as specified in TS 38.133 [14].



	Conditional Presence
	Explanation

	SCellOnly
	The field is optionally present, Need R, in ServingCellConfigCommon of an SCell. It is absent otherwise.

	SpCellOnly
	The field is optionally present, Need R, in ServingCellConfigCommonSIB or in the ServingCellConfigCommon of an SpCell. It is absent otherwise.

	SpCellOnly2
	The field is optionally present, Need R, in ServingCellConfigCommon of an SpCell. It is absent otherwise.
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