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	Reason for change:
	In the RAN1 feature list, for the FG 9-3, it has been clearly indicate both the PCell/PScell:
-Parallel MsgA and SRS/PUCCH/PUSCH transmissions across CCs in inter-band CA with msgA in PCell/PScell
But in the field description of FG 9-3 parallelTxMsgA-SRS-PUCCH-PUSCH-r16, it defines this capability only for the inter-band CA band combination as below:
Indicates whether the UE supports parallel transmission of MsgA and SRS/ PUCCH/ PUSCH across CCs in an inter-band CA band combination. A UE supporting this feature shall also indicate support of parallelTxPRACH-SRS-PUCCH-PUSCH. 

	
	

	Summary of change:
	Change the “in an inter-band CA band combination” to “in a band combination with inter-band CA operation”.

Impact analysis
Impacted 5G architecture options:
NR-DC
 
Impacted functionality:
2 Step RACH
 
Inter-operability:
· If the network is implemented according to the CR and the UE is not, there would be problem for the parallel transmission of MsgA and SRS/ PUCCH/ PUSCH across inter-band CA CCs for the NR-DC case.
· If the UE is implemented according to the CR and the network is not, there is no inter-operability issue, but the parallel transmission of MsgA and SRS/ PUCCH/ PUSCH can’t be configured.

	
	

	Consequences if not approved:
	The parallel transmission of MsgA and SRS/ PUCCH/ PUSCH across CCs feature can’t be used for the NR-DC BC with inter-band CA operation on the MCG/SCG.
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/*********************************** omit the unchanged part**********************************/
	parallelTxMsgA-SRS-PUCCH-PUSCH-r16
Indicates whether the UE supports parallel transmission of MsgA and SRS/ PUCCH/ PUSCH across CCs in a band combination with inter-band CA operation. A UE supporting this feature shall also indicate support of parallelTxPRACH-SRS-PUCCH-PUSCH.
	BC
	No
	N/A
	N/A

	parallelTxMsgA-SRS-PUCCH-PUSCH-intraBand-r17
Indicates whether the UE supports parallel transmission of MsgA and SRS/ PUCCH/ PUSCH across CCs in an intra-band non-contiguous CA band combination. The UE indicating support of this field shall also indicate support of parallelTxMsgA-SRS-PUCCH-PUSCH-r16 and parallelTxPRACH-SRS-PUCCH-PUSCH-intraBand-r17.
	BC
	No
	N/A
	N/A

	parallelTxSRS-PUCCH-PUSCH
Indicates whether the UE supports parallel transmission of SRS and PUCCH/ PUSCH across CCs in an inter-band CA band combination.
	BC
	No
	N/A
	N/A

	parallelTxSRS-PUCCH-PUSCH-intraBand-r17
Indicates whether the UE supports parallel transmission of SRS and PUCCH/ PUSCH across CCs in an intra-band non-contiguous CA band combination.
	BC
	No
	N/A
	N/A

	parallelTxPRACH-SRS-PUCCH-PUSCH
Indicates whether the UE supports parallel transmission of PRACH and SRS/PUCCH/PUSCH across CCs in an inter-band CA band combination.
	BC
	No
	N/A
	N/A

	parallelTxPRACH-SRS-PUCCH-PUSCH-intraBand-r17
Indicates whether the UE supports parallel transmission of PRACH and SRS/PUCCH/PUSCH across CCs in an intra-band non-contiguous CA band combination.
	BC
	No
	N/A
	N/A

	parallelTxMsgA-SRS-PUCCH-PUSCH-intraBand-r17
Indicates whether the UE supports parallel transmission of MsgA and SRS/ PUCCH/ PUSCH across CCs in an intra-band non-contiguous CA band combination. The UE indicating support of this field shall also indicate support of parallelTxMsgA-SRS-PUCCH-PUSCH-r16 and parallelTxPRACH-SRS-PUCCH-PUSCH-intraBand-r17.
	BC
	No
	N/A
	N/A

	parallelTxSRS-PUCCH-PUSCH
Indicates whether the UE supports parallel transmission of SRS and PUCCH/ PUSCH across CCs in an inter-band CA band combination.
	BC
	No
	N/A
	N/A

	parallelTxSRS-PUCCH-PUSCH-intraBand-r17
Indicates whether the UE supports parallel transmission of SRS and PUCCH/ PUSCH across CCs in an intra-band non-contiguous CA band combination.
	BC
	No
	N/A
	N/A

	parallelTxSRS-PUCCH-PUSCH
Indicates whether the UE supports parallel transmission of SRS and PUCCH/ PUSCH across CCs in an inter-band CA band combination.
	BC
	No
	N/A
	N/A

	parallelTxPRACH-SRS-PUCCH-PUSCH
Indicates whether the UE supports parallel transmission of PRACH and SRS/PUCCH/PUSCH across CCs in an inter-band CA band combination.
	BC
	No
	N/A
	N/A
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