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6.6.2	Message definitions
[…]
[bookmark: _Toc162895264]–	RemoteUEInformationSidelink
The RemoteUEInformationSidelink message is used to request SIB(s) or provide paging related information, or provide other remote UE information, as specified in clause 5.8.9.8.1.
Signalling radio bearer: SL-SRB3
RLC-SAP: AM
Logical channel: SCCH
Direction: L2 U2N Remote UE to L2 U2N Relay UE, or L2 U2U Remote UE to L2 U2U Relay UE
RemoteUEInformationSidelink message
-- ASN1START
-- TAG-REMOTEUEINFORMATIONSIDELINK-START

RemoteUEInformationSidelink-r17 ::=           SEQUENCE {
    criticalExtensions                            CHOICE {
        remoteUEInformationSidelink-r17               RemoteUEInformationSidelink-r17-IEs,
        criticalExtensionsFuture                      SEQUENCE {}
    }
}

RemoteUEInformationSidelink-r17-IEs ::=       SEQUENCE {
    sl-RequestedSIB-List-r17                      SetupRelease { SL-RequestedSIB-List-r17}          OPTIONAL, -- Need M
    sl-PagingInfo-RemoteUE-r17                    SetupRelease { SL-PagingInfo-RemoteUE-r17}         OPTIONAL, -- Need M
    lateNonCriticalExtension                      OCTET STRING                                       OPTIONAL,
    nonCriticalExtension                          RemoteUEInformationSidelink-v1800-IEs              OPTIONAL
}

RemoteUEInformationSidelink-v1800-IEs ::=    SEQUENCE {
    sl-RequestedPosSIB-List-r18                  SetupRelease { SL-RequestedPosSIB-List-r18 }       OPTIONAL,  -- Need M
    sl-SFN-DFN-OffsetRequested-r18               ENUMERATED { true }                                OPTIONAL,  -- Need R
    connectionForMP-r18                          ENUMERATED {true}                                  OPTIONAL,  -- Need N
    sl-DestinationIdentityRemoteUE-r18           SL-DestinationIdentity-r16                         OPTIONAL,  -- Need N
    nonCriticalExtension                         SEQUENCE {}                                        OPTIONAL
}

SL-RequestedSIB-List-r17 ::=                 SEQUENCE (SIZE (maxSIB-MessagePlus1-r17)) OF SL-SIB-ReqInfo-r17

SL-PagingInfo-RemoteUE-r17 ::=                SEQUENCE {
    sl-PagingIdentityRemoteUE-r17                 SL-PagingIdentityRemoteUE-r17,
    sl-PagingCycleRemoteUE-r17                    PagingCycle                                        OPTIONAL  -- Need M
}

SL-SIB-ReqInfo-r17 ::=                   ENUMERATED { sib1, sib2, sib3, sib4, sib5, sib6, sib7, sib8, sib9, sib10, sib11, sib12, sib13,
                                                      sib14, sib15, sib16, sib17, sib18, sib19, sib20, sib21, sibNotReq11, sibNotReq10, sibNotReq9,
                                                      sibNotReq8, sibNotReq7, sibNotReq6, sibNotReq5, sibNotReq4, sibNotReq3, sibNotReq2, sibNotReq1, ... }

SL-RequestedPosSIB-List-r18 ::=          SEQUENCE (SIZE (1..maxSIB)) OF SL-PosSIB-ReqInfo-r18

SL-PosSIB-ReqInfo-r18 ::=                SEQUENCE {
    gnss-id-r18                              GNSS-ID-r16                                            OPTIONAL,   -- Need R
    sbas-id-r18                              SBAS-ID-r16                                            OPTIONAL,   -- Cond GNSS-ID-SBAS
    posSibType-r18              ENUMERATED { posSibType1-1, posSibType1-2, posSibType1-3, posSibType1-4, posSibType1-5, posSibType1-6,
                                             posSibType1-7, posSibType1-8, posSibType1-9, posSibType1-10, posSibType1-11,
                                             posSibType1-12, posSibType2-1, posSibType2-2, posSibType2-3, posSibType2-4, posSibType2-5,
                                             posSibType2-6, posSibType2-7, posSibType2-8, posSibType2-9, posSibType2-10, posSibType2-11,
                                             posSibType2-12, posSibType2-13, posSibType2-14, posSibType2-15, posSibType2-16,
                                             posSibType2-17, posSibType2-17a, posSibType2-18, posSibType2-18a, posSibType2-19, posSibType2-20,
                                             posSibType2-20a, posSibType2-21, posSibType2-22, posSibType2-23, posSibType2-24,
                                             posSibType2-25, posSibType2-26, posSibType2-27, posSibType3-1, posSibType4-1,
                                             posSibType5-1,posSibType6-1, posSibType6-2, posSibType6-3, posSibType6-4, posSibType6-5,
                                             posSibType6-6, posSibType6-7, posSibType7-1, posSibType7-2, posSibType7-3, posSibType7-4,
                                             spare9, spare8, spare7, spare6, spare5, spare4, spare3, spare2, spare1,
                                             ... }
}

-- TAG-REMOTEUEINFORMATIONSIDELINK-STOP
-- ASN1STOP

	RemoteUEInformationSidelink-IEs field descriptions

	connectionForMP
Indicates the connected L2 U2N Relay UE by the L2 U2N Remote UE that the access is for MP.

	sl-DestinationIdentityRemoteUE-r18
Indicates the peer L2 U2U Remote UE upon end-to-end PC5 connection failure or release.

	sl-PagingCycleRemoteUE
Indicates the L2 U2N Remote UE's UE specific DRX cycle as the minimum value of the one provided by upper layers (if configured) and the one provided by RRC layer (if configured). Value rf32 corresponds to 32 radio frames, value rf64 corresponds to 64 radio frames and so on.

	sl-PagingIdentityRemoteUE
Indicates the L2 U2N Remote UE's paging UE ID.

	sl-PagingInfo-RemoteUE
Indicates the paging information used by L2 U2N Relay UE to perform the connected L2 U2N Remote UE's paging monitoring.

	sl-RequestedPosSIB-List
Contains a list of requested PosSIBs.

	sl-RequestedSIB-List
Contains a list of requested SIBs.

	sl-SFN-DFN-OffsetRequested
If present, this field indicates that the L2 U2N Remote UE requests the L2 U2N Relay UE to provide the SFN-DFN offset in a subsequent RRCReconfigurationSidelink message.

	SL-SIB-ReqInfo
Indicates the requested SIB type. Values sibNotReq11, sibNotReq10, …, sibNotReq1 shall be ignored by L2 U2N relay UE (i.e., no SIB requested).



	Conditional presence
	Explanation

	GNSS-ID-SBAS
	The field is mandatory present if gnss-id is set to sbas. It is absent otherwise.
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