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1. [bookmark: _Ref165266342]Introduction
[bookmark: OLE_LINK4][bookmark: OLE_LINK6][bookmark: OLE_LINK8][bookmark: OLE_LINK3]The contribution discusses miscellaneous corrections about multiple SONMDT issues, including:
· TS38.331 RIL of [C304][C307][C308][C311][C312][C315][351]; and
· TS36.331 RIL of [C303].
We provide analysis on each issue and provide corresponding TP at the end of the contribution.
2. Discussion
2.1 SPR related [C304] [C312] [C351]
2.1.1 [C304] Impact brought by SCG activation/deactivation for SPR
In current 38.331 spec [1], it is descripted that the UE performs SPR determination procedure when the UE executes the SCG sync with reconfiguration as follow.
	2>	if the scg-State is not included in the RRCReconfiguration or RRCResume message containing the RRCReconfiguration message:
3>	perform SCG activation as specified in 5.3.5.13a;
3>	if reconfigurationWithSync was included in spCellConfig in nr-SCG:
4>	if the RRCReconfiguration message is not applied due to an LTM cell switch execution for which lower layer indicate to skip the Random Access procedure:
5>	initiate the Random Access procedure on the PSCell, as specified in TS 38.321 [3];
4>	if the UE was configured with successPSCell-Config when connected to the source PSCell (for PSCell change) or to the PCell (for PSCell addition or change):
5>	perform the actions for the successful PSCell change or addition report determination as specified in clause 5.7.10.7, upon successfully completing the Random Access procedure triggered for the reconfigurationWithSync in spCellConfig of the SCG;


The trigger of performing SPR determination procedure description is placed under the branch of scg-State (highlighted yellow), one concern about this is that whether we need consider the SCG activation/deactivation in SPR considering the SCG activation/deactivation will have impact on SPR analysis optimization. For example, if the SCG is deactivated before SCG activation with reconfigurationWithSync, when this SPR trigger condition is met and the UE logs and reports the SPR, it could be that the network does not hope to activate the SCG e.g. no data needs to be transmitted by SCG but not too late PSCell change, which will cause the misunderstanding for network optimization. 
Therefore, we understand RAN2 needs to discuss the following two solutions:
Solution 1: The SPR determination procedure description is not placed under the branch of scg-State;
Solution 2: Consider the impact caused by SCG activation/deactivation in SPR and introduce the corresponding enhancements;
For solution 1, the SPR determination procedure description is not placed under the branch of scg-State, it can avoid the impact brought by SCG activation/deactivation. Since it is only the case that the SCG sync with reconfiguration is included within the nr-SCG within mrdc-SecondaryCellGroup received via SRB1, it can be captured under the bullet “if the RRCReconfiguration message includes the mrdc-SecondaryCellGroupConfig with mrdc-SecondaryCellGroup set to nr-SCG”, which part not be affect by SCG activation/deactivation. A TP is provided in section 4.
For solution 2, i.e., if considering the impact caused by SCG activation/deactivation in SPR, some enhancements are needed for SPR, e.g., indicator information is needed in SPR to indicator the SPR is invalid to avoid error network optimization, or judgement condition is needed e.g., if the SCG was deactivated before the reception of the RRCReconfiguration message with sync with reconfiguration, the UE will not perform SPR determination procedure. A TP is provided in section 4.
Considering that the solution 2 will introduce some extra discussion brought by SCG activation/deactivation, we prefer to go with solution 1.
Proposal 1: Move the SPR determination procedure description out of the branch of scg-State, and adopt the TP in section 4 (for Solution 1).
2.1.2 [C312] Correction on SPR trigger condition
In current 38.331 spec, in SPR determination procedure, the UE judges whether the SPR trigger conditions are met as follow. 
	1>	if the ratio between the value of the elapsed time of the timer T304 and the configured value of the timer T304, included in the last applied RRCReconfiguration message for the SCG including the reconfigurationWithSync, is greater than thresholdPercentageT304-SCG if included in the successPSCell-Config received before executing the last reconfiguration with sync for the SCG; or
1>	if sn-InitiatedPSCellChange is configured in the RRCReconfiguration including the last applied RRCReconfiguration with reconfigurationWithSync for the SCG and if the ratio between the value of the elapsed time of the timer T310 and the configured value of the timer T310, configured while the UE was connected to the source PSCell before executing the last reconfiguration with sync for the SCG, is greater than thresholdPercentageT310-SCG included in the successPSCell-Config if configured by the source PSCell before executing the last reconfiguration with sync; or
1>	if sn-InitiatedPSCellChange is configured in the RRCReconfiguration including the last applied RRCReconfiguration with reconfigurationWithSync for the SCG and if the T312 associated to the measurement identity of the target PSCell was running at the time of initiating the execution of the reconfiguration with sync procedure for the SCG and if the ratio between the value of the elapsed time of the timer T312 and the configured value of the timer T312, configured while the UE was connected to the source PSCell before executing the last reconfiguration with sync, is greater than thresholdPercentageT312-SCG included in the successPSCell-Config if configured by the source PSCell before executing the last reconfiguration with sync:
1>	if sn-InitiatedPSCellChange is not configured in the RRCReconfiguration including the last applied RRCReconfiguration with reconfigurationWithSync for the SCG and if the ratio between the value of the elapsed time of the timer T310 and the configured value of the timer T310, configured while the UE was connected to the source PSCell before executing the last reconfiguration with sync for the SCG, is greater than thresholdPercentageT310-SCG included in the successPSCell-Config if configured by the PCell before executing the last reconfiguration with sync; or
1>	if sn-InitiatedPSCellChange is not configured in the RRCReconfiguration including the last applied RRCReconfiguration with reconfigurationWithSync for the SCG and if the T312 associated to the measurement identity of the target PSCell was running at the time of initiating the execution of the reconfiguration with sync procedure for the SCG and if the ratio between the value of the elapsed time of the timer T312 and the configured value of the timer T312, configured while the UE was connected to the source PSCell before executing the last reconfiguration with sync, is greater than thresholdPercentageT312-SCG included in the successPSCell-Config if configured by the PCell before executing the last reconfiguration with sync:


According to the description above, the first two highlighted yellow branches are for SN-initiated PSCell change, and the last two highlighted yellow branches are for MN-initiated PSCell change, both the PSCell change command is sent to UE through MN by SRB1 as the RRCReconfiguration which sn-InitiatedPSCellChange is configured including the last applied RRCReconfiguration with reconfigurationWithSync for the SCG. However, the case of the PSCell change command is sent directly by SRB3 for SN-initiated intra-SN PSCell change is missing which scenario has been agreed in previous meeting. It means the UE will not log SPR even if the source SN configured SPR configuration (T310 threshold or T312 threshold) is met in case of intra-SN PSCell change (sent by SRB3) successful complete, which is not expected.
Proposal 2: The case of PSCell change command is sent directly by SRB3 for intra-SN PSCell change should be added upon evaluate the SPR trigger conditions, and adopt the TP in section 4.
In addition, whether the sn-InitiatedPSCellChange field can be configured by MN or by source SN has not been discussed. According to the current spec, at least it can be configured by MN in MN RRC Reconfiguration message which includes the RRC Reconfiguration with reconfigurationWithSync for the SCG (according to the highlighted yellow above), and it can be applied to inter-SN PSCell change. For intra-SN PSCell change, if the PSCell change command is sent by SRB3, the UE can get to know it is intra-SN PSCell change by the signaling route, no explicit indication information is needed. If the PSCell change command is sent by SRB1, to ensure, the source SN configures the sn-InitiatedPSCellChange field to UE to inform it is SN-initiated PSCell change. Therefore, the source SN needs to indicate the PSCell change type to UE explicitly. It needs to be clarified in RAN2 spec.
Proposal 3: RAN2 to clarify that MN and source SN can configure the sn-InitiatedPSCellChange field to indicate whether the PSCell change is MN-initiated PSCell change or SN-initiated PSCell change.
Proposal 4: If P3 is agreed, the clarification can be added in the field description of sn-InitiatedPSCellChange and the corresponding procedure description, and adopt the TP in section 4.
2.1.3 [C351] Correction on SPR configuration
In RAN2#124 and RAN2#125 meeting, SPR configuration issues were discussed and achieved the following agreements.
RAN2#124 meeting:
Agreements:

In case the T310/T312 SPR triggering configuration is provided to the UE before the SN-initiated PSCell change, the existing RRCReconfiguration from SN to UE (in SRB1/SRB3) can be used.
If RAN2 agrees to support the case the T310/T312 SPR triggering configuration is provided to the UE at the time of the SN-initiated PSCell change, a new IE in the CG-Config is needed (FFS if there is a new UE behavior).

Reply LS to RAN3 is postponed to the next meeting.
RAN2#125 meeting
· Agree inter-node RRC message between Source SN and MN to carry T310/T312 SPR trigger in case of SN initiated PSCell change or CPC
As above, in RAN2#124 meeting, it was agreed that the source SN can configure the SPR configuration to UE before the SN-initiated PSCell change, the existing RRCReconfiguration from source SN to UE via SRB1 or SRB3 can be used. In addition, in RAN2#125 meeting, it was agreed that the source SN can configure the SPR configuration to UE at the time of the SN-initiated PSCell change, a new IE in the CG-config is introduced to send the SPR configuration from source SN to MN. With the two cases, the case of SPR configuration is sent before the PSCell change seems to be workable as the source SN sends the SPR configuration within the container through MN or directly by SRB3 to UE. However, for the SPR configuration is sent at the time of PSCell change, how the MN to handle the SPR configuration after receiving it from source SN needs to be further discussed. Here are two options for MN to handle the SPR configuration as follow.
Option 1: MN to generate and send the RRCReconfiguration to UE which including both source SN configured SPR configuration and PSCell change command from target SN;
Option 2: MN sends source SN configured SPR configuration to UE, the SPR configuration is included in PSCell change command sent to UE.
For Option 1, it is reasonable for MN to encapsulate the RRCReconfiguration to UE as both the source SN configured SPR configuration and PSCell change command sent to MN. One issue is brought by Option 1 is that the UE will consider the SN configured SPR configuration is configured by MN as it is included in otherConfig in MN RRCReconfiguration if successPSCell-Config is directly reused, then, the UE will not perform SPR logging when sn-InitiatedPSCellChange is configured to true.
For Option 2, if the source SN configured SPR configuration is included in PSCell change command, on the one hand, the UE will consider the SPR configuration configured by target SN and used for next PSCell change (the PSCell change with the target PSCell as source PSCell ) unless extra enhancement introduced. On the other hand, the inter-node message CG-ConfigInfo needs to be enhanced to allow the MN sends the source SN configured SPR configuration to target SN. 
Based on above, we prefer Option 1 which is simpler solution. If we go with Option 1, the following two solutions need to be considered to address the issue mentioned above, i.e., the UE may mistakenly believe that the received SPR configuration in otherConfig in MN RRCReconfiguration message is configured by MN instead of source SN.
Solution 1: Introduce a new field in otherConfig in MN RRCReconfiguration for source SN configured SPR configuration;
Solution 2: Reuse the successPSCell-Config field in otherConfig in MN RRCReconfiguration for source SN configured SPR configuration with some clarification in e.g., field description.
Solution 1 is the most direct way to solve this problem, when the UE receives the SPR configuration in the new field, the UE will get to know it is source SN configured SPR configuration. But more spec impact can be introduced. A TP is provided in section 4 (for Solution 1). 
For solution 2, one understanding is that if sn-InitiatedPSCellChange is configured to true, the UE considers the SPR configuration in otherConfig in MN RRCReconfiguration configured by source SN, in case of SPR configuration and PSCell change command received by UE at the same time (in the same RRC signalling). This requires the network to ensure such a configuration. In other cases, the UE considers the SPR configuration configured by the node which generates the otherConfig, e.g., if the SPR configuration is configured in otherConfig in MN RRCReconfiguration message, the UE considers that it is configured by MN, and if the SPR configuration is configured in otherConfig in SN RRCReconfiguration message, the UE considers that it is configured by SN. For solution 2, the spec impact is small. A TP is provided in section 4 (for Solution 2).
Proposal 5: If the SPR configuration is provided to the UE at the time of the SN-initiated PSCell change, RAN2 to consider one of the following solutions to enable the configuration, and the corresponding TP is adopted.
Solution 1: Introduce a new field in otherConfig in MN RRCReconfiguration for source SN configured SPR configuration;
Solution 2: Reuse the successPSCell-Config field in otherConfig in MN RRCReconfiguration for source SN configured SPR configuration with some clarification in e.g., field description.
2.2 [C307] Fast MCG Recovery
In RAN2 and RAN3, several fast MCG recovery scenarios are confirmed including case a and case f1:
	Case a: SCG failure during fast MCG recovery (i.e., running of T316).
	Case f1: SCG fails or is deactivated before the UE sends the MCGFailureInformation.
In general, when UE set the content of RLF report for fast MCG recovery failure, UE needs to include the different information in RLF report to distinguish different scenarios. Then the network can identify the fast MCG failure cause and make the correct optimization. 
But in current spec [1] as highlighted below, the case a and case f1 for fast MCG recovery failure is not distinguished. In these two cases, UE will record the same information in RLF report for fast MCG recovery. It is descripted that if the UE detected SCG failure while the timer T316 was running or SCG transmission is suspended at the moment of detecting RLF in the MCG, UE will record the PSCell where SCG failure happened and the SCG failure type and the time elapsed between SCG failure and MCG failure as highlighted below. 
Observation 1: In current spec, the cases of SCG failure while the timer T316 was running and before initiation of the fast MCG recovery procedure cannot be distinguished. 
	
5.3.10.3	Detection of radio link failure
The UE shall:
Ommitted
5>	store the radio link failure information in the VarRLF-Report as described in clause 5.3.10.5;
5>	if MP is configured:
6>	if T316 is configured, and MP indirect path transmission is not suspended; and
6>	if neither MP indirect path change nor MP indirect path addition is ongoing:
7>	initiate the MCG failure information procedure as specified in 5.7.3b to report MCG radio link failure.
6>	else:
7>	initiate the connection re-establishment procedure as specified in 5.3.7.
5>	else:
6>	if the UE supports RLF-Report for fast MCG recovery procedure and if T316 is configured:
7>	if the SCG is deactivated at the moment of detecting RLF in the MCG:
8>	set the mcgRecoveryFailureCause in the VarRLF-Report to scgDeactivated;
7>	else if SCG transmission is suspended at the moment of detecting RLF in the MCG: 
8>	set the pSCellId in the VarRLF-Report to the global cell identity of the PSCell, if available, otherwise to the physical cell identity and carrier frequency of the PSCell;
8>	set the scgFailureCause value in the VarRLF-Report according to 5.7.3.5;
8>	set the elapsedTimeSCGFailure in the VarRLF-Report to the time elapsed between SCG failure and the MCG failure;
6>	if T316 is configured; and
Editor´s note: The use of scgDeactivated cause.
6>	if SCG transmission is not suspended; and
6>	if the SCG is not deactivated; and
6>	if neither PSCell change nor PSCell addition is ongoing (i.e. timer T304 for the NR PSCell is not running in case of NR-DC or timer T307 of the E-UTRA PSCell is not running as specified in TS 36.331 [10], clause 5.3.10.10, in NE-DC):
7>	initiate the MCG failure information procedure as specified in 5.7.3b to report MCG radio link failure.
6>	else:
7>	initiate the connection re-establishment procedure as specified in 5.3.7.
Ommitted
2>	else:
3>	consider radio link failure to be detected for the SCG, i.e. SCG RLF;
3>	if the SCG is deactivated:
4>	stop radio link monitoring on the SCG;
4>	indicate to lower layers to stop beam failure detection on the PSCell;
3>	if MCG transmission is not suspended:
4>	initiate the SCG failure information procedure as specified in 5.7.3 to report SCG radio link failure.
3>	else:
4>	if the UE is in NR-DC:
5>	if the UE supports RLF-Report for fast MCG recovery procedure and if the UE detected SCG failure while the timer T316 was running:
6>	set the pSCellId in the VarRLF-Report to the global cell identity of the PSCell, if available, otherwise to the physical cell identity and carrier frequency of the PSCell;
6>	set the scgFailureCause in the VarRLF-Report value according to 5.7.3.5;
6>	set the elapsedTimeSCGFailure in the VarRLF-Report to the time elapsed between SCG failure and the MCG failure;
5>	initiate the connection re-establishment procedure as specified in 5.3.7;
4>	else (the UE is in (NG)EN-DC):
5>	initiate the connection re-establishment procedure as specified in TS 36.331 [10], clause 5.3.7;


In our understanding, it is necessary to introduce some more additional information to differentiate these two cases. Because in R2 and R3, case a and case f1 are defined as two different cases. The network should distinguish these two cases via the reported RLF report. Then the network can make the correct optimization for different cases. 
As for how to distinguish these two different cases, there are two possible solutions can be considered:
Solution 1: Introduce an indication to differentiate these two cases;
Solution 2: Introduce the corresponding cause value for these two cases;
For Solution1, we can introduce one explicit indication to indicate whether SCG failure happens before initiating the fast MCG recovery procedure or not. This solution is a clean and simple solution to differentiate these two cases, the presence of the indication can indicate one case and the absence of the indication can indicate the other case. And we provide a corresponding TP for Solution1 in section 4.
For Solution 2, one cause values can be introduced for mcgRecoveryFailureCause to indicate SCG failure before the MCG failure. As in current spec, we have introduced the mcgRecoveryFailureCause and there are two spare value. We can use one spare value for case f1 to differentiate these two cases. And we also provide a corresponding TP for Solution 2 in section 4.
So in order to record the time between MCG failure and SCG failure in both case a and case f1 and differentiate correctly these two cases. It is kindly to ask RAN2 to discuss these two solutions. And we also provide the corresponding TPs for each option in section 4. 
Proposal 6: It is kindly to ask RAN2 to discuss these two solutions to differentiate the case of SCG was failed while the timer T316 was running or at the time of initiation of the fast MCG recovery procedure and adopt the corresponding TP in section 4:
· Solution 1: Introduce an indication to differentiate these two cases;
· Solution 2: Introduce one cause value of mcgRecoveryFailureCause for SCG failure at the time of initiation of the fast MCG recovery procedure.

2.3 [bookmark: OLE_LINK52][bookmark: OLE_LINK53]NPN related [C308] [C315]
2.3.1 [C308] Correction on SNPN checking
In the TS38.331 ASN.1 review, we provide the RIL C308 on SNPN checking. The SNPN checking for CEF report is only added in the RRC establishment procedure, but missing in RRC resume procedure. So we think we should add the missing part.
Proposal 7: Adopt the TP on RIL 308 of introducing SNPN checking in RRC resume procedure.
2.3.2 [C315] Add limitation on logged MDT area configuration
In TS38.413, there are multiple rules involving the SNPN and PNI-NPN related logged MDT configuration in section 9.3.1.169 (See Annex). The configured parameters in NG-interface are not one to one mapping with the configured parameters in the air-interface message of LoggedMeasurementConfiguration. The gNB should set the area scope related parameters in air-interface based on the NG-interface parameters and the RAN3 limitations, and the UE may perform specific behavior based on different configurations. So to guide the logged MDT configuration and the UE behavior involving SNPN and PNI-NPN in air-interface, some rules are necessary to be described in RRC spec.
Proposal 8: It is necessary to capture the RAN3 requirements for the logged MDT involving NPN for network configuration and UE behaviour in the RRC spec.
In [C315], we provide a NOTE for the NPN related logged MDT area scope limitation as below:
	[Proposed Change]: 
Add “See NOTE 1” here to include the limitations to guide the UE MDT measurement logging within different network types. The “NOTE 1” can be set behind the field description table:
NOTE 1:	The UE should perform measurement logging based on the area configuration limitations:
· If the areaConfig-r16/areaConfig-r17 is present, and the cag-ConfigList is absent, the UE should perform logging in both PN and PNI-NPN based on areaConfig-r16/areaConfig-r17, if any;
· If the areaConfig-r16/areaConfig-r17 and the cag-ConfigList are present simultaneously, the UE should perform logging in PN within the areaConfig-r16/areaConfig-r17 and perform logging in PNI-NPN within cag-ConfigList;
· If the snpn-ConfigList is present, the UE should perform logging only in SNPN based on snpn-ConfigList. The snpn-ConfigList should not be configured together with PN or PNI-NPN area configurations.


For PNI-NPN
In the MDT Configuration-NR IE, RAN3 has different parts inside and outside the Area Scope of MDT IE for PNI-NPN:
· Inside: PNI-NPN Based MDT;
· Outside: PNI-NPN Area Scope of MDT.
Both IEs include the same CAG List for MDT IE. The CAG List for MDT IE uses the format of a list, and each entry of the list includes a PLMN ID and a CAG-ID. For a clearer explanation of the RAN3 PNI-NPN area scope configuration, we list all the cases above in the Table 1 as below:
Table1 Cases mapping of RAN2 and RAN3
	
	RAN3 (in MDT Configuration-NR)
	RAN2 (in areaConfiguration)

	
	Inside Area Scope of MDT IE
	Outside Area Scope of MDT IE
	gNB configuration and UE behaviour in air-interface

	Case 1
	[bookmark: OLE_LINK35][bookmark: OLE_LINK36]CAG List for MDT
	N/A
	Only in PNI-NPN, no PN

	Case 2
	CAG List for MDT
	CAG List for MDT
	Only in PNI-NPN, no PN
(according the inner area scope)

	Case 3
	legacy cell based/TAI based
	CAG List for MDT
	In PNI-NPN and PN
(according respective area scope)

	Case 4
	legacy cell based/TAI based/PLMN wide
	N/A
	In PNI-NPN and PN
(both according the legacy area scope)

	Case 5
	N/A
	CAG List for MDT
	Invalid

	Case 6
	SNPN Cell ID List for MDT/ SNPN TAI List/ MDT SNPN List
	CAG List for MDT
	Invalid


RAN2 should consider all valid cases list above in the area scope configuration in TS38.331.
Regarding the issue related to the text, areaConfig-r16 is the baseline field of area scope in areaConfiguration-r16 in LoggedMeasurementConfiguration-r16-IEs, and the cag-ConfigList-r18 is in areaConfiguration-v1800 in LoggedMeasurementConfiguration-v1800-IEs. If the areaConfiguration-r17 is not present, both the areaConfiguration-r16 and the areaConfiguration-v1800 can be applied by the UE (See Figure 1).


Figure1 The NCE relationship for area configurations
Proposal 9: If the legacy (R16 or R17) area configuration limitation present only, the UE should perform logging in both PN and PNI-NPN within the limitation, if any.
Proposal 10: If the legacy area configuration and the PNI-NPN limitation present simultaneously, the UE should perform logging in PN within the legacy area configuration limitation and perform logging in PNI-NPN within PNI-NPN limitation.
For SNPN
The SNPN related area scope is inside the Area Scope of MDT IE. The network can choose one of the “SNPN Cell Based MDT”, “SNPN TAI Based MDT” and “SNPN Based MDT”. These three cases are parallel with the “PNI-NPN Based MDT” and four legacy normal area scopes with CHOICE type, so the SNPN area scope should not be configured with the PN or the PNI-NPN area configuration in air-interface either.
Proposal 11: SNPN limitation should not be configured together with PN or PNI-NPN area configurations.
Given that it is rather complicated to express the requirements of RAN3 in text procedure, adding a note for the UE behavior is recommended.
Proposal 12: Add a Note to illustrate all the 3 RAN3 requirements for logged MDT configuration involving NPN is a simple and clear way for network limitation in RRC spec.
2.4 CPAC MRO related [C311]
In RAN2#123 meeting, about MRO for CPAC, it was agreed the follow.
	3   For CPAC MRO, UE logs the below information in SCGFailureInformation:
the type of the first triggered CPAC event if multiple events are configured
the time duration between the two triggered CPAC events if multiple events are configured


In current 38.331 spec, the agreements above are captured in the procedure description of SCG failure as follow (highlighted in yellow).
	[bookmark: _Toc156129958]5.7.3.5	Actions related to transmission of SCGFailureInformation message
<omit part>
2>	set the measResultNeighCellList in measResultFreqList to include the best measured cells, ordered such that the best cell is listed first, and based on measurements collected up to the moment the UE detected the failure, and set its fields as follows;
3>	ordering the cells with sorting as follows:
4>	based on SS/PBCH block if SS/PBCH block measurement results are available and otherwise based on CSI-RS;
4>	using RSRP if RSRP measurement results are available, otherwise using RSRQ if RSRQ measurement results are available, otherwise using SINR;
3>	if the UE supports SCG failure information for mobility robustness optimization for conditional PSCell change or addition, for each neighbour cell, if any, included in measResultListNR in measResultFreqList:
4>	if the neighbour cell is one of the candidate cells for which the reconfigurationWithSync is included in the secondaryCellGroup in the MCG VarConditionalReconfig (for CPA or inter-SN CPC in NR-DC) or SCG VarConditionalReconfig (for intra-SN CPC) at the moment of the detected SCG failure (radio link failure at PSCell or PSCell change or addition failure):
5>	if the first entry of choConfig corresponds to a fulfilled execution condition at the moment of SCG failure; or
5>	if the second entry of choConfig, if available, corresponds to a fulfilled execution condition at the moment of SCG failure:
6>	set firstTriggeredEvent to the execution condition condFirstEvent corresponding to the first entry of choConfig or to the execution condition condSecondEvent corresponding to the second entry of choConfig, whichever execution condition was fulfilled first in time;
6>	set timeBetweenEvents to the elapsed time between the point in time of fulfilling the condition in choConfig that was fulfilled first in time, and the point in time of fulfilling the condition in choConfig that was fulfilled second in time, if both the first execution condition corresponding to the first entry and the second execution condition corresponding to the second entry in the choConfig were fulfilled;
3>	for each neighbour cell included:
4>	include the optional fields that are available.
NOTE 1:	The measured quantities are filtered by the L3 filter as configured in the mobility measurement configuration. The measurements are based on the time domain measurement resource restriction, if configured. Exclude-listed cells are not required to be reported.
NOTE 2:	Field measResultSCG-Failure is used to report available results for NR frequencies the UE is configured to measure by SCG RRC signalling.
<omit part>


However, in the procedure description, the “choConfig” field (highlighted in green) is used which is introduced for MRO for CHO, and not included for CPAC failure reporting in SCGFailureInformation message. Therefore, the “choConfig” should not is used for MRO for CPAC, and it should be replaced by “condExecutionCond or condExecutionCondSCG” fields.
Proposal 13: Replace “choConfig” with “condExecutionCond or condExecutionCondSCG” fields, and adopt the TP in section 4.
2.5 RACH report related [C303]
In current LTE RRC spec of TS36.331, the description of UE include the NR RACH report information into the UEInformationResponse message comes after the description of UE submit the UEInformationResponse message. The UE shall set the content of rach-ReportNR in the UEInformationResponse message first and then UE can submit the UEInformationResponse message to lower layers. Otherwise the submitted UEInformationResponse message may not include the NR RACH report information. So we propose that:
Proposal 14: The NR RACH report information should be included into the UEInformationResponse message before submitting the message in TS36.331.
3. Conclusions
According to the analysis in section 2, we have the following ovservation and proposals:
SPR related [C304] [C312] [C351]
Proposal 1: Move the SPR determination procedure description out of the branch of scg-State, and adopt the TP in section 4 (for Solution 1).
Proposal 2: The case of PSCell change command is sent directly by SRB3 for intra-SN PSCell change should be added upon evaluate the SPR trigger conditions, and adopt the TP in section 4.
Proposal 3: RAN2 to clarify that MN and source SN can configure the sn-InitiatedPSCellChange field to indicate whether the PSCell change is MN-initiated PSCell change or SN-initiated PSCell change.
Proposal 4: If P3 is agreed, the clarification can be added in the field description of sn-InitiatedPSCellChange and the corresponding procedure description, and adopt the TP in section 4.
Proposal 5: If the SPR configuration is provided to the UE at the time of the SN-initiated PSCell change, RAN2 to consider one of the following solutions to enable the configuration, and the corresponding TP is adopted.
Solution 1: Introduce a new field in otherConfig in MN RRCReconfiguration for source SN configured SPR configuration;
Solution 2: Reuse the successPSCell-Config field in otherConfig in MN RRCReconfiguration for source SN configured SPR configuration with some clarification in e.g., field description.

Fast MCG Recovery related [C307]
Observation 1: In current spec, the cases of SCG failure while the timer T316 was running and before initiation of the fast MCG recovery procedure cannot be distinguished.
Proposal 6: It is kindly to ask RAN2 to discuss these two solutions to differentiate the case of SCG was failed while the timer T316 was running or at the time of initiation of the fast MCG recovery procedure and adopt the corresponding TP in section 4:
· Solution 1: Introduce an indication to differentiate these two cases;
· Solution 2: Introduce one cause value of mcgRecoveryFailureCause for SCG failure at the time of initiation of the fast MCG recovery procedure.

NPN related [C308] [C315]
Proposal 7: Adopt the TP on RIL 308 of introducing SNPN checking in RRC resume procedure.
Proposal 8: It is necessary to capture the RAN3 requirements for the logged MDT involving NPN for network configuration and UE behaviour in the RRC spec.
Proposal 9: If the legacy (R16 or R17) area configuration limitation present only, the UE should perform logging in both PN and PNI-NPN within the limitation, if any.
Proposal 10: If the legacy area configuration and the PNI-NPN limitation present simultaneously, the UE should perform logging in PN within the legacy area configuration limitation and perform logging in PNI-NPN within PNI-NPN limitation.
Proposal 11: SNPN limitation should not be configured together with PN or PNI-NPN area configurations.
Proposal 12: Add a Note to illustrate all the 3 RAN3 requirements for logged MDT configuration involving NPN is a simple and clear way for network limitation in RRC spec.

CPAC MRO related [C311]
Proposal 13: Replace “choConfig” with “condExecutionCond or condExecutionCondSCG” fields, and adopt the TP in section 4.

RACH report related [C303]
Proposal 14: The NR RACH report information should be included into the UEInformationResponse message before submitting the message in TS36.331.
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4. TP for TS38.331 (Based on TS38.331-i10)
· TP for [C304] Impact brought by SCG activation/deactivation for SPR
Solution 1:
[bookmark: _Toc60776760][bookmark: _Toc162894075]5.3.5.3	Reception of an RRCReconfiguration by the UE
The UE shall perform the following actions upon reception of the RRCReconfiguration, upon execution of the conditional reconfiguration (CHO, CPA, CPC, or subsequent CPAC), or upon execution of an LTM cell switch:
1>	if the RRCReconfiguration is applied due to a conditional reconfiguration execution upon cell selection performed while timer T311 was running, as defined in 5.3.7.3:
2>	remove all the entries in the condReconfigList within the MCG and the SCG VarConditionalReconfig except for the entries in which subsequentCondReconfig is present, if any;
*/ omit irrelevant parts */
1>	set the content of the RRCReconfigurationComplete message as follows:
2>	if the RRCReconfiguration includes the masterCellGroup containing the reportUplinkTxDirectCurrent:
3>	include the uplinkTxDirectCurrentList for each MCG serving cell with UL;
3>	include uplinkDirectCurrentBWP-SUL for each MCG serving cell configured with SUL carrier, if any, within the uplinkTxDirectCurrentList;
2>	if the RRCReconfiguration includes the masterCellGroup containing the reportUplinkTxDirectCurrentTwoCarrier:
3>	include in the uplinkTxDirectCurrentTwoCarrierList the list of uplink Tx DC locations for the configured intra-band uplink carrier aggregation in the MCG;
2>	if the RRCReconfiguration includes the masterCellGroup containing the reportUplinkTxDirectCurrentMoreCarrier:
3>	include in the uplinkTxDirectCurrentMoreCarrierList the list of uplink Tx DC locations for the configured intra-band uplink carrier aggregation in the MCG;
2>	if the RRCReconfiguration includes the secondaryCellGroup containing the reportUplinkTxDirectCurrent:
3>	include the uplinkTxDirectCurrentList for each SCG serving cell with UL;
3>	include uplinkDirectCurrentBWP-SUL for each SCG serving cell configured with SUL carrier, if any, within the uplinkTxDirectCurrentList;
2>	if the RRCReconfiguration includes the secondaryCellGroup containing the reportUplinkTxDirectCurrentTwoCarrier:
3>	include in the uplinkTxDirectCurrentTwoCarrierList the list of uplink Tx DC locations for the configured intra-band uplink carrier aggregation in the SCG;
2>	if the RRCReconfiguration includes the secondaryCellGroup containing the reportUplinkTxDirectCurrentMoreCarrier:
3>	include in the uplinkTxDirectCurrentMoreCarrierList the list of uplink Tx DC locations for the configured intra-band uplink carrier aggregation in the SCG;
NOTE 0b:	The UE does not expect that the reportUplinkTxDirectCurrentTwoCarrier or reportUplinkTxDirectCurrentMoreCarrier is received in both masterCellGroup and in secondaryCellGroup. Network only configures at most one of reportUplinkTxDirectCurrent, reportUplinkTxDirectCurrentTwoCarrier or reportUplinkTxDirectCurrentMoreCarrier in one RRC message.
2>	if the RRCReconfiguration message includes the mrdc-SecondaryCellGroupConfig with mrdc-SecondaryCellGroup set to eutra-SCG:
3>	include in the eutra-SCG-Response the E-UTRA RRCConnectionReconfigurationComplete message in accordance with TS 36.331 [10] clause 5.3.5.3;
2> if the RRCReconfiguration message includes the mrdc-SecondaryCellGroupConfig with mrdc-SecondaryCellGroup set to nr-SCG:
3>	include in the nr-SCG-Response the SCG RRCReconfigurationComplete message;
3>	if the RRCReconfiguration message is applied due to conditional reconfiguration execution and the RRCReconfiguration message does not include the reconfigurationWithSync in the masterCellGroup:
4>	include in the selectedCondRRCReconfig the condReconfigId for the selected cell of conditional reconfiguration execution;
4>	if a new sk-Counter value has been selected due to the conditional reconfiguration execution for subsequent CPAC:
5>	include selectedSK-Counter and set its value to the selected sk-Counter value;
3>	if the RRCReconfiguration message is applied due to conditional reconfiguration execution and condExecutionCondPSCell is configured for the selected PSCell:
4>	include in the selectedPSCellForCHO-WithSCG and set it to the information of the selected PSCell;
3> if the UE was configured with successPSCell-Config when connected to the source PSCell (for PSCell change) or to the PCell (for PSCell addition or change):
4>	perform the actions for the successful PSCell change or addition report determination as specified in clause 5.7.10.7, upon successfully completing the Random Access procedure triggered for the reconfigurationWithSync in spCellConfig of the SCG;
2>	if the RRCReconfiguration includes the reconfigurationWithSync in spCellConfig of an MCG:
3>	if the UE has logged measurements available for NR and if the RPLMN is included in plmn-IdentityList stored in VarLogMeasReport; or
3>	if the UE has logged measurements available for NR and if the current registered SNPN identity is included in snpn-ConfigIDList stored in the VarLogMeasReport:
4>	include the logMeasAvailable in the RRCReconfigurationComplete message;
4>	if Bluetooth measurement results are included in the logged measurements the UE has available for NR:
5>	include the logMeasAvailableBT in the RRCReconfigurationComplete message;
4>	if WLAN measurement results are included in the logged measurements the UE has available for NR:
5>	include the logMeasAvailableWLAN in the RRCReconfigurationComplete message;
3>	if the sigLoggedMeasType in VarLogMeasReport is included; or
3>	if the UE supports the override protection of the signalling based logged MDT for inter-RAT (i.e. LTE to NR), and if the sigLoggedMeasType in VarLogMeasReport of TS 36.331 [10] is included:
4>	if T330 timer is running (associated to the logged measurement configuration for NR or for LTE):
5>	set sigLogMeasConfigAvailable to true in the RRCReconfigurationComplete message;
4>	else:
5>	if the UE has logged measurements in VarLogMeasReport or in VarLogMeasReport of TS 36.331 [10]:
6>	set sigLogMeasConfigAvailable to false in the RRCReconfigurationComplete message;
3>	if the UE has connection establishment failure or connection resume failure information available in VarConnEstFailReport or VarConnEstFailReportList and if the RPLMN is equal to plmn-Identity stored in VarConnEstFailReport or in at least one of the entries of VarConnEstFailReportList; or
3>	if the UE has connection establishment failure information or connection resume failure information available in VarConnEstFailReport or VarConnEstFailReportList and if the registered SNPN identity is equal to snpn-identity in networkIdentity stored in VarConnEstFailReport or any entry of VarConnEstFailReportList:
4>	include connEstFailInfoAvailable in the RRCReconfigurationComplete message;
3>	if the UE has radio link failure or handover failure information available in VarRLF-Report and if the RPLMN is included in plmn-IdentityList stored in VarRLF-Report; or
3>	if the UE has radio link failure or handover failure information available in VarRLF-Report of TS 36.331 [10] and if the UE is capable of cross-RAT RLF reporting and if the RPLMN is included in plmn-IdentityList stored in VarRLF-Report of TS 36.331 [10]; or
3>	if the UE has radio link failure or handover failure information available in VarRLF-Report and if the current registered SNPN identity is included in snpn-IdentityList stored in VarRLF-Report:
4>	include rlf-InfoAvailable in the RRCReconfigurationComplete message;
3>	if the UE was configured with successHO-Config when connected to the source PCell; and
3>	if the applied RRCReconfiguration is not due to a conditional reconfiguration execution upon cell selection performed while timer T311 was running, as defined in 5.3.7.3:
4>	perform the actions for the successful handover report determination as specified in clause 5.7.10.6, upon successfully completing the Random Access procedure triggered for the reconfigurationWithSync in spCellConfig of the MCG;
3>	if the UE has successful handover information available in VarSuccessHO-Report and if the RPLMN is included in plmn-IdentityList stored in VarSuccessHO-Report; or
3>	if the UE has successful handover information available in VarSuccessHO-Report and if the current registered SNPN identity is included in snpn-IdentityList stored in the VarSuccessHO-Report:
4>	include successHO-InfoAvailable in the RRCReconfigurationComplete message;
3>	if the UE supports logging the successful PSCell change or addition information, release successPSCell-Config configured by the source PCell, if available;
3>	if the UE has successful PSCell change or addition information available in VarSuccessPSCell-Report and if the RPLMN is included in plmn-IdentityList stored in VarSuccessPSCell-Report; or
3>	if the UE has successful PSCell change or addition information available in VarSuccessPSCell-Report and if the current registered SNPN identity is included in snpn-IdentityList stored in the VarSuccessPSCell-Report:
4>	include successPSCell-InfoAvailable in the RRCReconfigurationComplete message;
2>	if the RRCReconfiguration message was received via SRB1, but not within mrdc-SecondaryCellGroup or E-UTRA RRCConnectionReconfiguration or E-UTRA RRCConnectionResume:
3>	if the UE is configured to provide the measurement gap requirement information of NR target bands:
4>	if the RRCReconfiguration message includes the needForGapsConfigNR; or
4>	if the NeedForGapsInfoNR information is changed compared to last time the UE reported this information; or
4>	if the RRCReconfiguration message includes the needForInterruptionConfigNR and set it to enabled; or
4>	if the needForInterruptionConfigNR is enabled and the NeedForInterruptionInfoNR information is changed compared to last time the UE reported this information:
5>	include the NeedForGapsInfoNR and set the contents as follows:
6>	include intraFreq-needForGap and set the gap requirement information of intra-frequency measurement for each NR serving cell;
6>	if requestedTargetBandFilterNR is configured:
7>	for each supported NR band that is also included in requestedTargetBandFilterNR, include an entry in interFreq-needForGap and set the gap requirement information for that band;
6>	else:
7>	include an entry in interFreq-needForGap and set the corresponding gap requirement information for each supported NR band;
5>	if the needForInterruptionConfigNR is enabled:
6>	include the needForInterruptionInfoNR and set the contents as follows:
7>	include intraFreq-needForInterruption with the same number of entries, and listed in the same order, as in intraFreq-needForGap;
7> for each entry in intraFreq-needForInterruption:
8>	include interruptionIndication and set the interruption requirement information if the corresponding entry in intraFreq-needForGap is set to no-gap;
7>	include interFreq-needForInterruption with the same number of entries, and listed in the same order, as in interFreq-needForGap;
7> for each entry in interFreq-needForInterruption:
8>	include interruptionIndication and set the interruption requirement information if the corresponding entry in interFreq-needForGap is set to no-gap;
3>	if the UE is configured to provide the measurement gap and NCSG requirement information of NR target bands:
4>	if the RRCReconfiguration message includes the needForGapNCSG-ConfigNR; or
4>	if the needForGapNCSG-InfoNR information is changed compared to last time the UE reported this information:
5>	include the NeedForGapNCSG-InfoNR and set the contents as follows:
6>	include intraFreq-needForNCSG and set the gap and NCSG requirement information of intra-frequency measurement for each NR serving cell;
6>	if requestedTargetBandFilterNCSG-NR is configured:
7>	for each supported NR band included in requestedTargetBandFilterNCSG-NR, include an entry in interFreq-needForNCSG and set the NCSG requirement information for that band;
6>	else:
7>	include an entry for each supported NR band in interFreq-needForNCSG and set the corresponding NCSG requirement information;
3>	if the UE is configured to provide the measurement gap and NCSG requirement information of E‑UTRA target bands:
4>	if the RRCReconfiguration message includes the needForGapNCSG-ConfigEUTRA; or
4>	if the needForGapNCSG-InfoEUTRA information is changed compared to last time the UE reported this information:
5>	include the NeedForGapNCSG-InfoEUTRA and set the contents as follows:
6>	if requestedTargetBandFilterNCSG-EUTRA is configured, for each supported E-UTRA band included in requestedTargetBandFilterNCSG-EUTRA, include an entry in needForNCSG-EUTRA and set the NCSG requirement information for that band; otherwise, include an entry for each supported E-UTRA band in needForNCSG-EUTRA and set the corresponding NCSG requirement information;
2>	if the UE has (updated) flight path information available:
3>	if the UE had not provided a flight path information since last entering RRC_CONNECTED state; or
3>	if at least one waypoint or a timestamp corresponding to a waypoint location that was not previously provided since last entering RRC_CONNECTED state is available; or
3>	if at least one upcoming waypoint or a timestamp corresponding to a waypoint location that was previously provided since last entering RRC_CONNECTED state is to be removed; or
3>	if flightPathUpdateDistanceThr is configured and, for at least one waypoint, the 3D distance between the previously provided location and the new location is more than the distance threshold configured by flightPathUpdateDistanceThr; or
3> if flightPathUpdateTimeThr is configured and, for at least one waypoint, the time difference between the previously provided timestamp and the new timestamp, if available, is more than the time threshold configured by flightPathUpdateTimeThr:
4>	include flightPathInfoAvailable;
NOTE 0c:	If neither flightPathUpdateDistanceThr nor flightPathUpdateTimeThr is configured, it is up to UE implementation whether to include flightPathInfoAvailable when updated flight path information is available.
2>	if the UE has at least one stored application layer measurement configuration with appLayerIdleInactiveConfig configured:
3>	include measConfigReportAppLayerAvailable;
1>	if the UE is configured with E-UTRA nr-SecondaryCellGroupConfig (UE in (NG)EN-DC):
2>	if the RRCReconfiguration message was received via E-UTRA SRB1 as specified in TS 36.331 [10]; or
2>	if the RRCReconfiguration message was received via E-UTRA RRC message RRCConnectionReconfiguration within MobilityFromNRCommand (handover from NR standalone to (NG)EN-DC);
3>	if the RRCReconfiguration is applied due to a conditional reconfiguration execution for CPC which is configured via conditionalReconfiguration contained in nr-SecondaryCellGroupConfig specified in TS 36.331 [10]:
4>	submit the RRCReconfigurationComplete message via the E-UTRA MCG embedded in E-UTRA RRC message ULInformationTransferMRDC as specified in TS 36.331 [10], clause 5.6.2a.
3>	else if the RRCReconfiguration message was included in E-UTRA RRCConnectionResume message:
4>	submit the RRCReconfigurationComplete message via E-UTRA embedded in E-UTRA RRC message RRCConnectionResumeComplete as specified in TS 36.331 [10], clause 5.3.3.4a;
3>	else:
4>	submit the RRCReconfigurationComplete via E-UTRA embedded in E-UTRA RRC message RRCConnectionReconfigurationComplete as specified in TS 36.331 [10], clause 5.3.5.3/5.3.5.4/5.4.2.3;
3>	if the scg-State is not included in the E-UTRA message (RRCConnectionReconfiguration or RRCConnectionResume) containing the RRCReconfiguration message:
4>	perform SCG activation as specified in 5.3.5.13a;
4>	if reconfigurationWithSync was included in spCellConfig of an SCG:
5>	initiate the Random Access procedure on the PSCell, as specified in TS 38.321 [3];
4>	else if the SCG was deactivated before the reception of the E-UTRA RRC message containing the RRCReconfiguration message:
5>	if bfd-and-RLM was not configured to true before the reception of the E-UTRA RRCConnectionReconfiguration or RRCConnectionResume message containing the RRCReconfiguration message or if lower layers indicate that a Random Access procedure is needed for SCG activation:
6>	initiate the Random Access procedure on the SpCell, as specified in TS 38.321 [3];
5>	else the procedure ends;
4>	else the procedure ends;
3>	else:
4>	perform SCG deactivation as specified in 5.3.5.13b;
4>	the procedure ends;
2>	if the RRCReconfiguration message was received within nr-SecondaryCellGroupConfig in RRCConnectionReconfiguration message received via SRB3 within DLInformationTransferMRDC:
3>	submit the RRCReconfigurationComplete via E-UTRA embedded in E-UTRA RRC message RRCConnectionReconfigurationComplete as specified in TS 36.331 [10], clause 5.3.5.3/5.3.5.4;
3>	if the scg-State is not included in the RRCConnectionReconfiguration:
4>	if reconfigurationWithSync was included in spCellConfig of an SCG:
5>	initiate the Random Access procedure on the SpCell, as specified in TS 38.321 [3];
4>	else the procedure ends;
3>	else:
4>	perform SCG deactivation as specified in 5.3.5.13b;
4>	the procedure ends;
NOTE 1:	The order the UE sends the RRCConnectionReconfigurationComplete message and performs the Random Access procedure towards the SCG is left to UE implementation.
2>	else (RRCReconfiguration was received via SRB3) but not within DLInformationTransferMRDC:
3>	submit the RRCReconfigurationComplete message via SRB3 to lower layers for transmission using the new configuration;
NOTE 2:	In (NG)EN-DC and NR-DC, in the case RRCReconfiguration is received via SRB1 or within DLInformationTransferMRDC via SRB3, the random access is triggered by RRC layer itself as there is not necessarily other UL transmission. In the case RRCReconfiguration is received via SRB3 but not within DLInformationTransferMRDC, the random access is triggered by the MAC layer due to arrival of RRCReconfigurationComplete.
1>	else if the RRCReconfiguration message was received via SRB1 within the nr-SCG within mrdc-SecondaryCellGroup (UE in NR-DC, mrdc-SecondaryCellGroup was received in RRCReconfiguration or RRCResume via SRB1):
2>	if the RRCReconfiguration is applied due to a conditional reconfiguration execution for CPC or subsequent CPAC which is configured via conditionalReconfiguration contained in nr-SCG within mrdc-SecondaryCellGroup; or
2>	if the RRCReconfiguration is applied due to an LTM cell switch execution:
3>	submit the RRCReconfigurationComplete message via the NR MCG embedded in NR RRC message ULInformationTransferMRDC as specified in clause 5.7.2a.3.
2>	if the scg-State is not included in the RRCReconfiguration or RRCResume message containing the RRCReconfiguration message:
3>	perform SCG activation as specified in 5.3.5.13a;
3>	if reconfigurationWithSync was included in spCellConfig in nr-SCG:
4>	if the RRCReconfiguration message is not applied due to an LTM cell switch execution for which lower layer indicate to skip the Random Access procedure:
5>	initiate the Random Access procedure on the PSCell, as specified in TS 38.321 [3];
4>	if the UE was configured with successPSCell-Config when connected to the source PSCell (for PSCell change) or to the PCell (for PSCell addition or change):
5>	perform the actions for the successful PSCell change or addition report determination as specified in clause 5.7.10.7, upon successfully completing the Random Access procedure triggered for the reconfigurationWithSync in spCellConfig of the SCG;
3>	else if the SCG was deactivated before the reception of the NR RRC message containing the RRCReconfiguration message:
4>	if bfd-and-RLM was not configured to true before the reception of the RRCReconfiguration or RRCResume message containing the RRCReconfiguration message; or
4>	if lower layers indicate that a Random Access procedure is needed for SCG activation:
5>	initiate the Random Access procedure on the PSCell, as specified in TS 38.321 [3];
4>	else the procedure ends;
3>	else the procedure ends;
2>	else
3>	perform SCG deactivation as specified in 5.3.5.13b;
3>	the procedure ends;
NOTE 2a:	The order in which the UE sends the RRCReconfigurationComplete message and performs the Random Access procedure towards the SCG is left to UE implementation.
1>	else if the RRCReconfiguration message was received via SRB3 (UE in NR-DC):
2>	if the RRCReconfiguration message was received within DLInformationTransferMRDC:
3>	if the RRCReconfiguration message was received within the nr-SCG within mrdc-SecondaryCellGroup (NR SCG RRC Reconfiguration):
4>	if the scg-State is not included in the RRCReconfiguration message containing the RRCReconfiguration message:
5>	if reconfigurationWithSync was included in spCellConfig in nr-SCG:
6>	initiate the Random Access procedure on the PSCell, as specified in TS 38.321 [3];
6>	if the UE was configured with successPSCell-Config when connected to the source PSCell (for PSCell change) or to the PCell (for PSCell addition or change):
7>	perform the actions for the successful PSCell change report determination as specified in clause 5.7.10.7, upon successfully completing the Random Access procedure triggered for the reconfigurationWithSync in spCellConfig of the SCG;
5>	else:
6>	the procedure ends;
4>	else:
5>	perform SCG deactivation as specified in 5.3.5.13b;
5>	the procedure ends;
3>	else:
4>	if the RRCReconfiguration does not include the mrdc-SecondaryCellGroupConfig:
5>	if the RRCReconfiguration includes the scg-State:
6>	perform SCG deactivation as specified in 5.3.5.13b;
4>	submit the RRCReconfigurationComplete message via SRB1 to lower layers for transmission using the new configuration;
2>	else:
3>	if the RRCReconfiguration includes the reconfigurationWithSync in spCellConfig for the SCG; and
3>	if the UE was configured with successPSCell-Config when connected to the source PSCell (for PSCell change) or to the PCell (for PSCell addition or change):
4>	perform the actions for the successful PSCell change report determination as specified in clause 5.7.10.7, upon successfully completing the Random Access procedure triggered for the reconfigurationWithSync in spCellConfig of the SCG;
3>	if the UE has successful PSCell change or addition information available in VarSuccessPSCell-Report and if the RPLMN is included in plmn-IdentityList stored in VarSuccessPSCell-Report; or
3>	if the UE has successful PSCell change or addition information available in VarSuccessPSCell-Report and if the current registered SNPN identity is included in snpn-IdentityList stored in the VarSuccessPSCell-Report:
4>	include successPSCell-InfoAvailable in the RRCReconfigurationComplete message;
3>	submit the RRCReconfigurationComplete message via SRB3 to lower layers for transmission using the new configuration;
1>	else (RRCReconfiguration was received via SRB1):
2>	if the UE is in NR-DC and;
2>	if the RRCReconfiguration does not include the mrdc-SecondaryCellGroupConfig:
3>	if the RRCReconfiguration includes the scg-State:
4>	perform SCG deactivation as specified in 5.3.5.13b;
3>	else:
4>	perform SCG activation without SN message as specified in 5.3.5.13b1;
2>	if the reconfigurationWithSync was included in spCellConfig of an MCG:
3>	if ta-Report or ta-ReportATG is configured with value enabled and the UE supports TA reporting:
4>	indicate TA report initiation to lower layers;
2>	submit the RRCReconfigurationComplete message via SRB1 to lower layers for transmission using the new configuration;
2>	if this is the first RRCReconfiguration message after successful completion of the RRC re-establishment procedure:
3>	resume SRB2, SRB4, DRBs, multicast MRB, and BH RLC channels for IAB-MT, and Uu Relay RLC channels for L2 U2N Relay UE, that are suspended;
1>	if sl-IndirectPathAddChange was included in RRCReconfiguration message:
2>	if SRB1 is configured as split SRB and pdcp-Duplication is configured:
3>	when successfully sending RRCReconfigurationComplete message via SL indirect path (i.e., PC5 RLC acknowledgement is received from target L2 U2N Relay UE):
4>	stop timer T421;
2> else (i.e. split SRB1 with duplication is not configured):
3> when receiving RRCReconfigurationCompleteSidelink message from target L2 U2N Relay UE:
4>	stop timer T421;
*/ omit irrelevant parts */
Solution 2:
5.3.5.3	Reception of an RRCReconfiguration by the UE
The UE shall perform the following actions upon reception of the RRCReconfiguration, upon execution of the conditional reconfiguration (CHO, CPA, CPC, or subsequent CPAC), or upon execution of an LTM cell switch:
1>	if the RRCReconfiguration is applied due to a conditional reconfiguration execution upon cell selection performed while timer T311 was running, as defined in 5.3.7.3:
2>	remove all the entries in the condReconfigList within the MCG and the SCG VarConditionalReconfig except for the entries in which subsequentCondReconfig is present, if any;
*/ omit irrelevant parts */
1>	if the UE is configured with E-UTRA nr-SecondaryCellGroupConfig (UE in (NG)EN-DC):
2>	if the RRCReconfiguration message was received via E-UTRA SRB1 as specified in TS 36.331 [10]; or
2>	if the RRCReconfiguration message was received via E-UTRA RRC message RRCConnectionReconfiguration within MobilityFromNRCommand (handover from NR standalone to (NG)EN-DC);
3>	if the RRCReconfiguration is applied due to a conditional reconfiguration execution for CPC which is configured via conditionalReconfiguration contained in nr-SecondaryCellGroupConfig specified in TS 36.331 [10]:
4>	submit the RRCReconfigurationComplete message via the E-UTRA MCG embedded in E-UTRA RRC message ULInformationTransferMRDC as specified in TS 36.331 [10], clause 5.6.2a.
3>	else if the RRCReconfiguration message was included in E-UTRA RRCConnectionResume message:
4>	submit the RRCReconfigurationComplete message via E-UTRA embedded in E-UTRA RRC message RRCConnectionResumeComplete as specified in TS 36.331 [10], clause 5.3.3.4a;
3>	else:
4>	submit the RRCReconfigurationComplete via E-UTRA embedded in E-UTRA RRC message RRCConnectionReconfigurationComplete as specified in TS 36.331 [10], clause 5.3.5.3/5.3.5.4/5.4.2.3;
3>	if the scg-State is not included in the E-UTRA message (RRCConnectionReconfiguration or RRCConnectionResume) containing the RRCReconfiguration message:
4>	perform SCG activation as specified in 5.3.5.13a;
4>	if reconfigurationWithSync was included in spCellConfig of an SCG:
5>	initiate the Random Access procedure on the PSCell, as specified in TS 38.321 [3];
4>	else if the SCG was deactivated before the reception of the E-UTRA RRC message containing the RRCReconfiguration message:
5>	if bfd-and-RLM was not configured to true before the reception of the E-UTRA RRCConnectionReconfiguration or RRCConnectionResume message containing the RRCReconfiguration message or if lower layers indicate that a Random Access procedure is needed for SCG activation:
6>	initiate the Random Access procedure on the SpCell, as specified in TS 38.321 [3];
5>	else the procedure ends;
4>	else the procedure ends;
3>	else:
4>	perform SCG deactivation as specified in 5.3.5.13b;
4>	the procedure ends;
2>	if the RRCReconfiguration message was received within nr-SecondaryCellGroupConfig in RRCConnectionReconfiguration message received via SRB3 within DLInformationTransferMRDC:
3>	submit the RRCReconfigurationComplete via E-UTRA embedded in E-UTRA RRC message RRCConnectionReconfigurationComplete as specified in TS 36.331 [10], clause 5.3.5.3/5.3.5.4;
3>	if the scg-State is not included in the RRCConnectionReconfiguration:
4>	if reconfigurationWithSync was included in spCellConfig of an SCG:
5>	initiate the Random Access procedure on the SpCell, as specified in TS 38.321 [3];
4>	else the procedure ends;
3>	else:
4>	perform SCG deactivation as specified in 5.3.5.13b;
4>	the procedure ends;
NOTE 1:	The order the UE sends the RRCConnectionReconfigurationComplete message and performs the Random Access procedure towards the SCG is left to UE implementation.
2>	else (RRCReconfiguration was received via SRB3) but not within DLInformationTransferMRDC:
3>	submit the RRCReconfigurationComplete message via SRB3 to lower layers for transmission using the new configuration;
NOTE 2:	In (NG)EN-DC and NR-DC, in the case RRCReconfiguration is received via SRB1 or within DLInformationTransferMRDC via SRB3, the random access is triggered by RRC layer itself as there is not necessarily other UL transmission. In the case RRCReconfiguration is received via SRB3 but not within DLInformationTransferMRDC, the random access is triggered by the MAC layer due to arrival of RRCReconfigurationComplete.
1>	else if the RRCReconfiguration message was received via SRB1 within the nr-SCG within mrdc-SecondaryCellGroup (UE in NR-DC, mrdc-SecondaryCellGroup was received in RRCReconfiguration or RRCResume via SRB1):
2>	if the RRCReconfiguration is applied due to a conditional reconfiguration execution for CPC or subsequent CPAC which is configured via conditionalReconfiguration contained in nr-SCG within mrdc-SecondaryCellGroup; or
2>	if the RRCReconfiguration is applied due to an LTM cell switch execution:
3>	submit the RRCReconfigurationComplete message via the NR MCG embedded in NR RRC message ULInformationTransferMRDC as specified in clause 5.7.2a.3.
2>	if the scg-State is not included in the RRCReconfiguration or RRCResume message containing the RRCReconfiguration message:
3>	perform SCG activation as specified in 5.3.5.13a;
3>	if reconfigurationWithSync was included in spCellConfig in nr-SCG:
4>	if the RRCReconfiguration message is not applied due to an LTM cell switch execution for which lower layer indicate to skip the Random Access procedure:
5>	initiate the Random Access procedure on the PSCell, as specified in TS 38.321 [3];
4> if the SCG was activated before the reception of the NR RRC message containing the RRCReconfiguration message; and
4>	if the UE was configured with successPSCell-Config when connected to the source PSCell (for PSCell change) or to the PCell (for PSCell addition or change):
5>	perform the actions for the successful PSCell change or addition report determination as specified in clause 5.7.10.7, upon successfully completing the Random Access procedure triggered for the reconfigurationWithSync in spCellConfig of the SCG;
3>	else if the SCG was deactivated before the reception of the NR RRC message containing the RRCReconfiguration message:
4>	if bfd-and-RLM was not configured to true before the reception of the RRCReconfiguration or RRCResume message containing the RRCReconfiguration message; or
4>	if lower layers indicate that a Random Access procedure is needed for SCG activation:
5>	initiate the Random Access procedure on the PSCell, as specified in TS 38.321 [3];
4>	else the procedure ends;
3>	else the procedure ends;
2>	else
3>	perform SCG deactivation as specified in 5.3.5.13b;
3>	the procedure ends;
NOTE 2a:	The order in which the UE sends the RRCReconfigurationComplete message and performs the Random Access procedure towards the SCG is left to UE implementation.
1>	else if the RRCReconfiguration message was received via SRB3 (UE in NR-DC):
2>	if the RRCReconfiguration message was received within DLInformationTransferMRDC:
3>	if the RRCReconfiguration message was received within the nr-SCG within mrdc-SecondaryCellGroup (NR SCG RRC Reconfiguration):
4>	if the scg-State is not included in the RRCReconfiguration message containing the RRCReconfiguration message:
5>	if reconfigurationWithSync was included in spCellConfig in nr-SCG:
6>	initiate the Random Access procedure on the PSCell, as specified in TS 38.321 [3];
6> if the SCG was activated before the reception of the NR RRC message containing the RRCReconfiguration message; and
6>	if the UE was configured with successPSCell-Config when connected to the source PSCell (for PSCell change) or to the PCell (for PSCell addition or change):
7>	perform the actions for the successful PSCell change report determination as specified in clause 5.7.10.7, upon successfully completing the Random Access procedure triggered for the reconfigurationWithSync in spCellConfig of the SCG;
5>	else:
6>	the procedure ends;
4>	else:
5>	perform SCG deactivation as specified in 5.3.5.13b;
5>	the procedure ends;
3>	else:
4>	if the RRCReconfiguration does not include the mrdc-SecondaryCellGroupConfig:
5>	if the RRCReconfiguration includes the scg-State:
6>	perform SCG deactivation as specified in 5.3.5.13b;
4>	submit the RRCReconfigurationComplete message via SRB1 to lower layers for transmission using the new configuration;
2>	else:
3>	if the RRCReconfiguration includes the reconfigurationWithSync in spCellConfig for the SCG; and
3>	if the UE was configured with successPSCell-Config when connected to the source PSCell (for PSCell change) or to the PCell (for PSCell addition or change):
4>	perform the actions for the successful PSCell change report determination as specified in clause 5.7.10.7, upon successfully completing the Random Access procedure triggered for the reconfigurationWithSync in spCellConfig of the SCG;
3>	if the UE has successful PSCell change or addition information available in VarSuccessPSCell-Report and if the RPLMN is included in plmn-IdentityList stored in VarSuccessPSCell-Report; or
3>	if the UE has successful PSCell change or addition information available in VarSuccessPSCell-Report and if the current registered SNPN identity is included in snpn-IdentityList stored in the VarSuccessPSCell-Report:
4>	include successPSCell-InfoAvailable in the RRCReconfigurationComplete message;
3>	submit the RRCReconfigurationComplete message via SRB3 to lower layers for transmission using the new configuration;
1>	else (RRCReconfiguration was received via SRB1):
2>	if the UE is in NR-DC and;
2>	if the RRCReconfiguration does not include the mrdc-SecondaryCellGroupConfig:
3>	if the RRCReconfiguration includes the scg-State:
4>	perform SCG deactivation as specified in 5.3.5.13b;
3>	else:
4>	perform SCG activation without SN message as specified in 5.3.5.13b1;
2>	if the reconfigurationWithSync was included in spCellConfig of an MCG:
3>	if ta-Report or ta-ReportATG is configured with value enabled and the UE supports TA reporting:
4>	indicate TA report initiation to lower layers;
2>	submit the RRCReconfigurationComplete message via SRB1 to lower layers for transmission using the new configuration;
2>	if this is the first RRCReconfiguration message after successful completion of the RRC re-establishment procedure:
3>	resume SRB2, SRB4, DRBs, multicast MRB, and BH RLC channels for IAB-MT, and Uu Relay RLC channels for L2 U2N Relay UE, that are suspended;
1>	if sl-IndirectPathAddChange was included in RRCReconfiguration message:
2>	if SRB1 is configured as split SRB and pdcp-Duplication is configured:
3>	when successfully sending RRCReconfigurationComplete message via SL indirect path (i.e., PC5 RLC acknowledgement is received from target L2 U2N Relay UE):
4>	stop timer T421;
2> else (i.e. split SRB1 with duplication is not configured):
3> when receiving RRCReconfigurationCompleteSidelink message from target L2 U2N Relay UE:
4>	stop timer T421;
*/ omit irrelevant parts */

· TP for [C312] Correction on SPR trigger condition
[bookmark: _Toc162894393]5.7.10.7	Actions for the successful PSCell change or addition report determination
The UE shall for the PSCell:
1>	if the ratio between the value of the elapsed time of the timer T304 and the configured value of the timer T304, included in the last applied RRCReconfiguration message for the SCG including the reconfigurationWithSync, is greater than thresholdPercentageT304-SCG if included in the successPSCell-Config received before executing the last reconfiguration with sync for the SCG; or
1>	if sn-InitiatedPSCellChange is configured in the RRCReconfiguration including the last applied RRCReconfiguration with reconfigurationWithSync for the SCG and if the ratio between the value of the elapsed time of the timer T310 and the configured value of the timer T310, configured while the UE was connected to the source PSCell before executing the last reconfiguration with sync for the SCG, is greater than thresholdPercentageT310-SCG included in the successPSCell-Config if configured by the source PSCell before executing the last reconfiguration with sync for the SCG; or
1>	if sn-InitiatedPSCellChange is configured in the RRCReconfiguration including the last applied RRCReconfiguration with reconfigurationWithSync for the SCG and if the T312 associated to the measurement identity of the target PSCell was running at the time of initiating the execution of the reconfiguration with sync procedure for the SCG and if the ratio between the value of the elapsed time of the timer T312 and the configured value of the timer T312, configured while the UE was connected to the source PSCell before executing the last reconfiguration with sync, is greater than thresholdPercentageT312-SCG included in the successPSCell-Config if configured by the source PSCell before executing the last reconfiguration with sync for the SCG; or:
1> if sn-InitiatedPSCellChange is configured in the last applied RRCReconfiguration with reconfigurationWithSync for the SCG and the RRCReconfiguration is within the nr-SCG within mrdc-SecondaryCellGroup, and if the ratio between the value of the elapsed time of the timer T310 and the configured value of the timer T310, configured while the UE was connected to the source PSCell before executing the last reconfiguration with sync for the SCG, is greater than thresholdPercentageT310-SCG included in the successPSCell-Config if configured by the source PSCell before executing the last reconfiguration with sync; or
1> if sn-InitiatedPSCellChange is configured in the last applied RRCReconfiguration with reconfigurationWithSync for the SCG and the RRCReconfiguration is within the nr-SCG within mrdc-SecondaryCellGroup, and if the T312 associated to the measurement identity of the target PSCell was running at the time of initiating the execution of the reconfiguration with sync procedure for the SCG and if the ratio between the value of the elapsed time of the timer T312 and the configured value of the timer T312, configured while the UE was connected to the source PSCell before executing the last reconfiguration with sync, is greater than thresholdPercentageT312-SCG included in the successPSCell-Config if configured by the source PSCell before executing the last reconfiguration with sync; or
1>	if sn-InitiatedPSCellChange is not configured in the RRCReconfiguration including the last applied RRCReconfiguration with reconfigurationWithSync for the SCG and if the ratio between the value of the elapsed time of the timer T310 and the configured value of the timer T310, configured while the UE was connected to the source PSCell before executing the last reconfiguration with sync for the SCG, is greater than thresholdPercentageT310-SCG included in the successPSCell-Config if configured by the PCell before executing the last reconfiguration with sync for the SCG; or
1>	if sn-InitiatedPSCellChange is not configured in the RRCReconfiguration including the last applied RRCReconfiguration with reconfigurationWithSync for the SCG and if the T312 associated to the measurement identity of the target PSCell was running at the time of initiating the execution of the reconfiguration with sync procedure for the SCG and if the ratio between the value of the elapsed time of the timer T312 and the configured value of the timer T312, configured while the UE was connected to the source PSCell before executing the last reconfiguration with sync, is greater than thresholdPercentageT312-SCG included in the successPSCell-Config if configured by the PCell before executing the last reconfiguration with sync for the SCG; or:
1> if the last applied RRCReconfiguration with reconfigurationWithSync for the SCG is provided by source SN received via SRB3 and if the ratio between the value of the elapsed time of the timer T310 and the configured value of the timer T310, configured while the UE was connected to the source PSCell before executing the last reconfiguration with sync for the SCG, is greater than thresholdPercentageT310-SCG included in the successPSCell-Config if configured by the source PSCell before executing the last reconfiguration with sync; or
1> if the last applied RRCReconfiguration with reconfigurationWithSync for the SCG is provided by source SN received via SRB3 and if the T312 associated to the measurement identity of the target PSCell was running at the time of initiating the execution of the reconfiguration with sync procedure for the SCG and if the ratio between the value of the elapsed time of the timer T312 and the configured value of the timer T312, configured while the UE was connected to the source PSCell before executing the last reconfiguration with sync, is greater than thresholdPercentageT312-SCG included in the successPSCell-Config if configured by the source PSCell before executing the last reconfiguration with sync:
2>	clear the information included in VarSuccessPSCell-Report, if any;
2>	store the successful PSCell change or addition information in VarSuccessPSCell-Report and determine the content in VarSuccessPSCell-Report as follows:
3>	if the UE is not in SNPN access mode, set the plmn-IdentityList to include the list of EPLMNs (including the RPLMN) stored by the UE;
3>	else if the UE is in SNPN access mode, set the snpn-IdentityList to include the list of equivalent SNPN identities (including the registered SNPN identity) stored by the UE, if available;
3>	set the pCellId to the global cell identity and tracking area code, if available, of the PCell;
3>	for the source PSCell (in case of PSCell change procedure) in which the last RRCReconfiguration message for the SCG including reconfigurationWithSync was applied:
4>	set the sourcePSCellId in sourcePSCellInfo to the global cell identity and tracking area code, and otherwise to the physical cell identity and carrier frequency of the source PSCell;
4>	set the sourcePSCellMeas in sourcePSCellInfo to include the cell level RSRP, RSRQ and the available SINR, of the source PSCell based on the available SSB and CSI-RS measurements collected up to the moment the UE successfully completed the random access procedure for the SCG;
4>	set the rsIndexResults in sourcePSCellMeas to include all the available SSB and CSI-RS measurement quantities of the source PSCell collected up to the moment the UE successfully completed the random access procedure for the SCG;
3>	for the target PSCell indicated in the last applied RRCReconfiguration message for the SCG including reconfigurationWithSync:
4>	set the targetPSCellID in targetPSCellInfo to the global cell identity and tracking area code, if available, and otherwise to the physical cell identity and carrier frequency of the target PSCell;
4>	set the targetPSCellMeas in targetPSCellInfo to include the cell level RSRP, RSRQ and the available SINR, of the target PSCell based on the available SSB and CSI-RS measurements collected up to the moment the UE successfully completed the random access procedure for the SCG;
4>	set the rsIndexResults in targetPSCellMeas to include all the available SSB and CSI-RS measurement quantities of the target PSCell collected up to the moment the UE successfully completed the random access procedure for the SCG;
4>	if the last applied RRCReconfiguration message for the SCG including reconfigurationWithSync was included in the stored condRRCReconfig:
5>	set the timeSinceCPAC-Reconfig to the time elapsed between the initiation of the execution of conditional reconfiguration for the target PSCell and the reception of the last conditionalReconfiguration for the SCG including the condRRCReconfig of the target PSCell;
3>	if the ratio between the value of the elapsed time of the timer T304 and the configured value of the T304 timer, included in the last applied RRCReconfiguration message for the SCG including the reconfigurationWithSync, is greater than thresholdPercentageT304-SCG if included in the successPSCell-Config received before executing the last reconfiguration with sync for the SCG:
4>	set t304-cause in spr-Cause to true;
4>	set the ra-InformationCommon to include the random-access related information associated to the random access procedure in the target PSCell, as specified in clause 5.7.10.5;
3>	if the ratio between the value of the elapsed time of the timer T310 and the configured value of the timer T310, configured while the UE was connected to the source PSCell before executing the last reconfiguration with sync for the SCG, is greater than thresholdPercentageT310-SCG included in the successPSCell-Config if configured before executing the last reconfiguration with sync:
4>	set t310-cause in spr-Cause to true;
3>	if the T312 associated to the measurement identity of the target PSCell was running at the time of initiating the execution of the reconfiguration with sync procedure for the SCG and if the ratio between the value of the elapsed time of the timer T312 and the configured value of the timer T312, configured while the UE was connected to the source PSCell before executing the last reconfiguration with sync, is greater than thresholdPercentageT312-SCG included in the successPSCell-Config if configured before executing the last reconfiguration with sync:
4>	set t312-cause in spr-Cause to true;
3>	if sn-InitiatedPSCellChange is configured in the RRCReconfiguration including the last applied RRCReconfiguration with reconfigurationWithSync for the SCG; or:
3> if sn-InitiatedPSCellChange is configured in the last applied RRCReconfiguration with reconfigurationWithSync for the SCG and the RRCReconfiguration is within the nr-SCG within mrdc-SecondaryCellGroup; or
3> if the last applied RRCReconfiguration with reconfigurationWithSync for the SCG is provided by source SN received via SRB3:
4>	consider all measObjectNR configured by the the source PSCell;
3>	else:
4>	consider all measObjectNR configured by the the PCell;
3>	for each of the considered measObjectNR:
4>	if measurements are available for the measObjectNR:
5>	if the SS/PBCH block-based measurement quantities are available:
6>	include in the measResultListNR in measResultNeighCells all the available measurement quantities of the best measured cells, other than the source PSCell (in case of PSCell change procedure) or target PSCell, ordered such that the cell with highest SS/PBCH block RSRP is listed first if SS/PBCH block RSRP measurement results are available, otherwise the cell with highest SS/PBCH block RSRQ is listed first if SS/PBCH block RSRQ measurement results are available, otherwise the cell with highest SS/PBCH block SINR is listed first, based on the available SS/PBCH block based measurements collected up to the moment the UE successfully completed the random access procedure;
6>	for each neighbour cell included, include the optional fields that are available (including the CSI-RS based measurement quantities, if available);
5>	if the CSI-RS measurement quantities are available for the cells not yet included in measResultListNR in measResultNeighCells:
6>	include in the measResultListNR in measResultNeighCells all the available measurement quantities of the best measured cells, other than the source PSCell (in case of PSCell change procedure) and target PSCell, ordered such that the cell with highest CSI-RS RSRP is listed first if CSI-RS RSRP measurement results are available, otherwise the cell with highest CSI-RS RSRQ is listed first if CSI-RS RSRQ measurement results are available, otherwise the cell with highest CSI-RS SINR is listed first, based on the available CSI-RS based measurements collected up to the moment the UE successfully completed the random access procedure;
6>	for each neighbour cell included, include the optional fields that are available;
3>	for each of the neighbour cells included in measResultNeighCells:
4>	if the cell was a candidate target cell included in the condRRCReconfig within the conditionalReconfiguration, configured by the source PCell or by the source PSCell (in case of PSCell change) when the last RRCReconfiguration message for the SCG including reconfigurationWithSync was applied:
5>	set the choCandidate to true in measResultNR;
3>	if sn-InitiatedPSCellChange is configured in the RRCReconfiguration including the last applied RRCReconfiguration with reconfigurationWithSync for the SCG; or:
3> if sn-InitiatedPSCellChange is configured in the latest applied RRCReconfiguration message with reconfigurationWithSync for the SCG and the RRCReconfiguration is within the nr-SCG within mrdc-SecondaryCellGroup; or
3> if the last applied RRCReconfiguration with reconfigurationWithSync for the SCG is provided by source SN received via SRB3:
4>	if available, set the locationInfo as in 5.3.3.7 7 according to the otherConfig associated with the source PSCell;
4>	include sn-InitiatedPSCellChange;
3>	else:
4>	if available, set the locationInfo as in 5.3.3.7 7 according to the otherConfig associated with the PCell;
1>	release successPSCell-Config configured by the source PSCell if available and thresholdPercentageT304 if configured by the target PSCell.
The UE may discard the successful PSCell change or addition information, i.e., release the UE variable VarSuccessPSCell-Report, 48 hours after the last successful PSCell change or addition information is added to the VarSuccessPSCell-Report or upon deregistration from the network as specified in TS 23.502 [43].

[bookmark: _Toc60777493][bookmark: _Toc162895139]6.3.4	Other information elements
[bookmark: _Toc60777512][bookmark: _Toc162895163]–	OtherConfig
The IE OtherConfig contains configuration related to miscellaneous other configurations.
OtherConfig information element
-- ASN1START
-- TAG-OTHERCONFIG-START

OtherConfig ::=                 SEQUENCE {
    delayBudgetReportingConfig  CHOICE{
        release                 NULL,
        setup                   SEQUENCE{
            delayBudgetReportingProhibitTimer   ENUMERATED {s0, s0dot4, s0dot8, s1dot6, s3, s6, s12, s30}
        }
    }                                                                                                     OPTIONAL        -- Need M
}

OtherConfig-v1540 ::=           SEQUENCE {
    overheatingAssistanceConfig     SetupRelease {OverheatingAssistanceConfig}                            OPTIONAL, -- Need M
    ...
}

OtherConfig-v1610 ::=                   SEQUENCE {
    idc-AssistanceConfig-r16                SetupRelease {IDC-AssistanceConfig-r16}                       OPTIONAL, -- Need M
    drx-PreferenceConfig-r16                SetupRelease {DRX-PreferenceConfig-r16}                       OPTIONAL, -- Need M
    maxBW-PreferenceConfig-r16              SetupRelease {MaxBW-PreferenceConfig-r16}                     OPTIONAL, -- Need M
    maxCC-PreferenceConfig-r16              SetupRelease {MaxCC-PreferenceConfig-r16}                     OPTIONAL, -- Need M
    maxMIMO-LayerPreferenceConfig-r16       SetupRelease {MaxMIMO-LayerPreferenceConfig-r16}              OPTIONAL, -- Need M
    minSchedulingOffsetPreferenceConfig-r16 SetupRelease {MinSchedulingOffsetPreferenceConfig-r16}        OPTIONAL, -- Need M
    releasePreferenceConfig-r16             SetupRelease {ReleasePreferenceConfig-r16}                    OPTIONAL, -- Need M
    referenceTimePreferenceReporting-r16    ENUMERATED {true}                                             OPTIONAL, -- Need R
    btNameList-r16                          SetupRelease {BT-NameList-r16}                                OPTIONAL, -- Need M
    wlanNameList-r16                        SetupRelease {WLAN-NameList-r16}                              OPTIONAL, -- Need M
    sensorNameList-r16                      SetupRelease {Sensor-NameList-r16}                            OPTIONAL, -- Need M
    obtainCommonLocation-r16                ENUMERATED {true}                                             OPTIONAL, -- Need R
    sl-AssistanceConfigNR-r16               ENUMERATED{true}                                              OPTIONAL  -- Need R
}

OtherConfig-v1700 ::=                   SEQUENCE {
    ul-GapFR2-PreferenceConfig-r17          ENUMERATED {true}                                             OPTIONAL, -- Need R
    musim-GapAssistanceConfig-r17           SetupRelease {MUSIM-GapAssistanceConfig-r17}                  OPTIONAL, -- Need M
    musim-LeaveAssistanceConfig-r17         SetupRelease {MUSIM-LeaveAssistanceConfig-r17}                OPTIONAL, -- Need M
    successHO-Config-r17                    SetupRelease {SuccessHO-Config-r17}                           OPTIONAL, -- Need M
    maxBW-PreferenceConfigFR2-2-r17         ENUMERATED {true}                                             OPTIONAL, -- Cond maxBW
    maxMIMO-LayerPreferenceConfigFR2-2-r17  ENUMERATED {true}                                             OPTIONAL, -- Cond maxMIMO
    minSchedulingOffsetPreferenceConfigExt-r17  ENUMERATED {true}                                         OPTIONAL, -- Cond minOffset
    rlm-RelaxationReportingConfig-r17       SetupRelease {RLM-RelaxationReportingConfig-r17}              OPTIONAL, -- Need M
    bfd-RelaxationReportingConfig-r17       SetupRelease {BFD-RelaxationReportingConfig-r17}              OPTIONAL, -- Need M
    scg-DeactivationPreferenceConfig-r17    SetupRelease {SCG-DeactivationPreferenceConfig-r17}           OPTIONAL, -- Cond SCG
    rrm-MeasRelaxationReportingConfig-r17   SetupRelease {RRM-MeasRelaxationReportingConfig-r17}          OPTIONAL, -- Need M
    propDelayDiffReportConfig-r17           SetupRelease {PropDelayDiffReportConfig-r17}                  OPTIONAL  -- Need M
}

OtherConfig-v1800 ::=                   SEQUENCE {
    idc-AssistanceConfig-v1800              SetupRelease {IDC-AssistanceConfig-v1800}                     OPTIONAL, -- Need M
    multiRx-PreferenceReportingConfigFR2-r18 SetupRelease {MultiRx-PreferenceReportingConfigFR2-r18}      OPTIONAL, -- Need M
    aerial-FlightPathAvailabilityConfig-r18 ENUMERATED {true}                                             OPTIONAL, -- Need R
    ul-TrafficInfoReportingConfig-r18       SetupRelease {UL-TrafficInfoReportingConfig-r18}              OPTIONAL, -- Need M
    n3c-RelayUE-InfoReportConfig-r18        ENUMERATED {true}                                             OPTIONAL, -- Need R
    successPSCell-Config-r18                SetupRelease {SuccessPSCell-Config-r18}                       OPTIONAL, -- Need M
    sn-InitiatedPSCellChange-r18            ENUMERATED {true}                                             OPTIONAL, -- Need R
    musim-GapPriorityAssistanceConfig-r18   ENUMERATED {true}                                          OPTIONAL, -- Cond musimGapConfig
    musim-CapabilityRestrictionConfig-r18   SetupRelease {MUSIM-CapabilityRestrictionConfig-r18}          OPTIONAL  -- Need M
}

IDC-AssistanceConfig-v1800 ::=          SEQUENCE {
    idc-FDM-AssistanceConfig-r18            SetupRelease {IDC-FDM-AssistanceConfig-r18}                   OPTIONAL, -- Need M
    idc-TDM-AssistanceConfig-r18            ENUMERATED {setup}                                            OPTIONAL  -- Cond FDM
}

MultiRx-PreferenceReportingConfigFR2-r18 ::= SEQUENCE {
    multiRx-PreferenceReportingConfigFR2ProhibitTimer-r18  ENUMERATED {
                                                              s0, s0dot5, s1, s2, s3, s4, s5, s6, s7,
                                                              s8, s9, s10, s20, s30, spare2, spare1}
}

CandidateServingFreqListNR-r16 ::= SEQUENCE (SIZE (1..maxFreqIDC-r16)) OF ARFCN-ValueNR

MUSIM-GapAssistanceConfig-r17 ::= SEQUENCE {
    musim-GapProhibitTimer-r17        ENUMERATED {s0, s0dot1, s0dot2, s0dot3, s0dot4, s0dot5, s1, s2, s3, s4, s5, s6, s7, s8, s9, s10}
}

MUSIM-LeaveAssistanceConfig-r17 ::=     SEQUENCE {
    musim-LeaveWithoutResponseTimer-r17     ENUMERATED {ms10, ms20, ms40, ms60, ms80, ms100, spare2, spare1}
}

MUSIM-CapabilityRestrictionConfig-r18 ::=    SEQUENCE {
    musim-CandidateBandList-r18                  MUSIM-CandidateBandList-r18                            OPTIONAL, -- Need M
    musim-WaitTimer-r18                          ENUMERATED {ms10, ms20, ms40, ms60, ms80, ms100, spare2, spare1},
    musim-ProhibitTimer-r18                      ENUMERATED {ms0, ms10, ms20, ms40, ms60, ms80, spare2, spare1}
}

MUSIM-CandidateBandList-r18::= SEQUENCE (SIZE (1..maxCandidateBandIndex-r18)) OF FreqBandIndicatorNR

SuccessHO-Config-r17 ::=                SEQUENCE {
    thresholdPercentageT304-r17             ENUMERATED {p40, p60, p80, spare5, spare4, spare3, spare2, spare1}      OPTIONAL, --Need R
    thresholdPercentageT310-r17             ENUMERATED {p40, p60, p80, spare5, spare4, spare3, spare2, spare1}      OPTIONAL, --Need R
    thresholdPercentageT312-r17             ENUMERATED {p20, p40, p60, p80, spare4, spare3, spare2, spare1}         OPTIONAL, --Need R
    sourceDAPS-FailureReporting-r17         ENUMERATED {true}                                                       OPTIONAL, --Need R
    ...
}

SuccessPSCell-Config-r18 ::=            SEQUENCE {
    thresholdPercentageT304-SCG-r18         ENUMERATED {p40, p60, p80, spare5, spare4, spare3, spare2, spare1}      OPTIONAL, --Need R
    thresholdPercentageT310-SCG-r18         ENUMERATED {p40, p60, p80, spare5, spare4, spare3, spare2, spare1}      OPTIONAL, --Need R
    thresholdPercentageT312-SCG-r18         ENUMERATED {p20, p40, p60, p80, spare4, spare3, spare2, spare1}         OPTIONAL, --Need R
    ...
}


OverheatingAssistanceConfig ::= SEQUENCE {
    overheatingIndicationProhibitTimer    ENUMERATED {s0, s0dot5, s1, s2, s5, s10, s20, s30,
                                          s60, s90, s120, s300, s600, spare3, spare2, spare1}
}

IDC-AssistanceConfig-r16 ::=    SEQUENCE {
    candidateServingFreqListNR-r16  CandidateServingFreqListNR-r16                     OPTIONAL, -- Need R
    ...
}

DRX-PreferenceConfig-r16 ::=          SEQUENCE {
    drx-PreferenceProhibitTimer-r16       ENUMERATED {
                                              s0, s0dot5, s1, s2, s3, s4, s5, s6, s7,
                                              s8, s9, s10, s20, s30, spare2, spare1}
}

MaxBW-PreferenceConfig-r16 ::=        SEQUENCE {
    maxBW-PreferenceProhibitTimer-r16     ENUMERATED {
                                              s0, s0dot5, s1, s2, s3, s4, s5, s6, s7,
                                              s8, s9, s10, s20, s30, spare2, spare1}
}

MaxCC-PreferenceConfig-r16 ::=        SEQUENCE {
    maxCC-PreferenceProhibitTimer-r16     ENUMERATED {
                                              s0, s0dot5, s1, s2, s3, s4, s5, s6, s7,
                                              s8, s9, s10, s20, s30, spare2, spare1}
}

MaxMIMO-LayerPreferenceConfig-r16 ::= SEQUENCE {
    maxMIMO-LayerPreferenceProhibitTimer-r16 ENUMERATED {
                                                 s0, s0dot5, s1, s2, s3, s4, s5, s6, s7,
                                                 s8, s9, s10, s20, s30, spare2, spare1}
}

MinSchedulingOffsetPreferenceConfig-r16 ::=   SEQUENCE {
    minSchedulingOffsetPreferenceProhibitTimer-r16 ENUMERATED {
                                                       s0, s0dot5, s1, s2, s3, s4, s5, s6, s7,
                                                       s8, s9, s10, s20, s30, spare2, spare1}
}

ReleasePreferenceConfig-r16 ::=       SEQUENCE {
    releasePreferenceProhibitTimer-r16    ENUMERATED {
                                              s0, s0dot5, s1, s2, s3, s4, s5, s6, s7,
                                              s8, s9, s10, s20, s30, infinity, spare1},
    connectedReporting                    ENUMERATED {true}                                               OPTIONAL  -- Need R
}

RLM-RelaxationReportingConfig-r17 ::= SEQUENCE {
    rlm-RelaxtionReportingProhibitTimer   ENUMERATED {s0, s0dot5, s1, s2, s5, s10, s20, s30,
                                          s60, s90, s120, s300, s600, infinity, spare2, spare1}
}

BFD-RelaxationReportingConfig-r17 ::= SEQUENCE {
    bfd-RelaxtionReportingProhibitTimer   ENUMERATED {s0, s0dot5, s1, s2, s5, s10, s20, s30,
                                          s60, s90, s120, s300, s600, infinity, spare2, spare1}
}

SCG-DeactivationPreferenceConfig-r17 ::=       SEQUENCE {
    scg-DeactivationPreferenceProhibitTimer-r17    ENUMERATED {
                                                   s0, s1, s2, s4, s8, s10, s15, s30,
                                                   s60, s120, s180, s240, s300, s600, s900, s1800}
}

RRM-MeasRelaxationReportingConfig-r17 ::= SEQUENCE {
    s-SearchDeltaP-Stationary-r17             ENUMERATED {dB2, dB3, dB6, dB9, dB12, dB15, spare2, spare1},
    t-SearchDeltaP-Stationary-r17             ENUMERATED {s5, s10, s20, s30, s60, s120, s180, s240, s300, spare7, spare6, spare5,
                                                          spare4, spare3, spare2, spare1}
}

PropDelayDiffReportConfig-r17 ::= SEQUENCE {
    threshPropDelayDiff-r17           ENUMERATED {ms0dot5, ms1, ms2, ms3, ms4, ms5, ms6 ,ms7, ms8, ms9, ms10, spare5,
                                                          spare4, spare3, spare2, spare1}                OPTIONAL,   -- Need M
    neighCellInfoList-r17             SEQUENCE (SIZE (1..maxCellNTN-r17)) OF NeighbourCellInfo-r17         OPTIONAL    -- Need M
}

NeighbourCellInfo-r17  ::= SEQUENCE {
epochTime-r17                  EpochTime-r17,
ephemerisInfo-r17              EphemerisInfo-r17
}

IDC-FDM-AssistanceConfig-r18 ::=        SEQUENCE {
    candidateServingFreqRangeListNR-r18     CandidateServingFreqRangeListNR-r18                     OPTIONAL, -- Need R
    ...
}

CandidateServingFreqRangeListNR-r18 ::= SEQUENCE (SIZE (1..maxFreqIDC-r16)) OF CandidateServingFreqRangeNR-r18

CandidateServingFreqRangeNR-r18 ::=     SEQUENCE {
    candidateCenterFreq-r18                 ARFCN-ValueNR,
    candidateBandwidth-r18                  ENUMERATED {khz200, khz400, khz600, khz800, mhz1, mhz2, mhz3, mhz4, mhz5,
                                                mhz6, mhz8, mhz10, mhz20, mhz30, mhz40, mhz50, mhz60, mhz80, mhz100,
                                                mhz200, mhz300, mhz400}                             OPTIONAL -- Need R
}

UL-TrafficInfoReportingConfig-r18 ::=   SEQUENCE {
    pdu-SessionsToReportUL-TrafficInfoList-r18   SEQUENCE (SIZE (1.. maxNrofPDU-Sessions-r17)) OF PDU-SessionToReportUL-TrafficInfo-r18,
    ul-TrafficInfoProhibitTimer-r18              ENUMERATED {s0, s0dot5, s1, s2, s5, s10, s20, s30,
                                                     s60, s90, s120, s300, s600, spare3, spare2, spare1}
}


PDU-SessionToReportUL-TrafficInfo-r18 ::= SEQUENCE {
     pdu-SessionID                            PDU-SessionID,
     qfi-ToReportUL-TrafficInfoList-r18       SEQUENCE (SIZE (1..maxNrofQFIs)) OF QFI
}

-- TAG-OTHERCONFIG-STOP
-- ASN1STOP

	OtherConfig field descriptions

	aerial-FlightPathAvailabilityConfig
Configuration for the UE to indicate the availability of flight path information for Aerial UE operation.

	*/ omit irrelevant parts */

	propDelayDiffReportConfig
Configuration for the UE to report service link propagation delay difference between serving cell and neighbour cell(s).

	qfi-ToReportUL-TrafficInfoList
A list of QFIs of a PDU session for which the UE shall report UL traffic information.

	referenceTimePreferenceReporting
If present, the field indicates the UE is configured to provide reference time assistance information.

	releasePreferenceConfig
Configuration for the UE to report assistance information to inform the gNB about the UE's preference to leave RRC_CONNECTED state.

	rlm-RelaxationReportingConfig
Configuration for the UE to report the relaxation state of RLM measurements.

	releasePreferenceProhibitTimer
Prohibit timer for release preference assistance information reporting. Value in seconds. Value s0 means prohibit timer is set to 0 seconds, value s0dot5 means prohibit timer is set to 0.5 seconds, value s1 means prohibit timer is set to 1 second and so on. Value infinity means that once a UE has reported a release preference, the UE cannot report a release preference again during the RRC connection.

	s-SearchDeltaP-Stationary
Parameter "SSearchDeltaP-StationaryConnected" in 5.7.4.4. Value dB2 corresponds to 2 dB, dB3 corresponds to 3 dB and so on.

	scg-DeactivationPreferenceConfig
Configuration of the UE to indicate its preference for SCG deactivation.

	scg -StatePreferenceProhibitTimer
Prohibit timer for UE indication of its preference for SCG deactivation. Value in seconds. Value s0 means prohibit timer is set to 0 seconds, value s1 means prohibit timer is set to 1 second and so on.

	sensorNameList
Configuration for the UE to report measurements from specific sensors. NG-RAN configures the field if includeSensor-Meas is configured for one or more measurements.

	sl-AssistanceConfigNR
Indicate whether UE is configured to provide configured grant assistance information for NR sidelink communication.

	sn-InitiatedPSCellChange
This field indicates whether the PSCell change procedure included in the RRCReconfiguration message is SN initiated or not. This field is set in the otherConfig configured by the source PSCell of the PSCell change, or in the otherConfig configured by the PCell for the PSCell change.

	sourceDAPS-FailureReporting
This field indicates whether the UE shall generate the SHR upon successfully completing the DAPS handover to the target cell and if a radio link failure was experienced in the source PCell while executing the DAPS handover. This field is set in the otherConfig configured by the source cell of the DAPS handover.

	successHO-Config
Configuration for the UE to report the successful handover information to the network.

	successPSCell-Config
Configuration for the UE to report the successful PSCell change or addition information to the network. When this field is configured in CG-Config, the thresholdPercentageT304-SCG is absent.

	t-SearchDeltaP-Stationary
Parameter "TSearchDeltaP-StationaryConnected" in 5.7.4.4. Value in seconds. Value s5 means 5 seconds, value s10 means 10 seconds and so on.

	thresholdPercentageT304
This field indicates the threshold for the ratio in percentage between the elapsed T304 timer and the configured value of the T304 timer. Value p40 corresponds to 40%, value p60 corresponds to 60% and so on. This field is set in the otherConfig configured by the target cell of the handover.

	thresholdPercentageT310
This field indicates the threshold for the ratio in percentage between the elapsed T310 timer and the configured value of the T310 timer. Value p40 corresponds to 40%, value p60 corresponds to 60% and so on. This field is set in the otherConfig configured by the source cell of the handover.

	thresholdPercentageT312
This field indicates the threshold for the ratio in percentage between the elapsed T312 timer and the configured value(s) of the T312 timer. Value p20 corresponds to 20%, value p40 corresponds to 40% and so on. This field is set in the otherConfig configured by the source cell of the handover.

	thresholdPercentageT304-SCG
This field indicates the threshold for the ratio in percentage between the elapsed T304 timer associated to the target PSCell and the configured value of the T304 timer. Value p40 corresponds to 40%, value p60 corresponds to 60% and so on. This field is set in the otherConfig configured by the target PSCell of the PSCell change or addition.

	thresholdPercentageT310-SCG
This field indicates the threshold for the ratio in percentage between the elapsed T310 timer associated to the source PSCell and the configured value of the T310 timer. Value p40 corresponds to 40%, value p60 corresponds to 60% and so on. This field is set in the otherConfig configured by the source PSCell of the PSCell change, or in the otherConfig configured by the PCell for the PSCell change.

	thresholdPercentageT312-SCG
This field indicates the threshold for the ratio in percentage between the elapsed T312 timer associated to the measurement identity of the target PSCell and the configured value of the T312 timer. Value p20 corresponds to 20%, value p40 corresponds to 40% and so on. This field is set in the otherConfig configured by the source PSCell of the PSCell change, or in the otherConfig configured by the PCell for the PSCell change.

	threshPropDelayDiff
Threshold for one-way service link propagation delay difference report as specified in 5.7.4.2.

	ul-GapFR2-PreferenceConfig
Indicates whether UE is configured to request for FR2 UL gap activation/deactivation and preferred FR2 UL gap pattern.

	wlanNameList
Configuration for the UE to report measurements from specific WLAN APs. NG-RAN configures the field if includeWLAN-Meas is configured for one or more measurements.

	ul-TrafficInfoProhibitTimer
Prohibit timer for UL traffic information reporting. Value in seconds. Value s0 means prohibit timer is set to 0 seconds, value s0dot5 means prohibit timer is set to 0.5 seconds, value s1 means prohibit timer is set to 1 second and so on.

	ul-TrafficInfoReportingConfig
Configuration for the UE to report UL traffic information.


*/ omit irrelevant parts */
· TP for [C351] Correction on SPR configuration
Solution 1:
5.3.5.3	Reception of an RRCReconfiguration by the UE
The UE shall perform the following actions upon reception of the RRCReconfiguration, upon execution of the conditional reconfiguration (CHO, CPA, CPC, or subsequent CPAC), or upon execution of an LTM cell switch:
1>	if the RRCReconfiguration is applied due to a conditional reconfiguration execution upon cell selection performed while timer T311 was running, as defined in 5.3.7.3:
2>	remove all the entries in the condReconfigList within the MCG and the SCG VarConditionalReconfig except for the entries in which subsequentCondReconfig is present, if any;
*/ omit irrelevant parts */
1>	else if the RRCReconfiguration message was received via SRB1 within the nr-SCG within mrdc-SecondaryCellGroup (UE in NR-DC, mrdc-SecondaryCellGroup was received in RRCReconfiguration or RRCResume via SRB1):
2>	if the RRCReconfiguration is applied due to a conditional reconfiguration execution for CPC or subsequent CPAC which is configured via conditionalReconfiguration contained in nr-SCG within mrdc-SecondaryCellGroup; or
2>	if the RRCReconfiguration is applied due to an LTM cell switch execution:
3>	submit the RRCReconfigurationComplete message via the NR MCG embedded in NR RRC message ULInformationTransferMRDC as specified in clause 5.7.2a.3.
2>	if the scg-State is not included in the RRCReconfiguration or RRCResume message containing the RRCReconfiguration message:
3>	perform SCG activation as specified in 5.3.5.13a;
3>	if reconfigurationWithSync was included in spCellConfig in nr-SCG:
4>	if the RRCReconfiguration message is not applied due to an LTM cell switch execution for which lower layer indicate to skip the Random Access procedure:
5>	initiate the Random Access procedure on the PSCell, as specified in TS 38.321 [3];
4>	if the UE was configured with successPSCell-Config or successPSCell-ConfigSourceSN when connected to the source PSCell (for PSCell change) or to the PCell (for PSCell addition or change):
5>	perform the actions for the successful PSCell change or addition report determination as specified in clause 5.7.10.7, upon successfully completing the Random Access procedure triggered for the reconfigurationWithSync in spCellConfig of the SCG;
3>	else if the SCG was deactivated before the reception of the NR RRC message containing the RRCReconfiguration message:
4>	if bfd-and-RLM was not configured to true before the reception of the RRCReconfiguration or RRCResume message containing the RRCReconfiguration message; or
4>	if lower layers indicate that a Random Access procedure is needed for SCG activation:
5>	initiate the Random Access procedure on the PSCell, as specified in TS 38.321 [3];
4>	else the procedure ends;
3>	else the procedure ends;
2>	else
3>	perform SCG deactivation as specified in 5.3.5.13b;
3>	the procedure ends;
NOTE 2a:	The order in which the UE sends the RRCReconfigurationComplete message and performs the Random Access procedure towards the SCG is left to UE implementation.
1>	else if the RRCReconfiguration message was received via SRB3 (UE in NR-DC):
2>	if the RRCReconfiguration message was received within DLInformationTransferMRDC:
3>	if the RRCReconfiguration message was received within the nr-SCG within mrdc-SecondaryCellGroup (NR SCG RRC Reconfiguration):
4>	if the scg-State is not included in the RRCReconfiguration message containing the RRCReconfiguration message:
5>	if reconfigurationWithSync was included in spCellConfig in nr-SCG:
6>	initiate the Random Access procedure on the PSCell, as specified in TS 38.321 [3];
6>	if the UE was configured with successPSCell-Config or successPSCell-ConfigSourceSN when connected to the source PSCell (for PSCell change) or to the PCell (for PSCell addition or change):
7>	perform the actions for the successful PSCell change report determination as specified in clause 5.7.10.7, upon successfully completing the Random Access procedure triggered for the reconfigurationWithSync in spCellConfig of the SCG;
5>	else:
6>	the procedure ends;
4>	else:
5>	perform SCG deactivation as specified in 5.3.5.13b;
5>	the procedure ends;
3>	else:
4>	if the RRCReconfiguration does not include the mrdc-SecondaryCellGroupConfig:
5>	if the RRCReconfiguration includes the scg-State:
6>	perform SCG deactivation as specified in 5.3.5.13b;
4>	submit the RRCReconfigurationComplete message via SRB1 to lower layers for transmission using the new configuration;
2>	else:
3>	if the RRCReconfiguration includes the reconfigurationWithSync in spCellConfig for the SCG; and
3>	if the UE was configured with successPSCell-Config when connected to the source PSCell (for PSCell change) or to the PCell (for PSCell addition or change):
4>	perform the actions for the successful PSCell change report determination as specified in clause 5.7.10.7, upon successfully completing the Random Access procedure triggered for the reconfigurationWithSync in spCellConfig of the SCG;
3>	if the UE has successful PSCell change or addition information available in VarSuccessPSCell-Report and if the RPLMN is included in plmn-IdentityList stored in VarSuccessPSCell-Report; or
3>	if the UE has successful PSCell change or addition information available in VarSuccessPSCell-Report and if the current registered SNPN identity is included in snpn-IdentityList stored in the VarSuccessPSCell-Report:
4>	include successPSCell-InfoAvailable in the RRCReconfigurationComplete message;
3>	submit the RRCReconfigurationComplete message via SRB3 to lower layers for transmission using the new configuration;
*/ omit irrelevant parts */
[bookmark: _Toc60776785][bookmark: _Toc162894105]5.3.5.9	Other configuration
The UE shall:
*/ omit irrelevant parts */
1>	if the received otherConfig includes the successHO-Config:
2>	consider itself to be configured to provide the successful handover information in accordance with 5.7.10.6;
1>	else:
2>	consider itself not to be configured to provide the successful handover information.
1>	if the received otherConfig includes the successPSCell-Config or successPSCell-ConfigSourceSN:
2>	if thresholdPercentageT304-SCG is included:
3>	consider itself to be configured by the target PSCell to provide the successful PSCell change or addition information in accordance with 5.7.10.7;
2>	if sn-InitiatedPSCellChange is included in the received otherConfig:
3>	consider itself to be configured by the source PSCell to provide the successful PSCell change or addition information in accordance with 5.7.10.7;
2>	else if sn-InitiatedPSCellChange is not included in the received otherConfig:
3>	consider itself to be configured by the PCell to provide the successful PSCell change or addition information in accordance with 5.7.10.7;
*/ omit irrelevant parts */
[bookmark: _Toc162894107]5.3.5.10	MR-DC release
The UE shall:
1>	as a result of MR-DC release triggered by E-UTRA or NR:
2>	release SRB3, if established, as specified in 5.3.5.6.2;
2>	release SRB5, if established, as specified in 5.3.5.6.2;
2>	release measConfig associated with SCG;
2>	if the UE is configured with NR SCG:
3>	release the SCG configuration as specified in clause 5.3.5.4;
3>	release otherConfig associated with the SCG, if configured;
3>	release successPSCell-Config configured by the PCell in the otherConfig, if configured;
3> release successPSCell-ConfigSourceSN configured by the source PSCell in the otherConfig associated with the MCG, if configured;
3>	stop timers T346a, T346b, T346c, T346d, T346e, T346j and T346k associated with the SCG, if running;
3>	release bap-Config associated with the SCG, if configured;
3>	release the BAP entity as specified in TS 38.340 [47], if there is no configured bap-Config;
3>	release iab-IP-AddressConfigurationList associated with the SCG, if configured;
2>	else if the UE is configured with E-UTRA SCG:
3>	release the SCG configuration as specified in TS 36.331 [10], clause 5.3.10.19 to release the E-UTRA SCG;
[bookmark: _Toc60776806][bookmark: _Toc162894165]5.3.7.2	Initiation
The UE initiates the procedure when one of the following conditions is met:
*/ omit irrelevant parts */
1>	release successHO-Config, if configured;
1>	release successPSCell-Config configured by the PCell, if configured;
1>	release successPSCell-Config configured by the PSCell, if configured;
1> release successPSCell-ConfigSourceSN configured by the PSCell, if configured;
1>	if any DAPS bearer is configured:
2>	reset the source MAC and release the source MAC configuration;
2>	for each DAPS bearer:
3>	release the RLC entity or entities as specified in TS 38.322 [4], clause 5.1.3, and the associated logical channel for the source SpCell;
3>	reconfigure the PDCP entity to release DAPS as specified in TS 38.323 [5];
2>	for each SRB:
3>	release the PDCP entity for the source SpCell;
3>	release the RLC entity as specified in TS 38.322 [4], clause 5.1.3, and the associated logical channel for the source SpCell;
2>	release the physical channel configuration for the source SpCell;
2>	discard the keys used in the source SpCell (the KgNB key, the KRRCenc key, the KRRCint key, the KUPint key and the KUPenc key), if any;
1>	release sl-L2RelayUE-Config, if configured;
1>	release sl-L2RemoteUE-Config, if configured;
1>	release the SRAP entity, if configured;
1>	release ncr-FwdConfig, if configured;
1>	if the UE is NCR-MT:
2>	indicate to NCR-Fwd to cease forwarding;
1>	if SL indirect path is configured:
2>	release cell identity and relay UE ID configured in sl-IndirectPathAddChange;
2>	indicate upper layers to trigger PC5 unicast link release of the SL indirect path;
1>	if N3C indirect path is configured:
2>	release n3c-IndirectPathAddChange;
2> consider the non-3GPP connection is not used;
1>	if the UE is acting as a N3C relay UE:
2>	release n3c-IndirectPathConfigRelay;
2> consider the non-3GPP connection is not used;
1>	if the UE is acting as L2 U2N Remote UE and MP via L2 U2N Relay UE is not configured:
2>	if the PC5-RRC connection with the U2N Relay UE is determined to be released:
3>	indicate upper layers to trigger PC5 unicast link release;
3>	perform either cell selection in accordance with the cell selection process as specified in TS 38.304 [20], or relay selection as specified in clause 5.8.15.3, or both;
2>	else (i.e., maintain the PC5 RRC connection):
3>	consider the connected L2 U2N Relay UE as suitable and perform actions as specified in clause 5.3.7.3a;
NOTE 1:	It is up to Remote UE implementation whether to release or keep the current PC5 unicast link.
1> else:
2>	if the UE is capable of L2 U2N Remote UE:
3>	perform either cell selection as specified in TS 38.304 [20], or relay selection as specified in clause 5.8.15.3, or both;
2>	else:
3>	perform cell selection in accordance with the cell selection process as specified in TS 38.304 [20].
NOTE 2:	For L2 U2N Remote UE, if both a suitable cell and a suitable relay are available, the UE can select either one based on its implementation.
[bookmark: _Toc162894197]5.3.13.2	Initiation
The UE initiates the procedure when upper layers or AS (when responding to RAN paging, upon triggering RNA updates while the UE is in RRC_INACTIVE, upon requesting multicast reception as specified in clause 5.3.13.1d, for NR sidelink communication/discovery/V2X sidelink communication as specified in clause 5.3.13.1a, for NR sidelink positioning as specified in clause 5.3.13.1c, for requesting configuration for SRS for positioning, for activation of preconfigured Positioning SRS in RRC_INACTIVE, upon receiving RRCRelease message including resumeIndication) requests the resume of a suspended RRC connection or requests the resume for initiating SDT as specified in clause 5.3.13.1b.
The UE shall ensure having valid and up to date essential system information as specified in clause 5.2.2.2 before initiating this procedure.
Upon initiation of the procedure, the UE shall:
*/ omit irrelevant parts */
1>	release successHO-Config from the UE Inactive AS context, if stored;
1>	release successPSCell-Config configured by the PCell from the UE Inactive AS context, if stored;
1>	release successPSCell-Config configured by the PSCell from the UE Inactive AS context, if stored;
1> release successPSCell-ConfigSourceSN configured by the PSCell from the UE Inactive AS context, if stored;
1>	initiate transmission of the RRCResumeRequest message or RRCResumeRequest1 in accordance with 5.3.13.3.
[bookmark: _Toc60776954][bookmark: _Toc162894340]5.7.3.5	Actions related to transmission of SCGFailureInformation message
The UE shall set the contents of the SCGFailureInformation message as follows:
*/ omit irrelevant parts */
1>	if available, set the locationInfo as in 5.3.3.7 according to the otherConfig associated with the NR MCG.
1>	if the UE supports SCG failure for mobility robustness optimization:
2>	if the failureType is set to synchReconfigFailureSCG; or
2>	if the failureType is set to randomAccessProblem and the SCG failure was declared while T304 was running:
3>	set perRAInfoList to indicate the performed random access procedure related information as specified in 5.7.10.5.
3>	set the failedPSCellId to the physical cell identity and carrier frequency of the target PSCell of the failed PSCell change;
3>	set the previousPSCellId to the physical cell identity and carrier frequency of the source PSCell associated to the last received RRCReconfiguration message including reconfigurationWithSync for the SCG, if available;
3>	set the timeSCGFailure to the elapsed time since the last execution of RRCReconfiguration message including the reconfigurationWithSync for the SCG until declaring the SCG failure;
2>	else:
3>	set the failedPSCellId to the physical cell identity and carrier frequency of the PSCell in which the SCG failure was declared;
3>	if the last RRCReconfiguration message including the reconfigurationWithSync for the SCG was received to enter the PSCell in which the SCG failure was declared:
4>	set the timeSCGFailure to the elapsed time since the last execution of RRCReconfiguration message including the reconfigurationWithSync for the SCG until declaring the SCG failure;
4>	set the previousPSCellId to the physical cell identity and carrier frequency of the source PSCell associated to the last received RRCReconfiguration message including reconfigurationWithSync for the SCG;
1>	release successPSCell-Config configured by the source PSCell, if available.
1> release successPSCell-ConfigSourceSN configured by the source PSCell, if available.
The UE shall submit the SCGFailureInformation message to lower layers for transmission.
5.7.10.7	Actions for the successful PSCell change or addition report determination
The UE shall for the PSCell:
1>	if the ratio between the value of the elapsed time of the timer T304 and the configured value of the timer T304, included in the last applied RRCReconfiguration message for the SCG including the reconfigurationWithSync, is greater than thresholdPercentageT304-SCG if included in the successPSCell-Config received before executing the last reconfiguration with sync for the SCG; or
1>	if sn-InitiatedPSCellChange is configured in the RRCReconfiguration including the last applied RRCReconfiguration with reconfigurationWithSync for the SCG and if the ratio between the value of the elapsed time of the timer T310 and the configured value of the timer T310, configured while the UE was connected to the source PSCell before executing the last reconfiguration with sync for the SCG, is greater than thresholdPercentageT310-SCG included in the successPSCell-Config or successPSCell-ConfigSourceSN if configured by the source PSCell before executing the last reconfiguration with sync for the SCG; or
1>	if sn-InitiatedPSCellChange is configured in the RRCReconfiguration including the last applied RRCReconfiguration with reconfigurationWithSync for the SCG and if the T312 associated to the measurement identity of the target PSCell was running at the time of initiating the execution of the reconfiguration with sync procedure for the SCG and if the ratio between the value of the elapsed time of the timer T312 and the configured value of the timer T312, configured while the UE was connected to the source PSCell before executing the last reconfiguration with sync, is greater than thresholdPercentageT312-SCG included in the successPSCell-Config or successPSCell-ConfigSourceSN if configured by the source PSCell before executing the last reconfiguration with sync for the SCG:
1>	if sn-InitiatedPSCellChange is not configured in the RRCReconfiguration including the last applied RRCReconfiguration with reconfigurationWithSync for the SCG and if the ratio between the value of the elapsed time of the timer T310 and the configured value of the timer T310, configured while the UE was connected to the source PSCell before executing the last reconfiguration with sync for the SCG, is greater than thresholdPercentageT310-SCG included in the successPSCell-Config if configured by the PCell before executing the last reconfiguration with sync for the SCG; or
1>	if sn-InitiatedPSCellChange is not configured in the RRCReconfiguration including the last applied RRCReconfiguration with reconfigurationWithSync for the SCG and if the T312 associated to the measurement identity of the target PSCell was running at the time of initiating the execution of the reconfiguration with sync procedure for the SCG and if the ratio between the value of the elapsed time of the timer T312 and the configured value of the timer T312, configured while the UE was connected to the source PSCell before executing the last reconfiguration with sync, is greater than thresholdPercentageT312-SCG included in the successPSCell-Config if configured by the PCell before executing the last reconfiguration with sync for the SCG:
2>	clear the information included in VarSuccessPSCell-Report, if any;
2>	store the successful PSCell change or addition information in VarSuccessPSCell-Report and determine the content in VarSuccessPSCell-Report as follows:
3>	if the UE is not in SNPN access mode, set the plmn-IdentityList to include the list of EPLMNs (including the RPLMN) stored by the UE;
3>	else if the UE is in SNPN access mode, set the snpn-IdentityList to include the list of equivalent SNPN identities (including the registered SNPN identity) stored by the UE, if available;
3>	set the pCellId to the global cell identity and tracking area code, if available, of the PCell;
3>	for the source PSCell (in case of PSCell change procedure) in which the last RRCReconfiguration message for the SCG including reconfigurationWithSync was applied:
4>	set the sourcePSCellId in sourcePSCellInfo to the global cell identity and tracking area code, and otherwise to the physical cell identity and carrier frequency of the source PSCell;
4>	set the sourcePSCellMeas in sourcePSCellInfo to include the cell level RSRP, RSRQ and the available SINR, of the source PSCell based on the available SSB and CSI-RS measurements collected up to the moment the UE successfully completed the random access procedure for the SCG;
4>	set the rsIndexResults in sourcePSCellMeas to include all the available SSB and CSI-RS measurement quantities of the source PSCell collected up to the moment the UE successfully completed the random access procedure for the SCG;
3>	for the target PSCell indicated in the last applied RRCReconfiguration message for the SCG including reconfigurationWithSync:
4>	set the targetPSCellID in targetPSCellInfo to the global cell identity and tracking area code, if available, and otherwise to the physical cell identity and carrier frequency of the target PSCell;
4>	set the targetPSCellMeas in targetPSCellInfo to include the cell level RSRP, RSRQ and the available SINR, of the target PSCell based on the available SSB and CSI-RS measurements collected up to the moment the UE successfully completed the random access procedure for the SCG;
4>	set the rsIndexResults in targetPSCellMeas to include all the available SSB and CSI-RS measurement quantities of the target PSCell collected up to the moment the UE successfully completed the random access procedure for the SCG;
4>	if the last applied RRCReconfiguration message for the SCG including reconfigurationWithSync was included in the stored condRRCReconfig:
5>	set the timeSinceCPAC-Reconfig to the time elapsed between the initiation of the execution of conditional reconfiguration for the target PSCell and the reception of the last conditionalReconfiguration for the SCG including the condRRCReconfig of the target PSCell;
3>	if the ratio between the value of the elapsed time of the timer T304 and the configured value of the T304 timer, included in the last applied RRCReconfiguration message for the SCG including the reconfigurationWithSync, is greater than thresholdPercentageT304-SCG if included in the successPSCell-Config received before executing the last reconfiguration with sync for the SCG:
4>	set t304-cause in spr-Cause to true;
4>	set the ra-InformationCommon to include the random-access related information associated to the random access procedure in the target PSCell, as specified in clause 5.7.10.5;
3>	if the ratio between the value of the elapsed time of the timer T310 and the configured value of the timer T310, configured while the UE was connected to the source PSCell before executing the last reconfiguration with sync for the SCG, is greater than thresholdPercentageT310-SCG included in the successPSCell-Config or successPSCell-ConfigSourceSN if configured before executing the last reconfiguration with sync:
4>	set t310-cause in spr-Cause to true;
3>	if the T312 associated to the measurement identity of the target PSCell was running at the time of initiating the execution of the reconfiguration with sync procedure for the SCG and if the ratio between the value of the elapsed time of the timer T312 and the configured value of the timer T312, configured while the UE was connected to the source PSCell before executing the last reconfiguration with sync, is greater than thresholdPercentageT312-SCG included in the successPSCell-Config or successPSCell-ConfigSourceSN if configured before executing the last reconfiguration with sync:
4>	set t312-cause in spr-Cause to true;
3>	if sn-InitiatedPSCellChange is configured in the RRCReconfiguration including the last applied RRCReconfiguration with reconfigurationWithSync for the SCG:
4>	consider all measObjectNR configured by the the source PSCell;
3>	else:
4>	consider all measObjectNR configured by the the PCell;
3>	for each of the considered measObjectNR:
4>	if measurements are available for the measObjectNR:
5>	if the SS/PBCH block-based measurement quantities are available:
6>	include in the measResultListNR in measResultNeighCells all the available measurement quantities of the best measured cells, other than the source PSCell (in case of PSCell change procedure) or target PSCell, ordered such that the cell with highest SS/PBCH block RSRP is listed first if SS/PBCH block RSRP measurement results are available, otherwise the cell with highest SS/PBCH block RSRQ is listed first if SS/PBCH block RSRQ measurement results are available, otherwise the cell with highest SS/PBCH block SINR is listed first, based on the available SS/PBCH block based measurements collected up to the moment the UE successfully completed the random access procedure;
6>	for each neighbour cell included, include the optional fields that are available (including the CSI-RS based measurement quantities, if available);
5>	if the CSI-RS measurement quantities are available for the cells not yet included in measResultListNR in measResultNeighCells:
6>	include in the measResultListNR in measResultNeighCells all the available measurement quantities of the best measured cells, other than the source PSCell (in case of PSCell change procedure) and target PSCell, ordered such that the cell with highest CSI-RS RSRP is listed first if CSI-RS RSRP measurement results are available, otherwise the cell with highest CSI-RS RSRQ is listed first if CSI-RS RSRQ measurement results are available, otherwise the cell with highest CSI-RS SINR is listed first, based on the available CSI-RS based measurements collected up to the moment the UE successfully completed the random access procedure;
6>	for each neighbour cell included, include the optional fields that are available;
3>	for each of the neighbour cells included in measResultNeighCells:
4>	if the cell was a candidate target cell included in the condRRCReconfig within the conditionalReconfiguration, configured by the source PCell or by the source PSCell (in case of PSCell change) when the last RRCReconfiguration message for the SCG including reconfigurationWithSync was applied:
5>	set the choCandidate to true in measResultNR;
3>	if sn-InitiatedPSCellChange is configured in the RRCReconfiguration including the last applied RRCReconfiguration with reconfigurationWithSync for the SCG:
4>	if available, set the locationInfo as in 5.3.3.7 7 according to the otherConfig associated with the source PSCell;
4>	include sn-InitiatedPSCellChange;
3>	else:
4>	if available, set the locationInfo as in 5.3.3.7 7 according to the otherConfig associated with the PCell;
1>	release successPSCell-Config configured by the source PSCell if available and thresholdPercentageT304 if configured by the target PSCell.
1> release successPSCell-ConfigSourceSN configured by the source PSCell if available.
The UE may discard the successful PSCell change or addition information, i.e., release the UE variable VarSuccessPSCell-Report, 48 hours after the last successful PSCell change or addition information is added to the VarSuccessPSCell-Report or upon deregistration from the network as specified in TS 23.502 [43].
6.3.4	Other information elements
–	OtherConfig
The IE OtherConfig contains configuration related to miscellaneous other configurations.
OtherConfig information element
-- ASN1START
-- TAG-OTHERCONFIG-START

OtherConfig ::=                 SEQUENCE {
    delayBudgetReportingConfig  CHOICE{
        release                 NULL,
        setup                   SEQUENCE{
            delayBudgetReportingProhibitTimer   ENUMERATED {s0, s0dot4, s0dot8, s1dot6, s3, s6, s12, s30}
        }
    }                                                                                                     OPTIONAL        -- Need M
}

OtherConfig-v1540 ::=           SEQUENCE {
    overheatingAssistanceConfig     SetupRelease {OverheatingAssistanceConfig}                            OPTIONAL, -- Need M
    ...
}

OtherConfig-v1610 ::=                   SEQUENCE {
    idc-AssistanceConfig-r16                SetupRelease {IDC-AssistanceConfig-r16}                       OPTIONAL, -- Need M
    drx-PreferenceConfig-r16                SetupRelease {DRX-PreferenceConfig-r16}                       OPTIONAL, -- Need M
    maxBW-PreferenceConfig-r16              SetupRelease {MaxBW-PreferenceConfig-r16}                     OPTIONAL, -- Need M
    maxCC-PreferenceConfig-r16              SetupRelease {MaxCC-PreferenceConfig-r16}                     OPTIONAL, -- Need M
    maxMIMO-LayerPreferenceConfig-r16       SetupRelease {MaxMIMO-LayerPreferenceConfig-r16}              OPTIONAL, -- Need M
    minSchedulingOffsetPreferenceConfig-r16 SetupRelease {MinSchedulingOffsetPreferenceConfig-r16}        OPTIONAL, -- Need M
    releasePreferenceConfig-r16             SetupRelease {ReleasePreferenceConfig-r16}                    OPTIONAL, -- Need M
    referenceTimePreferenceReporting-r16    ENUMERATED {true}                                             OPTIONAL, -- Need R
    btNameList-r16                          SetupRelease {BT-NameList-r16}                                OPTIONAL, -- Need M
    wlanNameList-r16                        SetupRelease {WLAN-NameList-r16}                              OPTIONAL, -- Need M
    sensorNameList-r16                      SetupRelease {Sensor-NameList-r16}                            OPTIONAL, -- Need M
    obtainCommonLocation-r16                ENUMERATED {true}                                             OPTIONAL, -- Need R
    sl-AssistanceConfigNR-r16               ENUMERATED{true}                                              OPTIONAL  -- Need R
}

OtherConfig-v1700 ::=                   SEQUENCE {
    ul-GapFR2-PreferenceConfig-r17          ENUMERATED {true}                                             OPTIONAL, -- Need R
    musim-GapAssistanceConfig-r17           SetupRelease {MUSIM-GapAssistanceConfig-r17}                  OPTIONAL, -- Need M
    musim-LeaveAssistanceConfig-r17         SetupRelease {MUSIM-LeaveAssistanceConfig-r17}                OPTIONAL, -- Need M
    successHO-Config-r17                    SetupRelease {SuccessHO-Config-r17}                           OPTIONAL, -- Need M
    maxBW-PreferenceConfigFR2-2-r17         ENUMERATED {true}                                             OPTIONAL, -- Cond maxBW
    maxMIMO-LayerPreferenceConfigFR2-2-r17  ENUMERATED {true}                                             OPTIONAL, -- Cond maxMIMO
    minSchedulingOffsetPreferenceConfigExt-r17  ENUMERATED {true}                                         OPTIONAL, -- Cond minOffset
    rlm-RelaxationReportingConfig-r17       SetupRelease {RLM-RelaxationReportingConfig-r17}              OPTIONAL, -- Need M
    bfd-RelaxationReportingConfig-r17       SetupRelease {BFD-RelaxationReportingConfig-r17}              OPTIONAL, -- Need M
    scg-DeactivationPreferenceConfig-r17    SetupRelease {SCG-DeactivationPreferenceConfig-r17}           OPTIONAL, -- Cond SCG
    rrm-MeasRelaxationReportingConfig-r17   SetupRelease {RRM-MeasRelaxationReportingConfig-r17}          OPTIONAL, -- Need M
    propDelayDiffReportConfig-r17           SetupRelease {PropDelayDiffReportConfig-r17}                  OPTIONAL  -- Need M
}

OtherConfig-v1800 ::=                   SEQUENCE {
    idc-AssistanceConfig-v1800              SetupRelease {IDC-AssistanceConfig-v1800}                     OPTIONAL, -- Need M
    multiRx-PreferenceReportingConfigFR2-r18 SetupRelease {MultiRx-PreferenceReportingConfigFR2-r18}      OPTIONAL, -- Need M
    aerial-FlightPathAvailabilityConfig-r18 ENUMERATED {true}                                             OPTIONAL, -- Need R
    ul-TrafficInfoReportingConfig-r18       SetupRelease {UL-TrafficInfoReportingConfig-r18}              OPTIONAL, -- Need M
    n3c-RelayUE-InfoReportConfig-r18        ENUMERATED {true}                                             OPTIONAL, -- Need R
successPSCell-Config-r18                SetupRelease {SuccessPSCell-Config-r18}                       OPTIONAL, -- Need M
successPSCell-ConfigSourceSN-r18        SetupRelease {SuccessPSCell-ConfigSourceSN-r18}               OPTIONAL, -- Cond sourceSN
    sn-InitiatedPSCellChange-r18            ENUMERATED {true}                                             OPTIONAL, -- Need R
    musim-GapPriorityAssistanceConfig-r18   ENUMERATED {true}                                          OPTIONAL, -- Cond musimGapConfig
    musim-CapabilityRestrictionConfig-r18   SetupRelease {MUSIM-CapabilityRestrictionConfig-r18}          OPTIONAL  -- Need M
}

IDC-AssistanceConfig-v1800 ::=          SEQUENCE {
    idc-FDM-AssistanceConfig-r18            SetupRelease {IDC-FDM-AssistanceConfig-r18}                   OPTIONAL, -- Need M
    idc-TDM-AssistanceConfig-r18            ENUMERATED {setup}                                            OPTIONAL  -- Cond FDM
}

MultiRx-PreferenceReportingConfigFR2-r18 ::= SEQUENCE {
    multiRx-PreferenceReportingConfigFR2ProhibitTimer-r18  ENUMERATED {
                                                              s0, s0dot5, s1, s2, s3, s4, s5, s6, s7,
                                                              s8, s9, s10, s20, s30, spare2, spare1}
}

CandidateServingFreqListNR-r16 ::= SEQUENCE (SIZE (1..maxFreqIDC-r16)) OF ARFCN-ValueNR

MUSIM-GapAssistanceConfig-r17 ::= SEQUENCE {
    musim-GapProhibitTimer-r17        ENUMERATED {s0, s0dot1, s0dot2, s0dot3, s0dot4, s0dot5, s1, s2, s3, s4, s5, s6, s7, s8, s9, s10}
}

MUSIM-LeaveAssistanceConfig-r17 ::=     SEQUENCE {
    musim-LeaveWithoutResponseTimer-r17     ENUMERATED {ms10, ms20, ms40, ms60, ms80, ms100, spare2, spare1}
}

MUSIM-CapabilityRestrictionConfig-r18 ::=    SEQUENCE {
    musim-CandidateBandList-r18                  MUSIM-CandidateBandList-r18                            OPTIONAL, -- Need M
    musim-WaitTimer-r18                          ENUMERATED {ms10, ms20, ms40, ms60, ms80, ms100, spare2, spare1},
    musim-ProhibitTimer-r18                      ENUMERATED {ms0, ms10, ms20, ms40, ms60, ms80, spare2, spare1}
}

MUSIM-CandidateBandList-r18::= SEQUENCE (SIZE (1..maxCandidateBandIndex-r18)) OF FreqBandIndicatorNR

SuccessHO-Config-r17 ::=                SEQUENCE {
    thresholdPercentageT304-r17             ENUMERATED {p40, p60, p80, spare5, spare4, spare3, spare2, spare1}      OPTIONAL, --Need R
    thresholdPercentageT310-r17             ENUMERATED {p40, p60, p80, spare5, spare4, spare3, spare2, spare1}      OPTIONAL, --Need R
    thresholdPercentageT312-r17             ENUMERATED {p20, p40, p60, p80, spare4, spare3, spare2, spare1}         OPTIONAL, --Need R
    sourceDAPS-FailureReporting-r17         ENUMERATED {true}                                                       OPTIONAL, --Need R
    ...
}

SuccessPSCell-Config-r18 ::=            SEQUENCE {
    thresholdPercentageT304-SCG-r18         ENUMERATED {p40, p60, p80, spare5, spare4, spare3, spare2, spare1}      OPTIONAL, --Need R
    thresholdPercentageT310-SCG-r18         ENUMERATED {p40, p60, p80, spare5, spare4, spare3, spare2, spare1}      OPTIONAL, --Need R
    thresholdPercentageT312-SCG-r18         ENUMERATED {p20, p40, p60, p80, spare4, spare3, spare2, spare1}         OPTIONAL, --Need R
    ...
}
SuccessPSCell-ConfigSourceSN-r18 ::=            SEQUENCE {
    thresholdPercentageT310-SCG-r18         ENUMERATED {p40, p60, p80, spare5, spare4, spare3, spare2, spare1}      OPTIONAL, --Need R
    thresholdPercentageT312-SCG-r18         ENUMERATED {p20, p40, p60, p80, spare4, spare3, spare2, spare1}         OPTIONAL, --Need R
    ...
}

*/ omit irrelevant parts */
-- TAG-OTHERCONFIG-STOP
-- ASN1STOP

	OtherConfig field descriptions

	*/ omit irrelevant parts */

	sensorNameList
Configuration for the UE to report measurements from specific sensors. NG-RAN configures the field if includeSensor-Meas is configured for one or more measurements.

	sl-AssistanceConfigNR
Indicate whether UE is configured to provide configured grant assistance information for NR sidelink communication.

	sn-InitiatedPSCellChange
This field indicates whether the PSCell change procedure included in the RRCReconfiguration message is SN initiated or not.

	sourceDAPS-FailureReporting
This field indicates whether the UE shall generate the SHR upon successfully completing the DAPS handover to the target cell and if a radio link failure was experienced in the source PCell while executing the DAPS handover. This field is set in the otherConfig configured by the source cell of the DAPS handover.

	successHO-Config
Configuration for the UE to report the successful handover information to the network.

	successPSCell-Config
Configuration for the UE to report the successful PSCell change or addition information to the network. When this field is configured in CG-Config, the thresholdPercentageT304-SCG is absent.

	SuccessPSCell-ConfigSourceSN
Configuration for the UE to report the successful PSCell change or addition information to the network. This field is configured by source SN and is set in the otherConfig associated with MCG.

	t-SearchDeltaP-Stationary
Parameter "TSearchDeltaP-StationaryConnected" in 5.7.4.4. Value in seconds. Value s5 means 5 seconds, value s10 means 10 seconds and so on.

	thresholdPercentageT304
This field indicates the threshold for the ratio in percentage between the elapsed T304 timer and the configured value of the T304 timer. Value p40 corresponds to 40%, value p60 corresponds to 60% and so on. This field is set in the otherConfig configured by the target cell of the handover.

	thresholdPercentageT310
This field indicates the threshold for the ratio in percentage between the elapsed T310 timer and the configured value of the T310 timer. Value p40 corresponds to 40%, value p60 corresponds to 60% and so on. This field is set in the otherConfig configured by the source cell of the handover.

	thresholdPercentageT312
This field indicates the threshold for the ratio in percentage between the elapsed T312 timer and the configured value(s) of the T312 timer. Value p20 corresponds to 20%, value p40 corresponds to 40% and so on. This field is set in the otherConfig configured by the source cell of the handover.

	thresholdPercentageT304-SCG
This field indicates the threshold for the ratio in percentage between the elapsed T304 timer associated to the target PSCell and the configured value of the T304 timer. Value p40 corresponds to 40%, value p60 corresponds to 60% and so on. This field is set in the otherConfig configured by the target PSCell of the PSCell change or addition.

	thresholdPercentageT310-SCG
This field indicates the threshold for the ratio in percentage between the elapsed T310 timer associated to the source PSCell and the configured value of the T310 timer. Value p40 corresponds to 40%, value p60 corresponds to 60% and so on. This field is set in the otherConfig configured by the source PSCell of the PSCell change, or in the otherConfig configured by the PCell for the PSCell change.

	thresholdPercentageT312-SCG
This field indicates the threshold for the ratio in percentage between the elapsed T312 timer associated to the measurement identity of the target PSCell and the configured value of the T312 timer. Value p20 corresponds to 20%, value p40 corresponds to 40% and so on. This field is set in the otherConfig configured by the source PSCell of the PSCell change, or in the otherConfig configured by the PCell for the PSCell change.

	threshPropDelayDiff
Threshold for one-way service link propagation delay difference report as specified in 5.7.4.2.

	ul-GapFR2-PreferenceConfig
Indicates whether UE is configured to request for FR2 UL gap activation/deactivation and preferred FR2 UL gap pattern.

	wlanNameList
Configuration for the UE to report measurements from specific WLAN APs. NG-RAN configures the field if includeWLAN-Meas is configured for one or more measurements.

	ul-TrafficInfoProhibitTimer
Prohibit timer for UL traffic information reporting. Value in seconds. Value s0 means prohibit timer is set to 0 seconds, value s0dot5 means prohibit timer is set to 0.5 seconds, value s1 means prohibit timer is set to 1 second and so on.

	ul-TrafficInfoReportingConfig
Configuration for the UE to report UL traffic information.



	NeighbourCellInfo field descriptions

	epochTime
Indicates the epoch time used along with the ephemerisInfo to derive the propagation delay difference for the associated neighbour cell. The UE considers epoch time, indicated by the SFN and sub-frame number in this field, to be the frame nearest to the frame in which the message indicating the epoch time is received. This field is used based on the timing of the serving cell, i.e. the SFN and sub-frame number indicated in this field refers to the SFN and sub-frame of the serving cell.



	Conditional Presence
	Explanation

	FDM
	This field is optionally present, need M, if idc-AssistanceConfig-r16 or idc-FDM-AssistanceConfig is setup. Otherwise, it is absent, need R.

	maxBW
	This field is optionally present, need R, if maxBW-PreferenceConfig-r16 is setup; otherwise it is absent, need R.

	maxMIMO
	This field is optionally present, need R, if maxMIMO-LayerPreferenceConfig-r16 is setup; otherwise it is absent, need R.

	minOffset
	This field is optionally present, need R, if minSchedulingOffsetPreferenceConfig-r16 is setup; otherwise it is absent, need R.

	musimGapConfig
	This field is optionally present, need R, if musim-GapAssistanceConfig-r17 is configured; otherwise it is absent, need R.

	SCG
	This field is optionally present, need M, in an RRCReconfiguration message not within mrdc-SecondaryCellGroup and received, either via SRB3 within DLInformationTransferMRDC or via SRB1. Otherwise, it is absent.

	sourceSN
	This field is optionally present, need M, in an RRCReconfiguration message not within mrdc-SecondaryCellGroup, and SCG reconfiguration with sync is included in mrdc-SecondaryCellGroup, also the field sn-InitiatedPSCellChange indicates the PSCell change is SN-initiated PSCell change. Otherwise, it is absent.



Solution 2:
5.3.5.10	MR-DC release
The UE shall:
1>	as a result of MR-DC release triggered by E-UTRA or NR:
2>	release SRB3, if established, as specified in 5.3.5.6.2;
2>	release SRB5, if established, as specified in 5.3.5.6.2;
2>	release measConfig associated with SCG;
2>	if the UE is configured with NR SCG:
3>	release the SCG configuration as specified in clause 5.3.5.4;
3>	release otherConfig associated with the SCG, if configured;
3>	release successPSCell-Config configured by the PCell in the otherConfig, if configured;
3> release successPSCell-Config configured by the source PSCell in the otherConfig associated with the MCG, if configured;
3>	stop timers T346a, T346b, T346c, T346d, T346e, T346j and T346k associated with the SCG, if running;
3>	release bap-Config associated with the SCG, if configured;
3>	release the BAP entity as specified in TS 38.340 [47], if there is no configured bap-Config;
3>	release iab-IP-AddressConfigurationList associated with the SCG, if configured;
2>	else if the UE is configured with E-UTRA SCG:
3>	release the SCG configuration as specified in TS 36.331 [10], clause 5.3.10.19 to release the E-UTRA SCG;
6.3.4	Other information elements
–	OtherConfig
The IE OtherConfig contains configuration related to miscellaneous other configurations.
OtherConfig information element
-- ASN1START
-- TAG-OTHERCONFIG-START

OtherConfig ::=                 SEQUENCE {
    delayBudgetReportingConfig  CHOICE{
        release                 NULL,
        setup                   SEQUENCE{
            delayBudgetReportingProhibitTimer   ENUMERATED {s0, s0dot4, s0dot8, s1dot6, s3, s6, s12, s30}
        }
    }                                                                                                     OPTIONAL        -- Need M
}

OtherConfig-v1540 ::=           SEQUENCE {
    overheatingAssistanceConfig     SetupRelease {OverheatingAssistanceConfig}                            OPTIONAL, -- Need M
    ...
}

OtherConfig-v1610 ::=                   SEQUENCE {
    idc-AssistanceConfig-r16                SetupRelease {IDC-AssistanceConfig-r16}                       OPTIONAL, -- Need M
    drx-PreferenceConfig-r16                SetupRelease {DRX-PreferenceConfig-r16}                       OPTIONAL, -- Need M
    maxBW-PreferenceConfig-r16              SetupRelease {MaxBW-PreferenceConfig-r16}                     OPTIONAL, -- Need M
    maxCC-PreferenceConfig-r16              SetupRelease {MaxCC-PreferenceConfig-r16}                     OPTIONAL, -- Need M
    maxMIMO-LayerPreferenceConfig-r16       SetupRelease {MaxMIMO-LayerPreferenceConfig-r16}              OPTIONAL, -- Need M
    minSchedulingOffsetPreferenceConfig-r16 SetupRelease {MinSchedulingOffsetPreferenceConfig-r16}        OPTIONAL, -- Need M
    releasePreferenceConfig-r16             SetupRelease {ReleasePreferenceConfig-r16}                    OPTIONAL, -- Need M
    referenceTimePreferenceReporting-r16    ENUMERATED {true}                                             OPTIONAL, -- Need R
    btNameList-r16                          SetupRelease {BT-NameList-r16}                                OPTIONAL, -- Need M
    wlanNameList-r16                        SetupRelease {WLAN-NameList-r16}                              OPTIONAL, -- Need M
    sensorNameList-r16                      SetupRelease {Sensor-NameList-r16}                            OPTIONAL, -- Need M
    obtainCommonLocation-r16                ENUMERATED {true}                                             OPTIONAL, -- Need R
    sl-AssistanceConfigNR-r16               ENUMERATED{true}                                              OPTIONAL  -- Need R
}

OtherConfig-v1700 ::=                   SEQUENCE {
    ul-GapFR2-PreferenceConfig-r17          ENUMERATED {true}                                             OPTIONAL, -- Need R
    musim-GapAssistanceConfig-r17           SetupRelease {MUSIM-GapAssistanceConfig-r17}                  OPTIONAL, -- Need M
    musim-LeaveAssistanceConfig-r17         SetupRelease {MUSIM-LeaveAssistanceConfig-r17}                OPTIONAL, -- Need M
    successHO-Config-r17                    SetupRelease {SuccessHO-Config-r17}                           OPTIONAL, -- Need M
    maxBW-PreferenceConfigFR2-2-r17         ENUMERATED {true}                                             OPTIONAL, -- Cond maxBW
    maxMIMO-LayerPreferenceConfigFR2-2-r17  ENUMERATED {true}                                             OPTIONAL, -- Cond maxMIMO
    minSchedulingOffsetPreferenceConfigExt-r17  ENUMERATED {true}                                         OPTIONAL, -- Cond minOffset
    rlm-RelaxationReportingConfig-r17       SetupRelease {RLM-RelaxationReportingConfig-r17}              OPTIONAL, -- Need M
    bfd-RelaxationReportingConfig-r17       SetupRelease {BFD-RelaxationReportingConfig-r17}              OPTIONAL, -- Need M
    scg-DeactivationPreferenceConfig-r17    SetupRelease {SCG-DeactivationPreferenceConfig-r17}           OPTIONAL, -- Cond SCG
    rrm-MeasRelaxationReportingConfig-r17   SetupRelease {RRM-MeasRelaxationReportingConfig-r17}          OPTIONAL, -- Need M
    propDelayDiffReportConfig-r17           SetupRelease {PropDelayDiffReportConfig-r17}                  OPTIONAL  -- Need M
}

OtherConfig-v1800 ::=                   SEQUENCE {
    idc-AssistanceConfig-v1800              SetupRelease {IDC-AssistanceConfig-v1800}                     OPTIONAL, -- Need M
    multiRx-PreferenceReportingConfigFR2-r18 SetupRelease {MultiRx-PreferenceReportingConfigFR2-r18}      OPTIONAL, -- Need M
    aerial-FlightPathAvailabilityConfig-r18 ENUMERATED {true}                                             OPTIONAL, -- Need R
    ul-TrafficInfoReportingConfig-r18       SetupRelease {UL-TrafficInfoReportingConfig-r18}              OPTIONAL, -- Need M
    n3c-RelayUE-InfoReportConfig-r18        ENUMERATED {true}                                             OPTIONAL, -- Need R
    successPSCell-Config-r18                SetupRelease {SuccessPSCell-Config-r18}                       OPTIONAL, -- Need M
    sn-InitiatedPSCellChange-r18            ENUMERATED {true}                                             OPTIONAL, -- Need R
    musim-GapPriorityAssistanceConfig-r18   ENUMERATED {true}                                          OPTIONAL, -- Cond musimGapConfig
    musim-CapabilityRestrictionConfig-r18   SetupRelease {MUSIM-CapabilityRestrictionConfig-r18}          OPTIONAL  -- Need M
}

IDC-AssistanceConfig-v1800 ::=          SEQUENCE {
    idc-FDM-AssistanceConfig-r18            SetupRelease {IDC-FDM-AssistanceConfig-r18}                   OPTIONAL, -- Need M
    idc-TDM-AssistanceConfig-r18            ENUMERATED {setup}                                            OPTIONAL  -- Cond FDM
}

MultiRx-PreferenceReportingConfigFR2-r18 ::= SEQUENCE {
    multiRx-PreferenceReportingConfigFR2ProhibitTimer-r18  ENUMERATED {
                                                              s0, s0dot5, s1, s2, s3, s4, s5, s6, s7,
                                                              s8, s9, s10, s20, s30, spare2, spare1}
}

CandidateServingFreqListNR-r16 ::= SEQUENCE (SIZE (1..maxFreqIDC-r16)) OF ARFCN-ValueNR

MUSIM-GapAssistanceConfig-r17 ::= SEQUENCE {
    musim-GapProhibitTimer-r17        ENUMERATED {s0, s0dot1, s0dot2, s0dot3, s0dot4, s0dot5, s1, s2, s3, s4, s5, s6, s7, s8, s9, s10}
}

MUSIM-LeaveAssistanceConfig-r17 ::=     SEQUENCE {
    musim-LeaveWithoutResponseTimer-r17     ENUMERATED {ms10, ms20, ms40, ms60, ms80, ms100, spare2, spare1}
}

MUSIM-CapabilityRestrictionConfig-r18 ::=    SEQUENCE {
    musim-CandidateBandList-r18                  MUSIM-CandidateBandList-r18                            OPTIONAL, -- Need M
    musim-WaitTimer-r18                          ENUMERATED {ms10, ms20, ms40, ms60, ms80, ms100, spare2, spare1},
    musim-ProhibitTimer-r18                      ENUMERATED {ms0, ms10, ms20, ms40, ms60, ms80, spare2, spare1}
}

MUSIM-CandidateBandList-r18::= SEQUENCE (SIZE (1..maxCandidateBandIndex-r18)) OF FreqBandIndicatorNR

SuccessHO-Config-r17 ::=                SEQUENCE {
    thresholdPercentageT304-r17             ENUMERATED {p40, p60, p80, spare5, spare4, spare3, spare2, spare1}      OPTIONAL, --Need R
    thresholdPercentageT310-r17             ENUMERATED {p40, p60, p80, spare5, spare4, spare3, spare2, spare1}      OPTIONAL, --Need R
    thresholdPercentageT312-r17             ENUMERATED {p20, p40, p60, p80, spare4, spare3, spare2, spare1}         OPTIONAL, --Need R
    sourceDAPS-FailureReporting-r17         ENUMERATED {true}                                                       OPTIONAL, --Need R
    ...
}

SuccessPSCell-Config-r18 ::=            SEQUENCE {
    thresholdPercentageT304-SCG-r18         ENUMERATED {p40, p60, p80, spare5, spare4, spare3, spare2, spare1}      OPTIONAL, --Need R
    thresholdPercentageT310-SCG-r18         ENUMERATED {p40, p60, p80, spare5, spare4, spare3, spare2, spare1}      OPTIONAL, --Need R
    thresholdPercentageT312-SCG-r18         ENUMERATED {p20, p40, p60, p80, spare4, spare3, spare2, spare1}         OPTIONAL, --Need R
    ...
}


OverheatingAssistanceConfig ::= SEQUENCE {
    overheatingIndicationProhibitTimer    ENUMERATED {s0, s0dot5, s1, s2, s5, s10, s20, s30,
                                          s60, s90, s120, s300, s600, spare3, spare2, spare1}
}

IDC-AssistanceConfig-r16 ::=    SEQUENCE {
    candidateServingFreqListNR-r16  CandidateServingFreqListNR-r16                     OPTIONAL, -- Need R
    ...
}

DRX-PreferenceConfig-r16 ::=          SEQUENCE {
    drx-PreferenceProhibitTimer-r16       ENUMERATED {
                                              s0, s0dot5, s1, s2, s3, s4, s5, s6, s7,
                                              s8, s9, s10, s20, s30, spare2, spare1}
}

MaxBW-PreferenceConfig-r16 ::=        SEQUENCE {
    maxBW-PreferenceProhibitTimer-r16     ENUMERATED {
                                              s0, s0dot5, s1, s2, s3, s4, s5, s6, s7,
                                              s8, s9, s10, s20, s30, spare2, spare1}
}

MaxCC-PreferenceConfig-r16 ::=        SEQUENCE {
    maxCC-PreferenceProhibitTimer-r16     ENUMERATED {
                                              s0, s0dot5, s1, s2, s3, s4, s5, s6, s7,
                                              s8, s9, s10, s20, s30, spare2, spare1}
}

MaxMIMO-LayerPreferenceConfig-r16 ::= SEQUENCE {
    maxMIMO-LayerPreferenceProhibitTimer-r16 ENUMERATED {
                                                 s0, s0dot5, s1, s2, s3, s4, s5, s6, s7,
                                                 s8, s9, s10, s20, s30, spare2, spare1}
}

MinSchedulingOffsetPreferenceConfig-r16 ::=   SEQUENCE {
    minSchedulingOffsetPreferenceProhibitTimer-r16 ENUMERATED {
                                                       s0, s0dot5, s1, s2, s3, s4, s5, s6, s7,
                                                       s8, s9, s10, s20, s30, spare2, spare1}
}

ReleasePreferenceConfig-r16 ::=       SEQUENCE {
    releasePreferenceProhibitTimer-r16    ENUMERATED {
                                              s0, s0dot5, s1, s2, s3, s4, s5, s6, s7,
                                              s8, s9, s10, s20, s30, infinity, spare1},
    connectedReporting                    ENUMERATED {true}                                               OPTIONAL  -- Need R
}

RLM-RelaxationReportingConfig-r17 ::= SEQUENCE {
    rlm-RelaxtionReportingProhibitTimer   ENUMERATED {s0, s0dot5, s1, s2, s5, s10, s20, s30,
                                          s60, s90, s120, s300, s600, infinity, spare2, spare1}
}

BFD-RelaxationReportingConfig-r17 ::= SEQUENCE {
    bfd-RelaxtionReportingProhibitTimer   ENUMERATED {s0, s0dot5, s1, s2, s5, s10, s20, s30,
                                          s60, s90, s120, s300, s600, infinity, spare2, spare1}
}

SCG-DeactivationPreferenceConfig-r17 ::=       SEQUENCE {
    scg-DeactivationPreferenceProhibitTimer-r17    ENUMERATED {
                                                   s0, s1, s2, s4, s8, s10, s15, s30,
                                                   s60, s120, s180, s240, s300, s600, s900, s1800}
}

RRM-MeasRelaxationReportingConfig-r17 ::= SEQUENCE {
    s-SearchDeltaP-Stationary-r17             ENUMERATED {dB2, dB3, dB6, dB9, dB12, dB15, spare2, spare1},
    t-SearchDeltaP-Stationary-r17             ENUMERATED {s5, s10, s20, s30, s60, s120, s180, s240, s300, spare7, spare6, spare5,
                                                          spare4, spare3, spare2, spare1}
}

PropDelayDiffReportConfig-r17 ::= SEQUENCE {
    threshPropDelayDiff-r17           ENUMERATED {ms0dot5, ms1, ms2, ms3, ms4, ms5, ms6 ,ms7, ms8, ms9, ms10, spare5,
                                                          spare4, spare3, spare2, spare1}                OPTIONAL,   -- Need M
    neighCellInfoList-r17             SEQUENCE (SIZE (1..maxCellNTN-r17)) OF NeighbourCellInfo-r17         OPTIONAL    -- Need M
}

NeighbourCellInfo-r17  ::= SEQUENCE {
epochTime-r17                  EpochTime-r17,
ephemerisInfo-r17              EphemerisInfo-r17
}

IDC-FDM-AssistanceConfig-r18 ::=        SEQUENCE {
    candidateServingFreqRangeListNR-r18     CandidateServingFreqRangeListNR-r18                     OPTIONAL, -- Need R
    ...
}

CandidateServingFreqRangeListNR-r18 ::= SEQUENCE (SIZE (1..maxFreqIDC-r16)) OF CandidateServingFreqRangeNR-r18

CandidateServingFreqRangeNR-r18 ::=     SEQUENCE {
    candidateCenterFreq-r18                 ARFCN-ValueNR,
    candidateBandwidth-r18                  ENUMERATED {khz200, khz400, khz600, khz800, mhz1, mhz2, mhz3, mhz4, mhz5,
                                                mhz6, mhz8, mhz10, mhz20, mhz30, mhz40, mhz50, mhz60, mhz80, mhz100,
                                                mhz200, mhz300, mhz400}                             OPTIONAL -- Need R
}

UL-TrafficInfoReportingConfig-r18 ::=   SEQUENCE {
    pdu-SessionsToReportUL-TrafficInfoList-r18   SEQUENCE (SIZE (1.. maxNrofPDU-Sessions-r17)) OF PDU-SessionToReportUL-TrafficInfo-r18,
    ul-TrafficInfoProhibitTimer-r18              ENUMERATED {s0, s0dot5, s1, s2, s5, s10, s20, s30,
                                                     s60, s90, s120, s300, s600, spare3, spare2, spare1}
}


PDU-SessionToReportUL-TrafficInfo-r18 ::= SEQUENCE {
     pdu-SessionID                            PDU-SessionID,
     qfi-ToReportUL-TrafficInfoList-r18       SEQUENCE (SIZE (1..maxNrofQFIs)) OF QFI
}

-- TAG-OTHERCONFIG-STOP
-- ASN1STOP

	OtherConfig field descriptions

	*/ omit irrelevant parts */

	sn-InitiatedPSCellChange
This field indicates whether the PSCell change procedure included in the RRCReconfiguration message is SN initiated or not.

	sourceDAPS-FailureReporting
This field indicates whether the UE shall generate the SHR upon successfully completing the DAPS handover to the target cell and if a radio link failure was experienced in the source PCell while executing the DAPS handover. This field is set in the otherConfig configured by the source cell of the DAPS handover.

	successHO-Config
Configuration for the UE to report the successful handover information to the network.

	successPSCell-Config
Configuration for the UE to report the successful PSCell change or addition information to the network. When this field is configured in CG-Config, the thresholdPercentageT304-SCG is absent. UE considers the field is configured by source PSCell if the field is received in the otherConfig associated with MCG, along with SCG reconfiguration with sync, and the field sn-InitiatedPSCellChange is set to true.

	t-SearchDeltaP-Stationary
Parameter "TSearchDeltaP-StationaryConnected" in 5.7.4.4. Value in seconds. Value s5 means 5 seconds, value s10 means 10 seconds and so on.

	thresholdPercentageT304
This field indicates the threshold for the ratio in percentage between the elapsed T304 timer and the configured value of the T304 timer. Value p40 corresponds to 40%, value p60 corresponds to 60% and so on. This field is set in the otherConfig configured by the target cell of the handover.

	thresholdPercentageT310
This field indicates the threshold for the ratio in percentage between the elapsed T310 timer and the configured value of the T310 timer. Value p40 corresponds to 40%, value p60 corresponds to 60% and so on. This field is set in the otherConfig configured by the source cell of the handover.

	thresholdPercentageT312
This field indicates the threshold for the ratio in percentage between the elapsed T312 timer and the configured value(s) of the T312 timer. Value p20 corresponds to 20%, value p40 corresponds to 40% and so on. This field is set in the otherConfig configured by the source cell of the handover.

	thresholdPercentageT304-SCG
This field indicates the threshold for the ratio in percentage between the elapsed T304 timer associated to the target PSCell and the configured value of the T304 timer. Value p40 corresponds to 40%, value p60 corresponds to 60% and so on. This field is set in the otherConfig configured by the target PSCell of the PSCell change or addition.

	thresholdPercentageT310-SCG
This field indicates the threshold for the ratio in percentage between the elapsed T310 timer associated to the source PSCell and the configured value of the T310 timer. Value p40 corresponds to 40%, value p60 corresponds to 60% and so on. This field is set in the otherConfig configured by the source PSCell of the PSCell change, or in the otherConfig configured by the PCell for the PSCell change.

	thresholdPercentageT312-SCG
This field indicates the threshold for the ratio in percentage between the elapsed T312 timer associated to the measurement identity of the target PSCell and the configured value of the T312 timer. Value p20 corresponds to 20%, value p40 corresponds to 40% and so on. This field is set in the otherConfig configured by the source PSCell of the PSCell change, or in the otherConfig configured by the PCell for the PSCell change.

	threshPropDelayDiff
Threshold for one-way service link propagation delay difference report as specified in 5.7.4.2.

	ul-GapFR2-PreferenceConfig
Indicates whether UE is configured to request for FR2 UL gap activation/deactivation and preferred FR2 UL gap pattern.

	wlanNameList
Configuration for the UE to report measurements from specific WLAN APs. NG-RAN configures the field if includeWLAN-Meas is configured for one or more measurements.

	ul-TrafficInfoProhibitTimer
Prohibit timer for UL traffic information reporting. Value in seconds. Value s0 means prohibit timer is set to 0 seconds, value s0dot5 means prohibit timer is set to 0.5 seconds, value s1 means prohibit timer is set to 1 second and so on.

	ul-TrafficInfoReportingConfig
Configuration for the UE to report UL traffic information.


*/ omit irrelevant parts */
· TP for [C307] Fast MCG Recovery MRO Enhancement
Solution 1:
[bookmark: _Toc60776825][bookmark: _Toc162894186]5.3.10.3	Detection of radio link failure
The UE shall:
1>	if any DAPS bearer is configured and T304 is running:
2>	upon T310 expiry in source SpCell; or
2>	upon random access problem indication from source MCG MAC; or
2>	upon indication from source MCG RLC that the maximum number of retransmissions has been reached; or
2>	upon consistent uplink LBT failure indication from source MCG MAC:
3>	consider radio link failure to be detected for the source MCG i.e. source RLF;
3>	suspend the transmission and reception of all DRBs and multicast MRBs in the source MCG;
3>	reset MAC for the source MCG;
3>	release the source connection.
1>	else:
2>	during a DAPS handover: the following only applies for the target PCell;
2>	upon T310 expiry in PCell; or
2>	upon T312 expiry in PCell; or
2>	upon random access problem indication from MCG MAC while neither T300, T301, T304, T311 nor T319 are running and SDT procedure is not ongoing; or
2>	upon indication from MCG RLC that the maximum number of retransmissions has been reached while SDT procedure is not ongoing; or
2>	if connected as an IAB-node, upon BH RLF indication received on BAP entity from the MCG; or
2>	upon consistent uplink LBT failure indication from MCG MAC while T304 is not running:
3>	if the indication is from MCG RLC and CA duplication is configured and activated for MCG, and for the corresponding logical channel allowedServingCells only includes SCell(s):
4>	initiate the failure information procedure as specified in 5.7.5 to report RLC failure.
3>	else:
4>	consider radio link failure to be detected for the MCG, i.e. MCG RLF;
4>	discard any segments of segmented RRC messages stored according to 5.7.6.3;
NOTE 1:	Void.
4>	if AS security has not been activated:
5>	perform the actions upon going to RRC_IDLE as specified in 5.3.11, with release cause 'other';-
4>	else if AS security has been activated but SRB2 and at least one DRB or multicast MRB or, for IAB and NCR, SRB2, have not been setup:
5>	store the radio link failure information in the VarRLF-Report as described in clause 5.3.10.5;
5>	perform the actions upon going to RRC_IDLE as specified in 5.3.11, with release cause 'RRC connection failure';
4>	else:
5>	store the radio link failure information in the VarRLF-Report as described in clause 5.3.10.5;
5>	if MP is configured:
6>	if T316 is configured, and MP indirect path transmission is not suspended; and
6>	if neither MP indirect path change nor MP indirect path addition is ongoing:
7>	initiate the MCG failure information procedure as specified in 5.7.3b to report MCG radio link failure.
6>	else:
7>	initiate the connection re-establishment procedure as specified in 5.3.7.
5>	else:
6>	if the UE supports RLF-Report for fast MCG recovery procedure and if T316 is configured:
7>	if the SCG is deactivated at the moment of detecting RLF in the MCG:
8>	set the mcgRecoveryFailureCause in the VarRLF-Report to scgDeactivated;
7>	else if SCG transmission is suspended at the moment of detecting RLF in the MCG: 
8>	set the pSCellId in the VarRLF-Report to the global cell identity of the PSCell, if available, otherwise to the physical cell identity and carrier frequency of the PSCell;
8>	set the scgFailureCause value in the VarRLF-Report according to 5.7.3.5;
8>	set the elapsedTimeSCGFailure in the VarRLF-Report to the time elapsed between SCG failure and the MCG failure;
8>	set the scgFailureBeforeMCGFailure to true;
6>	if T316 is configured; and
Editor´s note: The use of scgDeactivated cause.
6>	if SCG transmission is not suspended; and
6>	if the SCG is not deactivated; and
6>	if neither PSCell change nor PSCell addition is ongoing (i.e. timer T304 for the NR PSCell is not running in case of NR-DC or timer T307 of the E-UTRA PSCell is not running as specified in TS 36.331 [10], clause 5.3.10.10, in NE-DC):
7>	initiate the MCG failure information procedure as specified in 5.7.3b to report MCG radio link failure.
6>	else:
7>	initiate the connection re-establishment procedure as specified in 5.3.7.
5>	initiate the connection re-establishment procedure as specified in TS 36.331 [10], clause 5.3.7;
…

[bookmark: _Toc60777089][bookmark: _Hlk54206646]6.2.2	Message definitions
[bookmark: _Toc60777132][bookmark: _Toc162894646]–	UEInformationResponse
The UEInformationResponse message is used by the UE to transfer information requested by the network.
Signalling radio bearer: SRB1 or SRB2 (when logged measurement information is included)
RLC-SAP: AM
Logical channel: DCCH
Direction: UE to network
UEInformationResponse message
-- ASN1START
-- TAG-UEINFORMATIONRESPONSE-START

UEInformationResponse-r16 ::=        SEQUENCE {
    rrc-TransactionIdentifier            RRC-TransactionIdentifier,
    criticalExtensions                   CHOICE {
        ueInformationResponse-r16            UEInformationResponse-r16-IEs,
        criticalExtensionsFuture             SEQUENCE {}
    }
}

Ommited

RLF-Report-r16 ::=                   CHOICE {
    nr-RLF-Report-r16                    SEQUENCE {
        measResultLastServCell-r16           MeasResultRLFNR-r16,
        measResultNeighCells-r16             SEQUENCE {
            measResultListNR-r16                 MeasResultList2NR-r16       OPTIONAL,
            measResultListEUTRA-r16              MeasResultList2EUTRA-r16    OPTIONAL
        }                                                OPTIONAL,
        c-RNTI-r16                           RNTI-Value,
        previousPCellId-r16                  CHOICE {
            nrPreviousCell-r16                   CGI-Info-Logging-r16,
            eutraPreviousCell-r16                CGI-InfoEUTRALogging
        }                                                                    OPTIONAL,
        failedPCellId-r16                    CHOICE {
            nrFailedPCellId-r16                  CHOICE {
                cellGlobalId-r16                     CGI-Info-Logging-r16,
                pci-arfcn-r16                        PCI-ARFCN-NR-r16
            },
            eutraFailedPCellId-r16           CHOICE {
                cellGlobalId-r16                 CGI-InfoEUTRALogging,
                pci-arfcn-r16                    PCI-ARFCN-EUTRA-r16
            }
        },
        reconnectCellId-r16                  CHOICE {
            nrReconnectCellId-r16                CGI-Info-Logging-r16,
            eutraReconnectCellId-r16             CGI-InfoEUTRALogging
        }                                                                                        OPTIONAL,
        timeUntilReconnection-r16            TimeUntilReconnection-r16                           OPTIONAL,
        reestablishmentCellId-r16            CGI-Info-Logging-r16                                OPTIONAL,
        timeConnFailure-r16                  INTEGER (0..1023)                                   OPTIONAL,
        timeSinceFailure-r16                 TimeSinceFailure-r16,
        connectionFailureType-r16            ENUMERATED {rlf, hof},
        rlf-Cause-r16                        ENUMERATED {t310-Expiry, randomAccessProblem, rlc-MaxNumRetx,
                                                         beamFailureRecoveryFailure, lbtFailure-r16,
                                                         bh-rlfRecoveryFailure, t312-expiry-r17, spare1},
        locationInfo-r16                     LocationInfo-r16                                    OPTIONAL,
        noSuitableCellFound-r16              ENUMERATED {true}                                   OPTIONAL,
        ra-InformationCommon-r16             RA-InformationCommon-r16                            OPTIONAL,
        ...,
        [[
        csi-rsRLMConfigBitmap-v1650          BIT STRING (SIZE (96))                              OPTIONAL
        ]],
        [[
        lastHO-Type-r17                      ENUMERATED {cho, daps, spare2, spare1}              OPTIONAL,
        timeConnSourceDAPS-Failure-r17       TimeConnSourceDAPS-Failure-r17                      OPTIONAL,
        timeSinceCHO-Reconfig-r17            TimeSinceCHO-Reconfig-r17                           OPTIONAL,
        choCellId-r17                        CHOICE {
            cellGlobalId-r17                     CGI-Info-Logging-r16,
            pci-arfcn-r17                        PCI-ARFCN-NR-r16
        }                                                                                        OPTIONAL,
        choCandidateCellList-r17             ChoCandidateCellList-r17                            OPTIONAL
        ]],
        [[
        pSCellId-r18                         CHOICE {
            cellGlobalId-r18                     CGI-Info-Logging-r16,
            pci-arfcn-r18                        PCI-ARFCN-NR-r16
        }                                                                                        OPTIONAL,
        mcgRecoveryFailureCause-r18          ENUMERATED {t316-Expiry, scgDeactivated, spare2, spare1}  OPTIONAL,
        scgFailureCause-r18                  ENUMERATED {t310-Expiry, randomAccessProblem, rlc-MaxNumRetx,
                                                         synchReconfigFailureSCG, scg-ReconfigFailure,
                                                         srb3-IntegrityFailure, scg-lbtFailure-r16, beamFailureRecoveryFailure-r16,
                                                         t312-Expiry-r16, bh-RLF-r16, beamFailure-r17, spare3, spare2, spare1 }
                                                                                                 OPTIONAL,
        elapsedTimeSCGFailure-r18            ElapsedTimeSCGFailure-r18                           OPTIONAL,
        voiceFallbackHO-r18                  ENUMERATED {true}                                   OPTIONAL,
        measResultLastServCell-RSSI-r18      RSSI-Range-r16                                      OPTIONAL,
        measResultNeighFreqList-RSSI-r18     MeasResultNeighFreqList-RSSI-r18                    OPTIONAL,
        bwp-Info-r18                         AttemptedBWP-Info-r18                               OPTIONAL,
        elapsedTimeT316-r18                  ElapsedTimeT316-r18                                 OPTIONAL,
         scgFailureBeforeMCGFailure-r18       ENUMERATED {true}                                   OPTIONAL
        ]]
    },
    eutra-RLF-Report-r16                 SEQUENCE {
        failedPCellId-EUTRA                  CGI-InfoEUTRALogging,
        measResult-RLF-Report-EUTRA-r16      OCTET STRING,
        ...,
        [[
        measResult-RLF-Report-EUTRA-v1690    OCTET STRING                                        OPTIONAL
        ]]
    }
}

Ommited


-- TAG-UEINFORMATIONRESPONSE-STOP
-- ASN1STOP

	UEInformationResponse-IEs field descriptions

	coarseLocationInfo
Parameter type Ellipsoid-Point defined in TS 37.355 [49]. The first/leftmost bit of the first octet contains the most significant bit. The least significant bits of degreesLatitude and degreesLongitude are set to 0 to meet the accuracy requirement corresponds to a granularity of approximately 2 km.
It is up to UE implementation how many LSBs are set to 0 to meet the accuracy requirement.

	connEstFailReport
This field is used to provide connection establishment failure or connection resume failure information.

	connEstFailReportList
This field is used to provide the list of connEstFailReport that are stored by the UE for the past up to maxCEFReport-r17.

	flightPathInfoReport
This field is used to provide the flight path information as list of waypoints and, if available, corresponding timestamps. List of size zero indicates the previously provided flight path information is no longer valid.

	logMeasReport
This field is used to provide the measurement results stored by the UE associated to logged MDT. 

	measResultIdleEUTRA
EUTRA measurement results performed during RRC_INACTIVE or RRC_IDLE.

	measResultIdleNR
NR measurement results performed during RRC_INACTIVE or RRC_IDLE.

	ra-ReportList
This field is used to provide the list of RA reports that is stored by the UE for the past upto maxRAReport-r16 number of successful random access procedures, or failed or successful completion of on-demand system information request procedure. If the UE is an eRedCap UE, this field is used to provide the list of RA reports that is stored by the UE for the past up to 2 number of successful random access procedures, or failed or successful completion of on-demand system information request procedure.

	rlf-Report
This field is used to indicate the RLF report related contents.

	successHO-Report
This field is used to provide the successful handover report if triggered based on the successful handover configuration.

	successPSCell-Report
This field is used to provide the successful PSCell change or addition report if triggered based on the successful PSCell change or addition report configuration.



Ommitted
	RLF-Report field descriptions

	bwp-Info
This field is used to indicate the BWP information in which the UE detected consistent uplink LBT failure. This field is set only when the detected consistent uplink LBT failure did not trigger the random access procedure.

	choCandidateCellList
This field is used to indicate the list of candidate target cells for conditional handover included in condRRCReconfig at the time of connection failure. The field does not include the candidate target cells included in measResultNeighCells.

	choCellId
This field is used to indicate the candidate target cell for conditional handover included in condRRCReconfig that the UE selected for CHO based recovery while T311 is running.

	connectionFailureType
This field is used to indicate whether the connection failure is due to radio link failure or handover failure.

	csi-rsRLMConfigBitmap,csi-rsRLMConfigBitmap-v1650
These fields are used to indicate the CSI-RS indexes configured in the RLM configurations for the active BWP when the UE declares RLF or HOF. The UE first fills in the csi-rsRLMConfigBitmap-r16 to indicate the first 96 CSI-RS indexes and then csi-rsRLMConfigBitmap-v1650 to indicate the latter 96 CSI-RS indexes. The first/leftmost bit in csi-rsRLMConfigBitmap-r16 corresponds to CSI-RS index 0, the second bit corresponds to CSI-RS index 1. The first/leftmost bit in csi-rsRLMConfigBitmap-v1650 corresponds to CSI-RS index 96, the second bit corresponds to CSI-RS index 97. These fields are included only if the RadioLinkMonitoringConfig for the respective BWP is configured.

	c-RNTI
This field indicates the C-RNTI used in the PCell upon detecting radio link failure or the C-RNTI used in the source PCell upon handover failure.

	elapsedTimeSCGFailure
This field is used to indicate the time elapsed between the SCG failure and the MCG failure. The maximum value 1023 means 1023ms or longer.

	elapsedTimeT316
This field is used to indicate the value of the elapsed time of the timer T316. Value in milliseconds.

	failedPCellId
This field is used to indicate the PCell in which RLF is detected or the target PCell of the failed handover. For intra-NR handover nrFailedPCellId is included and for the handover from NR to EUTRA eutraFailedPCellId is included. The UE sets the ARFCN according to the frequency band used for transmission/ reception when the failure occurred.

	failedPCellId-EUTRA
This field is used to indicate the PCell in which RLF is detected or the source PCell of the failed handover in an E-UTRA RLF report.

	lastHO-Type
This field is used to indicate the type of the last executed handover before the last detected connection failure. The field is set to cho if the last executed handover was initiated by a conditional reconfiguration execution. The field is set to daps if the last executed handover was a DAPS handover.

	mcgRecoveryFailureCause
This field is used to indicate the cause of the fast MCG recovery failure.

	measResultListEUTRA
This field refers to the last measurement results taken in the neighboring EUTRA Cells, when the radio link failure or handover failure happened.

	measResultListNR
This field refers to the last measurement results taken in the neighboring NR Cells, when the radio link failure or handover failure happened.

	measResultLastServCell
This field refers to the log measurement results taken in the PCell upon detecting radio link failure or the source PCell upon handover failure.

	measResultLastServCell-RSSI
This field refers to the log RSSI measurement results in dBm (see TS 38.215 [9]) taken for the frequency of the PCell upon detecting radio link failure or handover failure.

	measResultNeighFreqList-RSSI
This field is used to log the RSSI measurement results in dBm (see TS 38.215 [9]) taken for the neighbouring frequencies upon detecting radio link failure or handover failure, when UE operates in unlicensed spectrum.

	measResult-RLF-Report-EUTRA
Includes the E-UTRA RLF-Report-r9 IE as specified in TS 36.331 [10].

	measResult-RLF-Report-EUTRA-v1690
Includes the E-UTRA RLF-Report-v9e0 IE as specified in TS 36.331 [10].

	noSuitableCellFound
This field is set by the UE when the T311 expires.

	previousPCellId
This field is used to indicate the source PCell of the last handover (source PCell when the last executed RRCReconfiguration message including reconfigurationWithSync was received). For intra-NR handover nrPreviousCell is included and for the handover from EUTRA to NR eutraPreviousCell is included.

	pSCellId
This field is used to indicate the PSCell in which the UE failed to perform fast MCG recovery procedure or the UE successfully performed fast MCG recovery procedure.

	ra-InformationCommon
This field is optionally included when connectionFailureType is set to 'hof' or when connectionFailureType is set to 'rlf' and the rlf-Cause equals to 'randomAccessProblem' or 'beamRecoveryFailure'; otherwise this field is absent.

	reconnectCellId
This field is used to indicate the cell in which the UE comes back to connected after connection failure and after failing to perform reestablishment, or to indicate the suitable cell in which the UE reconnects after failure in performing MobilityFromNRCommand for voice fallback (without initiating re-establishment procedure). If the UE comes back to RRC CONNECTED in an NR cell then nrReconnectCellID is included and if the UE comes back to RRC CONNECTED in an LTE cell then eutraReconnectCellID is included.

	reestablishmentCellId
If the UE was not configured with conditionalReconfiguration at the time of re-establishment attempt, or if the cell selected for the re-establishment attempt is not a candidate target cell for conditional reconfiguration, this field is used to indicate the cell in which the re-establishment attempt was made after connection failure.

	rlf-Cause
This field is used to indicate the cause of the last radio link failure that was detected. In case of handover failure information reporting (i.e., the connectionFailureType is set to 'hof'), the UE is allowed to set this field to any value, except for the case in which a radio link failure was detected in the source PCell while performing a DAPS handover..

	scgFailureBeforeMCGFailure
This field is used to indicate the UE detects the SCG transmission is suspended at the moment of detecting RLF in the MCG.

	ssbRLMConfigBitmap
This field is used to indicate the SS/PBCH block indexes configured in the RLM configurations for the active BWP when the UE declares RLF or HOF.The first/leftmost bit corresponds to SSB index 0, the second bit corresponds to SSB index 1. This field is included only if the RadioLinkMonitoringConfig for the respective BWP is configured.

	timeConnFailure
This field is used to indicate the time elapsed since the last HO execution until connection failure. Actual value = field value * 100ms. The maximum value 1023 means 102.3s or longer.

	timeConnSourceDAPS-Failure
This field is used to indicate the time that elapsed between the last DAPS handover execution and the radio link failure detected in the source cell while T304 is running. Value in milliseconds. The maximum value 1023 means 1023ms or longer.

	timeSinceFailure
This field is used to indicate the time that elapsed since the connection (radio link or handover) failure. Value in seconds. The maximum value 172800 means 172800s or longer. In the case of failure(s) (either at source or at target or at both) associated to DAPS handover, this field indicates the time elapsed since the latest connection (radio link or handover) failure.

	timeSinceCHO-Reconfig
In case of handover failure, this field is used to indicate the time elapsed between the initiation of the last handover execution towards the target cell and the reception of the latest conditional reconfiguration. In case of radio link failure, this field is used to indicate the time elapsed between the radio link failure and the reception of the latest conditional reconfiguration while connected to the source PCell. Actual value = field value * 100ms. The maximum value 1023 means 102.3s or longer.

	timeUntilReconnection
This field is used to indicate the time that elapsed between the connection (radio link or handover) failure and the next time the UE comes to RRC CONNECTED in an NR or EUTRA cell, after failing to perform reestablishment. Value in seconds. The maximum value 172800 means 172800s or longer.

	voiceFallbackHO
This field is set if for the failed mobility from NR, the voiceFallbackIndication was included in the MobilityFromNRCommand message.



Solution 2:
5.3.10.3	Detection of radio link failure
The UE shall:
1>	if any DAPS bearer is configured and T304 is running:
2>	upon T310 expiry in source SpCell; or
2>	upon random access problem indication from source MCG MAC; or
2>	upon indication from source MCG RLC that the maximum number of retransmissions has been reached; or
2>	upon consistent uplink LBT failure indication from source MCG MAC:
3>	consider radio link failure to be detected for the source MCG i.e. source RLF;
3>	suspend the transmission and reception of all DRBs and multicast MRBs in the source MCG;
3>	reset MAC for the source MCG;
3>	release the source connection.
1>	else:
2>	during a DAPS handover: the following only applies for the target PCell;
2>	upon T310 expiry in PCell; or
2>	upon T312 expiry in PCell; or
2>	upon random access problem indication from MCG MAC while neither T300, T301, T304, T311 nor T319 are running and SDT procedure is not ongoing; or
2>	upon indication from MCG RLC that the maximum number of retransmissions has been reached while SDT procedure is not ongoing; or
2>	if connected as an IAB-node, upon BH RLF indication received on BAP entity from the MCG; or
2>	upon consistent uplink LBT failure indication from MCG MAC while T304 is not running:
3>	if the indication is from MCG RLC and CA duplication is configured and activated for MCG, and for the corresponding logical channel allowedServingCells only includes SCell(s):
4>	initiate the failure information procedure as specified in 5.7.5 to report RLC failure.
3>	else:
4>	consider radio link failure to be detected for the MCG, i.e. MCG RLF;
4>	discard any segments of segmented RRC messages stored according to 5.7.6.3;
NOTE 1:	Void.
4>	if AS security has not been activated:
5>	perform the actions upon going to RRC_IDLE as specified in 5.3.11, with release cause 'other';-
4>	else if AS security has been activated but SRB2 and at least one DRB or multicast MRB or, for IAB and NCR, SRB2, have not been setup:
5>	store the radio link failure information in the VarRLF-Report as described in clause 5.3.10.5;
5>	perform the actions upon going to RRC_IDLE as specified in 5.3.11, with release cause 'RRC connection failure';
4>	else:
5>	store the radio link failure information in the VarRLF-Report as described in clause 5.3.10.5;
5>	if MP is configured:
6>	if T316 is configured, and MP indirect path transmission is not suspended; and
6>	if neither MP indirect path change nor MP indirect path addition is ongoing:
7>	initiate the MCG failure information procedure as specified in 5.7.3b to report MCG radio link failure.
6>	else:
7>	initiate the connection re-establishment procedure as specified in 5.3.7.
5>	else:
6>	if the UE supports RLF-Report for fast MCG recovery procedure and if T316 is configured:
7>	if the SCG is deactivated at the moment of detecting RLF in the MCG:
8>	set the mcgRecoveryFailureCause in the VarRLF-Report to scgDeactivated;
7>	else if SCG transmission is suspended at the moment of detecting RLF in the MCG: 
8>	set the mcgRecoveryFailureCause to scgFailureFirst;
8>	set the pSCellId in the VarRLF-Report to the global cell identity of the PSCell, if available, otherwise to the physical cell identity and carrier frequency of the PSCell;
8>	set the scgFailureCause value in the VarRLF-Report according to 5.7.3.5;
8>	set the elapsedTimeSCGFailure in the VarRLF-Report to the time elapsed between SCG failure and the MCG failure;
6>	if T316 is configured; and
Editor´s note: The use of scgDeactivated cause.
6>	if SCG transmission is not suspended; and
6>	if the SCG is not deactivated; and
6>	if neither PSCell change nor PSCell addition is ongoing (i.e. timer T304 for the NR PSCell is not running in case of NR-DC or timer T307 of the E-UTRA PSCell is not running as specified in TS 36.331 [10], clause 5.3.10.10, in NE-DC):
7>	initiate the MCG failure information procedure as specified in 5.7.3b to report MCG radio link failure.
6>	else:
7>	initiate the connection re-establishment procedure as specified in 5.3.7.
A L2/L3 U2N Relay UE shall:
1>	upon detecting radio link failure:
2>	either indicate to upper layers (to trigger PC5 unicast link release) or send NotificationMessageSidelink to the connected L2/L3 U2N Remote UE(s) in accordance with 5.8.9.10.
A N3C Relay UE shall:
1>	upon detecting radio link failure:
2>	indicates to the associated N3C remote UE via the Non-3GPP Connection.
NOTE 2:	How the N3C Relay UE indicates Uu RLF on the Non-3GPP Connection is left to implementation.
The UE shall:
1>	upon T310 expiry in PSCell; or
1>	upon T312 expiry in PSCell; or
1>	upon random access problem indication from SCG MAC; or
1>	upon indication from SCG RLC that the maximum number of retransmissions has been reached; or
1>	if connected as an IAB-node, upon BH RLF indication received on BAP entity from the SCG; or
1>	upon consistent uplink LBT failure indication from SCG MAC:
2>	if the indication is from SCG RLC and CA duplication is configured and activated for SCG, and for the corresponding logical channel allowedServingCells only includes SCell(s):
3>	initiate the failure information procedure as specified in 5.7.5 to report RLC failure.
2>	else:
3>	consider radio link failure to be detected for the SCG, i.e. SCG RLF;
3>	if the SCG is deactivated:
4>	stop radio link monitoring on the SCG;
4>	indicate to lower layers to stop beam failure detection on the PSCell;
3>	if MCG transmission is not suspended:
4>	initiate the SCG failure information procedure as specified in 5.7.3 to report SCG radio link failure.
3>	else:
4>	if the UE is in NR-DC:
5>	if the UE supports RLF-Report for fast MCG recovery procedure and if the UE detected SCG failure while the timer T316 was running:
6>	set the pSCellId in the VarRLF-Report to the global cell identity of the PSCell, if available, otherwise to the physical cell identity and carrier frequency of the PSCell;
6>	set the scgFailureCause in the VarRLF-Report value according to 5.7.3.5;
6>	set the elapsedTimeSCGFailure in the VarRLF-Report to the time elapsed between SCG failure and the MCG failure;
5>	initiate the connection re-establishment procedure as specified in 5.3.7;
4>	else (the UE is in (NG)EN-DC):
5>	initiate the connection re-establishment procedure as specified in TS 36.331 [10], clause 5.3.7;


6.2.2	Message definitions
–	UEInformationResponse
The UEInformationResponse message is used by the UE to transfer information requested by the network.
Signalling radio bearer: SRB1 or SRB2 (when logged measurement information is included)
RLC-SAP: AM
Logical channel: DCCH
Direction: UE to network
UEInformationResponse message
-- ASN1START
-- TAG-UEINFORMATIONRESPONSE-START

UEInformationResponse-r16 ::=        SEQUENCE {
    rrc-TransactionIdentifier            RRC-TransactionIdentifier,
    criticalExtensions                   CHOICE {
        ueInformationResponse-r16            UEInformationResponse-r16-IEs,
        criticalExtensionsFuture             SEQUENCE {}
    }
}

Ommitted

RLF-Report-r16 ::=                   CHOICE {
    nr-RLF-Report-r16                    SEQUENCE {
        measResultLastServCell-r16           MeasResultRLFNR-r16,
        measResultNeighCells-r16             SEQUENCE {
            measResultListNR-r16                 MeasResultList2NR-r16       OPTIONAL,
            measResultListEUTRA-r16              MeasResultList2EUTRA-r16    OPTIONAL
        }                                                OPTIONAL,
        c-RNTI-r16                           RNTI-Value,
        previousPCellId-r16                  CHOICE {
            nrPreviousCell-r16                   CGI-Info-Logging-r16,
            eutraPreviousCell-r16                CGI-InfoEUTRALogging
        }                                                                    OPTIONAL,
        failedPCellId-r16                    CHOICE {
            nrFailedPCellId-r16                  CHOICE {
                cellGlobalId-r16                     CGI-Info-Logging-r16,
                pci-arfcn-r16                        PCI-ARFCN-NR-r16
            },
            eutraFailedPCellId-r16           CHOICE {
                cellGlobalId-r16                 CGI-InfoEUTRALogging,
                pci-arfcn-r16                    PCI-ARFCN-EUTRA-r16
            }
        },
        reconnectCellId-r16                  CHOICE {
            nrReconnectCellId-r16                CGI-Info-Logging-r16,
            eutraReconnectCellId-r16             CGI-InfoEUTRALogging
        }                                                                                        OPTIONAL,
        timeUntilReconnection-r16            TimeUntilReconnection-r16                           OPTIONAL,
        reestablishmentCellId-r16            CGI-Info-Logging-r16                                OPTIONAL,
        timeConnFailure-r16                  INTEGER (0..1023)                                   OPTIONAL,
        timeSinceFailure-r16                 TimeSinceFailure-r16,
        connectionFailureType-r16            ENUMERATED {rlf, hof},
        rlf-Cause-r16                        ENUMERATED {t310-Expiry, randomAccessProblem, rlc-MaxNumRetx,
                                                         beamFailureRecoveryFailure, lbtFailure-r16,
                                                         bh-rlfRecoveryFailure, t312-expiry-r17, spare1},
        locationInfo-r16                     LocationInfo-r16                                    OPTIONAL,
        noSuitableCellFound-r16              ENUMERATED {true}                                   OPTIONAL,
        ra-InformationCommon-r16             RA-InformationCommon-r16                            OPTIONAL,
        ...,
        [[
        csi-rsRLMConfigBitmap-v1650          BIT STRING (SIZE (96))                              OPTIONAL
        ]],
        [[
        lastHO-Type-r17                      ENUMERATED {cho, daps, spare2, spare1}              OPTIONAL,
        timeConnSourceDAPS-Failure-r17       TimeConnSourceDAPS-Failure-r17                      OPTIONAL,
        timeSinceCHO-Reconfig-r17            TimeSinceCHO-Reconfig-r17                           OPTIONAL,
        choCellId-r17                        CHOICE {
            cellGlobalId-r17                     CGI-Info-Logging-r16,
            pci-arfcn-r17                        PCI-ARFCN-NR-r16
        }                                                                                        OPTIONAL,
        choCandidateCellList-r17             ChoCandidateCellList-r17                            OPTIONAL
        ]],
        [[
        pSCellId-r18                         CHOICE {
            cellGlobalId-r18                     CGI-Info-Logging-r16,
            pci-arfcn-r18                        PCI-ARFCN-NR-r16
        }                                                                                        OPTIONAL,
        mcgRecoveryFailureCause-r18          ENUMERATED {t316-Expiry, scgDeactivated, spare2scgFailureFirst, spare1}  OPTIONAL,
        scgFailureCause-r18                  ENUMERATED {t310-Expiry, randomAccessProblem, rlc-MaxNumRetx,
                                                         synchReconfigFailureSCG, scg-ReconfigFailure,
                                                         srb3-IntegrityFailure, scg-lbtFailure-r16, beamFailureRecoveryFailure-r16,
                                                         t312-Expiry-r16, bh-RLF-r16, beamFailure-r17, spare3, spare2, spare1 }
                                                                                                 OPTIONAL,
        elapsedTimeSCGFailure-r18            ElapsedTimeSCGFailure-r18                           OPTIONAL,
        voiceFallbackHO-r18                  ENUMERATED {true}                                   OPTIONAL,
        measResultLastServCell-RSSI-r18      RSSI-Range-r16                                      OPTIONAL,
        measResultNeighFreqList-RSSI-r18     MeasResultNeighFreqList-RSSI-r18                    OPTIONAL,
        bwp-Info-r18                         AttemptedBWP-Info-r18                               OPTIONAL,
        elapsedTimeT316-r18                  ElapsedTimeT316-r18                                 OPTIONAL
        ]]
    },
    eutra-RLF-Report-r16                 SEQUENCE {
        failedPCellId-EUTRA                  CGI-InfoEUTRALogging,
        measResult-RLF-Report-EUTRA-r16      OCTET STRING,
        ...,
        [[
        measResult-RLF-Report-EUTRA-v1690    OCTET STRING                                        OPTIONAL
        ]]
    }
}

ommitted

-- TAG-UEINFORMATIONRESPONSE-STOP
-- ASN1STOP

	UEInformationResponse-IEs field descriptions

	coarseLocationInfo
Parameter type Ellipsoid-Point defined in TS 37.355 [49]. The first/leftmost bit of the first octet contains the most significant bit. The least significant bits of degreesLatitude and degreesLongitude are set to 0 to meet the accuracy requirement corresponds to a granularity of approximately 2 km.
It is up to UE implementation how many LSBs are set to 0 to meet the accuracy requirement.

	connEstFailReport
This field is used to provide connection establishment failure or connection resume failure information.

	connEstFailReportList
This field is used to provide the list of connEstFailReport that are stored by the UE for the past up to maxCEFReport-r17.

	flightPathInfoReport
This field is used to provide the flight path information as list of waypoints and, if available, corresponding timestamps. List of size zero indicates the previously provided flight path information is no longer valid.

	logMeasReport
This field is used to provide the measurement results stored by the UE associated to logged MDT. 

	measResultIdleEUTRA
EUTRA measurement results performed during RRC_INACTIVE or RRC_IDLE.

	measResultIdleNR
NR measurement results performed during RRC_INACTIVE or RRC_IDLE.

	ra-ReportList
This field is used to provide the list of RA reports that is stored by the UE for the past upto maxRAReport-r16 number of successful random access procedures, or failed or successful completion of on-demand system information request procedure. If the UE is an eRedCap UE, this field is used to provide the list of RA reports that is stored by the UE for the past up to 2 number of successful random access procedures, or failed or successful completion of on-demand system information request procedure.

	rlf-Report
This field is used to indicate the RLF report related contents.

	successHO-Report
This field is used to provide the successful handover report if triggered based on the successful handover configuration.

	successPSCell-Report
This field is used to provide the successful PSCell change or addition report if triggered based on the successful PSCell change or addition report configuration.



Ommitted

	RLF-Report field descriptions

	bwp-Info
This field is used to indicate the BWP information in which the UE detected consistent uplink LBT failure. This field is set only when the detected consistent uplink LBT failure did not trigger the random access procedure.

	choCandidateCellList
This field is used to indicate the list of candidate target cells for conditional handover included in condRRCReconfig at the time of connection failure. The field does not include the candidate target cells included in measResultNeighCells.

	choCellId
This field is used to indicate the candidate target cell for conditional handover included in condRRCReconfig that the UE selected for CHO based recovery while T311 is running.

	connectionFailureType
This field is used to indicate whether the connection failure is due to radio link failure or handover failure.

	csi-rsRLMConfigBitmap,csi-rsRLMConfigBitmap-v1650
These fields are used to indicate the CSI-RS indexes configured in the RLM configurations for the active BWP when the UE declares RLF or HOF. The UE first fills in the csi-rsRLMConfigBitmap-r16 to indicate the first 96 CSI-RS indexes and then csi-rsRLMConfigBitmap-v1650 to indicate the latter 96 CSI-RS indexes. The first/leftmost bit in csi-rsRLMConfigBitmap-r16 corresponds to CSI-RS index 0, the second bit corresponds to CSI-RS index 1. The first/leftmost bit in csi-rsRLMConfigBitmap-v1650 corresponds to CSI-RS index 96, the second bit corresponds to CSI-RS index 97. These fields are included only if the RadioLinkMonitoringConfig for the respective BWP is configured.

	c-RNTI
This field indicates the C-RNTI used in the PCell upon detecting radio link failure or the C-RNTI used in the source PCell upon handover failure.

	elapsedTimeSCGFailure
This field is used to indicate the time elapsed between the SCG failure and the MCG failure. The maximum value 1023 means 1023ms or longer.

	elapsedTimeT316
This field is used to indicate the value of the elapsed time of the timer T316. Value in milliseconds.

	failedPCellId
This field is used to indicate the PCell in which RLF is detected or the target PCell of the failed handover. For intra-NR handover nrFailedPCellId is included and for the handover from NR to EUTRA eutraFailedPCellId is included. The UE sets the ARFCN according to the frequency band used for transmission/ reception when the failure occurred.

	failedPCellId-EUTRA
This field is used to indicate the PCell in which RLF is detected or the source PCell of the failed handover in an E-UTRA RLF report.

	lastHO-Type
This field is used to indicate the type of the last executed handover before the last detected connection failure. The field is set to cho if the last executed handover was initiated by a conditional reconfiguration execution. The field is set to daps if the last executed handover was a DAPS handover.

	mcgRecoveryFailureCause
This field is used to indicate the cause of the fast MCG recovery failure.

	measResultListEUTRA
This field refers to the last measurement results taken in the neighboring EUTRA Cells, when the radio link failure or handover failure happened.

	measResultListNR
This field refers to the last measurement results taken in the neighboring NR Cells, when the radio link failure or handover failure happened.

	measResultLastServCell
This field refers to the log measurement results taken in the PCell upon detecting radio link failure or the source PCell upon handover failure.

	measResultLastServCell-RSSI
This field refers to the log RSSI measurement results in dBm (see TS 38.215 [9]) taken for the frequency of the PCell upon detecting radio link failure or handover failure.

	measResultNeighFreqList-RSSI
This field is used to log the RSSI measurement results in dBm (see TS 38.215 [9]) taken for the neighbouring frequencies upon detecting radio link failure or handover failure, when UE operates in unlicensed spectrum.

	measResult-RLF-Report-EUTRA
Includes the E-UTRA RLF-Report-r9 IE as specified in TS 36.331 [10].

	measResult-RLF-Report-EUTRA-v1690
Includes the E-UTRA RLF-Report-v9e0 IE as specified in TS 36.331 [10].

	noSuitableCellFound
This field is set by the UE when the T311 expires.

	previousPCellId
This field is used to indicate the source PCell of the last handover (source PCell when the last executed RRCReconfiguration message including reconfigurationWithSync was received). For intra-NR handover nrPreviousCell is included and for the handover from EUTRA to NR eutraPreviousCell is included.

	pSCellId
This field is used to indicate the PSCell in which the UE failed to perform fast MCG recovery procedure or the UE successfully performed fast MCG recovery procedure.

	ra-InformationCommon
This field is optionally included when connectionFailureType is set to 'hof' or when connectionFailureType is set to 'rlf' and the rlf-Cause equals to 'randomAccessProblem' or 'beamRecoveryFailure'; otherwise this field is absent.

	reconnectCellId
This field is used to indicate the cell in which the UE comes back to connected after connection failure and after failing to perform reestablishment, or to indicate the suitable cell in which the UE reconnects after failure in performing MobilityFromNRCommand for voice fallback (without initiating re-establishment procedure). If the UE comes back to RRC CONNECTED in an NR cell then nrReconnectCellID is included and if the UE comes back to RRC CONNECTED in an LTE cell then eutraReconnectCellID is included.

	reestablishmentCellId
If the UE was not configured with conditionalReconfiguration at the time of re-establishment attempt, or if the cell selected for the re-establishment attempt is not a candidate target cell for conditional reconfiguration, this field is used to indicate the cell in which the re-establishment attempt was made after connection failure.

	rlf-Cause
This field is used to indicate the cause of the last radio link failure that was detected. In case of handover failure information reporting (i.e., the connectionFailureType is set to 'hof'), the UE is allowed to set this field to any value, except for the case in which a radio link failure was detected in the source PCell while performing a DAPS handover..

	ssbRLMConfigBitmap
This field is used to indicate the SS/PBCH block indexes configured in the RLM configurations for the active BWP when the UE declares RLF or HOF.The first/leftmost bit corresponds to SSB index 0, the second bit corresponds to SSB index 1. This field is included only if the RadioLinkMonitoringConfig for the respective BWP is configured.

	timeConnFailure
This field is used to indicate the time elapsed since the last HO execution until connection failure. Actual value = field value * 100ms. The maximum value 1023 means 102.3s or longer.

	timeConnSourceDAPS-Failure
This field is used to indicate the time that elapsed between the last DAPS handover execution and the radio link failure detected in the source cell while T304 is running. Value in milliseconds. The maximum value 1023 means 1023ms or longer.

	timeSinceFailure
This field is used to indicate the time that elapsed since the connection (radio link or handover) failure. Value in seconds. The maximum value 172800 means 172800s or longer. In the case of failure(s) (either at source or at target or at both) associated to DAPS handover, this field indicates the time elapsed since the latest connection (radio link or handover) failure.

	timeSinceCHO-Reconfig
In case of handover failure, this field is used to indicate the time elapsed between the initiation of the last handover execution towards the target cell and the reception of the latest conditional reconfiguration. In case of radio link failure, this field is used to indicate the time elapsed between the radio link failure and the reception of the latest conditional reconfiguration while connected to the source PCell. Actual value = field value * 100ms. The maximum value 1023 means 102.3s or longer.

	timeUntilReconnection
This field is used to indicate the time that elapsed between the connection (radio link or handover) failure and the next time the UE comes to RRC CONNECTED in an NR or EUTRA cell, after failing to perform reestablishment. Value in seconds. The maximum value 172800 means 172800s or longer.

	voiceFallbackHO
This field is set if for the failed mobility from NR, the voiceFallbackIndication was included in the MobilityFromNRCommand message.



· TP for [C308] Correction on SNPN checking

[bookmark: _Toc162894200]5.3.13.5	Handling of failure to resume RRC Connection
The UE shall:
1>	if timer T319 expires:
2>	if the UE supports multiple CEF report:
3>	if the UE is not in SNPN access mode and if the UE has connection establishment failure information or connection resume failure information available in VarConnEstFailReport and if the RPLMN is equal to plmn-Identity in networkIdentity plmn-identity stored in VarConnEstFailReport; and
3>	if the UE is in SNPN access mode and if the UE has connection establishment failure information or connection resume failure information available in VarConnEstFailReport and if the registered SNPN identity is equal to snpn-Identity in networkIdentity stored in any entry of VarConnEstFailReportList:
34>	if the cell identity of current cell is not equal to the cell identity stored in measResultFailedCell in VarConnEstFailReport and if the maxCEFReport-r17 has not been reached:
45>	append the VarConnEstFailReport as a new entry in the VarConnEstFailReportList;
2>	if the UE has connection establishment failure information or connection resume failure information available in VarConnEstFailReport and if the RPLMN is not equal to plmn-Identityplmn-identity stored in VarConnEstFailReport; or
2>	if the UE is in SNPN access mode and if the UE has connection establishment failure information or connection resume failure information available in VarConnEstFailReport and if the registered SNPN identity is not equal to snpn-Identity in networkIdentity stored in any entry of VarConnEstFailReportList; or
2>	if the cell identity of current cell is not equal to the cell identity stored in measResultFailedCell in VarConnEstFailReport:
3>	reset the numberOfConnFail to 0;
2>	if the UE supports multiple CEF report and if the UE has connection establishment failure information or connection resume failure information available in VarConnEstFailReportList and if the RPLMN is not equal to plmn-Identity in networkIdentityplmn-identity stored in any entry of VarConnEstFailReportList:, or
2>	if the UE supports multiple CEF report and if the UE has connection establishment failure information or connection resume failure information available in VarConnEstFailReportList and if the registered SNPN identity is not equal to snpn-Identity in networkIdentity stored in any entry of VarConnEstFailReportList:
3>	clear the content included in VarConnEstFailReportList;
2> clear the content included in VarConnEstFailReport except for the numberOfConnFail, if any;
2>	store the following connection resume failure information in the VarConnEstFailReport by setting its fields as follows:
3>	if the UE is not in SNPN access mode: 
34>	set the plmn-Identity in networkIdentity to the PLMN selected by upper layers (see TS 24.501 [23]) from the PLMN(s) included in the plmn-IdentityInfoList in SIB1;
3>	else if the UE is in SNPN access mode: 
4>	set the snpn-Identity in networkIdentity to include the SNPN identity selected by upper layers (see TS 24.501 [23]) from the list of SNPN(s) included in the npn-IdentityInfoList in SIB1;
3>	set the measResultFailedCell to include the global cell identity, tracking area code, the cell level and SS/PBCH block level RSRP, and RSRQ, and SS/PBCH block indexes, of the failed cell based on the available SSB measurements collected up to the moment the UE detected connection resume failure;
3>	if available, set the measResultNeighCells, in order of decreasing ranking-criterion as used for cell re-selection, to include neighbouring cell measurements for at most the following number of neighbouring cells: 6 intra-frequency and 3 inter-frequency neighbours per frequency as well as 3 inter-RAT neighbours, per frequency/ set of frequencies per RAT and according to the following:
4>	for each neighbour cell included, include the optional fields that are available;
NOTE:	The UE includes the latest results of the available measurements as used for cell reselection evaluation, which are performed in accordance with the performance requirements as specified in TS 38.133 [14].
3>	if available, set the locationInfo as in 5.3.3.7;
3>	set perRAInfoList to indicate the performed random access procedure related information as specified in 5.7.10.5;
3>	if numberOfConnFail is smaller than 8:
4>	increment the numberOfConnFail by 1;
2>	perform the actions upon going to RRC_IDLE as specified in 5.3.11 with release cause 'RRC Resume failure'.
1>	else if upon receiving integrity check failure indication from lower layers while T319 is running:
2>	perform the actions upon going to RRC_IDLE as specified in 5.3.11 with release cause 'RRC Resume failure'.
1>	else if indication from the MCG RLC that the maximum number of retransmissions has been reached is received while SDT procedure is ongoing; or
1>	if random access problem indication is received from MCG MAC while SDT procedure is ongoing; or
[bookmark: _Hlk97191875]1>	if the lower layers indicate that cg-SDT-TimeAlignmentTimer or the configuredGrantTimer expired before receiving network response for the UL CG-SDT transmission with CCCH message while SDT procedure is ongoing; or
1>	if integrity check failure indication is received from lower layers while SDT procedure is ongoing; or
1>	if T319a expires:
2>	consider SDT procedure is not ongoing;
2>	perform the actions upon going to RRC_IDLE as specified in 5.3.11 with release cause 'RRC Resume failure'.
The UE may discard the connection resume failure or connection establishment failure information, i.e. release the UE variable VarConnEstFailReport and the UE variable VarConnEstFailReportList, 48 hours after the last connection resume failure is detected.
The L2 U2N Relay UE either indicates to upper layers (to trigger PC5 unicast link release) or sends NotificationMessageSidelink message to the connected L2 U2N Remote UE(s) in accordance with 5.8.9.10.

· TP for [C315] Add limitation on logged MDT area configuration

[bookmark: _Toc162894598]6.2.2	Message definitions
[bookmark: _Toc162894609]–	LoggedMeasurementConfiguration
The LoggedMeasurementConfiguration message is used to perform logging of measurement results while in RRC_IDLE or RRC_INACTIVE. It is used to transfer the logged measurement configuration for network performance optimisation.
Signalling radio bearer: SRB1
RLC-SAP: AM
Logical channel: DCCH
Direction: Network to UE
LoggedMeasurementConfiguration message
-- ASN1START
-- TAG-LOGGEDMEASUREMENTCONFIGURATION-START

LoggedMeasurementConfiguration-r16 ::=  SEQUENCE {
    criticalExtensions                      CHOICE {
        loggedMeasurementConfiguration-r16      LoggedMeasurementConfiguration-r16-IEs,
        criticalExtensionsFuture                SEQUENCE {}
    }
}

LoggedMeasurementConfiguration-r16-IEs ::=  SEQUENCE {
    traceReference-r16                          TraceReference-r16,
    traceRecordingSessionRef-r16                OCTET STRING (SIZE (2)),
    tce-Id-r16                                  OCTET STRING (SIZE (1)),
    absoluteTimeInfo-r16                        AbsoluteTimeInfo-r16,
    areaConfiguration-r16                       AreaConfiguration-r16                    OPTIONAL,  --Need R
    plmn-IdentityList-r16                       PLMN-IdentityList2-r16                   OPTIONAL,  --Need R
    bt-NameList-r16                             SetupRelease {BT-NameList-r16}           OPTIONAL,  --Need M
    wlan-NameList-r16                           SetupRelease {WLAN-NameList-r16}         OPTIONAL,  --Need M
    sensor-NameList-r16                         SetupRelease {Sensor-NameList-r16}       OPTIONAL,  --Need M
    loggingDuration-r16                         LoggingDuration-r16,
    reportType                                  CHOICE {
        periodical                                  LoggedPeriodicalReportConfig-r16,
        eventTriggered                              LoggedEventTriggerConfig-r16,
        ...
    },
    lateNonCriticalExtension                    OCTET STRING                             OPTIONAL,
    nonCriticalExtension                        LoggedMeasurementConfiguration-v1700-IEs OPTIONAL
}

LoggedMeasurementConfiguration-v1700-IEs ::= SEQUENCE {
    sigLoggedMeasType-r17                       ENUMERATED {true}                        OPTIONAL, -- Need R
    earlyMeasIndication-r17                     ENUMERATED {true}                        OPTIONAL, -- Need R
    areaConfiguration-r17                       AreaConfiguration-r17                    OPTIONAL,  --Need R
    nonCriticalExtension                        LoggedMeasurementConfiguration-v1800-IEs OPTIONAL
}

LoggedMeasurementConfiguration-v1800-IEs ::= SEQUENCE {
    areaConfiguration-v1800                     AreaConfiguration-v1800                  OPTIONAL,  --Need R
    nonCriticalExtension                        SEQUENCE {}                              OPTIONAL
}

LoggedPeriodicalReportConfig-r16 ::=            SEQUENCE {
    loggingInterval-r16                             LoggingInterval-r16,
    ...
 }

LoggedEventTriggerConfig-r16 ::=                SEQUENCE {
    eventType-r16                                   EventType-r16,
    loggingInterval-r16                             LoggingInterval-r16,
    ...
}

EventType-r16 ::= CHOICE {
    outOfCoverage     NULL,
    eventL1           SEQUENCE {
        l1-Threshold      MeasTriggerQuantity,
        hysteresis        Hysteresis,
        timeToTrigger     TimeToTrigger
    },
    ...
}

-- TAG-LOGGEDMEASUREMENTCONFIGURATION-STOP
-- ASN1STOP

	LoggedMeasurementConfiguration field descriptions

	absoluteTimeInfo
Indicates the absolute time in the current cell.

	areaConfiguration
Used to restrict the area in which the UE performs measurement logging to cells broadcasting any of the included cell identities, the included tracking area codes/ frequencies, the included PNI-NPN identities or the SNPN identities. If areaConfiguration-r17 is present, the UE shall ignore areaConfiguration-r16. The areaConfiguration-v1800 is a non-critical extension of areaConfiguration-r17. See NOTE 1.

	earlyMeasIndication
If included, the field indicates the UE is allowed to log measurements on early measurement related frequencies in logged measurements.

	eventType
The value outOfCoverage indicates the UE to perform logging of measurements when the UE enters any cell selection state, and the value eventL1 indicates the UE to perform logging of measurements when the triggering condition (similar as event A2 as specified in 5.5.4.3) as configured in the event is met for the camping cell in camped normally state.

	plmn-IdentityList
Indicates a set of PLMNs defining when the UE performs measurement logging as well as the associated status indication and information retrieval i.e. the UE performs these actions when the RPLMN is part of this set of PLMNs.

	sigLoggedMeasType
If included, the field indicates a signalling based logged measurement configuration (See TS 37.320 [61]).

	tce-Id
Parameter Trace Collection Entity Id: See TS 32.422 [52].

	traceRecordingSessionRef
Parameter Trace Recording Session Reference: See TS 32.422 [52].

	reportType
Parameter configures the type of MDT configuration, specifically Periodic MDT configuration or Event Triggerd MDT configuration.


NOTE 1:	The UE should perform measurement logging based on the area configuration limitations:
· If the areaConfig-r16/areaConfig-r17 is present, and the cag-ConfigList is absent, the UE should perform logging in both PN and PNI-NPN based on areaConfig-r16/areaConfig-r17, if any;
· If the areaConfig-r16/areaConfig-r17 and the cag-ConfigList are present simultaneously, the UE should perform logging in PN within the areaConfig-r16/areaConfig-r17 and perform logging in PNI-NPN within cag-ConfigList;
· If the snpn-ConfigList is present, the UE should perform logging only in SNPN based on snpn-ConfigList. The snpn-ConfigList should not be configured together with PN or PNI-NPN area configurations.

· TP for [C311] Correction on CPAC failure
5.7.3.5	Actions related to transmission of SCGFailureInformation message
[bookmark: _GoBack]The UE shall set the contents of the SCGFailureInformation message as follows:
1>	if the UE initiates transmission of the SCGFailureInformation message due to T310 expiry:
2>	set the failureType as t310-Expiry;
1>	else if the UE initiates transmission of the SCGFailureInformation message due to T312 expiry:
2>	set the failureType as other and set the failureType-v1610 as t312-Expiry;
1>	else if the UE initiates transmission of the SCGFailureInformation message to provide reconfiguration with sync failure information for an SCG:
2>	set the failureType as synchReconfigFailureSCG;
1>	else if the UE initiates transmission of the SCGFailureInformation message to provide random access problem indication from SCG MAC:
2>	if the random access procedure was initiated for beam failure recovery:
3>	set the failureType as other and set the failureType-v1610 as beamFailureRecoveryFailure;
2>	else:
3>	set the failureType as randomAccessProblem;
1>	else if the UE initiates transmission of the SCGFailureInformation message to provide indication from SCG RLC that the maximum number of retransmissions has been reached:
2>	set the failureType as rlc-MaxNumRetx;
1>	else if the UE initiates transmission of the SCGFailureInformation message due to SRB3 IP check failure:
2>	set the failureType as srb3-IntegrityFailure;
1>	else if the UE initiates transmission of the SCGFailureInformation message due to Reconfiguration failure of NR RRC reconfiguration message:
2>	set the failureType as scg-reconfigFailure;
1>	else if the UE initiates transmission of the SCGFailureInformation message due to consistent uplink LBT failures:
2>	set the failureType as other and set the failureType-v1610 as scg-lbtFailure;
1>	else if connected as an IAB-node and the SCGFailureInformation is initiated due to the reception of a BH RLF indication on BAP entity from the SCG:
2>	set the failureType as other and set failureType-v1610 as bh-RLF;
1>	else if the UE initiates transmission of the SCGFailureInformation message due to beam failure of the PSCell while the SCG is deactivated:
2>	set the failureType as other and set failureType-v1610 as beamFailure;
1> include and set MeasResultSCG-Failure in accordance with 5.7.3.4;
1>	for each MeasObjectNR configured by a MeasConfig associated with the MCG, and for which measurement results are available:
2>	include an entry in measResultFreqList;
2>	if there is a measId configured with the MeasObjectNR and a reportConfig which has rsType set to ssb:
3>	set ssbFrequency in measResultFreqList to the value indicated by ssbFrequency as included in the MeasObjectNR;
2>	if there is a measId configured with the MeasObjectNR and a reportConfig which has rsType set to csi-rs:
3>	set refFreqCSI-RS in measResultFreqList to the value indicated by refFreqCSI-RS as included in the associated measurement object;
2>	if a serving cell is associated with the MeasObjectNR:
3>	set measResultServingCell in measResultFreqList to include the available quantities of the concerned cell and in accordance with the performance requirements in TS 38.133 [14];
2>	set the measResultNeighCellList in measResultFreqList to include the best measured cells, ordered such that the best cell is listed first, and based on measurements collected up to the moment the UE detected the failure, and set its fields as follows;
3>	ordering the cells with sorting as follows:
4>	based on SS/PBCH block if SS/PBCH block measurement results are available and otherwise based on CSI-RS;
4>	using RSRP if RSRP measurement results are available, otherwise using RSRQ if RSRQ measurement results are available, otherwise using SINR;
3>	if the UE supports SCG failure information for mobility robustness optimization for conditional PSCell change or addition, for each neighbour cell, if any, included in measResultListNR in measResultFreqList:
4>	if the neighbour cell is one of the candidate cells for which the reconfigurationWithSync is included in the secondaryCellGroup in the MCG VarConditionalReconfig (for CPA or inter-SN CPC in NR-DC) or SCG VarConditionalReconfig (for intra-SN CPC) at the moment of the detected SCG failure (radio link failure at PSCell or PSCell change or addition failure):
5>	if the first entry of condExecutionCond or condExecutionCondSCG associated to the neighbour cell choConfig corresponds to a fulfilled execution condition at the moment of SCG failure; or
5>	if the second entry of condExecutionCond or condExecutionCondSCG associated to the neighbour cell choConfig, if available, corresponds to a fulfilled execution condition at the moment of SCG failure:
6>	set firstTriggeredEvent to the execution condition condFirstEvent corresponding to the first entry of condExecutionCond or condExecutionCondSCGchoConfig or to the execution condition condSecondEvent corresponding to the second entry of condExecutionCond or condExecutionCondSCG choConfig, whichever execution condition was fulfilled first in time;
6>	set timeBetweenEvents to the elapsed time between the point in time of fulfilling the condition in condExecutionCond or condExecutionCondSCG choConfig that was fulfilled first in time, and the point in time of fulfilling the condition in condExecutionCond or condExecutionCondSCG choConfig that was fulfilled second in time, if both the first execution condition corresponding to the first entry and the second execution condition corresponding to the second entry in the condExecutionCond or condExecutionCondSCGchoConfig were fulfilled;
3>	for each neighbour cell included:
4>	include the optional fields that are available.
NOTE 1:	The measured quantities are filtered by the L3 filter as configured in the mobility measurement configuration. The measurements are based on the time domain measurement resource restriction, if configured. Exclude-listed cells are not required to be reported.
NOTE 2:	Field measResultSCG-Failure is used to report available results for NR frequencies the UE is configured to measure by SCG RRC signalling.
1>	if available, set the locationInfo as in 5.3.3.7 according to the otherConfig associated with the NR MCG.
1>	if the UE supports SCG failure for mobility robustness optimization:
2>	if the failureType is set to synchReconfigFailureSCG; or
2>	if the failureType is set to randomAccessProblem and the SCG failure was declared while T304 was running:
3>	set perRAInfoList to indicate the performed random access procedure related information as specified in 5.7.10.5.
3>	set the failedPSCellId to the physical cell identity and carrier frequency of the target PSCell of the failed PSCell change;
3>	set the previousPSCellId to the physical cell identity and carrier frequency of the source PSCell associated to the last received RRCReconfiguration message including reconfigurationWithSync for the SCG, if available;
3>	set the timeSCGFailure to the elapsed time since the last execution of RRCReconfiguration message including the reconfigurationWithSync for the SCG until declaring the SCG failure;
2>	else:
3>	set the failedPSCellId to the physical cell identity and carrier frequency of the PSCell in which the SCG failure was declared;
3>	if the last RRCReconfiguration message including the reconfigurationWithSync for the SCG was received to enter the PSCell in which the SCG failure was declared:
4>	set the timeSCGFailure to the elapsed time since the last execution of RRCReconfiguration message including the reconfigurationWithSync for the SCG until declaring the SCG failure;
4>	set the previousPSCellId to the physical cell identity and carrier frequency of the source PSCell associated to the last received RRCReconfiguration message including reconfigurationWithSync for the SCG;
1>	release successPSCell-Config configured by the source PSCell, if available.
The UE shall submit the SCGFailureInformation message to lower layers for transmission.

5. TP for TS36.331 (Based on TS36.331-i10)
· TP for [C303] Correction on RACH-Report in LTE spec
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Upon receiving the UEInformationRequest message, the UE shall, only after successful security activation:
1>	if rach-ReportReq is set to true, set the contents of the rach-Report in the UEInformationResponse message as follows:
*/ omit irrelevant parts */
1>	except for NB-IoT, if the coarseLocationReq is set to true:
2>	if available, include the coarseLocationInfo;
1>	except for NB-IoT, if rach-ReportReqNR is set to true, and if the UE has NR RACH report information available in VarRA-Report of TS 38.331 [82] that is stored and the RPLMN is included in plmn-IdentityList stored in VarRA-Report of TS 38.331 [82], set the content of rach-ReportNR in the UEInformationResponse message as below:
2>	for each RA-Report of ra-ReportList in VarRA-Report of TS 38.331 [82]:
3>	include it as part of rach-ReportListNR;
3>	if the cellIdListNR is not set or the cellId of RA-Report has not been included in cellIdListNR:
4>	add a new entry in cellIdListNR and set the cellIdNR to the global cell identity including the tracking area code, if available, otherwise to the physical cell identity and carrier frequency, as indicated in the cellId of RA-Report;
2>	discard the RA-Report that was included in rach-ReportListNR from ra-ReportList in VarRA-Report of TS 38.331[82] upon successful delivery of the UEInformationResponse message as confirmed by lower layers;
1>	if the logMeasReport is included in the UEInformationResponse:
2>	submit the UEInformationResponse message to lower layers for transmission via SRB2;
2>	discard the logged measurement entries included in the logMeasInfoList from VarLogMeasReport upon successful delivery of the UEInformationResponse message confirmed by lower layers;
1>	else:
2>	submit the UEInformationResponse message to lower layers for transmission via SRB1;.
1>	except for NB-IoT, if rach-ReportReqNR is set to true, and if the UE has NR RACH report information available in VarRA-Report of TS 38.331 [82] that is stored and the RPLMN is included in plmn-IdentityList stored in VarRA-Report of TS 38.331 [82], set the content of rach-ReportNR in the UEInformationResponse message as below:
2>	for each RA-Report of ra-ReportList in VarRA-Report of TS 38.331 [82]:
3>	include it as part of rach-ReportListNR;
3>	if the cellIdListNR is not set or the cellId of RA-Report has not been included in cellIdListNR:
4>	add a new entry in cellIdListNR and set the cellIdNR to the global cell identity including the tracking area code, if available, otherwise to the physical cell identity and carrier frequency, as indicated in the cellId of RA-Report;
2>	discard the RA-Report that was included in rach-ReportListNR from ra-ReportList in VarRA-Report of TS 38.331[82] upon successful delivery of the UEInformationResponse message as confirmed by lower layers.

6. Annex: Table of logged MDT configuration involving NPN by RAN3 (TS38.413-i00)
We highlight the proposed changes and descriptions in [C315] with the RAN3 requirements in the same colours for readability:
	
[RIL]: C315 [Delegate]: CATT (Haocheng)  [WI]:SON [Class]:1 [Status]: ToDo [TDoc]: None [Proposed Conclusion]: v007
[Description]: For logged MDT area configuration involving PNI-NPN and SNPN, RAN3 has the requirements of the UE measurement logging limitations below which has not been described in the air-interface spec:
1) If the legacy (R17) area configuration limitation present only, the UE should perform logging in both PN and PNI-NPN within the limitation;
2) If the legacy area configuration and the PNI-NPN limitation present simultaneously, the UE should perform logging in PN within the legacy area configuration limitation and perform logging in PNI-NPN within PNI-NPN limitation;
3) SNPN limitation should not be configured together with PN or PNI-NPN area configurations.
If needed, we we are willing to provide a contribution to detailed illustrate the mapping of the RAN2 (in areaConfiguration) and RAN3 (in MDT Configuration-NR IE, inside or outside the Area Scope of MDT IE) configuration parameters.
[Proposed Change]: 
Add “See NOTE 1” here to include the limitatios to guide the UE MDT measurement logging within different network types. The “NOTE 1” can be set behind the field description table:
NOTE 1:	The UE should perform measurement logging based on the area configuration limitations:
· If the areaConfig-r16/areaConfig-r17 is present, and the cag-ConfigList is absent, the UE should perform logging in both PN and PNI-NPN based on areaConfig-r16/areaConfig-r17, if any;
· If the areaConfig-r16/areaConfig-r17 and the cag-ConfigList are present simultaneously, the UE should perform logging in PN within the areaConfig-r16/areaConfig-r17 and perform logging in PNI-NPN within cag-ConfigList;
· If the snpn-ConfigList is present, the UE should perform logging only in SNPN based on snpn-ConfigList. The snpn-ConfigList should not be configured together with PN or PNI-NPN area configurations.



[bookmark: _Hlk44338765][bookmark: _Toc5641443][bookmark: _Toc155944660][bookmark: _Toc112756892][bookmark: _Toc107409703][bookmark: _Toc106109245][bookmark: _Toc105174247][bookmark: _Toc105152441][bookmark: _Toc99662374][bookmark: _Toc99123569][bookmark: _Toc97891426][bookmark: _Toc88652383][bookmark: _Toc73982294][bookmark: _Toc64446424][bookmark: _Toc51746160][bookmark: _Toc45897956][bookmark: _Toc45798567][bookmark: _Toc45720689][bookmark: _Toc45658869][bookmark: _Toc45652437]9.3.1.169	MDT Configuration-NR
This IE defines the MDT configuration parameters of NR.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	MDT Activation
	M
	
	ENUMERATED (Immediate MDT only, Logged MDT only, Immediate MDT and Trace, …)
	
	-
	

	[bookmark: OLE_LINK58][bookmark: OLE_LINK59][bookmark: OLE_LINK62]CHOICE Area Scope of MDT
	M
	
	
	
	-
	

	>Cell based
	
	
	
	If PNI-NPN Area Scope of MDT IE is present, this IE covers non-CAG cells only, where non-CAG cells refer to cells that only provide public access.
	
	

	>>Cell ID List for MDT
	
	1..<maxnoofCellIDforMDT>
	
	
	
	

	>>>NR CGI
	M
	
	9.3.1.7
	
	-
	

	>TA based
	
	
	
	If PNI-NPN Area Scope of MDT IE is present, this IE covers non-CAG cells only, where non-CAG cells refer to cells that only provide public access.
	
	

	>>TA List for MDT
	
	1..<maxnoofTAforMDT>
	
	
	
	

	>>>TAC
	M
	
	9.3.3.10
	The TAI is derived using the current serving PLMN.
	-
	

	>PLMN wide
	
	
	NULL
	
	
	

	>TAI based
	
	
	
	If PNI-NPN Area Scope of MDT IE is present, this IE covers non-CAG cells only, where non-CAG cells refer to cells that only provide public access.
	
	

	>>TAI List for MDT
	
	1..<maxnoofTAforMDT>
	
	
	
	

	>>>TAI
	M
	
	
	
	-
	

	>PNI-NPN Based MDT
	
	
	
	
	YES
	ignore

	>>CAG List for MDT
	
	1..<maxnoofCAGforMDT>
	
	
	-
	

	>>>PLMN ID
	
	
	9.3.3.5
	
	-
	

	>>>CAG ID
	M
	
	9.3.3.43
	
	-
	

	>SNPN Cell Based MDT
	
	
	
	
	YES
	ignore

	>>SNPN Cell ID List for MDT
	
	1..<maxnoofCellIDforMDT>
	
	
	-
	

	>>>NR CGI
	M
	
	9.3.1.7
	
	-
	-

	>>>NID
	M
	
	9.3.3.42
	[bookmark: OLE_LINK85]Identifies an SNPN together with the PLMN Identity in the NR CGI IE.
	-
	-

	>SNPN TAI Based MDT
	
	
	
	
	YES
	ignore

	>>SNPN TAI List
	
	1..<maxnoofTAforMDT>
	
	
	-
	-

	>>>TAI
	M
	
	9.3.3.11
	
	-
	-

	>>>NID
	M
	
	9.3.3.42
	Identifies an SNPN together with the PLMN Identity in the TAI IE.
	-
	-

	>SNPN Based MDT
	
	
	
	
	YES
	ignore

	>>MDT SNPN List
	
	1..<maxnoofMDTSNPNs>
	
	
	-
	

	>>>PLMN Identity
	M
	
	9.3.3.5
	
	-
	

	>>>NID
	M
	
	9.3.3.42
	Identifies an SNPN together with the PLMN Identity IE.
	-
	

	CHOICE MDT Mode
	M
	
	
	
	-
	

	>Immediate MDT
	
	
	
	
	
	

	>>Measurements to Activate 
	M
	
	BITSTRING
(SIZE(8))
	Each position in the bitmap indicates a MDT measurement, as defined in TS 37.320 [41]. 
First Bit = M1,
Second Bit= M2,
Third Bit = M4,
Fourth Bit = M5,
Fifth Bit = M6,
Sixth Bit = M7,
Seventh Bit = logging of M1 from event triggered measurement reports according to existing RRM configuration, 
other bits reserved for future use.
Value “1” indicates “activate” and value “0” indicates “do not activate”.
	-
	

	>>M1 Configuration
	[bookmark: OLE_LINK83]C-ifM1
	
	9.3.1.171
	
	-
	

	>>M4 Configuration
	C-ifM4
	
	9.3.1.172
	
	-
	

	>>M5 Configuration
	C-ifM5
	
	9.3.1.173
	
	-
	

	>>M6 Configuration
	C-ifM6
	
	9.3.1.174
	
	-
	

	>>M7 Configuration
	C-ifM7
	
	9.3.1.175
	
	-
	

	>>Bluetooth Measurement Configuration
	O
	
	9.3.1.177
	
	-
	

	>>WLAN Measurement Configuration
	O
	
	9.3.1.178
	
	-
	

	>>MDT Location Information
	O
	
	9.3.1.176
	
	-
	

	>>Sensor Measurement Configuration
	O
	
	9.3.1.179
	
	-
	

	>Logged MDT
	
	
	
	
	
	

	>>Logging Interval
	M
	
	ENUMERATED (320ms, 640ms, 1280ms, 2560ms, 5120ms, 10240ms, 20480ms, 30720ms, 40960ms, 61440ms, infinity, …)
	Corresponds to the LoggingInterval IE as defined in TS 38.331 [18]. 
	-
	

	>>Logging Duration
	M
	
	ENUMERATED (10, 20, 40, 60, 90,120, …)
	Corresponds to the LoggingDuration IE as defined in TS 38.331 [18]. Unit: [minute].
	-
	

	>>CHOICE Report Type
	M
	
	
	
	-
	

	>>>Periodical
	
	
	NULL
	
	
	

	>>>Event Triggered
	
	
	
	
	
	

	>>>>Event Trigger Logged MDT Configuration
	M
	
	9.3.1.180
	
	-
	

	[bookmark: _Hlk22194740]>>Bluetooth Measurement Configuration
	O
	
	9.3.1.177
	
	-
	

	>>WLAN Measurement Configuration
	O
	
	9.3.1.178
	
	-
	

	>>Sensor Measurement Configuration
	O
	
	9.3.1.179
	
	-
	

	>>Area Scope of Neighbour Cells
	O
	
	9.3.1.182
	
	-
	

	>>Early Measurement
	O
	
	ENUMERATED
(true, ...)
	This IE indicates whether the UE is allowed to log measurements on early measurement related frequencies in logged MDT as specified in TS 38.331 [18].
	YES
	ignore

	Signalling Based MDT PLMN List
	O
	
	MDT PLMN List
9.3.1.168
	
	-
	

	PNI-NPN Area Scope of MDT
	O
	
	9.3.3.65
	This IE is ignored if the PLMN Wide IE is present
	YES
	ignore



	Range bound
	Explanation

	maxnoofCellIDforMDT
	Maximum no. of Cell ID subject for MDT scope. Value is 32.

	maxnoofTAforMDT
	Maximum no. of TA subject for MDT scope. Value is 8.

	maxnoofCAGforMDT
	Maximum no. of CAG IDs for MDT scope. Value is 256.

	maxnoofMDTSNPNs
	Maximum no. of SNPNs in the MDT SNPN list. Value is 16.



	Condition
	Explanation

	C-ifM1
	This IE shall be present if the Measurements to Activate IE has the first bit set to “1”.

	C-ifM4
	This IE shall be present if the Measurements to Activate IE has the third bit set to “1”.

	C-ifM5
	This IE shall be present if the Measurements to Activate IE has the fourth bit set to “1”.

	C-ifM6
	This IE shall be present if the Measurements to Activate IE has the fitth bit set to “1”.

	C-ifM7
	This IE shall be present if the Measurements to Activate IE has the sixth bit set to “1”.


9.3.3.65	PNI-NPN Area Scope of MDT
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	[bookmark: OLE_LINK7][bookmark: OLE_LINK9]CAG List for MDT
	
	1..<maxnoofCAGforMDT>
	
	

	>PLMN Identity
	M
	
	9.3.3.5
	

	>CAG ID
	M
	
	9.3.3.43
	



	Range bound
	Explanation

	maxnoofCAGforMDT
	Maximum no. of CAG IDs for MDT area scope. Value is 256.
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