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	Reason for change:
	Currently procedural text specifies that cqi-Reporting is applicable for EDT, i.e., when transmitting RRCEarlyDataRequest message.
	[bookmark: _Toc20486772][bookmark: _Toc29342064][bookmark: _Toc29343203][bookmark: _Toc36566452][bookmark: _Toc36809861][bookmark: _Toc36846225][bookmark: _Toc36938878][bookmark: _Toc37081857][bookmark: _Toc46480482][bookmark: _Toc46481716][bookmark: _Toc46482950][bookmark: _Toc156171509]5.3.3.3b	Actions related to transmission of RRCEarlyDataRequest message
The UE shall set the contents of RRCEarlyDataRequest message as follows:
1>	if upper layers provide an S-TMSI:
2>	set the s-TMSI to the value received from upper layers;
1>	else if upper layers provide a 5G-S-TMSI:
2>	set the ng-5G-S-TMSI to the value received from upper layers;
1>	set the establishmentCause in accordance with the information received from upper layers;
1>	if the UE is a NB-IoT UE:
2>	if the UE supports DL channel quality reporting and cqi-Reporting is present in SystemInformationBlockType2-NB:
3>	set the cqi-NPDCCH to include the latest results of the downlink channel quality measurements of the carrier where the random access response is received as specified in TS 36.133 [16];
NOTE:	The downlink channel quality measurements may use measurement period T1 or T2, as defined in TS 36.133 [16]. In case period T2 is used the RRC-MAC interactions are left to UE implementation.




However, this is not consistent with the field description of cqi-Reporting. It does not include RRCEarlyDataRequest which was introduced in Rel-15 but other RRC messages in    Msg3. This can be clarified.
	cqi-Reporting
For FDD: This field indicates if downlink channel quality reporting in RRCConnectionReestablishmentRequest-NB, RRCConnectionRequest-NB and RRCConnectionResumeRequest-NB message is allowed.




	
	

	Summary of change:
	The field description of cqi-Reporting is updated to clarify downlink channel quality reporting is also allowed in RRCEarlyDataRequest message.

Impact analysis:

Impacted functionality:
DL channel quality report

Inter-operability:
This is to make field description consistent with the procedural text. The procedural text remains the same so no interoperability issue is identified.

Implementation of this CR by the earlier version of the specification does not cause interoperability issue.


	
	

	Consequences if not approved:
	There will be inconsitency between procedural text and field description for cqi-Reporting.
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The IE SystemInformationBlockType2-NB contains radio resource configuration information that is common for all UEs.
NOTE:	UE timers and constants related to functionality for which parameters are provided in another SIB are included in the corresponding SIB.
SystemInformationBlockType2-NB information element
-- ASN1START

SystemInformationBlockType2-NB-r13 ::=	SEQUENCE {
	radioResourceConfigCommon-r13			RadioResourceConfigCommonSIB-NB-r13,
	ue-TimersAndConstants-r13				UE-TimersAndConstants-NB-r13,
	freqInfo-r13							SEQUENCE {
		ul-CarrierFreq-r13						CarrierFreq-NB-r13			OPTIONAL,	-- Need OP
		additionalSpectrumEmission-r13			AdditionalSpectrumEmission
	},
	timeAlignmentTimerCommon-r13			TimeAlignmentTimer,
	multiBandInfoList-r13	SEQUENCE (SIZE (1..maxMultiBands)) OF AdditionalSpectrumEmission		OPTIONAL,	-- Need OR
	lateNonCriticalExtension				OCTET STRING					OPTIONAL,
	...,
	[[	cp-Reestablishment-r14				ENUMERATED {true}				OPTIONAL		-- Need OP
	]],
	[[	servingCellMeasInfo-r14				ENUMERATED {true}				OPTIONAL,		-- Need OR
		cqi-Reporting-r14					ENUMERATED {true}				OPTIONAL		-- Need OR
	]],
	[[	enhancedPHR-r15						ENUMERATED {true}		OPTIONAL,	-- Need OR
		freqInfo-v1530						SEQUENCE {
			tdd-UL-DL-AlignmentOffset-r15		TDD-UL-DL-AlignmentOffset-NB-r15
		}	OPTIONAL,		-- Cond TDD
		cp-EDT-r15							ENUMERATED {true}		OPTIONAL,	-- Need OR
		up-EDT-r15							ENUMERATED {true}		OPTIONAL	-- Need OR
	]],
	[[	earlySecurityReactivation-r16		ENUMERATED {true}		OPTIONAL,	-- Need OR
		cp-EDT-5GC-r16						ENUMERATED {true}		OPTIONAL,	-- Need OR
		up-EDT-5GC-r16						ENUMERATED {true}		OPTIONAL,	-- Need OR
		cp-PUR-EPC-r16						ENUMERATED {true}		OPTIONAL,	-- Need OR
		up-PUR-EPC-r16						ENUMERATED {true}		OPTIONAL,	-- Need OR
		cp-PUR-5GC-r16						ENUMERATED {true}		OPTIONAL,	-- Need OR
		up-PUR-5GC-r16						ENUMERATED {true}		OPTIONAL,	-- Need OR
		rai-ActivationEnh-r16				ENUMERATED {true}		OPTIONAL	-- Need OR
	]]
}

-- ASN1STOP

	SystemInformationBlockType2-NB field descriptions

	additionalSpectrumEmission
The UE requirements related to IE AdditionalSpectrumEmission are defined in TS 36.101 [42], clause 6.2.4F and TS 36.102 [113], clause 6.2B.3 for NTN capable UE.

	cp-EDT
For FDD: This field indicates whether the UE is allowed to initiate CP-EDT when connected to EPC, see 5.3.3.1b.

	cp-EDT-5GC
For FDD: This field indicates whether the UE is allowed to initiate CP-EDT when connected to 5GC, see 5.3.3.1b.

	cp-PUR-5GC
For FDD: Indicates whether CP transmission using PUR is allowed in the cell when connected to 5GC, see 5.3.3.1c.

	cp-PUR-EPC
For FDD: Indicates whether CP transmission using PUR is allowed in the cell when connected to EPC, see 5.3.3.1c.

	cp-Reestablishment
This field indicates if the NB-IoT UE is allowed to trigger RRC connection re-establishment when AS security has not been activated.

	cqi-Reporting
For FDD: This field indicates if downlink channel quality reporting in RRCConnectionReestablishmentRequest-NB, RRCConnectionRequest-NB, and RRCConnectionResumeRequest-NB and RRCEarlyDataRequest-NB message is allowed.

	earlySecurityReactivation
Indicates that early security reactivation when resuming a suspended RRC connection as specified in 5.3.3.18 is supported.

	enhancedPHR
For FDD: This field indicates if the NB-IoT UE is allowed to report enhanced PHR in MSG3 as specified in TS 36.321 [6].

	multiBandInfoList
A list of additionalSpectrumEmission i.e. one for each additional frequency band included in multiBandInfoList in SystemInformationBlockType1-NB, listed in the same order.

	rai-ActivationEnh
Indicates whether the UE is allowed to report the AS Release Assistance Indication using the DCQR and AS RAI MAC CE as specified in TS 36.321 [6] when connected to EPC.

	servingCellMeasInfo
This field indicates if serving cell idle mode measurement reporting in RRCConnectionReestablishmentComplete-NB, RRCConnectionResumeComplete-NB and RRCConnectionSetupComplete-NB is allowed. 

	tdd-UL-DL-AlignmentOffset
Indicates the offset between the UL carrier frequency center with respect to DL carrier frequency center for the anchor carrier.

	ul-CarrierFreq
For FDD: Uplink carrier frequency as defined in TS 36.101 [42], clause 5.7.3F and TS 36.102 [113], clause 5.4B.2. If operationModeInfo in the MIB-NB is set to standalone and the field is absent, the value of the carrier frequency is determined by the TX-RX frequency separation defined in TS 36.101 [42], table 5.7.4-1, and the value of the carrier frequency offset is 0. If operationModeInfo in the MIB-NB is not set to standalone, the field is mandatory present.
For TDD: This field is absent and the uplink carrier frequency is same as the downlink frequency.

	up-EDT
For FDD: This field indicates whether the UE is allowed to initiate UP-EDT when connected to EPC, see 5.3.3.1b.

	up-EDT-5GC
For FDD: This field indicates whether the UE is allowed to initiate UP-EDT when connected to 5GC, see 5.3.3.1b.

	up-PUR-5GC
For FDD: Indicates whether UP transmission using PUR is allowed in the cell when connected to 5GC, see 5.3.3.1c.

	up-PUR-EPC
For FDD: Indicates whether UP transmission using PUR is allowed in the cell when connected to EPC, see 5.3.3.1c.



	Conditional presence
	Explanation

	TDD
	The field is mandatory present for TDD; otherwise the field is not present and the UE shall delete any existing value for this field.
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This annex lists the Change Requests (CRs) whose changes may be implemented by a UE of an earlier release than which the CR was approved in (i.e. CRs that contain on their coversheets the sentence "Implementation of this CR from Rel-N will not cause interoperability issues").
Table G-1: List of CRs Containing Early Implementable Features and Corrections
	TDoc Number (RP-xxxxxx): CR Title
	CR Number(s)
	CR Revision Number(s)
	Earliest Implementable Release
	Additional Information

	RP-181233: Successful acknowledgement of RRCConnectionRelease for BL and CE UE
	3324
	1
	Release 13
	RRCConnectionRelease message, for which the poll bit is not set, can be considered succesfully acknowledged when UE has sent HARQ ACK feedback.

	RP-182674: CR for T312 on LTE HetNet mobility
	3506
	5
	Release 12
	Remove T312 in leaving condition for event trigger.

	RP-182671: Corrections on paging monitoring and SI acquisition in RRC_CONNECTED for BL UEs and UEs in CE
	3647
	2
	Release 13
	

	RP-190548: Update description of ack-NACK-NumRepetitions
	3899
	2
	Release 13
	

	RP-190548: Corrections of NB-IoT Access Barring
	3900
	2
	Release 13
	

	RP-191382: SI update notification and access barring in NB-IoT
	4020
	2
	Release 13
	

	RP-192195 : Correction on handling of SCell(s) during Make Before Break handover
	3986
	3
	Release 14
	

	RP-192940: Stop using redirectedCarrierOffsetDedicated after reselection to another frequency
	4144
	1
	Release 14
	

	RP-200338: Corrections to T312 and Discovery Signals measurement
	4198
	1
	Release 12
	

	RP-200367: Correction on H1 and H2 events
	4103
	2
	Release 15
	

	RP-201166: Allowing PDCP version change without handover
	4262
	2
	Release 15
	

	RP-201166: upperLayerIndication enhancements
	4266
	3
	Release 15
	

	RP-201192: Relaxed serving cell measurement for UEs using WUS
	4344
	-
	Release 15
	

	RP-202780: Corrections to the field descriptions for TDD/FDD capability differentiation, and to nMaxResource value range
	4389
	5
	Release 12
	The CR corrects multiple UE capability field descriptions introduced in various releases, the changes are early implementable back to the release in which the corresponding capability was introduced.

	RP-202789: Correction on uac-AC1-SelectAssistInfo
	4488
	2
	Release 15
	

	RP-211481: Clarification on the initiation of RNA update
	4651
	1
	Release 15
	

	RP-212596: Distinguishing support of extended band n77
	4723
	2
	Release 15
	

	RP-220472: Introduction of carrier specific NRSRP thresholds for NPRACH resource selection
	4777
	1
	Release 14
	

	RP-221738: Distinguishing support of band n77 restrictions in Canada
	4799
	2
	Release 15
	

	RP-232570: Addition of extended number range for NS value
	4917
	6
	Release 16
	

	RP-2xxxxx: Clarification of CQI report enabling in RRCEarlyDataRequest-NB message
	5003
	-
	Release 15
	

	NOTE 1:	In case a CR has mirror CR(s), the mirror CR(s) are not listed.
NOTE 2:	The Additional Information column briefly describes the content of a CR in cases where the CR title may not be descriptive enough. If the CR title is descriptive enough, then the Additional Information column may be left blank.
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