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	Reason for change:
	Based on the RAN1 agreement below, the term “active additional PCI” is replaced with “additional PCI associated with active TCI states”.
	 Agreement
Adopt the following TP 1.5 for TS 38.212 Section 7.3.1.2.1
Reason for change: clarification of the term ‘active additional PCI’.
Summary of change:  replace ‘active additional PCI’ with ‘additional PCI associated with active TCI states’. 
Consequence if not approved:  unclear specification text as the term ‘active additional PCI’ is not defined in the specifications.



The term of active additional PCI is still used in MAC spec somewhere which may cause some ambiguity.
[bookmark: OLE_LINK36]2>	if the Random Access procedure is initiated by PDCCH order with DCI PRACH association indicator field set to 1 and SSB-MTC-AdditionalPCI is configured by upper layers, as specified in clause 7.3.1.2.1 of TS 38.212 [9]:
3>	select the set of Random Access resources corresponding to the active additionalPCI.

	
	

	Summary of change:
	Update the term “active additionalPCI” to “additionalPCI associated with active TCI state”
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	Unclear term "actuve additionalPCI" is used, which is not aligned with L1 specifications.
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[bookmark: _Toc156130293][bookmark: _Toc60777158][bookmark: _Hlk54206873]Start of Change
[bookmark: _Toc155999605][bookmark: _Hlk162257831]5.1.1b	Selection of the set of Random Access resources for the Random Access procedure
The MAC entity shall:
[SKIP unchanged part]
1>	else:
2>	if the Random Access procedure is initiated by PDCCH order with DCI PRACH association indicator field set to 1 and SSB-MTC-AdditionalPCI is configured by upper layers, as specified in clause 7.3.1.2.1 of TS 38.212 [9]:
[bookmark: _GoBack]3>	select the set of Random Access resources corresponding to the active additionalPCI associated with active TCI states.
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