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1. Overall Description:
In RAN2 #125, RAN2 agreed a TS38.331 CR (R2-2401565) to support RRM enhancement for Rel-18 NR FR2 HST. For the intra-frequency measurement enhancement on SCC, RAN2 agreed to use the existing RRC configuration parameter highSpeedMeasFlagFR2 in serving cell configuration of each SCell.
During RAN2 discussion, it was questioned whether gNB should enable RRM enhancements for all serving cells in the same frequency band (i.e. intra-band CA) in consistent manner. That is, it is whether the presence of highSpeedMeasFlagFR2 should be the same for all serving cells in the same frequency band. For example, if highSpeedMeasFlagFR2 is present for PCell, highSpeedMeasFlagFR2 should be present to all SCells in the same frequency band as PCell.  
Some companies think that given that HST is a dedicated deployment, it is likely that all carriers in the same frequency band in CA are deployed for HST. In this case, if the same HST configuration is applied for all serving cells in the same frequency band, unnecessary complexity in UE implementation could be avoided. 

2. Actions:
To RAN4 group:
ACTION: RAN2 respectfully ask RAN4 whether gNB should enable RRM enhancements for all serving cells in the same frequency band (i.e. intra-band CA) in consistent manner.

3. Date of Next TSG-RAN WG4 Meeting:
TSG-RAN2 Meeting #126	May 20 – May 24, 2024 		Fukuoka, JP
TSG-RAN2 Meeting #127	August 19 – August 23, 2024 		Maastricht, NL
