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1. [bookmark: OLE_LINK13][bookmark: OLE_LINK14]Introduction
In this contribution, we will discuss the remaining MUSIM RILs [Z103][Z115][Z117].
2. Discussion
RIL [Z103]
During ASN.1 review phase, one RIL was proposed for the below text quoted from the current running CR. 
	[bookmark: _Toc162894358]5.7.4.2	Initiation
<Omit…>
1>	if configured to provide MUSIM assistance information for temporary capability restriction:
<Omit…>
2>	if the UE has a preference on the measurement gap requirement information and the UE did not transmit a UEAssistanceInformation message with measurement gap requirement information or RRCReconfigurationComplete message or RRCResumeComplete message with measurement gap requirement information since it was configured to provide its preference on the measurement gap requirement information for MUSIM; or
2>	if the current musim-NeedForGapsInfoNR is different from the one indicated in the last transmission of the UEAssistanceInformation message including musim-NeedForGapsInfoNR or RRCReconfigurationComplete message or RRCResumeComplete message including needForGapsInfoNR:
3>	initiate transmission of the UEAssistanceInformation message in accordance with 5.7.4.3 to provide the current musim-NeedForGapsInfoNR;



	 Z103
	Problem description: The reporting is triggered by musim-CapabilityRestrictionConfig-r18, there is no explicit/separate measurement gap requirement information related configuration 
MUSIM-CapabilityRestrictionConfig-r18 ::=    SEQUENCE {
    musim-CandidateBandList-r18                  MUSIM-CandidateBandList-r18                            OPTIONAL, -- Need M
    musim-WaitTimer-r18                          ENUMERATED {ms10, ms20, ms40, ms60, ms80, ms100, spare2, spare1},
    musim-ProhibitTimer-r18                      ENUMERATED {ms0, ms10, ms20, ms40, ms60, ms80, spare2, spare1}
}
Proposed Change:  …since it was configured to provide its preference on the measurement gap requirement information MUSIM assistance information for temporary capability restriction for MUSIM


It is true that there is no explicit configuration specific to the case ‘configured to provide its preference on the measurement gap requirement information for MUSIM’. However, we think the change proposed by the proponent needs more discussion. 
In RAN2#125bis meeting, RAN2 has made the below agreement. 
	Dependency of Musim-NeedForGaps with Nr-NeedForGap
Option 1, i.e., updating musim-CapabilityRestriction-r18 IE in TS38.306 is Way Forward. The following TP is taken as baseline: “For a UE supporting nr-NeedForGap-Reporting-r16, this field also indicates UE supports musim-NeedForGapsInfoNR-r18 as defined in TS 38.331 [9].”
CR Rapporteur of MUSIM UE capabilities for 38.306 will be submitted in the next meeting. 


From this, we can observe that the UE may only support MUSIM temporary capability restriction but not support need for gap reporting. This provides more flexibility for the UE. We think the network may also need such flexibility, i.e., the network may only support MUSIM temporary capability restriction but not support need for gap reporting.
Observation 1: 	The network may only support MUSIM temporary capability restriction reporting but not support need for gap reporting.
In the current specification, the UE will consider itself to be configured to provide the measurement gap requirement information of NR target bands if needForGapsConfigNR is set to setup. 
	[bookmark: _Toc60776760][bookmark: _Toc162894075]5.3.5.3	Reception of an RRCReconfiguration by the UE
<Omit…>
1>	if the RRCReconfiguration message includes the needForGapsConfigNR:
2>	if needForGapsConfigNR is set to setup:
3>	consider itself to be configured to provide the measurement gap requirement information of NR target bands;
2>	else:
3>	consider itself not to be configured to provide the measurement gap requirement information of NR target bands;


So, the intention of the description in the current MUSIM CR is that, the UE can send its first measurement gap requirement information in UAI since it was configured to provide MUSIM assistance information for temporary capability restriction and was configured to provide the measurement gap requirement information of NR target bands. If the second condition above is not included, it means that if configured to provide MUSIM assistance information for temporary capability restriction, the UE assumes the network supports measurement gap requirement reporting, which against with our observation 1. 
Observation 2: The proposed change in RIL [Z103] may require the network to support need for gap reporting if the network supports MUSIM temporary capability restriction reporting.
Considering the required spec change shown below is quite small, we prefer to include the second condition in the procedure to avoid unnecessary restriction at the network side.
‘if the UE has a preference on the measurement gap requirement information and the UE did not transmit a UEAssistanceInformation message with measurement gap requirement information or RRCReconfigurationComplete message or RRCResumeComplete message with measurement gap requirement information since it was configured to provide its preference on the measurement gap requirement information for MUSIM and it was configured to provide MUSIM assistance information for temporary capability restriction;’

Proposal 1 For [Z103], the following TP is taken as baseline: ‘…since it was configured to provide its preference on the measurement gap requirement information for MUSIM and it was configured to provide MUSIM assistance information for temporary capability restriction;’.

RIL [Z115][Z117]:
For [Z115][Z117], both RILs are relate to the same issue.
	Z115
	Problem description: In Release 18, the network may configure the MUSIM gap together with concurrent measurement gap together, thus this restriction shall be deleted.
Proposed Change: In this version of the specification, the network does not configure MUSIM gap together with concurrent measurement gap or preconfigured measurement gap for positioning.


Since RAN4 has defined how the UE handles the collision between MUSIM gaps and concurrent measurement gaps, we agree the restriction is not needed anymore. So, we think [Z115][Z117] can be agreed. 
Proposal 2 [Z115] [Z117] can be agreed. 
 
3. Conclusion
In this paper, the following observations and proposals are given: 
Observation 1: 	The network may only support MUSIM temporary capability restriction reporting but not support need for gap reporting.
Observation 2: The proposed change in RIL [Z103] may require the network to support need for gap reporting if the network supports MUSIM temporary capability restriction reporting.
And
Proposal 1 For [Z103], the following TP is taken as baseline: ‘…since it was configured to provide its preference on the measurement gap requirement information for MUSIM and it was configured to provide MUSIM assistance information for temporary capability restriction; ’.
Proposal 2 [Z115] [Z117] can be agreed.
