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	Reason for change:
	In LS R4-2406717 and CR R4-2406620, an asymmetric bandwidth combination was supported on the band n28
Table 5.3.6-1: FDD asymmetric UL and DL channel bandwidth combinations (from 38.101)
	NR Band
	Channel bandwidths for UL (MHz)
	Channel bandwidths for DL (MHz)
	Asymmetric channel Bandwidth Combination Sets

	n5
	20
	25
	0

	n8
	20
	35
	0

	
	10, 15, 20
	25, 35
	1

	
	10, 15, 20
	25, 30, 35
	2

	n24
	10
	5
	0

	n25
	40
	45
	0

	n26
	20
	25, 30
	0

	n283
	3
	5
	1



For the n28, the asymmetric bandwidth combination was optionally supported, and thus only asymmetric BCS1 was defined (without BCS0 definition). 

	asymmetricBandwidthCombinationSet
Defines the supported asymmetric channel bandwidth combination for the band as defined in the TS 38.101-1 [2]. Field encoded as a bit map, where bit N is set to "1" if UE support asymmetric channel bandwidth combination set N for this band as defined in the TS 38.101-1 [2]. The leading / leftmost bit (bit 0) corresponds to the asymmetric channel bandwidth combination set 1, the next bit corresponds to the asymmetric channel bandwidth combination set 2 and so on. UE shall support asymmetric channel bandwidth combination set 0. If the field is absent, the UE supports asymmetric channel bandwidth combination set 0.
	


However, in the current field description of the asymmetricBandwidthCombinationSet, it said if this filed is absent the default asymmetric BCS value is BSC0, which is incorrect for the band n28.

	
	

	Summary of change:
	Clarify that for the band n28, if the “asymmetricBandwidthCombinationSet” is absent, the UE doesn’t support the asymmetric Bandwidth Combination.

Impact analysis
Impacted 5G architecture options:
NR SA

Impacted functionality:
Less than 5M

Inter-operability: 
If the UE is implemented according to the CR and the network is not, the gNB that supports less than 5M feature may misunderstand the supported asymmetric Bandwidth Combination set on band n28.

If the network is implemented according to the CR and the UE is not, there is no inter-operability issue. 

	
	

	Consequences if not approved:
	The asymmetric Bandwidth Combination on the band n28 can’t be supported correctly.
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[bookmark: _Toc37238651][bookmark: _Toc37238765][bookmark: _Toc46488660][bookmark: _Toc52574081][bookmark: _Toc52574167][bookmark: _Toc162955612]4.2.7.2	BandNR parameters
	Definitions for parameters
	Per
	M
	FDD-TDD
DIFF
	FR1-FR2
DIFF

	ack-NACK-FeedbackForMulticastWithDCI-Enabler-r17
Indicates whether the UE supports DCI-based enabling/disabling ACK/NACK based HARQ-ACK feedback configured per G-RNTI by RRC signalling via DCI format 4_2.

A UE supporting this feature shall also indicate support of ack-NACK-FeedbackForMulticast-r17 and dynamicMulticastDCI-Format4-2-r17.
	Band
	No
	N/A
	N/A

	ack-NACK-FeedbackForSPS-MulticastWithDCI-Enabler-r17
Indicates whether the UE supports DCI-based enabling/disabling ACK/NACK based HARQ-ACK feedback configured per G-CS-RNTI for multicast by RRC signalling via DCI format 4_2.

A UE supporting this feature shall also indicate support of ack-NACK-FeedbackForSPS-Multicast-r17 and sps-MulticastDCI-Format4-2-r17.
	Band
	No
	N/A
	N/A

	activeConfiguredGrant-r16
Indicates whether the UE supports up to 12 configured/active configured grant configurations in a BWP of a serving cell. This field includes the following parameters:
-	maxNumberConfigsPerBWP-r16 indicates the maximum number of configured/active configured grant configurations in a BWP of a serving cell.
-	maxNumberConfigsAllCC-r16 indicates the maximum number of configured/active configured grant configurations across all serving cells in a MAC entity, and across MCG and SCG in case of NR-DC.
The UE can include this feature only if the UE indicates support of either configuredUL-GrantType1 or configuredUL-GrantType1-v1650 and/or configuredUL-GrantType2 or configuredUL-GrantType2-v1650.

NOTE:
-	For all the reported bands in FR1, a same X1 value is reported for maxNumberConfigsAllCC-r16. For all the reported bands in FR2, a same X2 value is reported for maxNumberConfigsAllCC-r16.
-	The total number of configured/active configured grant configurations across all serving cells in FR1 is no greater than X1.
-	The total number of configured/active configured grant configurations across all serving cells in FR2 is no greater than X2.
-	If the CA have some serving cell(s) in FR1 and some serving cell(s) in FR2, the total number of configured/active configured grant configurations across all serving cells is no greater than max(X1, X2).
	Band
	No
	N/A
	N/A

	additionalActiveTCI-StatePDCCH
Indicates whether the UE supports one additional active TCI-State for control in addition to the supported number of active TCI-States for PDSCH. The UE can include this field only if maxNumberActiveTCI-PerBWP in tci-StatePDSCH is set to n1. Otherwise, the UE does not include this field.
	Band
	No
	N/A
	N/A

	antennaArrayType-r18
Indicates whether the UE supports the RF and RRM requirements with antenna array as specified in TS 38.101-1 [2] clause 6.1J, 7.1J and TS 38.133 [5]. If the field is absent, the RF and RRM requirements with omni-directional antenna applies as specified in TS 38.101-1 [2] clause 6.1J, 7.1J and TS 38.133 [5]. The UE indicating support of this feature shall also indicate support of airToGroundNetwork-r18. This field is only applicable for bands as specified for ATG in clause 5.2J of TS 38.101-1 [2].
	Band
	CY
	N/A
	FR1 only

	aperiodicBeamReport
Indicates whether the UE supports aperiodic 'CRI/RSRP' or 'SSBRI/RSRP' reporting on PUSCH. The UE provides the capability for the band number for which the report is provided (where the measurement is performed).
	Band
	Yes
	N/A
	N/A

	aperiodicCSI-RS-AdditionalBandwidth-r17
Indicates the UE supported TRS bandwidths for fast SCell activation, in addition to 52 RBs, for a 10MHz UE channel bandwidth. This field only applies for the BWPs configured with 52 RBs size and 15kHz SCS, in FDD bands and indicates the values:
Value addBW-Set1 indicates 28, 32, 36, 40, 44, 48 RBs.
Value addBW-Set2 indicates 32, 36, 40, 44, 48 RBs.

The UE can include this feature only if the UE indicates support of aperiodicCSI-RS-FastScellActivation-r17.
	Band
	No
	FDD only
	FR1 only

	aperiodicCSI-RS-FastScellActivation-r17
Indicates whether the UE supports aperiodic CSI-RS for tracking for fast SCell activation, i.e.,
1) Aperiodic CSI-RS for tracking for fast SCell activation is triggered by enhanced SCell activation/deactivation MAC CE;
2) Aperiodic CSI-RS for tracking for fast SCell activation is triggered within the BWP indicated by firstActiveDownlinkBWP-Id for the SCell.

This field includes the following parameters:
-	maxNumberAperiodicCSI-RS-PerCC-r17 indicates the maximum number of aperiodic CSI-RS resource set configurations for tracking for fast SCell activation that can be configured to UE per CC in a reported band. Value n8 corresponds to 8, n16 corresponds to 16, and so on.
-	maxNumberAperiodicCSI-RS-AcrossCCs-r17 indicates the maximum number of aperiodic CSI-RS resource set configurations for tracking for fast SCell activation that can be configured to UE across CCs in a reported band. Value n8 corresponds to 8, n16 corresponds to 16, and so on.
NOTE:
-	maxNumberAperiodicCSI-RS-PerCC-r17 and maxNumberAperiodicCSI-RS-AcrossCCs-r17 values refer to the number of RS configurations for fast SCell activation that can be indicated by the MAC CE.
-	The NZP-CSI-RS configured as RS for tracking for fast SCell activation are not considered when counting the maximum NZP-CSI-RS configurations of CSI-RS and CSI-IM reception for CSI feedback.
	Band
	No
	N/A
	N/A

	aperiodicTRS
Indicates whether the UE supports DCI triggering aperiodic TRS associated with periodic TRS.
	Band
	No
	N/A
	Yes

	asymmetricBandwidthCombinationSet
[bookmark: _GoBack]Defines the supported asymmetric channel bandwidth combination for the band as defined in the TS 38.101-1 [2]. Field encoded as a bit map, where bit N is set to "1" if UE support asymmetric channel bandwidth combination set N for this band as defined in the TS 38.101-1 [2]. The leading / leftmost bit (bit 0) corresponds to the asymmetric channel bandwidth combination set 1, the next bit corresponds to the asymmetric channel bandwidth combination set 2 and so on. UE shall support asymmetric channel bandwidth combination set 0. Except for the band n28, iIf the field is absent, the UE supports asymmetric channel bandwidth combination set 0. For the band n28, if the filed is absent, the UE doesn’t support the asymmetric bandwidth combination.
	Band
	No
	N/A
	N/A



