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8.2.1.3
Reception of a RADIO BEARER SETUP message by the UE

Upon reception of a RADIO BEARER SETUP message the UE shall perform actions as specified below and transmit a RADIO BEARER SETUP COMPLETE message on the uplink DCCH using AM RLC. 

If the variable RB_UPLINK_CIPHERING_ACTIVATION_TIME_INFO is set, the UE shall include and set the IE "Radio bearer uplink ciphering activation time info" to the value of that variable.

When the transmission of the RADIO BEARER SETUP COMPLETE message has been confirmed by RLC the UE shall resume data transmission on RB 2 and upwards if RLC-AM or RLC-UM is used on those radio bearers, the UE shall clear the variable ORDERED_CONFIG, clear the variable RB_UPLINK_CIPHERING_ACTIVATION_TIME_INFO and the procedure ends.

The UE shall store the received physical channel configuration and the activation time in the variable ORDERED_CONFIG.

The UE shall act upon all received information elements as specified in 8.5.7, unless specified otherwise in the following.

The UE shall be able to receive an RADIO BEARER SETUP message and perform a hard handover, even if no prior UE measurements have been performed on the target cell and/or frequency:
The UE shall:

-
for the new radio bearer(s), use the multiplexing option applicable for the transport channels used according to the IE "RB mapping info";

-
for the new radio bearer(s), if the variable CIPHERING_STATUS is set to "Started", initialise ciphering on those radio bearers using the current ciphering hyperframe number;

-
for radio bearer(s) existing prior to the message, use the multiplexing option applicable for the transport channels used, according to their IE "RB mapping info" or their previously stored multiplexing options;

-
configure MAC multiplexing if that is needed in order to use said transport channel(s);

-
use MAC logical channel priority when selecting TFC in MAC;

-
suspend data transmission on RB 2 and upward, if RLC-AM or RLC-UM is used on those radio bearers.

If the IE "New C-RNTI" is included, the UE shall:

-
use that C-RNTI when using common transport channels of type RACH, FACH and CPCH in the current cell.

If the IE "RAB information to setup" is included, the procedure is used to establish radio bearers belonging to a radio access bearer and the UE shall:

-
Associate the new radio bearers with the radio access bearer that is identified by the IE "RAB info".

-
Check whether that radio acces bearer exists in the variable ESTABLISHED_RABS.

If the radio access bearer exists the UE shall: 

-
store information about the radio bearer under the radio access bearer entry in the variable ESTABLISHED_RABS.

If the radio access bearer does not exist the UE shall:

-
store information about the new radio access bearer in the variable ESTABLISHED_RABS

-
store information about the radio bearer under the radio access bearer entry in the variable ESTABLISHED_RABS.

-
indicate the establishment of the radio access bearer to the upper layer entity using the IE "CN domain identity", forwarding the content of the IE "RAB identity". 

-
For each new radio bearer, the UE shall:

-
create a new RAB subflow for the radio access bearer. 

-
Number the RAB subflow in the order of when the radio bearers within the radio access bearers where created. 

-
Store the number of the RAB subflow in the variable ESTABLISHED_RABS.

-
Indicate the establishment of each new RAB subflow to the upper layer entity using the IE "CN domain identity".

The UE should turn off the transmitter during the reconfiguration. The UE may first release the current physical channel configuration and shall then establish a new physical channel configuration according to 8.5.7 and the following. 

If the IEs "PRACH info" and "Uplink DPCH info" are neither included nor previously received in messages other than system information, the UE shall

-
Let the physical channel of type PRACH that is given in system information be the default in uplink.

If the IEs “Secondary CCPCH info” and “Downlink DPCH info” are neither included nor previously received in messages other than system information, the UE shall

-
Start to receive the physical channel of type Secondary CCPCH that is given in system information.

 […]

8.2.2.3
Reception of RADIO BEARER RECONFIGURATION by the UE in CELL_DCH state

Upon reception of a RADIO BEARER RECONFIGURATION message in CELL_DCH state, the UE shall perform actions specified below. 

The UE shall be able to receive an RADIO BEARER RECONFIGURATION message and perform a hard handover, even if no prior UE measurements have been performed on the target cell and/or frequency.

The UE shall store the received physical channel configuration and the activation time in the variable ORDERED_CONFIG.

The UE shall act upon all received information elements as specified in 8.5.7, unless specified otherwise in the following.
The UE shall:

-
For each reconfigured radio bearer or signalling link, use the multiplexing option applicable for the transport channels used according to the IE "RB mapping info";

-
Configure MAC multiplexing if that is needed in order to use said transport channel(s);

-
Use MAC logical channel priority when selecting TFC in MAC;

-
Suspend or resume uplink transmission for each radio bearer, as indicated by the IE "RB suspend/resume" information element;

-
Suspend data transmission on RB 2 and upward, if RLC-AM or RLC-UM is used on those radio bearers.

The UE should turn off the transmitter during the reconfiguration. The UE may first release the current physical channel configuration and shall then establish a new physical channel configuration according to 8.5.7 and the following. 

If the IEs "PRACH info" and "Uplink DPCH info" are neither included nor previously received in messages other than system information, the UE shall

-
Let the physical channel of type PRACH that is given in system information be the default in uplink.

If the IEs “Secondary CCPCH info” and “Downlink DPCH info” are neither included nor previously received in messages other than system information, the UE shall:

-
Start to receive the physical channel of type Secondary CCPCH that is given in system information.

 […]

8.2.2.4
Reception of an RADIO BEARER RECONFIGURATION message by the UE in CELL_FACH state

Upon reception of a RADIO BEARER RECONFIGURATION message in CELL_FACH state, the UE shall perform actions specified below. 

The UE shall store the received physical channel configuration and the activation time in the variable ORDERED_CONFIG.

The UE shall act upon all received information elements as specified in 8.5.7, unless specified otherwise in the following.
The UE shall:

-
For each reconfigured radio bearer or signalling link, use the multiplexing option applicable for the transport channels used according to the IE "RB mapping info";

-
Configure MAC multiplexing if that is needed in order to use said transport channel(s);

-
Use MAC logical channel priority when selecting TFC in MAC;

-
Suspend or resume uplink transmission for each radio bearer, as indicated by the IE "RB suspend/resume". 

If the IE "New C-RNTI" is included, the UE shall:

-
Use that C-RNTI when using common transport channels of type RACH, FACH and CPCH in the current cell.

If the IEs "PRACH info" and "Uplink DPCH info" are neither included nor previously received in messages other than system information, the UE shall

-
Let the physical channel of type PRACH that is given in system information be the default in uplink.

If the IEs “Secondary CCPCH info” and “Downlink DPCH info” are neither included nor previously received in messages other than system information, the UE shall:

-
Start to receive the physical channel of type Secondary CCPCH that is given in system information.

 […]

8.2.3.3
Reception of RADIO BEARER RELEASE by the UE

Upon reception of a RADIO BEARER RELEASE message the UE shall perform the following. 

The UE shall store the received physical channel configuration and the activation time in the variable ORDERED_CONFIG.

The UE shall act upon all received information elements as specified in 8.5.7, unless specified otherwise in the following.

The UE shall be able to receive an RADIO BEARER RELEASE message and perform a hard handover, even if no prior UE measurements have been performed on the target cell and/or frequency.
The UE shall:

For the released radio bearer(s), 

-
delete all stored multiplexing options;

-
indicate release of the RAB subflow stored in the variable ESTABLISHED_RABS to the upper layer entity corresponding to the CN domain identity stored in the variable ESTABLISHED_RABS;

-
delete the information about the radio bearer from the variable ESTABLISHED_RABS.

When all radio bearers belonging to the same radio access bearer have been released, the UE shall:

-
indicate release of the radio access bearer to the upper layer entity using the CN domain identity together with the RAB identity stored in the variable ESTABLISHED_RABS;

-
delete all information about the radio access bearer from the variable ESTABLISHED_RABS.

For all remaining radio bearer(s):

-
use the multiplexing option applicable for the transport channels used according to their IE "RB mapping info" or their previously stored multiplexing options;

-
configure MAC multiplexing if that is needed in order to use said transport channel(s);

-
use MAC logical channel priority when selecting TFC in MAC;

-
suspend data transmission on RB 2 and upward, if RLC-AM or RLC-UM is used on those radio bearers.

If the IE "New C-RNTI" is included, the UE shall:

-
Use that C-RNTI when using common transport channels of type RACH, FACH and CPCH in the current cell.

The UE should turn off the transmitter during the reconfiguration. The UE may first release the current physical channel configuration and shall then establish a new physical channel configuration according to 8.5.7 and the following. 

If the IEs "PRACH info" and "Uplink DPCH info" are neither included nor previously received in messages other than system information, the UE shall:

-
Let the physical channel of type PRACH that is given in system information be the default in uplink.

If the IEs “Secondary CCPCH info” and “Downlink DPCH info” are neither included nor previously received in messages other than system information, the UE shall:

-
Start to receive the physical channel of type Secondary CCPCH that is given in system information.

 […]

8.2.4.3
Reception of an TRANSPORT CHANNEL RECONFIGURATION message by the UE in CELL_DCH state

Upon reception of a TRANSPORT CHANNEL RECONFIGURATION message in CELL_DCH state, the UE shall perform the following actions.

The UE shall store the received physical channel configuration and the activation time in the variable ORDERED_CONFIG.

The UE shall act upon all received information elements as specified in 8.5.7, unless specified otherwise in the following.

The UE shall be able to receive an TRANSPORT CHANNEL RECONFIGURATION message and perform a hard handover, even if no prior UE measurements have been performed on the target cell and/or frequency.
The UE should turn off the transmitter during the reconfiguration. The UE may first release the current physical channel configuration and shall then establish a new physical channel configuration according to 8.5.7 and the following.

The UE shall suspend data transmission on RB 2 and upward, if RLC-AM or RLC-UM is used on those radio bearers.

If the IEs "PRACH info" and "Uplink DPCH info" are neither included nor previously received in messages other than system information, the UE shall:

-
Let the physical channel of type PRACH that is given in system information be the default in uplink.

If the IEs “Secondary CCPCH info” and “Downlink DPCH info” are neither included nor previously received in messages other than system information, the UE shall:

-
Start to receive the physical channel of type Secondary CCPCH that is given in system information.

[…]

8.2.4.4
Reception of an TRANSPORT CHANNEL RECONFIGURATION message by the UE in CELL_FACH state

Upon reception of a TRANSPORT CHANNEL RECONFIGURATION message in CELL_FACH state, the UE shall perform the following.

The UE shall store the received physical channel configuration and the activation time in the variable ORDERED_CONFIG.

The UE shall act upon all received information elements as specified in 8.5.7, unless specified otherwise in the following.
If the IE "New C-RNTI" is included, the UE shall:

-
Use that C-RNTI when using common transport channels of type RACH, FACH and CPCH in the current cell.

If the IEs "PRACH info" and "Uplink DPCH info" are neither included nor previously received in messages other than system information, the UE shall:

-
Let the physical channel of type PRACH that is given in system information be the default in uplink.

If the IEs “Secondary CCPCH info” and “Downlink DPCH info” are neither included nor previously received in messages other than system information, the UE shall:

-
Start to receive the physical channel of type Secondary CCPCH that is given in system information.

[…]

8.2.6.3
Reception of a PHYSICAL CHANNEL RECONFIGURATION message by the UE in CELL_DCH state

Upon reception of a PHYSICAL CHANNEL RECONFIGURATION message, the UE shall perform the following actions. 

The UE shall store the received physical channel configuration and the activation time in the variable ORDERED_CONFIG.

The UE shall act upon all received information elements as specified in 8.5.7, unless specified otherwise in the following.
The UE shall be able to receive an PHYSICAL CHANNEL RECONFIGURATION message and perform a hard handover, even if no prior UE measurements have been performed on the target cell and/or frequency.
The UE shall suspend data transmission on RB 2 and upward, if RLC-AM or RLC-UM is used on those radio bearers.

If the IE "New C-RNTI" is included, the UE shall:

-
Use that C-RNTI when using common physical channels of type RACH, FACH and CPCH in the current cell.

The UE should turn off the transmitter during the reconfiguration. The UE may first release the current physical channel configuration and shall then establish a new physical channel configuration according to 8.5.7 and the following. 

If the IEs "PRACH info" and "Uplink DPCH info" are neither included nor previously received in messages other than system information, the UE shall:

-
Let the physical channel of type PRACH that is given in system information be the default in uplink.

If the IEs “Secondary CCPCH info” and “Downlink DPCH info” are neither included nor previously received in messages other than system information, the UE shall:

-
Start to receive the physical channel of type Secondary CCPCH that is given in system information.

[…]

8.2.6.4
Reception of PHYSICAL CHANNEL RECONFIGURATION by the UE in CELL_FACH state

The UE shall store the received physical channel configuration and the activation time in the variable ORDERED_CONFIG.

The UE shall act upon all received information elements as specified in 8.5.7, unless specified otherwise in the following.
If the IE "New C-RNTI" is included, the UE shall:

-
Use that C-RNTI when using common physical channels of type RACH, FACH and CPCH in the current cell.

If the IEs "PRACH info" and "Uplink DPCH info" are neither included nor previously received in messages other than system information, the UE shall:

-
Let the physical channel of type PRACH that is given in system information be the default in uplink.

If the IEs “Secondary CCPCH info” and “Downlink DPCH info” are neither included nor previously received in messages other than system information, the UE shall:

-
Start to receive the physical channel of type Secondary CCPCH that is given in system information.
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